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CHAPTER-1 

Elastic Surface Wave Propagation in Ground and Effectiveness of 

Trench Wave Barriers for Diminution of Vibrations: An Introduction 
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1.1 INTRODUCTION 

When there is sudden slip at the faults in the interior of earth, there is release of enormous energy and 

energy releases in the form of waves. Seismic wave arrives after some time, then after comes stronger 

waves of low amplitude and then the surface waves of high amplitudes. The surface waves cause the most 

devastating effects on earth and are responsible for most of the damages on surface of earth as shown in 

Figure 1. Standards for design and analysis of foundations subjected to dynamic loads are now prominent 

and these standards represent an important stage in the state of art. But these standards are not capable for 

providing solution of each type of problem related to vibration. In a situation, a foundation may design as 

per the norms of standards which may reduce the damages to the machinery it supports but this machine 

may cause vibration problem to the in an around facilities. 

Taking another situation in which some zone is required to be free from even ambient vibration as in case 

of sensitive instruments in hospitals or research locality. Presently, these vibration problems are still under 

research and clear-cut solutions are not available for them. Further attempts to find out the solutions are 

still in progress and concerned theoretical and experimental works are going on. 

Figure 1: Seismogram recorded by Seismometer for a typical earthquake (Source: Soil dynamics and 

machine foundations by Swami Saran Fig 1.2 Page 3) 

For efficient design of foundation isolation system, a logical approach on the basis of cognizance of surface 

waves in the area of obstruction must be known to the researchers and practitioners. The prime focus of the 

past reviews is to get a thorough understanding of mitigating effects of surface ground waves by trench 

barriers on the basis of rational approach. 



Page 7 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Submission ID trn:oid:::275P35a:1g4e376|93257 Page 7 of 189 - Integrity Submission 

 

 

1.2 DIFFERENT TYPES OF ELASTIC WAVES 

Body waves emanating from seismic effect, travels within interior of earth crust are found in two different 

forms i) p-waves and ii) s-waves. P-waves also called primary waves or compressional waves or 

longitudinal waves. It involves sequential squeezing of medium i.e. compression and expansion of medium 

i.e. rarefaction from which wave passes. These are similar as sound waves in the manner where the particles 

vibrate in the medium as p-wave passes in liquids and solids. S waves is also called as secondary wave or 

shear wave or transverse wave. It gives rise to deformation in shearing when the waves pass through the 

medium. In secondary waves, the particle movement is perpendicular with direction of S-wave travels. 

Figure 2: Deformation caused due to body waves (i) p-waves (ii) SV-waves (Source: Geotechnical 

Earthquake Engineering by Steven L Kramer Fig 2.1 page 19) 

 

The direction of movement of particle is used to classify s-wave into two constituents, vertical and 

horizontal plane movement designated as SV & SH respectively. The velocity of the body waves, changes 

according to stiffness of medium material through which it pass. As we know, the geologic materials have 

the highest stiffness in compression; p-waves have the highest speed as compared to other seismic waves. 

Therefore, these waves are first one which reach at particular site. Liquids on the other hand not having 

stiffness in shearing are no able to sustain S-waves. 

 

It is evident that surface waves are produced as a result of interaction of body waves and surface layers of 

earth crust. Surface waves travel through the surface of earth with decreasing amplitudes exponentially with 

respect to depth as shown in Figure 2. It is the nature of interaction required to produce the surface waves, 
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these waves are notable at farther points from the origin of seismic effect. At distances more than twice the 

depth of the crust of earth, it is surface waves as compared to body waves which cause peak ground motions. 

Since, the earth does not resemble an infinite body and it has very large outer surface and existence of 

stresses not possible on it. The earth is generally assumed as semi-infinite body with a planar free surface. 

In case of planar surface, the effect of curvature of earth is not taken in account. The linked boundary 

conditions with the free surface require some more solutions to the equations of motion. These solutions 

explain nature of waves whose motion is focused near the free surface in a small region (referred as surface 

waves). Surface waves attenuate slowly with distance as compared to body waves; it means surface wave 

causes more destruction on earth surface. 

Two different types of surface waves are significant to study. One of the types is Rayleigh wave shown to 

lie in a homogeneous and elastic half space as shown in Figure 3. Another surface wave is Love wave which 

needs a surficial layer having lower s-wave velocity as compared to the underlying half space. Some more 

types of surface waves also present but are not significant. Two forms of waves i.e. Rayleigh waves & Love 

waves are significant surface waves forms in geotechnical engineering domain. Rayleigh waves are formed 

by interaction of SV-waves and p-waves with the surface of earth. It involves both type of particle motion 

i.e. vertical and horizontal both. The phenomenon can be best understood by considering the similar case 

when a stone is thrown into water and the waves are produced. Love waves are produced by the interaction 

of SH-waves with a surface layer of soft nature. It has not vertical component of particle motion. 

Figure 3: Deformation produced by surface waves (a) Rayleigh-waves (b) Love-waves (Source: 

Geotechnical Earthquake Engineering by Steven L Kramer Fig 2.2 page 20) 
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Study of elastic wave propagation in half space is very much required before taking up the issue of vibration 

isolation by trenches. Energy in the form of Ground wave propagation is propagated within soil in form of 

elastic displacement waves. In studying the wave motion, the earth is approximated by homogeneous, 

isotropic and elastic half space. The theory of elastic half is applicable as long as the amplitude of 

displacement is small and materials are not subjected to strain beyond proportional limit. Study regarding 

elastic wave propagation in homogeneous, isotropic and elastic half space is carried out by so many 

researchers. Theory of elastic half space states two forms of body waves (i) P wave or Primary wave or 

Compressional wave or longitudinal wave and (ii) S waves or Secondary waves or transverse waves. 

Production of surface elastic waves propagation may take place caused from number of factors like 

construction activities, operations of vibration machines, blasting, etc. The sources which are producing 

elastic waves may lie in the region of half space or may lie on the surface. As these vibrations are produced 

near the surface of earth and the building and other structures are also near the surface of earth and 

consequently, they experience vibration effect. And due to this reason, the isolation of vibration from the 

foundations of the structures is of concern. The energy produced by a surface source is distributed away 

which is a coupled form of waves consisting of all three types of waves i.e. Primary, Secondary and 

Rayleigh waves. While producing the vibration by vertical oscillation, Miller and Pursey [17] had found 

out the share of energy between these waves in elastic half space shown in Figure 4. 
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Figure 4: Propagation of Elastic waves in homogeneous, isotropic, elastic half space (Miller and Pursey 

1955) (Source: Arab J Geosci (2017) 10:513, http://doi.org/10.1007/s12517-017-327-3) 

 
1.2.1 Rayleigh Waves 

Wave which exists near the surface of a homogeneous elastic half space in predominant form is Rayleigh 

waves. To understand Rayleigh Waves, consider a wave plane which propagates in x-direction and the 

motion of particle in y-direction is zero. Potential functions such as Ø is the displacement in x direction and 

ψ in y direction. If there is harmonic wave with frequency ɷ and wave number kR propagating with Rayleigh 

wave velocity vR = ɷ / kR,, the potential functions can be described as; Ø = F(z)e i(ɷt- kRx) and ψ = G(z)e 

i(ɷt- kRx) where F and G are two functions that depicts the manner in which there is a variation of amplitude 

of the dilatational and rotation constituents of Rayleigh wave with depth. Rayleigh waves are generated by 

electro-mechanical oscillator and their velocity is measured at site is used to investigate stiffness of soil at 

surface of earth. The particles of soil during motion are in case of Rayleigh wave near the surface of half 

space is like retrograde ellipse. 

http://doi.org/10.1007/s12517-017-327-3)
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Figure 5: Motion by a typical plane wave propagating in x-direction (Source: Geotechnical Earthquake 

Engineering by Steven L Kramer Fig 5.8 page 157) 

 

Measurement of seismic waves is done on the basis of movement in three directions i.e. Transverse, Radial 

and Vertical as shown in Figure 5. In Vertical direction, the P waves arrive later and it is due to the nature 

of two different types of seismic waves i.e. Rayleigh Wave and Love Wave named after Lord Rayleigh and 

August Love. Rayleigh waves are amalgamation of longitudinal vertically polarized transverse waves, 

oscillate in a retrograde and elliptical fashion as shown in Figure 6. They oscillate in a manner similar to 

water waves. In Rayleigh and Love waves both, the amplitude diminishes with depth. Love waves oscillate 

in a transverse fashion and are trapped in a layer. Rayleigh waves are dispersive. 

Figure 6: Movement of particles and direction of propagation in Rayleigh waves as compared to Love 

waves (Source: Content from Lecture module on NPTEL) 

1.3 FUNDAMENTAL WAVE & SCREENING CHARACTERISTICS 

 

It is important to identify ground motion parameters reflecting the features which may be adequate to 

explain the attribute of ground motion which is of significant in engineering terms. Three types of attributes 

of ground motion are paramount are amplitude, frequency content and period of ground motion. Various 
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parameters of ground motion are proposed each of them provides information about these characteristics. 

It is typically important to use one or more parameters in order to characterize any particular ground motion 

adequately. 

1.3.1 Ground Motion Parameters 

 

To describe the important characteristics of ground motion in compact and quantitative form, parameters 

are necessary. So many parameters have been proposed to specify the features of amplitude, frequency 

content and period of ground motion. Amplitude is often used as commonest way to describe a ground 

motion with a time history. Besides, displacement, velocity or acceleration is the other parameters 

considered separately or collectively. Only one of these quantities is measured directly and the other 

computed from it by integration and/or differentiation. The frequency content explains that amplitude of a 

ground motion is distributed with frequencies of different magnitude. The duration of ground motion may 

have influence on effect of motion. Many physical phenomena, such as the reduction of stiffness and 

strength, etc. are prone to the load or stress cycles occur during a sustained ground motion. 

1.3.2 Geometrical Parameters of Influence 

 

The geometrical characteristics are the dimensions of trenches i.e. depth of trench ‘Wd’, trench width ‘Ww’ 

and the distance between source and barrier ‘L’ which influence the efficiency of screening in vibration 

isolation. These geometrical characteristics were normalized by the Researchers in their past studies. This 

normalization has been done in association with Rayleigh wavelength in order to give dimensionless study. 

1.3.3 Normalized Trench Depth (Wd) 

 

Depth of trench is one of the most important factors considering the efficiency of screening in vibration 

isolation. Past studies and as shown in Figure 7, states that while considering vertical vibrations, adding 

more depth improves the trench performance. In contrast, superficial trenches with more width produce 

lesser efficiency of trenches [1], [2], [13] & [14]. 

1.3.4 Loading 

 

Studies show that, width of the trench has little impact in the performance of the trench. Yang and Hung 

 

[23] stated that in case of trenches with shallow depth and with more width has poor performance. The 

explanation for the observation that a trench nearer to the source of vibration, body waves are predominant 
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and trench with shallow depth does not restrict the body waves to move underneath the trench. 

 

1.3.5 Source to Trench Barrier Distance (L) 

 

Past studies reveals that source to barrier distance have insignificant effect on trench performance except 

in shallow trenches. 

1.3.6 Frequency and Amplitude as Loading Parameters 

 

In wave barrier trenches, the parameters are normally represented as ration of Rayleigh wavelength; It 

means that the frequency has an indirect effect on the trench performance. In a nutshell as frequency 

increases, there is a decrease in wavelength and there will also an increase in normalized dimension of 

trenches and this will enhance the performance of barrier. The range of frequency (ISO 1990) for most of 

the vibration generating activities is less than 100 Hz. The parameter Amplitude Reduction Factor (Ar) 

determines the efficiency of the trench barrier. It is calculated as the ration of Amplitude of particle velocity 

with trench to the amplitude of particle velocity without trench at the same observation point. Bo et al. 

observed that there is no significant role of dynamic loading amplitude. 

1.3.7 General Properties of the Responses 

 

 

width has the advantage that it provides much free surface and helps in conversion of surface waves from 

body waves. As the distance between the source and trench barrier increases, surface waves prevalence 

over body waves. 

Figure 7: Influence of trench depth on degradation of Vibration (Source: Arab J Geosci (2017) 10:513, 

http://doi.org/10.1007/s12517-017-327-3) 

http://doi.org/10.1007/s12517-017-327-3)
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in 

Hospitals, Scientific Research Laboratories and High-tech industries 

1.3.8 Vibration Induced by Sources Other Than Seismic 

 

Civil Engineering Structures experiences vibrations not only due to seismic factors but also the factors 

attributed are forces by wind, blasting in nearby area, operations related to construction activities, high 

speed road and rail traffic, heavy vehicles such as multi-axle trucks and Buses, machinery subjected 

to dynamic loads, etc. The vibrations due to traffic occur due to interaction of wheel with the 

irregularity on the road pavement, accelerate and de-acceleration of vehicles, etc. as shown in Figure 

8. Vibration due to internal factors includes Machinery, HVAC system, Elevators and activities of the 

occupants can also be considered as important factors in producing vibrations. Vibrations generated 

by these factors are a common and significant concern in cities. Due to induction of these vibrations, 

occupants often complaint about inconvenience and the structural damages occurs. Building with 

archaeological importance may experience adverse long-term effect. Several précised instruments 

also got affected. 
 
 

Figure 8: Traffic vibrations can be characterized by a source- path-receiver scenario 

 

1.3.9 Strategies for Preventing Vibrations 

 

Vibrations caused by factors like high-speed traffic, construction activities, etc., are not a healthy and safe 

aspect. There are no norms or standards to evaluate the vibration caused due to these factors. IRC 

researchers have though developed some surrogate methods for evaluating vibrations. Several preventive 

measures are adopted and recommended to restrict the vibration level to bearable extent by occupants and 

the structures itself. 
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The various preventive measures may include (a) Regular maintenance of pavement in order to avoid axle 

shocks caused by irregularities on pavement (b) Controlling the speed of traffic or high speed trains in those 

areas which are prone to these sorts of vibrations (c) Improvement of road structure and soil (d) Providing 

sufficient gap space between the roads/rail route and the building or other structures (e) Utilizing vibration 

isolation techniques by in-ground barriers as shown in Figure 9. 

1.4 ELASTIC WAVE PROPAGATION 

 
Surface waves do not propagate in the interior of earth but along the surface of earth just like water waves on surface 

of earth. These waves generate larger ground movements than body waves. Their oscillation is greater than the body 

waves. Different forms of attenuation have been observed for different types of waves along their paths. 

Figure 9: Schematic Illustration of an in-ground vibration barrier 

Surface waves are radiated two dimensionally with a penetration ‘d’, hence their energy is distributed over 

cylinder with a surface area of A=2dr. It means the attenuation is varying linearly with distance. Body 

waves on the other hand spread out in three dimensions, hence, their energy is distributed of the surface of 

sphere of size A=2r2. 

Figure 10 Radial Geometric energy distribution Figure 11: Three-dimensional Geometric 

energy in Surface waves  distribution in Body waves 

(Source: Geotechnical Earthquake Engineering by Steven L Kramer) 
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It means the amplitude in case of body waves decreases proportionally to the square of the distance making 

at lower the greater distances than it is case of surface waves. These waves are dispersive and have low 

velocity than the body waves. In general, surface have lower velocity than body waves, they have high 

amplitude and causes more destruction. Hence, it is necessary to know about the propagation and oscillation 

characteristics. 

Both the waves i.e. Body waves and Rayleigh waves have their propagation emergence radially outward 

from the vibration source but the wave front used by body waves are hemi-spherical whereas Rayleigh 

wave uses the cylindrical wave front as shown in Figure 10. As we know that the energy density of both 

waves decreases with respect to increasing distances from the source because all the waves face increasing 

volumes of soil as they travel away from the source. This property in which the energy dissipation increases 

or there is a decrease in displacement amplitude when waves move away from the source radially is termed 

as geometrical damping. As per the geometrical damping law, in case of body waves, the damping can be 

represented as 1/r whereas in case of Rayleigh waves, the damping is represented as 1/r1/2. In case of waves 

along the surface, the damping can be represented by 1/r2, where r is the distance between point of 

observation and source. Angle of dip may be defined as the angle which is measured downward at the level 

of surface at the source center. 
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Figure 12: Amplitude ratio vs trench depth for Rayleigh wave (Source: Soil dynamics and-machine 

foundations by Swami Saran Fig 3.18 Page 92) 

 

The shaded zones in Figure-10 on different wave fronts in case of body waves represent the relative 

amplitude of displacement of particles as a function of the angle of dip. According to the Geophysicists, 

zone of elastic half space for which there is maximum amplitude of shear wave is called as ‘shear window’. 

Vertical and horizontal components are required to describe the Rayleigh wave, there is a quick decay in 

amplitudes with depth as observed from Figure 12 each of the components dissipate with respect to depth 

but follow separate distribution. While working with vertically oscillator in form of circular energy source, 

Miller and Pursey [12] calculated distribution of energy from the incoming waves. It was found that out of 

three elastic waves, energy distribution among waves i.e. Rayleigh waves, shear waves and compression 

waves are 67%, 26% and 7% respectively. The fact emerged that in energy distribution among three elastic 

waves is 67% which is 2/3 of total input energy radiating from the source by Rayleigh waves. And the 

dissipation of Rayleigh waves slowly as compared to body waves. It reflects the fact that Rayleigh waves 

are of prime importance while dealing the isolation problem for foundation or problem of such types. In 

the Figure-11, it is assumed that value of Poisson’s ratio of material is 0.25 and the distance between the 
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source of energy and the wave fronts is in proportion to the velocity of each wave. In elastic half space, the 

velocity of propagation of primary waves is represented by Vp = J + 2μ)/ρ where  and  are Lame’s 

constant and  is the material’s mass density. The Vs i.e. velocity of shear waves is state by Vs = Jμ/ρ 

and the velocity of Rayleigh waves is given by Vp = kVs where k is constant whose value depends on 

 

material’s poisson’s ratio. It is surprising to see that Vs and Vr are almost equal for all practical 

consideration for all values of Poisson’s ratio. 

1.4.1 Scattering and Diffraction of Elastic Waves 

 

Discussions held up to this point dealt only those cases of half space which it is without any obstruction, 

where waves do not involve any kind of barriers. The fundamentals of foundation isolation by means of 

trenches, sheet piles, etc. lies on the fact how the barriers intercept or scatter and diffract the surface waves. 

It was in the year 1959 when Tyutekin, Knopoff, Baron and Matthews’s theoretical solutions provided an 

insight into diffraction and scattering of body waves through elastic medium while encountering obstacles 

in form of simple shapes of spheres and cylinders. In the line, Mal and Knopoff [16], Viktorov and 

deBremaecker presented 2D theoretical and experimental theories regarding transmission and reflection of 

surface waves by encountering such obstructions as step varies in elevation, notches or corners. However, 

in the present preview, studies explaining the diffraction and scattering of surface waves by obstruction of 

finite length or depth is not known. Also, no abundance empirical data is available based on which a rational 

approach to the problem can be adopted. This reflects the scope where future study is needed to enhance 

the understanding of foundation isolation or vibration screening by trench wave barriers, particularly, 

efficiency of screening of 2D and 3D obstructions at the surface of half space. 

1.4.2 Theory of Vibration Measuring Instruments 

 

The prime objective of using a vibration measuring instruments is to produce signal as output which 

represent the phenomenon of vibration as closely as possible. Vibration system produces the 

phenomenon such as displacement, velocity or acceleration which becomes the basis for calling the 

instrument as vibrometers if it picks displacement, velometers if it picks velocity or accelerometers if 

it picks acceleration. These instruments reproduce signals which are proportional to the signals 

produces by vibration system. Vibration measurement can be carried out by two systems (i) Direct 
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connected system: In which one reference surface is available and measurement of motion can be done 

with this surface (ii) Seismic system: No reference surface is required in this type of system and often 

used for vibration measurement. Vibration measuring instruments consists of a mass m supported by 

a frame with the help of spring K and damper C. During vibration, the frame vibration accordingly. 

1.5 VIBRATION ISOLATION 

 

There may be two types of problem arise in transmission of vibration which is ultimately affecting structure: 

 

(i) A machine installed on a foundation block may producing vibration of its own or receiving vibrations 

transmitting from nearby other machines and (ii) A structure subjected to objectionable vibration from 

surrounding. In the first case the objectionable vibrations producing can be restricted for minimized by 

providing a layer of damping material between machine and the foundation. Such type of isolation of 

machine foundation from machine is called vibration isolation. Vibration isolation can be Force isolation 

or Motion isolation. The second condition in which the transmitted vibrations from the surroundings can 

be restricted or minimized by controlling the vibration energy approaching to the specific locations is 

known as vibration screening. Vibration can be effectively screened using interception, scattering and 

diffraction of surface waves by utilizing trench, sheet pile walls and pile barriers. According to the 

placement of trenches proximity with the source of vibration may be the basis for different types of 

screening i.e. Active screening and Passive screening. 

1.5.1 Active Isolation 

 

If the source of vibration is surrounded by the screening devices or provision of trench is given near to the 

source, then it is called active screening or isolation. In this isolation, the sources of the vibration are closed 

from periphery by circular trench as shown in Figure 13(a). The distance from the center of source of 

disturbance to center of trench is radius ‘R’ and the trench depth is ‘H’. The trench barrier is designed based 

on observations from field work and researches carried out. According to Barkan [16], vibration amplitude 

reduction will be effective if the dimension of the trench is comparatively large as compared to the wave 

length producing by the source of vibration. Also, Dolling (1966) worked on the efficiency of trench with 

respect to the shape and size of trench. 
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Figure 13: Vibration Isolation systems a) Empty trench around source of vibration (Active) and b) Empty 

trench near structures required protection (Passive) 

1.5.2 Passive Isolation 

 

In this type of isolation, screening devices are placed remote to the vibration source or nearby the structure 

to be protected as shown in Figure 13(b). The amplitude of the vibrations has to be reduced to a bearable 

level. According to Woods, measurement for amplitude reduction factor on straight trenches with various 

depths and lengths has been observed. The efficiency of passive isolation is lesser than that of active 

isolation as observed by Beskos [7]. The results were placed in form of amplitude reduction factor (Ar) 

contour diagram which showed that amplitude reduction is highest just behind the trench. The diversion of 

the surface waves at the trench end develops a zone of increased amplitude. 

1.6 DISCUSSION 

 

Available research works carried out in past on vibration isolation through various types of trenches in the 

half space, provided lot of significant understanding on the propagation of elastic waves where the nature 

of soil medium is inhomogeneous. Practically, the order of prevailing Rayleigh Wave length be in range of 

8-8.5m (considering the VR = 200 m/s; f = 25Htz). Based on this data, the minimum depth in case of passive 

isolation varies from 5-6 m in case of active isolation and 10-11 m in case of passive isolation. Trenches 

with such a depth requires special and extortionate treatment. Suspension with liquids is also not significant 

practically. Vibration isolation by concrete walls is also not technically feasible. Gas cushion panels as a 

barrier in vibration isolation is systematic as worked out by Massarsch. However, the stability of the gas 

cushion trench barriers is a crucial problem. 
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Though, the extensive literature survey presented here reveals the wider extent of subject related works 

carried out by researchers & academician and concluded their objectives in a significant manner, yet it is 

felt that some of the research gaps in the studies still exists. A Significant Numerical Study has been carried 

out, but only a few experimental investigations have been carried out to study vibration isolation through 

trench barriers. Studies are based on the frequency range-which was assumed long back. Studies have not 

shown inclusion of investigation of use of softer in-filled materials. Potentialities of in-filled materials were 

not explored much. The techniques were tried with varying degree of success. Variation in geometries and 

the location of the barriers were not given importance. The method used for wave barrier was not 

economical. Characterization of in-filled materials was not considered in analyzing the performance of in- 

filled trench. Efficient screening has not obtained except in few cases with specific dimension, limited to 

certain configurations 

 

1.7 CONCLUSION 

 

The at hand report describes the elastic wave propagation in ground has represented on the one hand about 

the basic understandings of vibration isolation. This understanding is essentially required for the dynamic 

problems related to effectiveness of barriers in overcoming the causes due to vibration. A comprehensive 

idea for vibration isolation measures is given in form of experimental and theoretical studies. To reduce the 

complexities of inhomogeneity in the interior of half space is required to be solved by use of present day 

advanced featured Finite Element Methods and Boundary Element Methods. Experimental studies 

(presently only few experimental test results available) are more crucial to carry out for full understanding 

of the vibration isolation problem. Development of measures practically applicable, stable and in- 

extortionate, all should be forwarded. Vibration Isolation is a technique to ensure the stability of structures 

and safety to occupants under dynamic conditions. Under the intense shaking conditions, vibrations are 

confined directly underneath the structures and there are chances of resonance with any of the multiple 

frequency values. To avert this condition, energy can be dissipated well in advance with suitable choice of 

the in-filled materials and technique of vibration isolation arrangements. Hence, the problem reduces to 

finding out ways to reduce the energy of the incoming waves before they strike some important structures. 
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2.1. APPROACH TO THE PROBLEM: 

 
Two fundamental approaches i.e. Numerical and Field study have been utilized to investigate the problem 

of screening efficiency from elastic waves. Several studies have carried out in previous researches for 

vibration screening. The relevant trench barrier dimensions i.e. trench barrier depth (Wd) and trench barrier 

width (Ww) can be found out in terms of wave length of Rayleigh elastic wave to normalize the dimensions. 

2.1.1. Experimental Observations: 

 
Woods after carrying out measurements by holographic interferometry of bore holes in rows established 

the phenomenon of effect of variation of geometrical parameters on efficiency of screening. In the test, the 

normalized depth was eliminated as variable. The zone around the source is of high amplitudes and behind 

the trench; the level of amplitude is low. ‘Effectiveness’ was used as a term for quality of screening rather 

than Amplitude reduction factor Ar. They found that Ar decreases as there is an increase in dia. of hole (up 

to a limit of LR / 6) or decrease in the clear spacing between the holes as shown in Figure 14. 

Figure 14: Efficiency of open holes dependent on geometrical parameters (Wood et al. 1974) (Source: 3rd 

International conference on recent advances in GE &Soil Dynamics, No SOA11)) 

 
Haput [14] performed model tests on bore holes rows and relation between Ar and normalized shielding 

area (T * D) / (D + E), where T is the depth, D is the diameter and E is the clear spacing of holes. The 

observed value of Ar was too high in the range of 0.60-0.90. The reason behind this remark was due to the 

reduced scale of model, small depth of holes and hole casings. Haput performed several experiments after 

removing casings and the reduce Ar has been observed in the range of 0.76 to 0.50. It was then taken as 



Page 24 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Submission ID trn:oid:::2P75a35g:1e43|72690257 Page 24 of 189 - Integrity Submission 

 

 

precaution in experiments that bore hole casings significantly impair the screening efficiency of the rows. 

Xiang-Jian (1991) performed experiments on piles and holes. In 1st experiment, by changing the 

configurations of rows and diameter of holes in loess and clay soil, it was found reduction in amplitude up 

to 20% within the area confined. In the 2nd experiment, rows of piles of 0.80m diameter were constructed 

around the boundary of building for vibration isolation. The Ar found was average in the range of 0.25- 

0.52. The author also worked on double rows of piles to find amplitude reduction factor. Liao-Sangre 

worked on propagating P waves in water. It was not rational findings to be used for reference. Woods et al. 

observed that if the diameter of the piles increases, the efficiency does not change significantly. But if the 

spacing of piles increases, the efficiency increases remarkably. 

 
 

no efficient performance was observed by providing screens such as a trench in which cinders was used as 

in-filled material and use of sheet-piling. Importantly, he recognized firstly that physical dimension such 

as depth and width of trench has not much effect on the effectiveness in screening. The effectiveness rather 

depends upon normalized depth and width with respect to the wavelength. The concluded observations for 

vibration screening practices keeping in view the safety and comfort of inhabitants in important civil 

engineering structures (CES). Going through the application related to control theory to large structures, 

the paper highlighted the group of vibration suppression algorithms which can prohibit the crucial problems 

faced in the implementation of modern control methods implied to structures. Computerized simulation 

studies, analog investigations and experimental studies with various mechanical models of different modes 

(size and configuration) were given to show the feasibility, reliability and soundness of the proposed pulse- 

control methods. Baker [6] investigated out a series of field model tests to study the performance of trench 
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wave barriers in which bentonite and concrete was used as in-filled materials were installed at different 

distances from the source to barrier, which are called accordingly active and passive screening. 

Arnab Sur, Dr. Bappaditya Manna and Shiva Shankar Choudhary studied the vibration problem of 

underground moving train. The study includes the calculation for generated dynamic loads form moving 

train, propagation of the wave through the tunnel lining and soil medium. From this study, it is noticed that 

the free field ground vibration depends on parameters such as distance from tunnel, train speed, soil stiffness 

and depth of tunnel below ground. Ground vibration is inversely proportional to distance from tunnel, soil 

stiffness and tunnel depth, while is directly proportional to train speed. The tunnels in soil having SPT value 

> 40 generally do not exhibit significant vibration. Vibration can be reduced by increasing tunnel depth or 

by reducing train speed in affected section. Ashwani Jain, D. K. Soni presented a summary of different 

methods of vibration isolation techniques that has been carried out in case of machine foundation. In these, 

most methods for active isolation have been discussed like inner balancing in machine, isolation by remote 

location, stabilization of soils, screening of disturbances, etc. Massarsch, K.R. [18] discussed the factors 

influence the propagation of ground vibrations. The neglected part i.e. effects of wave bending, which can 

occur in soil deposits where the wave velocity increases with depth and it reduces the efficiency of vibration 

isolation trenches. It is proposed that the design for isolation screens is based on predominant frequency of 

vibration and corresponding wave length. Theoretical study shows that isolation effectiveness of gas 

cushions is practically identical to an open trench and isolation effect is greater than 50%. 

Deniz Ulgen [9] examined the performance of open trench with special emphasis on active and passive 

vibration isolation control systems. Field results show that open trench wave barriers are an alternative 

vibration control system in order to achieve reasonable efficiency The vibration amplitudes generated by 

impact loading achieve an average reduction of 50% for a trench depth of 4.5m. Active isolation has better 

efficiency than passive isolation. G. L. Sivakumar Babu [10] carried out tests for vibration at site for the 

vibration testing room. Numerical analysis in 2D using finite difference tool FLAC 5.0 was used to state 

effective vibration screening systems. In the study, the numerical model was calibrated firstly with respect 

to material properties, damping value and boundary conditions in order to obtain the output comparable to 

the finding at site. The calibrated model was then forwarded to perform parametric studies. The study 
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2.1.2. Theoretical Observations: 

 

George Gazetas [11] investigated numerically the vibrational behaviour of heterogeneous deposits with 

increasing wave velocities. Analytical-numerical methods have been demonstrated to find out the dynamic 

behaviour of such deposits due to vertical-shear or Rayleigh waves. Studies show that as the heterogeneity 

increases, the attenuation with depth increases sharply. The Rayleigh-wave induced vibration decay with 

depth has found to be dependent on shear wave velocity, rate of heterogeneity and also on frequency. Javier 

Aviles and Francisco J. Sanchez-Sesma [15] studied the wave barrier cases for underground explosions. It 

includes theoretically study about the vibration isolation using piles as wave barriers. It was proposed two 

models, one with infinite length piles and second pile with finite length with different waves. In this study, 

effect of pile diameter, separation and length were considered and conclusion has been made relevant to 

guidelines for design. S. Ahmad et. al. developed [20] developed simple design expression for vibration 

isolation using rectangular open and in-filled trenches in homogeneous soils under plain strain conditions. 

The influence of parameters as frequency, aerial extent of reduction zone, trench dimensions, trench 

location, Poisson’s ratio of soil and in-filled material properties such as wave velocity, density and damping 

have been investigated and conclusion has been made. Soil in two layers (single layer over half space) along 

with open trenches was also investigate and concluded. 
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S. E. Kattis [21] solved the numerical problem of vibration isolation by using a row of piles in 3-D context 

by an advanced frequency domain BEM. An advanced-frequency domain BEM code has been proposed 

for the dynamic analysis of complex 3-D elastic structural systems. The BEM analysis for row of piles as 

wave barriers in vibration isolation problems is analogous to that of trenches with the only difference being 

the size of the problem which is always much larger for piles than for trenches. The general screening 

behaviour of piles is similar to that of trenches with the latter being always more effective than piles. 

Configuration of piles influences its vibration isolation effectiveness in a manner analogous to trenches. C. 

Comina and S. Foti [8] carried out numerical stud for active and passive isolation, used in order to design 

a vibration reducing barrier showing that the relevance of these tests is manifold for the specific problem. 

Characterization of vibration has been carried out leading to obtaining Rayleigh wave length which is used 

for designing trench depth. Numerical simulations have been proposed to assess the effectiveness of 

different solutions. Ashref Alzawi, M. Hesahm EI Naggar [4] developed numerical models to investigate 

 
the effectiveness of geofoam trenches as wave barriers. 2D & 3D numerical models were developed in time 

domain using FEM package ABAQUS. The parametric study is conducted by varying the barrier geometric 

dimension, location and soil properties. The barrier depth and location were varied independently as well 

as the soil dynamic properties. It was concluded that the soil density, Poisson’s ratio and material damping 

are not so important. A trench with more depth is required to achieve effectiveness as proximity of 

disturbance increases. Effectiveness of barrier improves in stiffer soil (with high Vs values). 

Giuliano Belinassi [12] developed a frequency domain direct BEM based numerical method to solve 

vibration isolation problems for a homogeneous, liner elastic and isotropic medium. This methodology was 

also helpful in performing studies with varying trench dimensions. The effect of changing the distance 

between source and trench barrier to obtain effective amplitude reduction is also possible. Tulika Bose [22] 

carried out PLAXIS based numerical finite element analysis to correlate performance of empty and in-filled 
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trench wave barriers. Performance of trench wave barriers with range of geometrical and material 

properties, different barrier type and loading conditions were studied. The formulated model was utilized 

to find out the crucial factors which have effect on the screening capacity of trench wave barriers. 2-D 

simulations were carried out to understand the effect of geometrical and material properties of trench wave 

barriers on performance of wave barriers in mitigating vibrations. 
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CHAPTER-3 

Geotechnical Characterization of in-filled materials 
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3.1 INTRODUCTION 

In-filled materials play a significant role in performance of trench wave barriers for vibration screening. 

Using waste materials in trench wave barriers as in-filled materials is an eco-friendly and sustainable step 

in services and application of geotechnical engineering techniques. But how these materials have suitable 

application in engineering domain, safety and stability, is an important concern. To know its application 

and comparison with other materials as in-filled materials in vibration isolation, it is required to ascertain 

its geotechnical properties. In the present paper, the geotechnical characterization of in-filled materials i.e. 

rice husk, saw dust and crumbed tyre rubber had been carried out. Several laboratory tests had been carried 

out such as particle size distribution, specific gravity, bulk density, relative density and permeability. Since 

trench wave barrier is exposed to dynamic loading, its dynamic properties in addition to these properties 

are also important. Several dynamic tests had also been conducted such as shear modulus, damping ratio, 

stiffness and shear strain to curtain down the suitability of these materials as in-filled materials which was 

used in trench wave barriers for vibration screening. Based on the experimental stud, performance of in- 

filled trench barriers, results indicate that the materials possessed good characteristics of in-filled materials 

in trench barrier for vibration isolation. 

 

The in-filled materials to be used in trench barriers for vibration isolation play a significant role in efficiency 

of screening. Type of in-filled materials used will finally decide the performance or efficiency of the trench 

wave barriers with respect to screening. In civil engineering applications, the in-filled materials should have 

possessed much of desired engineering properties so that suitability of materials for filling in trench wave 

barriers can be defined. 

In the experimental study carried out for investigating performance of in-filled materials in vibration 

screening, the materials used had shown characteristics as performance criteria could be ascertained by 

adhering in the range of the values of these properties. The in-filled materials used in the experimental 

study in trench wave barriers for vibration screening are saw dust, rice husk and crumbed tyre rubber. 



Page 31 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Submission ID trn:oid:::2P75a35g:1e43|72697257 Page 31 of 189 - Integrity Submission 

 

 

sawmills in the country. It is mostly disposed off in the open environment and thus become factor pollution 

3.2 MATERIALS AND METHODS 

 

Based on the factors such as; suitability for purpose, availability of materials, waste nature, economy and 

handling, following three types of material were selected under this research study. Considering the above 

factors, the materials selected as in-filled materials were (i) Saw Dust (ii) Rice Husk and (iii) Crumbed Tyre 

Rubber as shown in Figure 15: 

(i) Saw dust 

 

(ii) Rice husk 

 

(iii) Crumbed tyre rubber 
 

(i) Saw dust (ii) Rice husk (iii) Crumbed tyre rubber 

Figure 15: Three types of In-filled materials used in Trench wave barriers for Vibration screening 

 
3.2.1 Saw Dust 

 

Sawdust (or wood dust) is dark brown in colour and angular in shape [36], a waste obtained or by-product 

obtained after carrying out operations on wood i.e. routing, sawing, milling, sanding and planing. It consists 

of small sized chippings or even fine powder from wood. These operations generally performed by wood- 

working portable power tool machinery or hand tools. In some manufacturing industries, the saw dust can 

be a significant fire hazard and as a source of occupational dust exposure. The particulates are the chief 

component of particleboard. Dust and chips are the two waste products forms at the working area during 

wood working operations as stated above. Dust is created by shattering of wood cells, while degradation 

out of whole groups of wood cells generates chips. Finer dust particles will be formed as more cell- 

shattering occurs [11]. For example, sawing and milling are mixed cell shattering and chip forming 

processes, whereas sanding is almost exclusively cell shattering. Sawdust is a waste produced from various 



Page 32 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

 

 

Page 

[12]. Hence using sawdust as filling materials in trench barriers for vibration isolation can enhance the 

utilization of saw dust waste in the longer run and help in sustaining the environment to a little extent. 

3.2.2 Rice Husk 
 

The rice husk is also known as rice hull, is flaky particles brown in colour, is the rice seed coating or grain 

coating. It is produced from hard materials, which includes silica and lignin which protects the seed in 

season of growing. In 1 Kg of milled white rice results in about 0.28 kg of rice husk obtained as a by- 

product in rice production during milling. Common by products produced from rice husk are: like solid fuel 

(in loose form or as briquettes and pellets), carbonized rice husk generated after burning, and the rice husk 

ash at the end after combustion. In its loosest form, Rice husk is mostly utilized for energy production. 

When the density of rice husk increased the product forms are rice husk briquettes and pellets which have 

higher combustion performance. These forms of densified rice husks are utilized in boilers which help in 

saving fossil fuels. Produced during rice milling, the rice husk is already dried and accumulated at the 

factory. Since long, rice husk was treated as a waste after milling process and their disposal was a 

cumbersome task. Because the rice husk is collected easily and is not costly, rice husk has been in 

application as an energy source. 

3.2.3 Crumbed Tyre Rubber 

Crumb tyre rubber is a form of recycled rubber of fibrous in shape and black in colour which is produced 

after scrapping the automotive Tyres. In the recycling process, its components such as steel wires and tyre 

cord (fluff) are separated, leaving tyre rubber part with a granular consistency. 

Further, in a granulator, with the help of cryogenics or by mechanical means, the size of particles is further 

reduced. The particles are then separated as per size of grains and grouped on the basis criteria including 

colour. The crumbed tyre rubber used in this research study has been collected from recycle tyre factory 

located at Mayapuri, New Delhi. The factory produces three different grades of crumb tyre rubber graded 

as 40, 20 and 16. 
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Figure 16: Layout of the process for formation of Crumbed Tyre Rubber from waste Tyres (Source: Journal 

of Engineering Science and Technology, No. 1(2021) 510-526), Volume-16 

As shown in Figure 16, the various stages in producing crumb tyre rubber, from the waste tyre when cut 

into chipped tyre by means of cutting machine and then undergo shredding. It is then sieved using sieve 

machine and rubber crumb and steel wire are separated. In this research, crumbed tyre rubber has been 

characterized by carrying out testing on the selected material [37]. It is important to note that though the 

waste rubber tyre is separated from its metallic wire component, even remnant of metallic element may 

present in crumb tyre rubber undergoing processes. A fact that the Tyres are one of the industrial wastes, 

which makes interest to the researchers to explore its utilization. Pelisser et al. [37] mixed rubber in concrete 

mix to develop concrete products in form of Rubcrete with enhanced properties like thermal insulation, 

sound-proofing and low density. The addition of rubber content in concrete has decreased the density of 

the concrete. Nadal Gisbert et al. also observed that adding rubber content in form of fibers or aggregate to 

concrete mix can produce concrete of lower density. Other than particular applications in civil engineering, 

concrete with rubber particles has the property of occluding a large volume of air, which enhances 

workability. Also, the enhanced characteristic of rubber to dissipate and absorb energy the utility may be 

found in production of sound barriers. 
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3.3 EFFECT OF VARIOUS PROPERTIES ON ATTENUATION OF WAVE MOTION 

Performance of in-filled trench barrier depends on the property of attenuation of waves. Wave attenuation 

is affected by number of factors such as particle size, specific gravity, saturation, stiffness and dynamic 

properties such as damping ratio, Shear modulus and Shear wave velocity. Though, there is less availability 

of resources revealing much about the dependence of the factors on wave attenuation, the influence of these 

factors on the attenuation of wave is dealt herewith: 

3.3.1 Effect of particle size of soil on Wave attenuation 

 

M. Sadeghi et al. [30] observed that when particle size of soil increases, soil reflectance, R, decreases This 

occurrence has been derived by using model of analytical radiative transfer. Reflectivity (ρ), and 

Absorptivity (k) are the two parameters which the optical properties of soil depend and are used in the 

model. This assumed model has been deduced for surface and volume reflectance using two different 

models for beam tracing. 

3.3.2 Effect of specific gravity on wave attenuation 

Though not many studies are available to show the effect of specific gravity on wave attenuation, one of 

the research papers by John Ahrens [24]. The study showed that for the width of the tested zone, the low 

specific gravity is not much effective in attenuating wave energy. 

 
3.3.3 Effect of Saturation on wave attenuation 

The correlation between permeability and attenuation is not well defined. Study revealed that attenuation 

coefficient is high with permeability less than 50 md and attenuation coefficient is low with permeability 

more than 50 md preferably greater than 1dB/cm [25]. 

3.3.4 Effect of Stiffness of soil on attenuation of wave motion 

 

Bornitz equation of attenuation [31] has been used to evaluate the frequency independent attenuation 

coefficient, a0, caused by damping of material. The equation adequately related the attenuation of Rayleigh 

wave varying with distance. It was based on the analytical value of attenuation coefficient caused by 

radiation and material damping. Attenuation of amplitude of Rayleigh wave over a distance increases 

exponentially with respect to frequency of waves propagating. The frequency and wavelength of the waves 
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transmitting, affects the vibration by a source. Attenuation in stiffer material is lesser than the soft soils. 

 
3.3.5 Effect of Wave attenuation on Shear wave velocity 

In Bender element test, Gao et al. [26] concluded the factors affecting the attenuation of wave. The 

absorbing attenuation is related to damping characteristics of soil which in turn dependent on soul type, 

stress stage and water content as shown in Figure 17. 

 

Figure 17: Frequency-independent attenuation coefficient, a0, as a function of low-amplitude Shear wave 

velocity of soil (Source: Soil Dynamic and Earthquake Engineering 19 (2000) 277-288)) 

It has been observed that attenuation decreases with increase in confining pressure in Bender element test. 

Higher length to thickness ration also reduces wave attenuation. The attenuation of waves may be 

minimized by adopting suitable excitation frequency or efficient testing system. 

3.3.6 Effect of Density ratio on Wave attenuation 

Zhifei Shi [27] observed that relation between density of soil and higher filling part should be in parallel to 

get a comparatively wider attenuation zone in the region of low-frequency. Dry density of the soil sample 

when increased, the frequency of the attenuation zone can get reduced. It was concluded that an appropriate 

porosity of soil is advantageous for attenuation of waves. Density ratio is defined by finding the ratio of 

barrier density to that of the soil sample. Hossein observed while study on effect of density ratio on 

performance of screening with various normalized cross section area that by keeping all parameters 

constant, if density ration increases, it will increase the efficiency of barrier for screening as shown in Figure 

18 [28]. 
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Figure 18: Effect of density ratio of material used for filling and soil (Source: Arab J Geosci (2017) 10:513, 

http://doi.org/10.1007/s12517-017-3279-3) 

 

3.4 CHARACTERIZATION OF SAW DUST, RICE HUSK & CRUMBED TYRE RUBBER USED 

AS IN-FILLED MATERIALS 

The detailed Characterization of three waste materials has been done to focus on its geotechnical properties 

while using for in-filled materials in trench barriers for vibration isolation. The various properties to be 

considered for characterization of these three in-filled materials are as follows: 

1. Particle size analysis 

 

2. Specific Gravity 

 

3. Bulk Density 

 

4. Relative Density 

 

5. Permeability 

 

6. Young’s modulus 

 

Dynamic Properties: 

1. Shear Modulus 

 

2. Damping Ratio 

 

3. Stiffness 

 

4. Shear wave velocity 

 

5. Density ratio 
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3.4.1. PARTICLE SIZE DISTRIBUTION: (As per IS: 2720-Part 4-1985) 

 

Particle size is the significant property used for finding suitability as in-filled materials in trench barriers 

for vibration isolation. This test is carried out to find distribution of particle sizes of soil in a given sample 

in order to classify the soil with respect to size of particles [32]. The grain size analysis is performed to find 

out the % age of size of each grain contained in the given soil sample as shown in Figure 19 and the test 

results obtained is used to draw particle size distribution curve. This is used to classify the soil and to predict 

its behavior. The sieve analysis was done as per IS:2720 Part-4 (1985) and the sieves used were in the order 

to 4.75 mm, 2.36 mm, 1.18 mm, 600 , 300 , 150  and 75 . 

Figure 19: Pouring the soil sample on sieves and vibrating on sieve shaker 

 
The % age of soil retained on each size of sieve has been obtained taking the basis of the total mass of in- 

filled material used and from the results of the % age sample passing each of the sieves has been obtained 

and tabulated in Table 1 below: 

 

%age of sample passing through sieve = 
Weight of sampie retained on IS sieve in g 

x 100 
Totai Wight in g 

 
 

Based in these data, D10, D30 and D60 has been derived then the value of Cu & Cc has calculated 

For Saw Dust: D10 = 0.17, D30 = 0.35, D60 = 0.55, Cu = 3.23 & Cc = 1.31 

For Rice Husk: D10 = 0.15, D30= 0.35, D60 = 0.55, Cu = 3.66 & Cc = 1.48 
 

For Crumbed Tyre Rubber: D10 = 0.47, D30 = 0.95, D60 = 1.80, Cu = 3.82 & Cc = 1.06 
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Table 1: Sieve Analysis Data sheet for (a) Saw Dust (b) Rice Husk and (c) Crumbed Tyre Rubber 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
(a) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

(b) 

(c) 
 

Based on the values of particle sizes and coefficients, it has been found that all the sample of in-filled 

materials belonged to poorly graded soil. The data sheets of Sieve analysis for Saw Dust, Rice Husk and 

Crumbed Tyre Rubber are illustrated in Table 1. Figure 20 shows the particle distribution curve based on 

the available data sheet of Sieve Analysis. 
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(b) 

 

 

 

 

 

 

 

 

 

 

 

 

(c) 

Figure 20: Particle size distribution curve for (a) Saw Dust (b) Rice Husk and (c) Crumbed Tyre Rubber 

 
3.4.2. SPECIFIC GRAVITY: (As per IS: 2720-Part 3-1980) 

 

The specific gravity (Gs) of any soil sample is defined as the ratio of mass of a unit volume of soil solids at 

a temperature (specific) to that of the mass of an equal volume of distilled water at the same temperature. 

The temperature specified for obtaining specific gravity of sample of soil is 20°C. The specific gravity 

obtained is helpful in calculation of the phase relationships of soil in terms of void ratio and degree of 
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saturation. The specific gravity of soil has been found out as shown in Figure 21 and the density of the soil 

solids is calculated. The calculated values are tabulated in Table 2 below. 

G = (m2 - m1) / ((m4 – m1) – (m3 – m2)) 

where, 
 

m1 = mass of density bottle in gram 
 

m2 = mass of bottle and dry sample in gram 
 

m3 = mass of bottle, soil and water in gram, and 
 

m4 = mass of bottle when full of water only in gram 
 

Figure 21: Testing for Specific Gravity of the in-filled materials 

 

Table 2: Value of Specific Gravity of in-filled materials 
 

 

In-filled Material 

Specific Gravity 

S-1 S-2 S-3 
Avg. Specific 

Gravity (G) 

Saw Dust 0.65 0.65 0.66 0.65 

Rice Husk 0.72 0.74 0.75 0.74 

Crumbed Tyre Rubber 0.73 0.72 0.72 0.73 

3.4.3. BULK DENSITY: (As per IS: 2720-Part 29-1975) 

The bulk density may be defined as the ratio of weight of soil sample per unit volume in gram/cubic 

centimeter has been calculated from the formula and is tabulated in Table 3 as below [10]: 

b (g/cm3) = (Ws – Wc) / Vc d (g/cm3) = 100 b / (100 + w) 

Ws = Weight of sample and core cutter in gram 

WC = Weight of core cutter in gram 
 

VC = Volume of core cutter in cm3, and 
 

w = Water content 

 

d = Bulk density (dry) 
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Table 3: Bulk density for the in-filled materials 
 

 
In-filled Material 

Bulk Density (g/cm3) 
Dry Density 

(d) (g/cm3) B-1 B-2 B-3 
Avg. Bulk 

Density () 

Saw Dust 0.26 0.24 0.24 0.24 0.23 

Rice Husk 0.27 0.39 0.36 0.34 0.33 

Crumbed Tyre Rubber 0.40 0.39 0.40 0.39 0.37 

 
3.4.4. RELATIVE DENSITY: (As per IS: 2720-Part 14-1983) 

Relative density or density index may be defined as the ratio of the difference between the void ratio of 

cohesionless soil in itsloosest state and in natural state to the difference of void ratio in the loosest and 

densest states. Porosity ofsoil is affected by shape of grain, uniformity of grain size and condition of 

sedimentation. Porosity itself cannot indicate whether the soil is in a loose state or in denser state. This 

observation can only be obtained by comparing the porosityor void ratio of the given sample with that of 

the same sample in its loosest and densest possible state. Hence the term, relative density has been 

introduced. Relative density is an unpredictable feature of sandy deposits. Actually, relative density 

presents the ratio of actual decrease in volume of voids in a sandy soil to the maximum possible decrease in 

the volume of voids, which represents how further the sand under investigation are capable of densification 

beyond its natural state. Relative density determination is helpful in compaction of cohesionless soils and 

in finding safe bearing capacity in the case of sandy soils. For very dense gravel sand, it is possible to obtain 

relativedensity more than one. The relative density of samples has been calculated by using the formula 

and tabulated in Table 4 as below: 

Id = (emax – e) / (emax – emin) 

emax = void ratio of cohesionless soil in its loosest state 

emin = void ratio of cohesionless soil in its densest state 
 

e = void ratio of cohesionless soil in its natural existing state in the field. 
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Table 4: Relative density for the in-filled materials 
 

 
In-filled Material 

Relative Density (%age) 

R-1 R-2 R-3 
Avg. Relative 
Density (Id) 

Saw Dust 40.99 40.13 40.20 40.44 

Rice Husk 19.27 18.66 19.71 19.21 

Crumbed Tyre Rubber 36.37 35.90 35.97 36.08 

 
3.4.5. PERMEABILITY TEST: (As per IS: 2720-Part 17-1986) 

Soil permeability also termed as hydraulic conductivity in soil. It is the rate at which water flows through 

voids in soil materials. It is an important characteristic of soil in the domain of engineering and earth- 

sciences. The coefficient of permeability (k) is a constant of proportionality expressing the ease with which 

fluid flows through a porous medium. In this test, falling head test method was adopted. Information related 

to the permeability of soil is necessary to calculate the amount of flow through earthen dams, from waste 

storage facilities (landfills, ponds, etc.) and the settlement in case of clayey soil deposits. Geotechnical 

engineers, hydro-geologists and soil & environmental scientists use this type of information related to 

projects such as structural foundations, embankments, earthen dams, flood management and more. 

Figure 22: Permeability Test for in-filled materials 

 
Under falling head permeability test as shown in Figure 22, the permeability of the sample at temperature 

can be given by: 

kT = ((2.30aL) / (At)Log10 (h1/h2) 
 

Based on the calculations, the values of permeability for in-fill materials are tabulated in Table 5 as below: 
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Table 5: Permeability values for the in-filled materials 
 

 
In-filled Material 

Permeability (cm/sec) 

P-1 P-2 P-3 
Avg. 

permeability kT 

Saw Dust 0.017 0.017 0.016 0.016 

Rice Husk 0.010 0.010 0.012 0.010 

Crumbed Tyre Rubber 0.031 0.032 0.032 0.031 

 
 

3.4.5.1 Dynamic properties such as Damping ratio, Shear modulus, Resilient modulus and Stiffness: 

As per ASTM D5311-13 & ASTM D3999-11 

 
Dynamic Tri-axial testing is carried out on soil when it is required to evaluate the strength and deformation 

characteristics under cyclic loading conditions. These dynamic loading conditions may include dynamic 

loading effects arising due to earthquakes, moving of high-speed vehicles and trains with high speed, 

movement of sea waves, high speed wind, operation of vibration machines etc. There are variations in 

outcome of dynamic Tri-axial tests and thus selecting the test should the one that is accurately simulating 

the nearest conditions at site. Cyclic loading is applied to the soil specimen by using the mechanical or 

hydraulic actuator component of the testing system. The amount of cyclic loading to be applied is decided 

by various factors, such as the establishment of effective stresses after the isotropic consolidation (the 

difference between the cell and Back Pressure), the type of soil, state of the soil (density, moisture etc.) and 

the characteristics of loading (frequency, waveform type). Based on the general rule, the cyclic loading is 

usually kept double the isotropic effective stress, multiplied by a factor (i.e. Stress Factor). The range of 

stress Factors usually in between 0 and 1. Its effect on number of cycles that a soil can withstand has a 

significant role. In cohesionless soils, the applied negative axial stress during the cyclic loading must not 

exceed the effective stress which has been applied during process of consolidation, otherwise it may detach 

the top platen from the top surface of the specimen. 

3.4.6. Brief of the Cyclic Tri-axial Test System: 

The Heico make Cyclic Tri-axial Test system as shown in Figure 3.9 and schematic as shown 

in Figure 24, has been used to determine the dynamic properties i.e. Damping Ratio, Shear Modulus. The 

test system is a highly advanced combination of hydraulic and pneumatic technology where σ1 is applied 



Page 44 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page Submission ID trn:oid:::27535:143|74690257 Page 44 of 189 - Integrity Submission 

 

 

by hydraulic system in dynamic tests and σ2 & σ3 are applied by pneumatic system. It is completely based 

on closed loop principle. The confining and back pressure is also controlled through computer and is 

operated on close loop control mechanism. Figure 23 & Figure 24 shows the detail and layout of testing 

equipment [38]. The applied loads were measured using a load cell. The axial deformation was measured 

using two Linearly Variable Differential Transducers (LVDTs). The confining pressure has been achieved 

through pressurized air which was measured by a pressure sensor attached to one of the outlets. The sample 

prepared was placed on a plate base attached with the load cell. The sample was then sealed with rubber 

circular rings and clamped to make application of confining pressure. 

The various test configurations applied for testing is as follows: 

 
The unsaturated samples were prepared by using a mould in form of cylinder of 50mm diameter and 100mm 

height in a membrane. Then compaction of the samples has been done in four to five layers, with 9 blows 

each layer in order to achieve uniform density. The sample was then placed on the base plate then attached 

with the vertical dynamic ram for application of axial load. Water is filled in the cell for developing 

confining pressure. Dynamic axial load was then applied to get the required responses as shown in Figure 

25 in form of various characteristics due to deformation behaviour. The results are tabulated in Table 6 as 

below: 

1. Cyclic Tri-axial frame 2. Load Cell 3. LVDT 4. Tri-axial cell 5. Sample of in-filled material 6. Volume 

changing device 7. Pore pressure control 8. Cell pressure control 9. Vacuum control 10. Power pack 

Figure 23: Pictorial view of Tri-Axial Cyclic Load Test System for characterization 
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Figure 24: Schematic of Tri-Axial Cyclic Load Test System 

 

 

3.4.6.1 Test Configuration: 

 
Test configuration and Sample Description: 

 

Length (cm) = 10.00 

Diameter (cm) = 

Area (sq.cm) = 

Volume (cc) = 

No of cycles = 

Frequency  = 1 (1 Active cycle & 9 Dead cycles) 

Confining Pressure = 0.50 KPa 

Pore Pressure (kN/m2) =-1.96 

Mass (g) = 65g (Saw Dust), 95g Rice Husk) and 95 g (Crumbed Tyre Rubber) 

Sp. Gravity  = 0.65 (Saw Dust), 0.74 (Rice Husk) and 0.72 (Crumbed Tyre Rubber) 

Dry Density (g/cc)  = 0.24 (Saw Dust), 0.34 (Rice Husk) and 0.41 (Crumbed Tyre Rubber) 

Void Ratio = 0.96 (Saw Dust), 0.34 Rice Husk) and 0.51 (Crumbed Tyre Rubber) 

Porosity (%) = 49.07 (Saw Dust), 33.72 Rice Husk) and 33.23 (Crumbed Tyre Rubber) 

8 
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Figure 25: Graphs of parameters in obtaining dynamic properties of the in-filled materials 
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Load vs Deformation 
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Strain (%) vs Time 
 

 

 

 

 

 

 

3. 

 

Deviator Stress vs Time 
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Table 6: Results of dynamic characterization for the in-filled materials 
 

 
Dynamic Properties 

In-filled materials 

Saw Dust Rice Husk 
Crumbed Tyre 

Rubber 

Damping Ratio (%) 12.39 20.03 22.32 

Shear Modulus (kN/m2) 1237.00 1214.00 322.00 

Young’s Modulus (kN/m2) 3712.00 3645.00 980.00 

 
 

3.5 RESULTS AND DISCUSSION: 

 
Based on the available data after laboratory tests for geotechnical characterization of in-filled materials, 

the results are discussed and analyzed, the following inferences have been arrived off: 

• The in-filled materials i.e. sawdust, rice husk and crumbed rubber are of sand sized and they are non- 

plastic in nature. 

• Dry density of saw dust is low as compared to the rice husk and crumbed rubber. 

 

• Shear modulus of crumbed rubber is quite lower than that of rice husk and saw dust. 

 

• In case of Saw Dust, the values of particle sizes and coefficients are as; D10 = 0.17, D30 = 0.35, D60 = 

0.55, Cu = 3.23 & Cc = 1.31 whereas the values in case of Rice Husk are; D10 = 0.15, D30= 0.35, D60 = 

0.55, Cu = 3.66 & Cc = 1.48 and also for Crumbed Tyre Rubber, the values are; D10 = 0.47, D30 = 

0.95, D60 = 1.80, Cu = 3.82 & Cc = 1.06. Based on above, the samples belong to poorly graded soil 

with more %age of finer particles. Three samples of in-filled materials are also non-plastic in nature. 

• The value of Cu & Cc for rice husk, saw dust and crumbed tyre rubber is from 1 to 3 but the value of 

Cu for each material is not more than 6. Therefore, all the materials are classified as SP-poorly graded 

soil. 

• The in-filled materials as Saw Dust, Rice Husk and Crumbed Tyre rubber are also non-plastic in nature 

 

• The specific gravity in case of in-filled materials is found to be as low as to in-situ soils when 

compared. The difference may be due to variance in composition of minerals. 

 

Page | 43 



Page 48 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page | 44 
Submission ID trn:oid:::27535:143769257 Page 48 of 189 - Integrity Submission 

 

 

• The Bulk Density of three materials used in the trench is low. 

 

• For relative density, all the three materials have different range of density. The density range of Saw 

Dust and Crumbed Tyre Rubber found to be in range of 35%-40% whereas for Rice Husk, it is found 

to be nearly 20%. 

• The permeability coefficient of three in-filled materials was found good. Out of three, the Crumbed 

Tyre Rubber has the maximum permeability. 

• All the three in-filled materials were having Young’s modulus in the range of 3628-3922 kN/m2. 

 

• The values of Shear modulus for all the materials are in the range of 322-1235 kN/m2. 

 

• One of the significant dynamic properties of in-filled materials i.e. damping ratio, which has found to 

be in range of 12 to 23.50%. 

Moreover, this study suggested that all the in-filled materials used in this experimental study are suitable 

for utilization as filling material for trench barriers for vibration screening. 

3.6 CONCLUSION: 

This section impetus on various investigations required for characterization of the in-filled materials which 

was used in filling of trench barriers for vibration isolation. The screening performance of the in-filled 

materials is inherently dependent on its geotechnical properties. It includes general properties to the dynamic 

properties of the samples. Damping ratio and the Stiffness are significant properties to be taken in 

consideration. The properties characterized and the performance in screening also helped in determining the 

suitability and deciding the range of values of properties. With respect of the existing properties of the 

materials, it also helps in deciding whether efficient or not for the purpose of vibration isolation. It has also 

supported in preparing the guidelines for selection of in-filled materials for the concerned purpose. The 

samples collected for characterization are heterogeneous and feathery in nature. With relation to the 

experimental study carried out for determining the screening performance of in-filled materials and based 

on available data of characterization, the efficiency of the in-filled materials has found suitable for using as 

in-filled material. 
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CHAPTER-4 

Experimental Study 
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4.1 INTRODUCTION 

Vibrations caused by factors other than seismic such as high-speed rail, highway traffic, construction activities, 

vibrating machine footing, blasting, underground explosion, etc., are not healthy and safe aspect in human life. 

Vibrations generated from these sources may cause discomfort to occupants, settlement of foundation in a 

structure, heave, structural and non-structural damages in nearby structures, etc. Sources of vibration could be 

contained within the soil medium e.g. pile driving or machine foundation on ground surface. Vibration screeners 

are used to mitigate these vibration effects by means of providing empty or in-filled trench wave barriers. This 

paper deals with the experimental study on screening of steady-state surface vibrations and evaluation the 

performance of trench wave barriers in an elastic, isotropic, and homogeneous half-space by using in-filled 

materials in these trench barriers such as crumbed tyre rubber, rice husk and saw dust. The important properties 

of in-filled materials were also found out through characterization. The present experimental workout is first of 

its type with respect to material properties, damping value and boundary conditions to obtain the output as the 

actual field test results. Influence of geometric dimensions of trench wave barriers, shear wave velocity and 

source to barrier distances have been studied by parametric study for investigating the performance of in-filled 

materials on diminution of amplitude/displacements/velocity in surficial soil layers. This study considered a non- 

dimensional approach where the geometric parameters are normalized in terms of wavelength of Rayleigh waves 

of vibration in half-space. Trench wave barriers with shear wave velocity ratio less than unity are considered 

significantly effective. Effects of the parameters participating in vibration screening are elaborately discussed. 

Amplitude reduction in wave propagation is the solution to reduce the effect of vibration caused by factors such 

as due to high-speed rail and highway traffic, construction activities, machine operations, blasting, underground 

explosion, etc. The methods employed for amplitude reduction in wave propagation may be accomplished either 

by: 

a) Adjusting the frequency contents of the source of excitation, 

 

b) Changing the location and direction of the vibratory source, 

 

c) Modifying the wave dissipation characteristics of the soil deposit, or 

 

d) Partially interrupting the spreading path of waves into the structure 
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4.1.1 Review of research 

Full scale experimental investigation on vibration scattering for determining the efficiency of trench wave 

barriers was carried out by Ashref Alzawi, M. Hesahm EI Naggar [39] using open and in-filled (Geofoam) 

barriers in order to provide few recommendations and design guidelines for their implementation in design. 

The experimental study was carried out on a selected number and type of trenches. Field experimental study 

has been conducted to investigate the efficiency of Geofoam material. Experimental results confirmed that 

in-filled geofoam trench barriers can effectively reduce the transmitted vibration. Arnab Sur, Dr. Bappaditya 

Manna and Shiva Shankar Choudhary studied the vibration problem of underground moving train [40]. The 

study includes the calculation for generated dynamic loads form moving train, propagation of the wave 

through the tunnel lining and soil medium. From this study, it was noticed that the free field ground vibration 

depends on parameters such as distance from tunnel, train speed, soil stiffness and depth of tunnel below 

ground. Ground vibration is inversely proportional to distance from tunnel, soil stiffness and tunnel depth, 

while is directly proportional to train speed. The tunnels in soil having SPT value > 40 generally do not 

exhibit significant vibration. Vibration can be reduced by increasing tunnel depth or by reducing train speed 

in affected section. Ashwani Jain, D. K. Soni [41] presented an overview of vibration isolation techniques 

that has been carried out in case of machine foundation. Most of the available methods for active isolation, 

i.e. isolation at the source and passive isolation i.e. isolation at the receiver have been discussed like inner 
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balancing in machine, isolation by remote location, stabilization of soils, screening of disturbances, etc. 

Javier Aviles and Francisco J. Sanchez-Sesma [42] studied the wave barrier problems for underground 

explosions. It includes theoretically study about the foundation isolation from vibrations using solid piles as 

wave barriers. It was proposed two models, one with piles of infinite length and second pile with finite 

length with different waves. In this study, effect of pile diameter, separation and length were considered, 

and conclusion has been made relevant to guidelines for design. Deniz Ulgen and Onur Toygar [43] 

performance of open trench was examined with special emphasis on active and passive vibration isolation 

control systems. The field results show that open trench wave barriers can be used as an alternative vibration 

control system in order to achieve reasonable efficiency The vibration amplitudes generated by impact 

loading achieve an average reduction of 50% for a trench depth of 4.5m. Active isolation has better 

efficiency than passive isolation. G. L. Sivakumar Babu et. al. [44] carried out field vibration tests at a 

proposed site for the vibration testing room. Ankurjyoti Saikia [45] studied the response of rectangular in- 

filled trenches in elastic, isotropic and homogeneous space. Softer barriers are considered in this study. 

Influence of shear wave velocity ratio on degree of isolation has been shown. The effect of barrier location 

on its screening effectiveness depends on the barrier depth and width and also on component of vibration. 

Barkan et. al. [46] reported on an attempt to isolate a building from traffic induced vibration using open and 

sheet-wall barriers and was unsuccessful. Moreover, he reported on several other cases where no positive 

results were achieved by the use of screening installations such as a trench filled with cinders and sheet- 

piling. However, he was first to recognize that the effectiveness of the barrier does not depend so much on 

its physical dimensions, but rather on the normalized dimensions with respect to the wavelength of incident 

wave. Seyhan Firat, et. al. [47] presented a detailed investigation on the reduction of foundation vibration 

due to harmonic load which is produced by electrodynamic shaker using a trench barrier. Effectiveness of 

using open or in-filled trench as a reduction measure has been demonstrated. The use of an open trench is 

more effective than an in-filled trench but its practical application is limited to very shallow depth which is 

not suitable for stability of ground. The study aimed to provide few guidelines for the design of vibration 

isolation measures by means of trenches. K. R. Massarsch [48] discussed generation and propagation of 
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man-made vibrations in the ground. Emphasis was placed on a simplified approach which is used to assess 

the most important factors, such as wave attenuation, refraction focusing and vibration amplification as a 

result of resonance. Practical guidelines are presented which can be used to predict vibrations and 

settlements in the ground. A semi-empirical relationship for the assessment of permissible vibration levels 

for buildings is proposed. Finally, a new ground vibration isolation method, the gas cushion screen is 

presented. 

4.2. IN-FILLED MATERIALS FOR TRENCH WAVE BARRIERS 

Based on the factors such as; suitability for purpose, availability of materials, nature of waste, economy, 

handling, etc., following three types of material were selected under this research study, the materials 

selected as in-filled materials are as shown in Figure 26: 

(iv) Crumbed Tyre Rubber (CR) 

 

(v) Rice Husk (RH) 

 

(vi) Saw Dust (SD) 

 

 

 
4.2.1 Crumbed Tyre Rubber (CR) 

 
Crumb tyre rubber is a form of recycled rubber of fibrous in shape and black in colour which is produced 

after scrapping the automotive tyre. In the recycling process, its components such as steel wires and tyre 

cord (fluff) are separated, leaving tyre rubber part with a granular consistency. Further, in a granulator, with 

the help of cryogenics or by mechanical means, the size of particles is further reduced. The particles are 

then separated as per size of grains and grouped on the basic criteria including colour. The crumbed tyre 

rubber used in this research study has been collected from recycle tyre factory located at Mayapuri, New 

Delhi. The factory produces three different grades of crumb tyre rubber graded as 40, 20 and 16 and in this 

study, the grade of crumbed rubber is 20. As shown in Figure 27, the various stages in producing crumb tyre 

rubber, from the waste tyre when cut into chipped tyre by means of cutting machine and then undergo 

shredding. It is then sieved using sieve machine and rubber crumb and steel wire are separated. In this 



Page 54 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page | 50 
Submission ID trn:oid:::27535:143769257 Page 54 of 189 - Integrity Submission 

 

 

research, crumbed tyre rubber has been characterized by carrying out testing on the selected material [49]. 

It is important to note that though the waste rubber tyre is separated from its metallic wire component, even 

remnant of metallic element may present in crumb tyre rubber undergoing processes. 

 

(ii)Crumbed tyre rubber (ii) Rice husk (iii) Saw dust 

Figure 26: Three types of in-filled materials used in Trench wave barriers for Vibration screening 
 
 

Figure 27: Layout of the process for formation of Crumbed Tyre Rubber from waste Tyre [49] 

 
 

A fact that the tyre is one of the industrial wastes which makes researcher’s interest to explore its utilization. 

The enhanced characteristic of rubber to dissipate and absorb energy the utility may be found in production 

of barriers. 
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4.2.2 Rice Husk (RH) 

The rice husk is also known as rice hull, is flaky particles brown in colour, is the rice seed coating or grain 

coating. It is produced from hard materials, which includes silica and lignin which protects the seed in season of 

growing. In 1 Kg of milled white rice results in about 0.28 kg of rice husk obtained as a by-product in rice 

production during milling. Common by products produced from rice husk are: like solid fuel (in loose form or 

as briquettes and pellets), carbonized rice husk generated after burning, and the rice husk ash at the end after 

combustion. In its loosest form, Rice husk is mostly utilized for energy production. When the density of rice 

husk increased the product forms are rice husk briquettes and pellets which have higher combustion performance. 

These forms of densified rice husks are utilized in boilers which help in saving fossil fuels. Produced during rice 

milling, the rice husk is already dried and accumulated at the factory. Since long, rice husk was treated as a waste 

after milling process and their disposal was a cumbersome task. Because the rice husk is collected easily and is 

not costly, rice husk has been in application as an energy source. 

4.2.3 Saw Dust (SD) 

Sawdust (or wood dust) is dark brown in colour and angular in shape [50], a waste obtained or by-product 

obtained after carrying out operations on wood i.e. routing, sawing, milling, sanding and planing. It consists of 

small sized chippings or even fine powder from wood. These operations generally performed by wood-working 

portable power tool machinery or hand tools. In some manufacturing industries, the saw dust can be a 

significant fire hazard and as a source of occupational dust exposure. The particulates are the chief component 

of particleboard. Dust and chips are the two waste products forms at the working area during wood working 

operations as stated above. Dust is created by shattering of wood cells, while degradation out of whole groups 

of wood cells generates chips. Finer dust particles will be formed as more cell-shattering occurs [51]. For 

example, sawing and milling are mixed cell shattering and chip forming processes, whereas sanding is almost 

exclusively cell shattering. Sawdust is a waste produced from various sawmills in the country. It is mostly 

disposed off in the open environment and thus become factor pollution [52]. Hence using sawdust as filling 

materials in trench barriers for vibration isolation can enhance the utilization of saw dust waste in the longer run 

and help in sustaining the environment to a little extent. 
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4.2.4 Geo-Technical Characterization of in-filled materials 

In-filled materials play a significant role in performance of trench wave barriers for vibration screening. 

Using waste materials in trench wave barriers as in-filled materials is an eco-friendly and sustainable step 

in services and application of geotechnical engineering techniques. But how these materials have suitable 

application in engineering domain, safety and stability, is an important concern. To know its application and 

comparison with other materials as in-filled materials in vibration isolation technique, it is required to 

ascertain its geotechnical properties. The geotechnical characterization of in-filled materials i.e. Crumbed 

tyre rubber, Rice husk and saw dust had been carried out in laboratory. In the series of laboratory tests, tests 

such as particle size distribution, specific gravity, bulk density, relative density and permeability has been 

carried out. Since trench wave barrier was exposed to dynamic loading, the dynamic properties of in-filled 

materials in addition to these properties are also important. With the help of Tri-Axial Cyclic load test 

apparatus, dynamic properties such as shear modulus, Young’s Modulus, damping ratio, stiffness and shear 

strain had been conducted to ascertain down the suitability of these materials as in-filled materials which 

was used in trench wave barriers for vibration screening. The properties of the in-filled materials observed 

after characterization is summarized in Table 7 [53]: 

Table 7: Properties of the in-filled materials used in trench barriers 

 

 
S.N. 

 
Property 

Type of Materials 

Rice 

Husk 

Saw 

Dust 

Crumbed 

tyre rubber 
In-situ soil 

1. Specific gravity 0.740 0.650 0.730 2.650 

2. Field Density(kN/m3) 3.857 2.976 4,215 15.230 

3. Bulk density (kN/m3) 3.300 2.300 3.700 13.200 

4. Permeability (cm/sec) 0.010 0.016 0.031 0.006 

5. Relative Density (%age) 19.210 40.440 36.080 28.783 

6. Shear modulus (kN/m2) 1214.00 1237.00 322.00 12140.00 

7. Damping Ratio (%) 20.030 12.390 22.320 7.259 

8. Poisson’s ratio 0.210 0.257 0.430 0.300 

9. Young’s Modulus (kN/m2) 3645.00 3712.00 10500.00 33200.00 
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4.3. WORK METHODOLOGY 

 

 

4.3.1 Test site selection and preparation 
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on at CSIR-CRRI, New Delhi 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TEST SITE 
 

 

 

 

 
 

Figure 28: Drone view of Test site locati 

 
 

As per ASTM D8295, in order to investigate the shear wave velocity (VR) of Rayleigh wave also called 

velocity of propagated wave or phase velocity, Bender Element Test has performed in in-situ soil. The small- 

strain shear modulus (Gmax) of the soil has determined. Gmax is an important soil property which helps us 

to understand the elastic behaviour of the soil and to evaluate its response to dynamic loading, such as 

earthquakes, passing vehicles and vibrations. Bender elements are used to examine the propagation of 

ground waves through a soil specimen and measure their velocity which depends on its elastic properties. 
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The sine wave is causing the bender element to deform on the same way causing the soil particles to move 

as well. The movement of the particles is producing a shear wave (S) that propagates towards the other side 

of the specimen and arrives there after some time. When it arrives, the shear wave is causing the deformation 

of the receiving element (the one at the top cap) and this produces a corresponding electrical signal, many 

times smaller than the electrical signal than initiated the wave. Synchronizing by the oscilloscope and 

comparing the two electrical signals (initiated signal and correspondingly produced signal), the time of 

travel is obtained. Therefore, by knowing that the distance of travel is the tip-to-tip distance between the 

two elements, the speed of the shear wave, Vs, can be determined as VR= L Ú t, where t is the time of travel 

and L is the distance that the wave travels. L can be taken as the distance between the tips of the two bender 

elements (transmitter and receiver). The average calculated value of shear wave velocity produced is 

VR=198.65 m/sec. The small-strain shear modulus, Gmax, is then calculated by the equation 

Gmax=ρVs2 where ρ is the bulk density of the soil and the values comes at Gmax = 12.14 MPa. The wave 

length of Rayleigh waves, LR, can be calculated by the relation of propagating velocity VR through the 

frequency of vibration, f, the equation LR = VR / f. The values of LR will have different values at different 

running frequencies of lector-mechanical oscillator. 

 

 

4.3.2 Field Test Procedure 
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Figure 29: Excavation of wave barrier trench at test site location with JCB excavator 
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Figure 30: Experimental layout and instrumentation detail showing locations of source of vibration and 

observation points 

4.3.3 Instrumentation setup description 
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Figure 31: View of Electro-Mechanical oscillator, tripod and Variable Frequency Drive (VFD) 
 
 

 

Figure 32: Schematic view of isolation system with geometrical parameter 
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Table 8: Dimensionless geometrical parameters: 
 

 
 

Measurements were taken at the five excitation frequencies for every location for the five conditions 

(without trench, empty trench, trench filled with material such as Crumbed tyre rubber, Rice husk and Saw 

dust) as shown in Figure 33 and Figure 34. Table 9 presents the experimental parameters, including 

geometrical dimensions of barrier, its distance from source of disturbance, and loading frequencies 

considered. 
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Table 9: Experimental parametric test: 
 

Wave Trench Barrier width w 0.25 m 

Wave Trench Barrier depth d 1m & 2.0 m 

Distance of Oscillator from trench x 2.5m, 5m, 10 m & 23.75m 

Exciting frequency Values f 10, 20, 30, 40 & 50Hz 

 

Figure 33: Instrumentation set up showing placement of Oscillator and installed geophones (inset) 
 

  

 

 

(i) Crumbed tyre rubber (ii) Rice husk (iii) Saw dust 

Figure 34: In-filled trenches with Crumbed tyre rubber, Rice husk and Saw dust 

 
In addition to all the above cases, one more case of trench filled with sand as shown in Figure 35, has been 

tested to ascertain the performance aspect of presently carried out practices at some of the locations in Delhi. 

The results will also be discussed as an additional case along with the observation of the core experiment 
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Figure 35: Arial view of In-filled trench wave barrier 

 
4.3.5 Measurements for Vibration Isolation: 
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Figure 36: Test model for vibration isolation (a) Plan (b) Sectional elevation 
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(b) 

Figure 37: Soil particles displacement during the 1st stage in time domain (a) Response at observation 

points in No Trench case when oscillator is at 2.5m from trench (b) corresponding FFT at exciting 

frequency of f = 30Hz 
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(b) 

Figure 38: Soil particles displacement during the 1st stage in time domain (a) Response at observation 

points in No Trench case when oscillator is at 2.5m from the trench (b) corresponding FFT at exciting 

frequency of f=40Hz 
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Figure 39:: Measured soil particles displacement during the first stage in time domain (a) Response at 

observation points in No Trench case when oscillator is at 2.5m from the trench (b) corresponding FFT at 

exciting frequency of f=50Hz 
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4.3.7 Amplitude Reduction Ratio: 
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4.3.8 Measurements for Active Isolation: 
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Figure 40: Comparison of vertical displacement vs time histories at observation point G8 for active isolation 

measures due to frequency of (a) 20 Hz (b) 30 Hz (c) 40 Hz & (d) 50 Hz at the source vibrator location 2.5m 

from centre of trench 
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Figure 41: Comparison of vertical displacement vs time histories at observation point G8 for active isolation 

measures due to exciting frequency of (a) 20Hz (b) 30Hz (c) 40Hz & (d) 50Hz at the source vibrator location 
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Figure 42: Comparison of vertical displacement vs time histories at observation point G8 for active isolation 

measures due to exciting frequency of (a) 20Hz (b) 30Hz (c) 40Hz & (d) 50Hz at the source vibrator location 

10 m from centre of trench 
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Figure 43: Variation of Attenuation of vibration as a function of excited frequencies for active -isolation at 

observation point G9 when the source of vibration is at 5 m 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Figure 44: Variation of Attenuation of vibration as a function of excited frequencies for active -isolation at 

measurement point G8 when the source of vibration is at 5m 
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Figure 45: Variation of Attenuation of vibration as a function of excited frequencies for active - isolation 

at measurement point G7 when the source of vibration is at 5 m 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Figure 46: Variation of Attenuation of vibration as a function of excited frequencies for active - isolation 

at measurement point G6 when the source of vibration is at 5m 
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Figure 47: Average Spectral Amplitude reduction factor as a function of excited frequencies for active - 

isolation when the source of vibration is at 2.5m 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 48: Average Spectral Amplitude reduction factor as a function of excited frequencies for active - 

isolation when the source of vibration is at 5m 
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Figure 49: Average Spectral Amplitude reduction factor as a function of excited frequencies for active - 

isolation when the source of vibration is at 10m 

 

The variation of attenuation of vibration as a function of excited frequencies for 10Hz, 20Hz, 30 Hz, 

40Hz and 50Hz for active -isolation at measurement point G9, G-8, G7 and G6 in the case when the 

source of vibration is located at 5 m from the centre of trench has been presented in Figure 43 to Figure 

46. It reflects the variation of attenuation of vibration duo to different in-filled materials. The average 

spectral amplitude reduction factor calculated as a function of excited frequencies for 10Hz, 20Hz, 

30Hz, 40Hz and 50 Hz for active - isolation is presented in Figure 47 when the source of vibration is 

at 2.5m, in Figure 48 when the source of vibration is at 5m and Figure 49 when the source of vibration 

is located at 10m from the centre of trench. It may be noted that sand is also used in the barrier but it 

is not used as a part of research here. 
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Table 10: Amplitude reduction ratio (AR) in presence of wave barriers when X1=2.5 m 
 

1. OPEN TRENCH: (2 m) 

Case ID Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIOT2.5/10 10 Hz 0.080 0.174 0.244 0.198 0.174 

AIOT2.5/20 20Hz 0.119 0.277 0.257 0.161 0.204 

AIOT2.5/30 30Hz 0.162 0.381 0.533 0.130 0.302 

AIOT2.5/40 40Hz 0.067 0.279 0.185 0.196 0.182 

AIOT2.5/50 50 Hz 0.105 0.122 0.157 0.150 0.134 

2. OPEN TRENCH: (1 m) 

Case ID Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIOT2.5/10 10 Hz 0.062 0.288 0.327 0.267 0.236 

AIOT2.5/20 20Hz 0.084 0.462 0.374 0.398 0.330 

AIOT2.5/30 30Hz 0.124 0.540 0.565 0.140 0.342 

AIOT2.5/40 40Hz 0.307 0.453 0.385 0.471 0.404 

AIOT2.5/50 50 Hz 0.079 0.162 0.246 0.298 0.196 

3. CRUMBED RUBBER: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AICR2.5/10 10 Hz 0.666 0.125 0.132 0.122 0.261 

AICR2.5/20 20Hz 0.496 0.485 0.525 0.435 0.485 

AICR2.5/30 30Hz 0.760 0.564 0.405 0.389 0.530 

AICR2.5/40 40Hz 0.680 0.347 0.491 0.570 0.522 

AICR2.5/50 50 Hz 0.465 0.335 0.363 0.186 0.337 

4. RICE HUSK: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIRH2.5/10 10 Hz 0.292 0.326 0.260 0.197 0.269 

AIRH2.5/20 20Hz 0.350 0.519 0.573 0.423 0.466 

AIRH2.5/30 30Hz 0.550 0.485 0.332 0.352 0.430 

AIRH2.5/40 40Hz 0.498 0.452 0.385 0.533 0.467 

AIRH2.5/50 50 Hz 0.297 0.413 0.303 0.239 0.313 

5. SAW DUST: 
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Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AISD2.5/10 10 Hz 0.480 0.383 0.301 0.341 0.376 

AISD2.5/20 20Hz 0.290 0.397 0.512 0.529 0.432 

AISD2.5/30 30Hz 0.630 0.604 0.598 0.262 0.524 

AISD2.5/40 40Hz 0.400 0.597 0.368 0.479 0.461 

AISD2.5/50 50 Hz 0.352 0.475 0.372 0.254 0.363 

6. SAND: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIS2.5/10 10 Hz 0.049 0.057 0.100 0.083 0.072 

AIS2.5/20 20Hz 0.570 0.967 0.588 0.843 0.742 

AIS2.5/30 30Hz 0.420 0.737 0.682 0.764 0.651 

AIS2.5/40 40Hz 0.385 0.438 0.829 0.479 0.533 

AIS2.5/50 50 Hz 0.630 0.652 0.593 0.452 0.582 
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Table 11: Amplitude reduction ration (AR) in presence of wave barrier wen X2 = 5m 
 

1. OPEN TRENCH: (2 m) 

Case ID Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIOT5/10 10 Hz 0.022 0.110 0.243 0.261 0.159 

AIOT5/20 20Hz 0.021 0.116 0.150 0.067 0.089 

AIOT5/30 30Hz 0.061 0.490 0.169 0.111 0.208 

AIOT5/40 40Hz 0.037 0.114 0.116 0.096 0.091 

AIOT5/50 50 Hz 0.042 0.623 0.364 0.196 0.306 

2. OPEN TRENCH: (1m) 

Case ID Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIOT5/10 10 Hz 0.162 0.230 0.328 0.511 0.308 

AIOT5/20 20Hz 0.163 0.262 0.278 0.233 0.234 

AIOT5/30 30Hz 0.458 0.764 0.186 0.197 0.401 

AIOT5/40 40Hz 0.279 0.189 0.244 0.408 0.280 

AIOT5/50 50 Hz 0.327 0.355 0.260 0.335 0.319 

3. CRUMBED RUBBER: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AICR5/10 10 Hz 0.303 0.117 0.166 0.161 0.187 

AICR5/20 20Hz 0.294 0.311 0.235 0.267 0.277 

AICR5/30 30Hz 0.855 0.586 0.264 0.456 0.540 

AICR5/40 40Hz 0.560 0.318 0.164 0.229 0.318 

AICR5/50 50 Hz 0.950 0.306 0.389 0.503 0.537 

4. RICE HUSK: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIRH5/10 10 Hz 0.001 0.209 0.205 0.209 0.156 

AIRH5/20 20Hz 0.336 0.347 0.385 0.189 0.314 

AIRH5/30 30Hz 0.581 0.784 0.352 0.418 0.534 

AIRH5/40 40Hz 0.171 0.296 0.136 0.122 0.181 

AIRH5/50 50 Hz 0.566 0.359 0.292 0.442 0.415 

5. SAW DUST: 
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Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AISD5/10 10 Hz 0.342 0.280 0.307 0.397 0.332 

AISD5/20 20Hz 0.282 0.423 0.326 0.388 0.355 

AISD5/30 30Hz 0.435 0.653 0.363 0.260 0.428 

AISD5/40 40Hz 0.900 0.755 0.618 0.769 0.761 

AISD5/50 50 Hz 0.548 0.352 0.343 0.407 0.413 

6. SAND: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIS5/10 10 Hz 0.075 0.179 0.161 0.186 0.150 

AIS5/20 20Hz 0.890 0.729 0.621 0.696 0.734 

AIS5/30 30Hz 0.659 0.550 0.542 0.575 0.582 

AIS5/40 40Hz 0.546 0.754 0.680 0.592 0.643 

AIS5/50 50 Hz 0.690 0.654 0.464 0.606 0.604 
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Table 12: Amplitude reduction ration (AR) in presence of wave barrier wen X3 = 10m 
 

1. OPEN TRENCH: (2 m) 

Case ID Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIOT10/10 10 Hz 0.019 0.083 0.149 0.093 0.086 

AIOT10/20 20Hz 0.035 0.175 0.213 0.225 0.162 

AIOT10/30 30Hz 0.037 0.165 0.197 0.193 0.148 

AIOT10/40 40Hz 0.018 0.184 0.241 0.207 0.163 

AIOT10/50 50 Hz 0.029 0.272 0.210 0.157 0.167 

2. OPEN TRENCH: (1m) 

Case ID Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIOT10/10 10 Hz 0.073 0.846 0.230 0.266 0.354 

AIOT10/20 20Hz 0.193 0.373 0.307 0.540 0.353 

AIOT10/30 30Hz 0.341 0.254 0.252 0.224 0.268 

AIOT10/40 40Hz 0.173 0.343 0.440 0.248 0.301 

AIOT10/50 50 Hz 0.271 0.537 0.368 0.317 0.373 

3. CRUMBED RUBBER: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AICR10/10 10 Hz 0.224 0.312 0.250 0.351 0.284 

AICR10/20 20Hz 0.272 0.193 0.313 0.592 0.343 

AICR10/30 30Hz 0.435 0.477 0.439 0.453 0.451 

AICR10/40 40Hz 0.306 0.517 0.351 0.435 0.402 

AICR10/50 50 Hz 0.397 0.383 0.327 0.337 0.361 

4. RICE HUSK: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIRH10/10 10 Hz 0.003 0.043 0.051 0.080 0.044 

AIRH10/20 20Hz 0.001 0.369 0.376 0.594 0.335 

AIRH10/30 30Hz 0.001 0.560 0.546 0.508 0.404 

AIRH10/40 40Hz 0.002 0.704 0.586 0.535 0.457 

AIRH10/50 50 Hz 0.001 0.345 0.391 0.382 0.280 
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5. SAW DUST: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AISD10/10 10 Hz 0.176 0.130 0.114 0.188 0.152 

AISD10/20 20Hz 0.586 0.372 0.413 0.566 0.484 

AISD10/30 30Hz 0.421 0.400 0.401 0.385 0.402 

AISD10/40 40Hz 0.634 0.631 0.609 0.587 0.615 

AISD10/50 50 Hz 0.440 0.392 0.299 0.296 0.357 

6. SAND: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIS10/10 10 Hz 0.234 0.152 0.160 0.257 0.201 

AIS10/20 20Hz 0.390 0.716 0.243 0.254 0.401 

AIS10/30 30Hz 0.528 0.417 0.377 0.334 0.414 

AIS10/40 40Hz 0.680 0.652 0.441 0.210 0.496 

AIS10/50 50 Hz 0.678 0.602 0.418 0.331 0.507 
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4.3.9 Measurements for Passive Isolation: 
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Figure 50: Comparison of the spectral amplitude vs time histories at observation point G-10 for passive 

isolation measures due to exciting frequency of (a) 20 Hz (b) 30 Hz (c) 40 Hz & (d) 50 Hz at the source 

vibrator location 23.75m from centre of trench 
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Figure 51: Variation of Attenuation of vibration as a function of excited frequencies for passive -isolation 

at observation point G10 when the source of vibration is at 23.75 m 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Figure 52: Variation of Attenuation of vibration as a function of excited frequencies for passive -isolation 

at measurement point G11 when the source of vibration is at 23.75 m 
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Figure 53: Variation of Attenuation of vibration as a function of excited frequencies for passive -isolation 

at measurement point G12 when the source of vibration is at 23.75 m 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Figure 54: Average vertical amplitude reduction ratio as a function of excited frequencies for passive 

isolation when the source of vibration at 23.75 m 

Table 13: Amplitude reduction ration (AR) in presence of wave barriers when X1=23.75m 
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1. OPEN TRENCH: (2 m) 

Case ID Frequency Point G-10 Point G-11 Point G-12 Average AR 

PIOT2.5/10 10 Hz 0.304 0.526 0.210 0.347 

PIOT2.5/20 20Hz 0.340 0.488 0.500 0.443 

PIOT2.5/30 30Hz 0.224 0.180 0.132 0.179 

PIOT2.5/40 40Hz 0.342 0.342 0.531 0.405 

PIOT2.5/50 50 Hz 0.214 0.193 0.200 0.202 

2. OPEN TRENCH: (1 m) 

Case ID Frequency Point G-10 Point G-11 Point G-12 Average AR 

PIOT2.5/10 10 Hz 0.413 0.495 0.170 0.359 

PIOT2.5/20 20Hz 0.315 0.609 0.236 0.387 

PIOT2.5/30 30Hz 0.339 0.357 0.242 0.313 

PIOT2.5/40 40Hz 0.693 0.253 0.412 0.453 

PIOT2.5/50 50 Hz 0.165 0.047 0.132 0.115 

3. CRUMBED RUBBER: 

 
Frequency Point G-10 Point G-11 Point G-12 Average AR 

PICR2.5/10 10 Hz 0.351 0.550 0.303 0.401 

PICR2.5/20 20Hz 0.308 0.119 0.355 0.261 

PICR2.5/30 30Hz 0.580 0.430 0.403 0.471 

PICR2.5/40 40Hz 0.402 0.392 0.586 0.460 

PICR2.5/50 50 Hz 0.547 0.430 0.124 0.367 

4. RICE HUSK: 

 
Frequency Point G-10 Point G-11 Point G-12 Average AR 

PIRH2.5/10 10 Hz 0.223 0.508 0.589 0.440 

PIRH2.5/20 20Hz 0.434 0.241 0.531 0.402 

PIRH2.5/30 30Hz 0.574 0.448 0.370 0.464 

PIRH2.5/40 40Hz 0.428 0.454 0.453 0.445 

PIRH2.5/50 50 Hz 0.695 0.622 0.630 0.649 

5. SAW DUST: 

 
Frequency Point G-10 Point G-11 Point G-12 Average AR 
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PISD2.5/10 10 Hz 0.345 0.412 0.688 0.482 

PISD2.5/20 20Hz 0.285 0.633 0.617 0.512 

PISD2.5/30 30Hz 0.677 0.413 0.458 0.516 

PISD2.5/40 40Hz 0.695 0.653 0.363 0.570 

PISD2.5/50 50 Hz 0.595 0.397 0.579 0.524 

6. SAND: 

 
Frequency Point G-10 Point G-11 Point G-12 Average AR 

PIS2.5/10 10 Hz 0.292 0.351 0.585 0.409 

PIS2.5/20 20Hz 0.090 0.156 0.217 0.154 

PIS2.5/30 30Hz 0.227 0.334 0.350 0.304 

PIS2.5/40 40Hz 0.205 0.315 0.306 0.275 

PIS2.5/50 50 Hz 0.379 0.490 0.503 0.457 
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4.4 RESULTS AND DISCUSSION: 
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16. In case of Passive isolation tests, from the Figure 58, which shows the normalized vertical soil particles 

velocities, it is derived that the amplitude reduction ratio quite very good and the performance in terms 

of efficiency in all the cases ranging from 68% to 90%. It may be due to the reason that due to damping 

in materials, the amplitude reduces too much at farther locations from the source of vibration. And 

reduced energy has lesser impact on the propagation of waves. Overall, the performance in case of 

passive isolation is better than that of active isolation. 

17. The screening effectiveness in terms of % age efficiency is presented in Table 13. 

 

Table 14: Protective Efficiency of Barriers (%age) based on experimental study: 
 

Trench Type 1st Location 2nd Location 3rd Location Average 

1. Open Trench 80.10% 83.00% 85.50% 82.86% 

2. Crumbed Rubber 57.30% 62.80% 63.20% 61.10% 

3. Rice Husk 64.10% 68.00% 69.60% 67.23% 

4. Saw Dust 56.90% 54.30% 59.80% 57.00% 
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(c) 

Figure 55: Normalized ground motion (G10 to G3) due to exciting frequency of (a) f = 30Hz when source 

of vibration at (a) 2.5 m (b) 5.0 m and (c) 10 m from Centre of trench in active isolation 
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(c) 

Figure 56: Normalized ground motion (G10 to G3) due to exciting frequency of (a) f = 40Hz when source 

of vibration at (a) 2.5 m (b) 5.0 m and (c) 10 m from Centre of trench in active isolation 
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(c) 

Figure 57: Normalized ground motion (G10 to G3) due to exciting frequency of (a) f = 50Hz when source 

of vibration at (a) 2.5 m (b) 5.0 m and (c) 10 m from Centre of trench in active isolation 

25.00 
 

20.00 

No Trench 
Empty 2.0 m 
Crumbed Rubber 
Rice Husk 
Saw Dust 
Trench 

15.00 
 

10.00 

 

5.00 

0.00 

0.000 0.500 1.000 1.500 2.000 2.500 3.000 3.500 4.000 
Normalized Distance from source of vibration, X = x/LR 

4.500 5.000 

26.00 

 
21.00 

 
16.00 

No Trench 
Empty 2.0 m 

Crumbed Rubber 

Rice Husk 

Saw Dust 

Trench 

11.00 

 
6.00 

 
1.00 

Normalized Distance from source of vibration, X = x/L R 

0.000 
-4.00 

0.500 1.000 1.500 2.000 2.500 3.000 3.500 4.000 4.500 5.000 

21.00 

 
16.00 

No Trench 

Empty 2.0 m 

Crumbed Rubber 

Rice Husk 

Saw Dust 

Trench 
11.00 

 
6.00 

 
1.00 

0.000 0.500 1.000 1.500 2.000 2.500 3.000 3.500 4.000 4.500 5.000 
-4.00  Normalized Distance from source of vibration, X = x/LR 

N
o

rm
al

iz
e

d
 V

e
rt

ic
al

 S
o

il 
P

a
rt

ic
le

s 
ve

lo
ci

ti
e

s 
N

o
rm

al
iz

e
d

 V
e

rt
ic

al
 S

o
il 

P
ar

ti
cl

e
s 

ve
lo

ci
ti

e
s 

N
o

rm
al

iz
e

d
 V

e
rt

ic
al

 S
o

il 
P

ar
ti

cl
e

s 

ve
lo

ci
ti

e
s 



Page 100 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page | 96 
Page 100 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

(a) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
(b) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

s 

(c) 

Figure 58: Normalized ground motion (G9 to G12) due to exciting frequency of (a) f = 30Hz (b) f = 

40Hz, f = 50Hz when source of vibration at 23.75 m from Centre of trench in passive isolation 

No Trench 

0.244 

 
0.194 

Empty 2.0 m 

Crumbed Rubber 

Rice Husk 

Saw Dust 

Trench 

0.144 

 
0.094 

 
0.044 

-0.006 Normalized Distance from source of vibration, X = x/LR 

0.000 0.500 1.000 1.500 2.000 2.500 3.000 3.500 4.000 4.500 5.000 

0.244 

 
0.194 

 
0.144 

No Trench 

Empty 2.0 m 

Crumbed Rubber 

Rice Husk 

Saw Dust 

Trench 

0.094 

 
0.044 

 
-0.006 

0.000 
Normalized Distance from source of vibration, X = x/LR 

1.000 2.000 3.000 4.000 5.000 6.000 7.000 

0.244 
 

0.194 

No Trench 

Empty 2.0 m 

Crumbed Rubber 

Rice Husk 

Saw Dust 

Trench 
0.144 

 

0.094 

 

0.044 

 
-0.006 Normalized Distance from source of vibration, X = x/LR 

0.000 1.000 2.000 3.000 4.000 5.000 6.000 7.000 8.000 

N
o

rm
al

iz
ed

 V
er

ti
ca

l 
So

il 
P

ar
ti

cl
es

 
ve

lo
ci

ti
es

 

N
o

rm
al

iz
e

d
 V

e
rt

ic
al

 S
o

il 
P

ar
ti

cl
e

s 

ve
lo

ci
ti

e
s 

N
o

rm
al

iz
e

d
 V

e
rt

ic
al

 S
o

il 
P

a
rt

ic
le

s 
ve

lo
ci

ti
e

s 



Page 101 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page | 97 
Page 101 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

 

 

4.4.2 Effect of Barriers Dimensions and Location on Trench wave barrier performance: 
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Figure 59: Effect of normalized depth for barrier placed at different locations (a) Empty trench, (b) 

Crumbed Rubber (c) Rice Husk (d) Saw Dust 
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Figure 60: Influence of normalized distance for barriers placed at different locations (a) Empty trench, (b) 

Crumbed Rubber (c) Rice Husk (d) Saw Dust 
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Figure 61: Amplitude reduction ratio for a trench at first location (x=2.5 m) (a) Empty trench-2m, (b) 

Crumbed rubber (c) Rice Husk (d) Saw Dust 
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Figure 62: Amplitude reduction ratio for trench at 2nd location (x=5 m) (a) Empty trench-2m, (b) 

Crumbed rubber (c) Rice Husk (d) Saw Dust 
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Figure 63: Amplitude reduction ratio for trench at 3rd location (x=10 m) (a) Empty trench-2m, (b) 

Crumbed rubber (c) Rice Husk (d) Saw Dust 
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4.4.3 Validation with Numerical study results: 
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4.5 COMPARSON OF RESULTS: 

Some results documented in previous literatures on softer barrier isolation are compared with the results 

obtained. It can be seen that the charts provide results qualitatively comparable to the published values. The 

figure shows that there is a variation of about 20-23% in the results of experimental and numerical study. 

The difference may be due to practical aspect of the ground the practices implemented during experimental 

study. Overall, both the result some similar conformity and validating both the studies. 

The comparison of results obtained through the present experimental study and the results already 

published in previous researches is tabulated in Table-14 

Table 15: Comparison of the present experimental results with published results 
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scale experimental test program was carried out to investigate the protective effectiveness of open 

and in-filled trenches as wave barriers to scatter the steady state vibration. In order to simulate the machine 

foundations vibration, mechanical oscillator was used. The wave barriers protective effectiveness 

was evaluated based on the achieved reduction in soil particle velocities through a 

Based on the obtained results and 

their analysis, the following conclusions can be made: 

1. The field results show that the in-filled trench barrier can be considered as a practical alternative for 

wave scattering and the observed protective effectiveness was up to 

3. The results show that a deeper trench is required as the ratio x/d increases to achieve the same 

improvement in the system’s effectiveness. As the ratio x/d increased, the open trench barrier 

effectiveness decreased while no significant change was observed in the case of in-filled geofoam trench 

barrier effectiveness. 

4. The experimental observations made in this study are valid for the soil profile considered in this study. 

3 

3 

4.6 SUMMARY AND CONCLUSION: 

 

A field 

 

an electro- 
 

method in which the 

amplitude reduction factor for active and passive isolation has been found. Also, parametric study by 

changing one of the parameters at a time, the response has been collected. 

 

 

 

82%. 

 

2. The wave barriers protective effectiveness is influenced by the barriers normalized depth and the 

barrier's proximity to the source of disturbance. The barriers are found to be generally more effective 

when D≥0.60 (i.e. an optimum barrier normalized depth) for both open and in-filled trench wave 

barriers. 

 

 

 

 

 

4.6.1 Progress of Project work at different stages: 

 

The progress of project work in different stages starting from laying out trench to data acquisition is 

presented here as shown in Figure from Figure 64. to Figure 82. 

3 

3 
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Figure 64: Drone view of site location in CSIR-CRRI 
 

Figure 65: Fixing layout of trench over the ground 
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Figure 66: Layout of trench and excavation in progress 
 

Figure 67: Installation of Geophones and excavating pit for Oscillator 
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Figure 68: Discussion with CRRI and DTU officials at site 
 

Figure 69: Visit of CRRI officials at site 
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Figure 70: Removing Oscillator for next location 
 

Figure 71: Drone view of in-filled trench under investigation 
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Figure 72: View of Electro-Mechanical Oscillator & Testing of its Footing 
 

Figure 73: Installed Geophones on the centre line of the profile 
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Figure 74: Data acquisition during the experiment 
 

Figure 75: Visit by divisional scientist on experimental site 
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Figure 76: Removing and shifting of Oscillator from one location to another 
 

Figure 77: Empty trench and in-filled trench with material Crumbed rubber 
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Figure 78: Excavated pit for Oscillator and Oscillator set up with tripod system 

 

Figure 79: Filling of trench with in-filled material and compaction in progress 
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Figure 80: Filling of trench with in-filled material and compaction in progress 
 

Figure 81: In-filled rectangular trench with materials Rice Husk and Saw dust 
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Figure 82: Full set up for Electro-Mechanical Oscillator during run 

 

Figure 83: Data acquisition during the experiment 
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CHAPTER-5 

Numerical Investigation and Parametric Study 
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5.1. INTRODUCTION 

 
Ground vibration induced by human activity such as industrial activities, high speed traffic, pilling and 

blasting in construction or deconstruction operation, generally reaches the troublesome limit for human and 

occasionally attain the harmful limit. In the densely populated urban regions and buildings housing sensitive 

equipment, ground vibration has to be strictly controlled. Up to now, many vibration reduction methods 

have been proposed, one of which is the installation of wave barrier between the dynamic sources and the 

structure to be protected. Over the past decades, the vibration isolation effectiveness of wave barrier has 

been extensively studied. However, to the best of the writer’s knowledge, there is little study about the 

mutual influence of the parameters of soil-barrier system on the barrier screening efficiency and the 

optimization design for wave barrier is rare as well. On the other hand, the influence of ground vibration 

generated by explosions on the nearby existing tunnel has attracted more and more attention due to the 

recent damage or even failure of tunnels. As of now, there are few mitigation measures comprehensively 

proposed by researchers and engineers for the tunnel vibration reduction during explosions. To overcome 

those drawbacks, this dissertation focuses on the investigation of the influence of various parameters of soil- 

barrier system on the barrier isolation efficiency. Key parameters are identified. More importantly, a 

developed optimization design method is developed, aiming to find out the desirable barrier that is able to 

minimize the ground vibration in protected site. Besides, the dynamic behaviour of existing tunnel under 

nearby explosions is examined. Parameters that significantly affect the response of tunnel are pointed out. 

Furthermore, two practical mitigation measures: the installation of a protective layer along the tunnel lining 

and time-delayed explosions (rather than instantaneous explosions), are presented with details. The research 

in this dissertation is able to provide a good reference for the optimization design of wave barrier in reducing 

ground vibration in protected site and for the design of practical mitigation measures to protect existing 

tunnel from nearby explosions. 

Vibrations produced by factors except than seismic one, such as high-speed traffic, construction activities, 

deconstruction operation, vibrating machine footing, blasting, etc., cause nuisance and are not safe for 



Page 123 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page | 123 
Submission ID trn:oid:::27535:143769257 Page 123 of 189 - Integrity Submission 

 

 

human life in terms of health hazards. To mitigate the effects of such vibrations, screeners are used by means 

of providing in-filled trench wave barriers. The performance of in-filled trench barriers is significantly 

affected by properties of in-filled materials, its dimensions, Poisson’s ratio, stiffness and density of the 

filling materials, distance between source of vibration and trenches, etc. The performance of in-filled 

materials will enhance if economy and sustainability features is added to desired properties of these 

materials. The performance of in-filled trench barriers demands support and validation after numerical or 

experimental study. This subjected study focuses on two major works (i) the numerical investigation on the 

isolation performance of wave barrier in reducing ground vibration generated by external load using in- 

filled materials as CR, RH and SD (ii) parametric study i.e. effect of geometrical parameters, properties of 

in-filled materials and location of source of vibration, etc. This paper deals with numerical study and then 

validation in which a 3D finite element study on vibration screening in PLAXIS-3D for steady-state surface 

vibrations by means of in-filled trench wave barriers in an elastic, isotropic, and homogeneous half-space. 

The in-filled materials used in trench barriers are Crumbed tyre rubber (CR), Rice husk (RH) and Saw dust 

(SD). Influence of geometric dimensions of trench wave barriers, shear wave velocity and source to barrier 

distances have been numerically studied for investigating the performance of in-filled materials on 

diminution of vertical and horizontal components of displacements in surficial soil layers. The study 

considered a non-dimensional approach where the geometric parameters are normalized in terms of wave 

length of Rayleigh waves of vibration in half-space. Shear wave velocity of in-filled materials is expressed 

as a ratio of that of in-situ soil. Trench wave barriers with shear wave velocity ratio less than unity are 

considered significantly effective. Effects of the parameters participating in vibration screening are 

elaborately discussed. Recommendations are framed regarding the optimal selection of geometrics of trench 

wave barriers and for in-filled materials. Non-dimensional charts are developed which would provide a 

sound basis for designing such barriers in engineering application. The design charts are validated with some 

published results and found in close agreement. 

Apart from seismic action, the sources for producing ground vibrations are high speed traffic, construction 

 

activities and deconstruction operation, vibrating machines, blasting, underground nuclear explosion, etc. 
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Exaggerated ground vibrations are required to be properly screened off, otherwise, it may result in nuisance to 

the dwellers, fatigue of structural and non-structural components of the structure affected and malfunctioning of 

high-precision instruments. In mitigating vibration effect, vibration screening measures is an important 

development in vibration isolation. The measure consists of providing in-filled trench barriers in the path of 

propagation of surface waves from source to the affected structure. The effect is in form of abundant reduction 

in the amplitude of incident waves propagated in the way. Commonly used different types of barriers deployed 

for mitigating the wave amplitude are open and in-filled trench barriers, gas cushion, solid, hollow or sheet piles 

etc. Depending on the proximity of proving the barrier with respect to source of vibration and structure to be 

protected, there are two types of isolation; Active and Passive isolation. When the proximity of the trench barrier 

is near to the source of vibration is called as active isolation and when the proximity of the trench barrier is near 

to the structure to be protected is called as passive isolation. The energy produced by a surface source is 

distributed away which is a coupled form of waves consisting of all three types of waves i.e. Primary, Secondary 

and Rayleigh waves. While producing the vibration by vertical oscillation, Miller and Pursey [61] had found out 

the shares of energy between these waves in elastic half space. Rayleigh waves carry two third (almost equal to 

67%) of total vibration energy and propagate in half space near to the ground surface zone. Being the prime 

reason, in vibration screening measures, wave amplitude reduction of Rayleigh waves is of prime focus. In 

concern with surface waves, Rayleigh waves have the feature of having maximum amplitude comparing with all 

other waves. It is the reason why surface waves are disastrous among all waves. Also, wave attenuation of 

Rayleigh waves with respect to the distances from the source of vibration is slower than all other waves. The 

contribution of researchers in development of techniques for vibration isolation is dealt herewith as much as 

possible. According to Woods [62], measurement for amplitude reduction factor on straight trenches with various 

depths and lengths has been observed. Experimental study for evaluating the performance of in-filled materials 

has been already carried out [63]. To validate the results of an experiment, a numerical investigation is the 

requirement for validating the outcome. In the context of above, a numerical study for validating the experimental 

work is present here. Moreover, a parametric study affecting the performance of these in-filled materials and 

wave trench barrier is also dealt with. 
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4.6.1 Review of research 

 
The efficiency of passive isolation is lesser than that of active isolation as observed by Beskos et al. [64]. 

The results were placed in form of amplitude reduction factor (Ar) contour diagram which showed that 

amplitude reduction is highest just behind the trench. The diversion of the surface waves at the trench end 

develops a zone of increased amplitude. Ashref Alzawi, M. Hesahm EI Naggar [67] developed numerical 
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5.2 WORK METHODOLOGY 

The numerical investigation has carried out to calibrate and validate the experimental results obtained after 

operating the vibratory source at exciting frequencies in different condition of backfilling and in open trench. 

In numerical study also, the properties of in-filled materials are utilized in developing conditions of back 

filling as realistic. The problem is viewed in this study from a 3D perspective [83, 84]. Numerical 

investigation comprises of various sub components such as numerical modelling, assumptions in study, etc. 
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Barrier geometric features are normalized against the Rayleigh wavelength in half-space to avoid 

dependency on the excitation frequency and half-space parameters. The simplified procedure for analyzing 

the model through Plaxis 3D is given in steps as follows: 

(i) Assigning soil properties to elastic half space 

 

(ii) Creation of test site geometry 

 

(iii) Defining dynamic boundary conditions 

 

(iv) Defining dynamic loads by means of load multipliers 

 

(v) Defining material damping by means of Rayleigh damping 

 

(vi) Performing dynamic calculations 

 

 

5.2.1 Numerical Modelling and Discussion 
 

 
study, the influence of a vibration source on its surrounding is studied. To reduce the calculation time, only 

one quarter of the overall geometry is modelled, using symmetric boundary conditions along the lines of 

symmetry. The physical damping due to the viscous effect is taken into consideration via Rayleigh damping. 

 

5.2.2 Geometry and elastic half space parameters in the study 

The model has been assumed as a case of dynamic analysis of a generator on an elastic foundation. The 

vibrating source is a generator founded on a 0.75 m thick RCC footing of 0.50 x 0.50 m size as shown in 

Figure 84. Oscillations caused by the generator are transmitted through the footing into the subsoil. These 
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oscillations are simulated as a uniform harmonic loading, with a frequency of 10, 20, 30, 40 and 50 Hz with 

an amplitude of 10 kN/m2. In addition to the weight of the footing, the weight of the generator is modelled 

as a uniformly distributed load of 8 kN/m2. The model boundaries should be sufficiently far from the region of 

interest, to avoid disturbances due to possible reflections. 

 

(a) 
 

 
(b) 

 

Figure 84: Source of vibration founded on an elastic subsoil 

 
Although special measures (absorbent boundaries) are adopted in order to avoid spurious reflections, there 

is always a smallinfluence and it is still a good habit to put boundaries far away. In a dynamic analysis,model 

boundaries are generally taken further away than in a static analysis. The size of the area to be under 

investigation is kept as x = 40 m and y = 20 m, the geometry model is shown in Figure 84. 
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Figure 85: Geometry of the model in Plaxis-3D for active isolation at X1 = 2.5m 
 

 

 

 
Figure 86: Geometry of the model in Plaxis-3D for active isolation at X2 = 5m 
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Figure 87: Geometry of the model in Plaxis-3D for active isolation at X3 = 10m 
 

 
Figure 88: Geometry of the model in Plaxis-3D for Passive isolation X4 = 23.75m 

 
The subsoil consists of one layer with a depth of 10m. The ground level is defined at z =10m. The material 

data set and half space elastic parameters are assigned according to Table 15 and assigned it to the soil layer 

and geometrical properties of model as depicted in Figure 85 to 88. The water conditions are not considered 

in this study. 
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Young's modulus (E) kN/m2 

16. 

Saturated Unit weight 

 

Table 16: Material properties for the soil layers: 

 

S. No. Parameter Value 

1. Material model Linear, elastic 

2. Element 10 Nodded 

3. Material model Mohr-Coulomb 

4. Drainage type Drained 

5. Unsaturated Unit weight 00kN/m3 

6. 
 

 16.15kN/m3 

7. 
 

 33.00 x103 

8. Poisson's ratio (ν) 0.30 (soil) 

9. Interface strength Rigid 

10. Damping ratio (ξ) 7.50 

11. Element 10 Nodded 

12. Shear wave velocity of soil (Vs) 88.22 m/sec 

The already published paper [21] can be referred for material parameter assumptions and properties. A 

sinusoidal varying vertical downward load of magnitude unity (P0 = 1 kN) and frequency of excitation 10 

Hz and amplitude of 10 N/mm2 is assumed to act uniformly over an imaginary footing of width, B = 0.50 

m. Footing mass is ignored not taken into calculations as the effect of footing mass on isolation effectiveness 

of a barrier is found insignificant [69]. The half-space parameters and excitation frequency, the shear wave 

velocity (Vs), Rayleigh wave velocity (VR), and Rayleigh wavelength (LR = VR/f) of half-space are as per 

Table 16. The density, Poisson’s ratio, material damping and elastic modulus of backfill materials are asper 

the Table 16. 

Table 17: Properties of Back filled materials: 

 

S. 

No. 

Name of backfill 

material 

Density 

(g/cm3) 
Poisson’s 

ratio 

Damping 

% 

Elastic 

modulus 

kN/m2 

1. Crumbed Rubber (CR) 0.37 0.45 22.00 10.53 x 102 

2. Rice Husk (RH) 0.33 0.40 20.00 3.64 x 102 

3. Saw Dust (SD) 0.23 0.37 12.40 3.71 x 102 

10 

12 



Page 132 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page | 132 
Submission ID trn:oid:::27535:143769257 Page 132 of 189 - Integrity Submission 

 

 

5.2.3 Normalized dimension study 

 

 
schematic view of the problem studied: Active and passive vibration isolation by rectangular trench system 

and geometrical parameters is shown in Figure 90. 

 

Figure 89: View of material properties used in FEM model study 
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Figure 90: Schematic view of the problem studied: Active and passive vibration isolation by rectangular 

trench system and geometrical parameters 

5.2.4 Finite element model and Validation: 
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Figure 91: View of Deformed mesh with selected nodes and stress points for observation 

 
This modelling scheme is validated with reference to an isolation example by an open trench of dimension, 

Depth = 2 m, Width = 0.25 m, and Length = 14 m. The dynamic load was applied for each case of an open 

trench, trench filled with Crumbed rubber, Rice husk and Saw Dust with five nos of different frequencies 

and four nos of locations. The vertical dynamic load was applied with frequency of 10, 20, 30, 40 and 50 

Hz. the source of vibration was located in four different configurations with reference to centre line of trench 

i.e. for 2.5 m, 5.0 m, 10 m on one side and 23.75 m on other side. Amplitude reduction factors at different 

distances from source are found to be in excellent agreement with experimental work as presented in Chapter 

4. Readers may refer to author’s previous works as presented in Chapter 3 for material parameters and 

validation. 

5.2.5 Effectiveness of vibration isolation 
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Ar = 
Displacement amplitude of ground surface after barrier 

Displacement amplitude of ground surface before barrier 

 

Ar = 
(Ar)After 

(Ar)Before 

 

 

 
(3.1) 

 
 

Ar = 
1 
∫ Ar dx (3.2) 

X 

 

Thus, the system effectiveness is calculated using Equation 3-4 as follows: 
 

Eff = (1 − Ar) x 100 (3.3) 
 

Figure 92: Colour contouring for deformation in in-filled trench with Crumbed rubber 

 

4.7 Effect of Parameters 
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5.3.1 Effect of various properties on Attenuation of wave motion 

Screening performance of in-filled materials in trench barrier depends on the property i.e. attenuation of 

waves. Wave attenuation is affected by number of factors such as stiffness, particle size, specific gravity, 

saturation and dynamic properties such as damping ratio, shear modulus and shear wave velocity. The case 

stated in Figure 90 is investigate here with different factors affecting performance in screening. Unless 

specified, the properties of soil and back filled materials are as per the Table 16. Though, there is less 

availability of resources revealing much about the dependence of the factors on wave attenuation, the 

influence of these factors on the attenuation of wave is dealt herewith. 

Initially, the effect of overall extent of the area to be projected on the average amplitude reduction ratios is 

observed. Figure 95 to Figure 102 gives the concept of the normalized ground displacement amplitudes 

which is normalized with respect to ground displacement. The difference between the curves and the 

reduced effect in curve shows significant reduction in amplitude achieved at subsequent observation points. 
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Figure 93: Generation of waves caused by incident Rayleigh Wave on Trench 

 

 
Figure 92 and view of one of the deformed mesh due to vibrational load at X1 = 2.5m is presented in Figure 

 

94. The average amplitude reduction factor (Ar) in case of no trench and trench wave barrier with in-filled materials 
 

under different exciting frequencies has calculated separately and tabulated in Table 17 to Table 20. 
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Figure 94: Deformed mesh due to vibrational load X1 = 2.5m 
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Figure 95: Comparison of the vertical displacement vs time histories at observation point G8 for active 

isolation measures due to frequency of (a) 20 Hz (b) 30 Hz (c) 40 Hz & (d) 50 Htz at the source vibrator 

location 2.5 m from centre of trench 
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Figure 96: Comparison of the vertical displacement vs time histories at observation point G8 for active 

isolation measures due to exciting frequency of (a) 20Hz (b) 30Hz (c) 40Hz & (d) 50Htz at the source 

vibrator location 5 m from centre of trench 
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Figure 97: Comparison of the vertical displacement vs time histories at observation point G8 for active 

isolation measures due to exciting frequency of (a) 20 Hz (b) 30 Hz (c) 40 Hz & (d) 50Htz at the source 

vibrator location 10 m from center of trench 
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Figure 98: Comparison of the spectral amplitude vs time histories at observation point G-10 for passive 

isolation measures due to exciting frequency of (a) 20 Hz (b) 30 Hz (c) 40 Hz & (d) 50Htz at the source 

vibrator location 23.75 m from centre of trench 
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(c) 

Figure 99: Normalized ground motion (G10 to G3) due to exciting frequency of (a) f = 30Hz when source 

of vibration at (a) 2.5 m (b) 5.0 m and (c) 10 m from centre of trench in active isolation 
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Figure 100: Normalized ground motion (G10 to G3) due to exciting frequency of (a) f = 40Hz when source 

of vibration at (a) 2.5 m (b) 5.0 m and (c) 10 m from centre of trench in active isolation 
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Figure 101: Normalized ground motion (G10 to G3) due to exciting frequency of (a) f = 50Hz when source 

of vibration at (a) 2.5 m (b) 5.0 m and (c) 10 m from centre of trench in active isolation 

3.500 Case ID - 2.5m 50Htz 

3.000 
 

2.500 
 
2.000 

No Trench 

Empty 1.0 m 

Crumbed Rubber 

Rice Husk 

Saw Dust 

Trench 

1.500 
 
1.000 
 
0.500 
 
0.000 

0.000 

Normalized Distance from the source of vibration, X = x/LR 

0.500 1.000 1.500 2.000 2.500 3.000 3.500 4.000 4.500 5.000 

3.000 Case ID - 5m 50Htz 

2.500 

 
2.000 

 
1.500 

No Trench 

Empty 1.0 m 

Crumbed Rubber 

Rice Husk 

Saw Dust 

Trench 

1.000 

 
0.500 

 
0.000 

0.000 

Normalized Distance from the source of vibration, X = x/LR 

0.500 1.000 1.500 2.000 2.500 3.000 3.500 4.000 4.500 5.000 

4.500 

4.000 

3.500 

3.000 

2.500 

2.000 

1.500 

1.000 

0.500 

0.000 

0.000 

Case ID - 10m 50Htz 
No Trench 

Empty 1.0 m 

Crumbed Rubber 

Rice Husk 

Saw Dust 

Trench 

Normalized Distance from the source of vibration, X = x/LR 

0.500 1.000 1.500 2.000 2.500 3.000 3.500 4.000 4.500 5.000 

N
o

rm
al

iz
ed

 V
er

ti
ca

l 
So

il 
P

ar
ti

cl
es

 
D

is
p

la
ce

m
en

t 
N

o
rm

al
iz

ed
 V

er
ti

ca
l 

So
il 

P
ar

ti
cl

es
 

D
is

p
la

ce
m

en
t 

N
o

rm
al

iz
ed

 V
er

ti
ca

l 
So

il 
P

ar
ti

cl
es

 D
is

p
la

ce
m

en
t 



Page 147 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page | 147 
Submission ID trn:oid:::27535:143769257 Page 147 of 189 - Integrity Submission 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(a) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(b) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

(c) 

Figure 102: Normalized ground motion (G9 to G12) due to exciting frequency of (a) f = 30Hz (b) 40Hz and 

(c) 50 Hz when source of vibration at 23.75 m from center of trench in passive isolation 
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Table 18: Amplitude reduction ratio (AR) in presence of wave barriers when X1=2.5m 
 

1. OPEN TRENCH: (1 m) 

Case ID Frequency Point G-9 
Point G- 

8 
Point G- 

7 
Point G- 

6 
Average AR 

AIOT2.5/20 20Hz 0.714 0.286 0.522 0.518 0.510 

AIOT2.5/30 30Hz 0.362 0.380 0.673 0.485 0.475 

AIOT2.5/40 40Hz 0.552 0.360 0.491 0.558 0.490 

AIOT2.5/50 50 Hz 0.326 0.335 0.324 0.456 0.360 

2 CRUMBED RUBBER: 

 
Frequency Point G-9 

Point G- 

8 

Point G- 

7 

Point G- 

6 
Average AR 

AICR2.5/20 20Hz 0.629 0.711 0.375 0.510 0.556 

AICR2.5/30 30Hz 0.286 0.496 0.760 0.520 0.516 

AICR2.5/40 40Hz 0.754 0.582 0.597 0.675 0.652 

AICR2.5/50 50 Hz 0.424 0.375 0.676 0.523 0.500 

3. RICE HUSK: 

 
Frequency Point G-9 

Point G- 
8 

Point G- 
7 

Point G- 
6 

Average AR 

AIRH2.5/20 20Hz 0.768 0.777 0.465 0.435 0.611 

AIRH2.5/30 30Hz 0.385 0.587 0.415 0.620 0.502 

AIRH2.5/40 40Hz 0.651 0.566 0.498 0.451 0.542 

AIRH2.5/50 50 Hz 0.535 0.501 0.517 0.670 0.556 

4. SAW DUST: 

 
Frequency Point G-9 

Point G- 

8 

Point G- 

7 

Point G- 

6 
Average AR 

AISD2.5/20 20Hz 0.544 0.521 0.614 0.614 0.573 

AISD2.5/30 30Hz 0.455 0.634 0.588 0.417 0.524 

AISD2.5/40 40Hz 0.465 0.480 0.310 0.591 0.462 

AISD2.5/50 50 Hz 0.589 0.563 0.312 0.354 0.455 
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Table 19: Amplitude reduction ratio (AR) in presence of wave barrier when X2=5 m 
 

1. OPEN TRENCH: (1m) 

Case ID Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIOT5/20 20Hz 0.469 0.411 0.473 0.389 0.436 

AIOT5/30 30Hz 0.499 0.646 0.469 0.347 0.490 

AIOT5/40 40Hz 0.563 0.516 0.565 0.586 0.558 

AIOT5/50 50 Hz 0.329 0.507 0.375 0.406 0.404 

2. CRUMBED RUBBER: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AICR5/20 20Hz 0.515 0.382 0.391 0.660 0.487 

AICR5/30 30Hz 0.572 0.616 0.316 0.519 0.506 

AICR5/40 40Hz 0.402 0.673 0.538 0.673 0.572 

AICR5/50 50 Hz 0.483 0.463 0.491 0.649 0.522 

3. RICE HUSK: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIRH5/20 20Hz 0.478 0.495 0.299 0.548 0.455 

AIRH5/30 30Hz 0.682 0.930 0.552 0.377 0.635 

AIRH5/40 40Hz 0.481 0.453 0.438 0.451 0.456 

AIRH5/50 50 Hz 0.495 0.458 0.210 0.656 0.455 

4. SAW DUST: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AISD5/20 20Hz 0.384 0.490 0.516 0.514 0.476 

AISD5/30 30Hz 0.728 0.712 0.574 0.417 0.608 

AISD5/40 40Hz 0.513 0.692 0.617 0.591 0.603 

AISD5/50 50 Hz 0.496 0.510 0.513 0.645 0.541 
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Table 20: Amplitude reduction ratio (AR) in presence of wave barrier when X3=10m 
 

1. OPEN TRENCH: (1m) 

Case ID Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIOT10/20 20Hz 0.399 0.336 0.631 0.656 0.506 

AIOT10/30 30Hz 0.537 0.409 0.320 0.593 0.465 

AIOT10/40 40Hz 0.552 0.429 0.416 0.367 0.441 

AIOT10/50 50 Hz 0.319 0.582 0.298 0.681 0.470 

2. CRUMBED RUBBER: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AICR10/20 20Hz 0.451 0.379 0.514 0.501 0.461 

AICR10/30 30Hz 0.748 0.511 0.237 0.317 0.453 

AICR10/40 40Hz 0.513 0.668 0.576 0.562 0.580 

AICR10/50 50 Hz 0.517 0.680 0.615 0.486 0.575 

3. RICE HUSK: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AIRH10/20 20Hz 0.219 0.415 0.577 0.649 0.465 

AIRH10/30 30Hz 0.551 0.492 0.671 0.399 0.528 

AIRH10/40 40Hz 0.449 0.720 0.640 0.629 0.610 

AIRH10/50 50 Hz 0.712 0.645 0.618 0.574 0.637 

4. SAW DUST: 

 
Frequency Point G-9 Point G-8 Point G-7 Point G-6 Average AR 

AISD10/20 20Hz 0.477 0.519 0.368 0.486 0.463 

AISD10/30 30Hz 0.579 0.566 0.597 0.546 0.572 

AISD10/40 40Hz 0.511 0.744 0.659 0.660 0.644 

AISD10/50 50 Hz 0.766 0.545 0.574 0.434 0.580 
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Table 21: Amplitude reduction ratio (AR) in presence of wave barrier when X1=23.75 m 
 

1. OPEN TRENCH: (1 m) 

Case ID Frequency Point G-10 Point G-11 Point G-12 Average AR 

PIOT2.5/20 20Hz 0.559 0.598 0.669 0.609 

PIOT2.5/30 30Hz 0.570 0.465 0.470 0.502 

PIOT2.5/40 40Hz 0.497 0.459 0.491 0.482 

PIOT2.5/50 50 Hz 0.501 0.519 0.459 0.493 

2. CRUMBED RUBBER: 

 
Frequency Point G-10 Point G-11 Point G-12 Average AR 

PICR2.5/20 20Hz 0.372 0.290 0.482 0.381 

PICR2.5/30 30Hz 0.641 0.578 0.551 0.590 

PICR2.5/40 40Hz 0.529 0.660 0.791 0.660 

PICR2.5/50 50 Hz 0.762 0.877 0.531 0.723 

3. RICE HUSK: 

 
Frequency Point G-10 Point G-11 Point G-12 Average AR 

PIRH2.5/20 20Hz 0.454 0.382 0.697 0.511 

PIRH2.5/30 30Hz 0.513 0.511 0.493 0.506 

PIRH2.5/40 40Hz 0.636 0.716 0.717 0.690 

PIRH2.5/50 50 Hz 0.413 0.787 0.459 0.553 

4. SAW DUST: 

 
Frequency Point G-10 Point G-11 Point G-12 Average AR 

PISD2.5/20 20Hz 0.671 0.574 0.660 0.635 

PISD2.5/30 30Hz 0.862 0.568 0.596 0.675 

PISD2.5/40 40Hz 0.684 0.734 0.506 0.641 

PISD2.5/50 50 Hz 0.596 0.561 0.499 0.552 
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5.4 RESULTS AND DISCUSSION 
 

 
Table 22: Protective Efficiency of Barriers (%age) based on numerical study: 

 

Trench Type 1st Location 2nd Location 3rd Location Average 

Open Trench 44.41% 47.85% 48.28% 46.84% 

Crumbed Rubber 54.11% 52.81% 52.96% 53.29% 

Rice Husk 44.74% 49.98% 44.00% 46.24% 

Saw Dust 49.68% 44.30% 43.55% 45.84% 
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5.5 COMPARSON OF RESULTS OF EXPERIMENTAL AND NUMERICAL STUDY 

Some results documented in previous literatures on softer barrier isolation are compared with the results 

obtained from the charts with reference to Figure 103 and presented in Table 21. It can be seen that the 

charts provide results qualitatively comparable to the published values. The figure shows that there is a 

variation of about 20-23% in the results of experimental and numerical study. The difference may be due to 

practical aspect of the ground the practices implemented during experimental study. Overall, both the result 

some similar conformity and validating both the studies. 

Comparison of results in Experimental and Numerical study 
 

 

Saw Dust 
Numerical 

Experimental 

Rice Husk 
 

 

Crumbed Rubber 
 

 

Open Trench 
 

 

0.00% 20.00% 40.00% 60.00% 80.00% 100.00%120.00%140.00% 

Figure 103: Comparison of results from experimental vs numerical investigation in determining the 

efficiency of in-filled materials 

 
5.6 PARAMETRIC STUDY 

The case described in Figure 89 is further subjected to parametric study by changing the values of key 

parameters used in above study which influences the performance of in-filled materials from major to minor 

extent. The dimensionless parametric study is performed where geometrical properties of the trench barrier 

are normalized against the Rayleigh wavelength of oscillation in elastic half space. This will eradicate 

dependency of the operating frequency and elastic half space parameters. The parameters were normalized 

as L=l/LR, D=d/ LR and W=w/LR, where L, D and W are the dimensionless quantities represented in terms 

of Rayleigh wavelength and represents location of the source location, depth and width of trench normalized 

against Rayleigh wavelength. The basic assumptions and the geometrical properties required in modelling, 
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assigned as detailed given in Table 15 and Table 16. The values of parameters assigned in parametric study 

to study the changes are summarized in Table 22 as below: 

Table 23: Variable properties adopted in numerical modelling for parametric study: 
 

S. No. Properties Value 1 Value 2 Value 3 Value 4 

A Open Trench: 
    

1 Poisson’s ratio (ѵ) 0.300 0.400 0.480 - 

2 Barrier Location (L) 2.500m 5.000m 10.000m 23.750m 

3 Width (w) 0.250m 0.500m 0.800m 1.000m 

4 Depth (d) 1.000m 2.000m 3.000m 4.000m 

B In-Filled Trench:     

1 Width (w) 0.250m 0.500m 0.800m 1.000m 

2 Depth (d) 1.000m 2.000m 3.000m 4.000m 

3 Stiffness (E) 25kN/m2 20 kN/m2 15kN/m2 - 

4 Barrier Location (L) 2.500m 5.000m 10.000m 23.750m 

5 
Shear wave velocity 
Ratio (Vb/Vs) 

0.200 0.400 0.600 - 

6 Poisson’s ratio (ѵ) 0.300 0.400 0.480 - 

7 Density ratio (ρs/ρb) 1.250 0.800 0.600 - 

8 Damping ratio (ξ) 5% 10% 15% - 

In the succeeding sections, only vertical vibration components and average amplitude reduction factors of 

the respective component is taken into consideration. It has been found that as a whole, running of all the 

tests for all the cases of in-filled materials in trench wave barriers on all the operating frequencies is quite 

cumbersome and tedious. So, considering the permissible time, the case of Crumbed rubber is picked as in- 

filled material case with source of vibration located at 5m from centre of trench and the operating frequency 

applied is 30Hz. The case studies considered for parametric study are subjected for the above only. This 

case is specifically chosen for parametric study in view of quality of responses collected and overall 

efficiency of the in-filled materials. 

In this section, extensive parametric investigation including the material properties of in-filled material in 

trench wave barriers, the dimensions, the location of source of vibration, the damping ratio, etc. has been 

studied to find the effect of these parameters on the screening efficiency of trench wave barriers. It is to be 

kept in mind that when one of the parameters is studied, the other parameters remained unchanged. 
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5.6.1 OPEN TRENCH: 

 
5.6.1.1 Effect of Trench Dimensions 

Trench dimensions i.e. depth, width and cross-sectional area are having influence on screening efficiency. 

The trench depth has significant effect on screening efficiency as compared to the width of the trench and 

both the effects have been studied. The effect of barrier cross-sectional features is studied in terms of 

variations of amplitude reduction in case of trenches of varying depth (d = 1.5m, 2.5m and 3.5m) and width 

(w = 0.25m, 0.50m, 0.80m and 1.00m). This study considers specific barrier locations i.e. distance between 

Centre of trench and source of vibration which is L=5.0m representing active case. 
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Figure 104: Layout and instrumentation detail showing locations of source of vibration and observation 

points 
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The instrumentation and layout of observation points in the parametric study are depicted in Figure 104. 

The installation detail of Geophones and the layout of positioning of source of vibration is also depicted. 

 

 
5.6.1.1.1 Effect of Depth of Trench 

 

 
response at different observation points is as shown in Figure 105, for which the range of depth varies from 

1m to 4.50m. By observing the width to the depth relation, it is found that with increasing depth, amplitude 

reduction ratio decreases until reach an optimum value. The width variation has shown a different 

phenomenon as expected. It is noted that at the lower value of width, higher depths are more effective rather 

than the shallow depth. As the width increases, the effectiveness becomes less significant. The phenomenon 

can be understood by the fact that thin trench barrier allows a significant portion of waves to transmit through 

it directly, causing poor effect on isolation. But for wider trench, it allows much more waves to travel along 

with periphery while propagating into the soil. It can be thus concluded that barriers with more depth 

contribute to reduce the amplitude too slender barriers are not effective. Limiting depth is also very helpful 

and further increasing the depth will have little improvement. 
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Figure 105: Effect of depth of empty trench barrier at observation point (a) G6 (b) G7 (c) G8 and (d) G9 

for active isolation measures due to frequency of 30 Hz at the source vibrator location 5 m from Centre of 

trench with Crumbed rubber as backfill material 
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Figure 106: Effect of depth on Amplitude reduction ratio for open trench 

 

 
5.6.1.1.2 Effect of Width of Trench 

Figure 107 and 108 depicts the influence of the soil's Poisson's ratio (v) on the performance of an open 

trench. The effect of width on amplitude reduction is studied and is found specific to some cases only. An 

increase in width up to 0.5m causes reduction in amplitude. The trend is somewhat lower when width varies 

from 0.6 to 1m and can be considered as an upper limit of width beyond which a further increase in width 

adversely affects amplitude reduction of shallow trenches for active isolation cases in particular. For all 

other cases, an increase in width beyond 0.6 does not have any beneficial effect on amplitude reduction. In 

general, the effect of width has little significant in attenuating vertical vibrations on higher width of trench 

and cannot be considered significant for all practical cases. 
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Figure 107: Effect of depth of empty trench barrier at observation point (a) G6 (b) G7 (c) G8 and (d) G9 

for active isolation measures due to frequency of 30 Hz at the source vibrator location 5 m from Centre of 

trench with Crumbed rubber as backfill material 
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Figure 108: Effect of width on amplitude reduction ratio for open trench 

 

 
5.6.1.2 Effect of Poisson’s ratio of soil 
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Figure 109: Effect of Poisson’s ratio of soil on empty trench barrier at observation point (a) G6 (b) G7 (c) 

G8 and (d) G9 for active isolation measures due to frequency of 30 Hz at the source vibrator location 5 m 

from centre of trench with Crumbed rubber as backfill material 
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Figure 110: Effect of Poisson’s ratio on amplitude reduction ratio for open trench 

 
5.6.1.3 Effect of barrier location 

The effect of location of source of vibration i.e. distance between trench and the vibration source is studied 

by amplitude reduction with reference to the responses as shown in Figure 111 and 112. The distance of the 

barrier from the source is varied in case of active isolation from X = 2.50m, 5.00m and 10.00m and L = 

23.75m in a passive case, where X is the distance between source of vibration and Centre line of trench 

barrier and average amplitude reduction factors are estimated at G6, G7, G8 & G9. The variation of 

amplitude reduction ratio against barrier location (L) is shown in Figure 111. Figure 112 overall indicates 

that there is no monotonic variation for amplitude reduction while considering the active case locations at 

2.5m, 5m and 10m. But while observing the response when location at 23.75m, it is found that the amplitude 

reduction is somewhat increased but not significant. This increase at 23.75m distance may be erroneous due 

to its farness where some damping factors plays an important role in reduction of amplitude. It can be 

concluded that the location of source of vibration has no significant impact on amplitude reduction. 
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Figure 111: Comparison of the vertical displacement vs time histories at observation point G8 for active 

isolation measures due to frequency of 30 Hz with source of location at (a) 2.5m (b) 5m (c) 10m on one side 

& (d) 23.75m on other side from Centre of trench 
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Figure 112: Effect of location of source of vibration on amplitude reduction ratio for open trench 

 

 
5.6.2 IN-FILLED TRENCH 

5.6.2.1 Effect of Trench Dimensions 

Depth and width of the trench i.e. trench dimensions and related cross-sectional area is having effect on 

performance of the barrier for vibration isolation. The depth of the trench has significant influence on 

screening efficiency. The width of the trench has lesser effect on the efficiency of the trench barrier and 

effects of both the parameters have been studied. The effect of in-filled trench barrier cross-sectional 

features with in-filled material as crumbed tyre rubber is studied in terms of variations of amplitude 

reduction. The trenches with varying depth and width (d = 1m, 2m and 3m & 4m) and width (w = 0.25m, 

0.50m, 0.80m and 1.00m) has been considered for the investigation. This study considers specific barrier 

locations i.e. distance between centre of trench and source of vibration which is X=5.0m representing active 

case. 

5.6.2.1.1 Effect of trench depth 

The responses in terms of amplitude reduction ratio for in-filled trench barrier with in-filled material as 

crumbed tyre rubber is as shown in Figure 5.27, the effectiveness is observed at lesser depth while for wider 

trenches the same is achieved at a higher depth. It shows that in order to find out optimum screening 

effectiveness, a specific depth must be associated by a specific width and vice-versa. The vertical amplitudes 

at observation points G6, G7, G8 and G9 are as shown in Figure 113 and its inference is depicted in Figure 

114. The range of depth has been varied from 1m to 4.00m. By in sighting the relation of width to depth 
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relation, it is noted that with increasing depth, the amplitude reduction ratio decreases to an optimum value. 

The variation of width has shown a different aspect as was expected. It is found that at lesser width, higher 

depths are more effective as compared to shallow depth. With increase in width, the effectiveness decreases. 

This behaviour may be understood by the fact that narrow trench barrier permits a significant part of waves 

to transmit through it directly, causing low effectiveness. But for wider trench, it allows much more waves 

to travel along with boundaries during propagating into soil. Barriers with more depth contribute to higher 

efficiency. 
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Figure 113: Responses for effect of depth of trench barrier at observation point (a) G6 (b) G7 (c) G8 and 

(d) G9 for active isolation due to frequency of 30 Hz at the source vibrator location 5 m from centre of 

trench with Crumbed rubber as backfill material 
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Figure 114: Effect of depth on amplitude reduction ratio for in-filled trench 

 

 
5.6.2.1.2 Effect of trench width 

Figure 115 shows the responses in case of in-filled trench barrier, received at observation points G6, G7, 

G8 & G9 for determining active isolation performance when the frequency of the wave is at 30Hz and the 

source of vibration is kept at 5m from the centre of trench. Figure 116 depicts the influence of barrier width 

on the vibration isolation effectiveness. The effect of width on amplitude reduction is studied for in-filled 

trench barrier with in-filled material as crumbed tyre rubber and is found specific to some cases only. An 
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Figure 115: Responses for effect of depth of trench barrier at observation point (a) G6 (b) G7 (c) G8 and 

(d) G9 for active isolation due to frequency of 30 Hz at the source vibrator location 5 m from centre of 

trench with Crumbed rubber as backfill material 
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Figure 116: Effect of width on amplitude reduction ratio for in-filled trench 

5.6.2.2 Effect of Stiffness (Young’s modulus) of in-filled materials 

Figure 117 shows the responses in case of in-filled trench barrier, received at observation points G6, G7, 

G8 & G9 for determining active isolation performance when the frequency of the wave is at 30Hz and the 

source of vibration is kept at 5m from the centre of trench. Figure 118 depicts the influence of barrier 

Young’s modulus on the vibration isolation effectiveness. The value of stiffness varied from 15 to 33 kN/m2. 

It can be seen from the observation that when the value of stiffness is at lower value the reduction in 

amplitude is significant on higher side. It confirms with the conclusion that open trench barrier has the 

maximum isolation efficiency. Also, attenuation i.e. reduction in amplitude in stiffer material is lesser than 

the soft soils. 
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Figure 117: Responses for effect of Stiffness of in-filled materials in trench barrier at observation point (a) 

G6 (b) G7 (c) G8 and (d) G9 for active isolation due to frequency of 30 Hz at the source vibrator location 5 

m from Centre of trench and crumbed tyre rubber as backfill material 
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1.000 Effect of Stiffness of soil medium (in-filled trench) 
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Figure 118: Effect of barrier Young’s modulus on amplitude reduction ratio for in-filled trench 

5.6.2.3 Effect of barrier location 

To study the effect of barrier location on amplitude reduction, the distance of the barrier from the source is 

varied in case of active isolation from L = 2.50 m, 5.00 m and 10.00 m and L = 23.75 m in a passive case, 

where L is the distance between source of vibration and centre line of trench barrier and average amplitude 

reduction factors are estimated at G6, G7, G8 & G9. The variation of amplitude reduction ratio against 

barrier location (L) is shown in Figure 119. Figure 119 indicates that, there is no monotonic variation for 

vertical response while considering the location at 2.5m, 5m and 10m. But while observing the response 

when location at 23.75m, it is found that the amplitude reduction is somewhat increased. This increase at 

23.75m distance may be due to its farness where some other factors also play important role in amplitude 

reduction. It can be concluded that there is no significant impact of location of source of vibration on vertical 

amplitude reduction. 
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Figure 119: Effect of location of source vibration on amplitude reduction ratio for in-filled trench 
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5.6.2.4 Effect of shear wave velocity ratio (Vb/Vs) 

The shear wave velocity is a function of stiffness of soil. As stiffness of soil increases, the shear wave 

velocity also increases. Though, it has been expressed in past researches that softer trench barriers are better 

isolators than stiffer ones. Few such cases are investigated justifying the choice of softer barriers in this 

study. Figure 120 shows the responses in case of in-filled trench barrier, received at observation points G6, 

G7, G8 & G9 for determining active isolation performance when the frequency of the wave is at 30Hz and 

the source of vibration is kept at 5m from the centre of trench. Figure 121 depicts the influence of shear 

wave velocity on the vibration isolation effectiveness. 
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(a) Case Id - CR-5m 30Htz at G-6 for Vb = 119m/s, 70m/s, 88m/s & 105m/s 
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or Vb = 70m/s, 88m/s & 105m/s 

Point F-G8, Vs =119m/s 

1.25E-03 Point F-G8, Vs =70m/s 

Point F-G8, Vs =88m/s 

7.50E-04 Point F-G8, Vs =105m/s 

2.50E-04 

-2.50E-004.00E+00 1.00E-01 2.00E-01 01 4.00E-01 5.00E-01 6.00E-01 

-7.50E-04 

-1.25E-03 
Time (sec) 

(c) Case Id - CR-5m 30Htz at G-8 for Vb = 119m/s, 70m/s, 88m/s & 105m/s 
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Figure 120: Effect of Shear wave velocity of backfill at observation point (a) G6 (b) G7 (c) G8 and (d) G9 

for active isolation measures due to frequency of 30 Hz at the source vibrator location 5 m from centre of 

trench with Crumbed rubber as backfill material 
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Figure 121: Effect of Shear wave velocity on amplitude reduction ratio for in-filled trench 

5.6.2.5 Effect of soil’s Poisson ratio: 
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a) Case Id - CR-5m 30Htz at G-6 for µ = 0.30, 0.35 & 0.40 Point H-G6, µ = 0.30 
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Figure 122: Effect of Poisson’s Ratio of soil at observation point (a) G6 (b) G7 (c) G8 and (d) G9 for active 

isolation measures due to frequency of 30 Hz at the source vibrator location 5 m from Centre of trench with 

Crumbed rubber as backfill material 
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1.000 Effect of Poisson's ratio (in-filled trench) 
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Figure 123: Effect of Poisson’s ratio on amplitude reduction ratio for in-filled trench 

5.6.2.6 Effect of density of soil: 
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Figure 124: Effect of density of soil at observation point (a) G6 (b) G7 (c) G8 and (d) G9 for active isolation 

measures due to frequency of 30 Hz at the source vibrator location 5 m from Centre of trench with Crumbed 

rubber as backfill material 
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1.000 Effect of Denisty (in-filled trench) 
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Figure 125: Effect of Density on amplitude reduction ratio for in-filled trench 

5.6.2.7 Effect of barrier material damping: 

Figure 126 shows the responses due to the effect of barrier damping ratio ( b) on the vibration isolation 

effectiveness at observation points G6, G7, G8 and G9. Figure 127 indicates the effect of barrier damping 

ratio on the vertical amplitude ratio The behaviour observed in figures, vertical responses change little as b 

increases. Thus, the influence of barrier damping ratio can also be ignored. 
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Figure 126: Effect of Material Damping of in-filled material at observation point (a) G6 (b) G7 (c) G8 and 

(d) G9 for active isolation measures due to frequency of 30 Hz at the source vibrator location 5 m from 

Centre of trench with in-filled Crumbed rubber 
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Figure 127: Effect of damping ratio on amplitude reduction ratio for in-filled trench 

5.7 RESULTS AND DISCUSSION: 
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Table 24: Protective Efficiency of Barriers (%age): 

Trench Type Location Location Average 

1. Open Trench 54.12% 52.80% 52.95% 53.29% 

2. Crumbed Rubber 47.82% 44.40% 48.73% 46.83% 

3. Rice Husk 44.00% 49.97% 44.15% 46.23% 

4. Saw Dust 43.52% 44.30% 48.52% 45.82% 

1 

 

 
 
 

 

 

 

 1st 2nd 3rd Location 
 

 

 

  
 

 
 

 
 

 
 

 

 

  
 

 
 

 
 

 
 

 

 

  
 

 
 

 
 

 
 

 

 

  
 

 
 

 
 

 

 

 



Page 183 of 189 - Integrity Submission Submission ID trn:oid:::27535:143769257 

Page | 183 
Submission ID trn:oid:::27535:143769257 Page 183 of 189 - Integrity Submission 

 

 

5.9 CONCLUSION: 
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CHAPTER-6 

Conclusion, Future Scope and Social Impact 
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6.1 CONCLUSION 
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6.2 FUTURE SCOPE OF STUDY 
 

  
 

 

Effectiveness = 1 – ARF 

 

6.3 SOCIAL IMPACT 

Application of projects related to vibration screening and isolation from unwanted vibration effects have 

social impact and are significant because they protect human health and safety, improve the quality of life 

in urban areas and enable the high-precision technologies that underpin highly sensitive modern medical 

equipment while in operation. 

1 
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Figure 128: Barrier of Piles as Isolation System (Oscillating force is shown at a distance R from barrier 

 
The social impetus for these projects is a direct response to the negative consequences of unwanted 

mechanical vibrations, which can be a nuisance, a health hazard, or a threat to structural integrity and 

equipment functionality. 

1. Protecting public health and safety: 

 
Prolonged exposure to mechanical vibration, particularly in occupational and urban settings, has serious 

health consequences. Vibration isolation projects address these issues by: 

• Preventing whole-body vibration (WBV): Drivers and heavy machinery operators are at high risk for 

WBV, which can lead to fatigue, back pain, spinal disorders, and problems with the digestive system. 

Vibration isolation systems in vehicles and equipment protect workers by cushioning them from these 

harmful vibrations. 

• Mitigating hand-arm vibration syndrome (HAVS): Workers who regularly use hand-held power 

tools, such as chainsaws or road drills, are susceptible to HAVS. This condition causes nerve and 

vascular damage in the fingers and hands, leading to reduced dexterity and grip strength. Anti-vibration 
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gloves and low-vibration tool designs powered by isolation technology reduce the risk of this 

debilitating condition. 

• Improving urban quality of life: Dense urban environments generate significant vibrations from 

sources like heavy traffic, subway systems, and construction. These vibrations can cause annoyance, 

disrupt sleep, and decrease concentration. Projects to isolate buildings and transit tracks from vibration 

significantly improve the living and working conditions for urban dwellers. 

• Increasing structural resilience: In seismically active regions, vibration isolation techniques like base 

isolation systems protect large structures, such as buildings and bridges, from earthquake damage. By 

decoupling the structure from ground motion, these systems reduce the transmission of seismic energy 

and protect public safety. 

2. Enabling advanced technology and innovation: 

 
Vibration screening and isolation is critical for the reliable operation of sensitive equipment, making projects 

in this field essential for medical utility, high-tech industries and scientific research. Key applications 

include: 

• Medical equipment: Precision in healthcare is paramount, and sensitive diagnostic tools like MRI 

machines must be isolated from vibrations to ensure accurate results. High-tech manufacturing of 

medical devices and surgical robots also relies on vibration-free environments to maintain product 

reliability. 

• Precision manufacturing: In industries like semiconductor fabrication, even microscopic vibrations 

can ruin a product. Active vibration isolation systems are used to stabilize equipment during lithography 

and inspection, which increases manufacturing yields and reduces costs. 

• Scientific research: Labs conducting nanotechnology, microscopy, and laser experiments require 

ultra-stable conditions. Vibration isolation platforms protect delicate equipment from environmental 

disturbances, allowing for accurate data collection and driving scientific discovery. 
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• Aerospace and defense: Sensitive electronics, avionics, and instruments used in aircraft and other 

vehicles are protected from harsh vibrational and shock-loading environments to ensure safety and 

operational integrity. 

3. Promoting economic efficiency and sustainability: 

 
By protecting machinery, vibration isolation projects contribute to greater economic stability and reduced 

resource consumption. 

• Reduced maintenance and costs: Prolonged vibration exposure can cause excessive wear and tear on 

machinery, leading to frequent and costly repairs or premature equipment failure. Vibration isolation 

extends equipment life, reduces maintenance costs, and minimizes operational downtime, increasing 

productivity and profitability. 

• Resource conservation: Increased equipment longevity from vibration isolation reduces the need for 

replacements, which conserves the raw materials and energy used in manufacturing new machinery. 

This contributes to more sustainable industrial practices. 

Optimized productivity: Vibration isolation improves working conditions and enables more precise 

work, which translates to increased efficiency and higher-quality output across various industries. 
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