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ABSTRACT 

Lately, deeper networks - including Convolutional Neural Networks - show stronger results 
by uncovering layered traits across defect flows. Patterns that shift over time get captured 
better using Long Short-Term Memory units inside prediction setups.The performance can 
even become better by utilizing reverse sequences in these techniques such as 
BidirectionalLSTM. Combining all categories in CNN-LSTM techniques makes it possible 
for a system to uncover relationship which can’t be done through other tools. Usually, 
these models using these time patterns generally achieve higher performance over old 
models. It detects real cases, scoring and avoids false cases correctly. Based on the above 
information, this research used a combination of CNN LSTM using NASA-PROMISE 
datasets and patient records. After dealing with the imbalanced class issue by making 
modifications in these techniques, SMOTE made the performance reaches accuracy and 
problem detection rate of 0.94 with average deviation of 0.12. Apart from numerical 
assessment, the system provides trace logs according to IEC 62304 standard to implement 
research ideas to practical devices. Besides broad investigation on this topic, neural 
network approaches were applied. 
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Chapter 1 
Introduction 
 

1.1​   Overview 
This dependence on software in healthcare began over twenty years ago and it will only 

increase over time within today's health system. Electronic Health Record (EHR) and 
picture archiving (PA) are just a couple of examples of applications that impact on our 
daily lives and that are directly dependent on software and its capabilities. Various devices 
that have reliance on this software are; heart rate monitors, insulin pumps, insulin infusion 
controllers, robot surgery systems. The PVs Inhaler Software plays an essential part in 
ensuring the effective functioning of the patient controlled inhaler which may lead to 
failure to service and ultimately harm the patient if failure occurs. These faults may lead to 
delays in patient treatment processes within a hospital environment and increased legal 
risks. Standards and requirements for quality are higher than in normal business software. 
There is one international standard (IEC 62304) which specifies stages in the development 
of medical software, and a similar approach can be found within US guidelines for 
software designated medical devices. This requirement necessitates structured planning, 
risk analysis, proof of tests and monitoring post-release. 

Given the challenges it would seem possible to anticipate software faults to be able to 
ensure quality software by using traditional analysis, finding the "potential trouble spots" 
of the code at either the design or programming stages. Quick detection allows 
development teams to use the information in order to refine and target areas which affect 
them the most and tailor their testing methods accordingly, minimizing resources while 
remaining safe particularly in the domain of medical software, where regulations play a 
crucial role. 

Software has a wide variety of uses in healthcare today, from safe critical systems 
where malfunctions pose a high risk of injury to patients, influencing decisions of 
clinicians and adhering to healthcare standards. Medical devices are more complex today 
with devices like EHRs and Clinical Decision Support Systems and there are many 
documents now guiding how medical devices that incorporate software should function 
such as the IEC 62304 and the FDA Direction for Medical Devices which stresses the 
increasing importance of early identification and remediation of ineffective software 
components. 

However, traditional machine learning techniques like SVM, Nave Bayes and Random 
Forest were demonstrated to be successful for the software engineering benchmark datasets 
previously used to identify the datasets for software defect prediction but not successful for 
medical software defect prediction. 
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A potential solution to these issues is deep learning. It operates on a series of neural 
network layers and allows for the learning of important relationships and temporal 
dependencies. CNN systems can automatically learn patterns in data such as images, 
defects or code measurements instead of having the features processed manually. 
Techniques such as Long Short-term Memory units and Gated Recurrent Units have been 
proven to work well with sequentially ordered data such as software versions and models 
and their bidirectional models can process information in the past and future. In numerous 
reports [1][3][4], the accuracy achieved by using a combined CNN-based feature detection 
and temporal analysis approach outperformed individual methods. 

The approach offers three contributions; to data, technique and policy. The deep 
learning approach leads to quality improvements with respect to healthcare sensitive data 
management while considering factors such as rule adherence and transparency that apply 
to real world clinical practice. The structure employs SMOTE to address data imbalance 
across the different classes resulting in higher performance rates compared to previous 
techniques which included an accuracy and AUC rate of 0.94, mean absolute error of 0.12 
and a recall of 0.94. 

 

1.2​ Motivation 
As healthcare software grows, so too do safety requirements due to human lives at stake 
and existing traditional approaches lack the sophistication to cater to this new domain. 
Deep learning shows promise however due to restrictions of regulations in the field, 
development is hindered and thus transparent models are preferred. 

Every technique is not best suited to all domains – take standard machine learning as 
an example; if applying it to software defect prediction for healthcare then we have 
problems in the domain because a large amount of factors that cause software to 
malfunction in health related software is missed. These methods may be good in paper by 
reporting high accuracy and AUC however, it misses out when identifying real world 
defects due to various reasons; high precision and recall does not mean that errors are not 
being missed and that all false positives do not cause an adverse affect. One of the 
problems is the process that is used before prediction-this includes collecting features, and 

7 



is often done manually (which means the person carrying it out is relying on his/her own 
judgment and has the scope to omit features that he/she thinks are irrelevant). Many of 
these traditional methods fail when attempting to track these features that change 
throughout a programs life such as how software versions change, how a code may have 
altered and even clinical guideline changes, unlike a deep learning model which can 
process the whole sequence as one input stream. 

The need for an explanation in a system is key due to the amount of trust we place in 
these systems in order to stay safe, a common concern is that deep learning models such as 
combined CNNs do not produce explainable models of their behavior, which would not be 
acceptable for regulated domains. An explanation would demonstrate what influenced the 
predicted outcome and therefore which rules lead to what decision being made in order to 
avoid harming the patient. Explanations can also be generated by methods such as SHAP 
or LIME, and attention maps can help to understand focus, so The quality of explanations 
has to be as inherent as the model's prediction capability, rather than an afterthought. 

Another crucial aspect to this work is the abundance of data, both standard and domain 
specific; there are several common NASA PROMISE datasets used for such tests, the AR1 
to JM1 sets and then also the KC1, KC2, KC3 and MC1 datasets from NASA PROMISE. 
However, healthcare data sets are also taken into account, data from PCORnet Electronic 
Archive (log files) and image data used for diagnosis. The capability of deep learning 
model builders such as Keras and TensorFlow now allows the study to address software 
defect prediction with respect to healthcare environments and it is achieved not due to 
more time spent but because of changes in circumstances. 

Deep learning is also beneficial when used for many medical applications including 
medical image processing, natural language processing on medical texts, DNA analysis 
and more. Nevertheless, deep learning in medical software only covers prediction of faults 
in code; there have been studies covering the use of CNN to identify anomalies within 
image data and the use of sequential models to predict bugs after code alterations in mobile 
applications, [2] and [3] and combinations used for analyzing health records [1]. 
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1.3​  Problem Statement 
In the health care domain, software is employed within a safety critical application in 
which failures in software might cause risk for the safety of patients, decisions related to 
clinical actions and regulatory compliance. The continuous growing complexity in medical 
devices, Electronic Health Record systems and clinical decision systems, means early 
identification of faulty components is essential, as suggested by regulations, such as IEC 
62304, andFDA's guidelines for software as a medical device. 

Conventional machine learning approaches to software defect prediction such as, 
SVM, Random Forest, Nave Bayes have proven to perform well on standard benchmark 
datasets but are not adequate to cope with the difficulties in software defect prediction in 
health care domain. These models have failed to identify the non-linear relations between 
features of data and do not understand long-range dependencies present in the data history 
of software versions. Moreover, they cannot handle skewed data where defective software 
components make up only 5-20 percent of the whole dataset. In addition to that, current 
approaches ignore the critical issue of asymmetrical misclassification costs which is crucial 
in the case of healthcare software defects. 

 

1.4​ Proposed Solution 
Should the issue outlined in Section 1.3 require addressing, one approach involves a 
unified deep learning structure intended for predicting defects in healthcare software. Built 
into its design are four interlinked parts working together without separation. First comes a 
process adjusting for unequal data distribution across classes. After that appears a 
forecasting mechanism combining convolutional and long short-term memory networks. 
This element connects directly to another layer revealing how predictions form internally. 
Lastly, included is a feature generating records necessary for adherence to legal standards. 
Descriptions follow for each piece just mentioned. Then follows an overview showing how 
everything operates as one sequence. 

 

1.4.1  Class Imbalance Resolution by SMOTE 
Class imbalances are solved at the level of the data pre-processing phase using the 
Synthetic Minority Over-sampling Technique (SMOTE). While random oversampling 
simply creates copies of existing defective instances, SMOTE creates synthetic defective 
instances based on interpolation of existing minority-class samples in the feature space. 
Specifically, for an instance xᵢ of the minority class and its k-nearest neighbour x�, 
SMOTE creates synthetic instances as follows: x_new = xᵢ + λ · (x� − xᵢ), where λ is a 
randomly chosen scalar belonging to [0, 1]. SMOTE was implemented as part of the 
training phase for all training folds in 10-fold cross-validation. 
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1.4.2  Hybrid CNN-LSTM Model 
Our predictive model consists of a hybrid architecture involving two stages. First, a set of 
1D CNN layers and an optional max pooling layer process the input metric vectors by 
learning filters along the feature axis, and second, LSTM layers process the results. During 
the application of 1D CNN layers with ReLU activation function, input vectors x are 
filtered using the following equation : 

h_i = Σ_{m=0}^{M-1} w_m · x_{i+m} + b     (1.1) 

where b is a bias. 

       During the next step, the generated feature sequences are fed through LSTM layers, 
which aim to find temporal relationships both across features ordering and commit-level 
ordering, if possible. The gating structure of the LSTM cell, with its forget gate fₜ, input 
gate iₜ, output gate oₜ and cell state Cₜ, is formulated by the following equations:  

C� = f� ⊙ C�₋₁ + i� ⊙ C̃�;​ ​ (1.2) 

h� = o� ⊙ tanh(C�)​ ​ ​ (1.3) 

with ⊙ being an element-wise product operator. Thus, the neural network will be able to 
remember/reject relevant information for a long period without suffering from a vanishing 
gradient problem. 

        Training of the CNN-LSTM model takes place with Adam optimisation technique 
(with learning rate equals to 0.001) by minimising a cross-entropy loss function with 
binary cross-entropy loss, as well as with adding dropout layers for avoiding the overfitting 
issue. The sigmoid activation function at the final layer generates the defect probability 
value of P(y=1|x). The model validation was performed using 10-fold cross-validation on 
various NASA PROMISE and healthcare datasets. 

 

1.4.3  Explainability Layer 
In order to meet the requirement of the regulators for transparency, the framework includes 
an explanation mechanism based on SHAP (SHapley Additive exPlanations) values. For 
each prediction generated by the model, SHAP provides the marginal contribution of the 
feature to the final output of the prediction, allowing clinical engineers and quality 
assurance auditors to determine which software metrics (cyclomatic complexity, number of 
lines of code, or code churn) were responsible for the defect identification. An attention 
mechanism is suggested for the LSTM module as well, resulting in saliency maps on the 
time axis showing the effect of certain time steps (revisions or commits) on the prediction. 
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1.4.4  Regulatory Compliance Documentation Module 
The framework includes a documentation and logging module for creating documentation 
artefacts compliant with IEC 62304 for each defect prediction. Documentation artefacts 
generated from the logging and documentation module include: (i) dataset provenance 
(source, preprocessing, SMOTE parameter settings); (ii) model training logs 
(hyperparameters, fold-wise validation results, and convergence curves); (iii) prediction 
results for each module along with SHAP values and risk classification; and (iv) 
post-market performance dashboards. The documentation and logging module guarantees 
that all predictions are traceable to clinical requirements and FDA Software as a Medical 
Device life cycle documentation. 

     The models that have been designed are intended to be operated in Python 3.9 
environments along with TensorFlow 2.x and Keras libraries. Apart from the classic 
models, scikit-learn was also implemented and SMOTE was used for the preprocessing. 
10-fold cross validation was used as mentioned below, for all the models that were run: 
The CNN-LSTM has also succeeded to meet the most important metrics as it reached: 
Accuracy 0.94, Precision 0.91, Recall 0.94, F1-score 0.93, AUC 0.94, MAE 0.12.  
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1.5 Main contributions of the thesis 
 
The thesis consists of three main contributions: 
Out of the aforementioned findings, six (6) are novel and contribute in the area of software 
engineering and deep learning and in the area of health data systems. All these aspects give 
improvement to concepts as well as functionality, which then help improve the robustness 
of medical software. Despite the different approaches that have been followed, all the 
findings converge to a single goal, how to improve the validation process of these kinds of 
systems. It opens doors for further developments and research, and, therefore, new learning 
patterns can be created based on evidences and design 
Development Process.Incorporation of Deep Learning in Healthcare Software 
Development Process: A Systematic Review. 
     From more than two dozen peer-reviewed works emerge insights drawn from varied test 
environments, assessment standards, and real-world implementations: electronic health 
records, image diagnosis tools, mobile health apps on Android, along with standardized 
NASA PROMISE references. What results is an organized assembly of understanding 
tailored specifically to medicine-linked coding risks - a resource absent before in such 
focused shape. Notably recorded throughout the study: integrated neural networks surpass 
conventional machine learning methods as well as standalone deep structures by every core 
metric observed, where CNN-LSTM setups yield average AUC scores near 0.91, recall 
averaging 0.84 when tested against standard reference sets. 
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Chapter 2 
 

Technical Background 
 
Found within this section are the structured ideas and technical elements supporting a deep 
learning approach to predicting flaws in healthcare-related software. While defect 
forecasting takes shape through precise definitions, attention also turns to how strictly 
governed such medical technologies must be. Instead of skipping ahead, traditional 
methods of pattern recognition receive mention before deeper computational models 
appear. Emerging after them are specific network types - Convolutional Neural Networks, 
followed by Long Short-Term Memory units, their variant called GRU, and two-directional 
versions known as BiLSTM. A mix combining CNNs with sequence learners plays a key 
role later on. Prior steps involving data adjustments, handling unequal outcome groups, 
measuring performance fairly, and aligning with oversight standards come into view too.  
 
2.1  Software Defect Prediction: Problem Formulation 
Early detection of problematic code segments defines Software Defect Prediction (SDP). 
Though embedded within the broader software development lifecycle (SDLC), its focus 
remains narrow - spotting fault-prone components prior to testing phases. Because fixing 
flaws post-deployment demands greater effort and cost, catching them earlier proves less 
resource-intensive. In high-stakes fields like medical systems, overlooked errors risk 
human safety alongside legal consequences [1]. When predictions guide inspection efforts, 
teams distribute their validation workloads with better precision. SDP becomes a 
supervised binary classification problem. Consider the labelled dataset extracted from a 
repository: 
 

D = {(xᵢ, yᵢ)}     for  i = 1, 2, …, n                                        (2.1) 
 

where xᵢ ∈ ℝᵈ is the d-dimensional feature vector explaining the i-th software module and 
yᵢ ∈ {0, 1} is the truth label depicting whether the module was found to contain at least one 
defect (yᵢ = 1) or was non-defective (yᵢ = 0). The objective is to learn a parametric 
predictive function: 
 

fθ : ℝᵈ → [0, 1],     fθ(xᵢ) = P(yᵢ = 1 | xᵢ; θ)                           (2.2) 
 
where θ represents the trainable parameters of the model. 

A module is said to be as defect-prone when fθ(xᵢ) becomes greater than a decision 
threshold τ ∈ (0,1), which is adjusted to balance precision and recall based on the 
operational cost of the deployment procedure . 
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One way to build feature vectors xᵢ is through diverse origin points. Rather than relying 
on single sources, data often stems from static code traits - cyclomatic complexity, for 
instance, or lines of code (LOC) , Halstead volume - all gathered efficiently via static 
analysis tools. Development timelines shape another layer: past error corrections, tenure of 
coders involved, frequency of edits measured as inserted or removed lines, alongside how 
many individuals worked on the file.When systems belong to the medical field, an 
additional dimension is introduced-labels, dictated by standard such as IEC 62304, that 
certify a component as required and paths are tracked from specifications to real software 
parts [5]. 

In SDP, one important problem that occurs in the classification of software components 
is the extreme imbalance of classes. As observed in table 2.1, for example, failed 
components only occupy 10%-25% of real software. Due to the class imbalance, the 
developed models tend to favor correct classification of the non-failed components, leading 
to a correct classification rate of the entire software and poor classification of the faulty 
ones. Since in medical systems the failures are related to serious concerns of harm, the 
modification of the model parameters should take it into account-and it becomes more than 
an algorithm modification, but rather compliance to standard. Therefore, oversampling 
techniques such as SMOTE are introduced-and they resolve both model-related and 
regulatory issues. 

Temporal deviation adds another complexity which refers to a change that occurs when 
the software metrics collected from a version of a system is statistically different from 
metrics from a previous version due to redesigned processes, changed personnel or new 
design decision. Due to these gradual changes, the predictive performance of the existing 
model on old records decreases. As a result, LSTMs are incorporated to identify a pattern 
which may have changed over several revisions [3]. 

The unit of observation in JIT Software Defect Prediction is a commit rather than a 
version.. Instead of modules, each modification receives a feature vector built from 
changed metadata like altered files, inserted or removed lines, timestamp, and contributor 
history and label determines whether that specific update brought any defect. The timing 
aligns closely with modern delivery cycles. Detection happens before broader integration 
occurs. 
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2.2  Healthcare Software Systems and the Safety-Critical 
Context 
 
It is the loss of precision that is the harm, and it occurs at least once [7]. The appreciation 
for the importance of healthcare software is reflected in the various international and local 
regulations governing these systems. 
. Under IEC 62304, international rules shape how medical device software progresses 
through its life stages. Depending on safety-critical levels tied to malfunction, programs 
must fit within one of three safety categories:  
 
Class A: Not injurious to health. 
Class B: Possibility of Non-serious injury. 
Class C: Possibility of death or serious injury. 
 

 

When software falls under Class B or Class C, adherence to IEC 62304 requires recorded 
risk assessments, traceability between requirements and implementation, structured testing 
methods, along with post- monitoring after release. Such conditions influence the structure 
of the SDP challenge through inclusion of compliance-related data within features while 
demanding transparency so model outputs can be justified and explainable through 
imposing explainability restriction on predictive models . 

Rules about privacy add limits to how health-related software handles information. In 
America, HIPAA sets boundaries. Europe enforces similar rules through GDPR, 
controlling storage, processing, and transfer of personal medical details. If system data 
comes from electronic records or clinic activity logs, identifiers must first be removed prior 
to any use in algorithm development. One method gaining attention involves training 
models locally across multiple hospitals - keeping raw files separate while still improving 
performance collectively. This approach avoids pooling sensitive material at a single 
location. 
Modern healthcare software involves vast amounts of code, varied data inputs, and 
continuous operation demands. Unlike standard NASA reference systems, its performance 
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indicators are far more complex, often twisting in unpredictable patterns. Development 
records within electronic health record systems stretch back many years. Numerous 
programmers participate worldwide, altering features over long periods. Because such 
information is layered, irregular, and unfolds step by step, it suits advanced neural models 
well. Yet at the same time, oversight rules require clarity - something these intricate 
networks traditionally lack. High depth meets strict accountability. Few fields expose this 
tension so clearly. 
 

2.3   Software metrics and Feature Engineering 
The strength an SDP model shows in forecasting stems mainly from how well its features 
describe software modules.  Studies of software measurement theory has come much of 
what shapes today's Feature Engineering for defect prediction. When applied to 
health-related systems, these models also require regulatory compliances and 
domain-specific patterns. 

 

2.3.1 Size and Complexity Measures 
Size metrics quantify the scale of a software module. Lines of Code (LOC) relate closely to 
defect density. Instead of raw lines, some prefer Non-Commented Source Statements 
(NCSS), since these ignore whitespaces and comments, working across different 
programming languages. When dealing with object-oriented designs, the count of methods 
offers insight into functional segmentation within components. Similarly, tracking the 
number of classes reflects how finely a system divides its structure into distinct types. 

      Among known metrics, McCabe's Cyclomatic Complexity stands out due to frequent 
examination. It counts the number of linearly independent paths through a program's 
control flow graph: 

CC = E − N + 2P                                                       (2.3) 

Where E is for number of edge, N for node count, P for connected component count within 
the control flow graph. When CC exceeds 10, complexity rises - such modules often carry 
more defects. Deeply layered conditionals, common in healthcare firmware during device 
state handling, typically lead to elevated CC levels. 

      Halstead metrics calculate software complexity by counting operators and operands in 
source code. With η₁ indicating unique operators, η₂ standing for distinct operands, N₁ 
tracking total operator uses, N₂ recording operand appearances - these values form the core 
set of Halstead measures.  

Program Volume:  V = (N₁ + N₂) × log₂(η₁ + η₂)                     (2.4) 

Difficulty:      D = (η₁/2) × (N₂/η₂)                                           (2.5) 

 Effort:          E_H = D × V                                                       (2.6) 
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Complexity in these routines typically aligns with elevated Halstead metrics. 

 

2.3.2  Object-Oriented Metrics (CK Suite) 
In 1994, Chidamber and Kemerer introduced a set of measurements tailored for 
object-oriented designs. This collection includes six specific indicators: WMC, DIT, NOC, 
CBO, RFC, LCOM - each addressing distinct aspects of structure. Rather than 
summarising everything at once, they work together to reflect how complex and 
interconnected a class system is. When CBO rises, connections between classes grow 
stronger; because of that, issues may spread across parts of the system unexpectedly. Such 
ripple effects matter greatly in medical decision tools, since modifications in one area 
might trigger unanticipated outcomes elsewhere. 

 

Process Metrics and Code Churn 

Change patterns in a module matter more than fixed design when tracking how it evolves. 
Not every edit stays - code churn counts all inserted, removed, or altered lines through 
revisions and often signals where flaws may appear. When files shift often and by wide 
margins, missteps grow more probable simply due to repeated intervention. Who changed 
what also plays a role - one measure tracks how many different authors touched a given 
file, hinting at coordination complexity. The age of the latest update carries weight; older 
edits might suggest dormancy or stability. A record of prior corrections adds context: files 
patched repeatedly tend to attract further issues. Even the tone found in submission notes 
has surfaced as relevant - not emotional flair, but clarity or urgency markers within logs. 
Each of these indicators contributes uniquely to forecasting trouble spots based on 
real-world data analysis [2]. 

 

Feature Selection and Dimensionality Reduction 

Healthcare SDP raw feature vectors might hold thirty to fifty metrics - or even more - 
where several often bring little new insight. Though redundancy lurks within these inputs, 
trimming them sharpens focus; it also lessens noise during analysis. Instead of keeping 
everything, selecting key traits shrinks data size while supporting clearer patterns. One 
path uses filters: Information Gain steps forward here, measuring how tightly each metric 
links to outcomes through shared signals. Correlation-Based Feature Selection follows a 
similar logic but weighs group harmony over isolated strength. Rather than relying on 
statistics alone, some strategies loop the model into the process itself. Recursive Feature 
Elimination removes one weak link at a time, guided by performance shifts after each cut. 
This kind of wrapper approach adapts with every round, shaped entirely by real-world 
impact. Another route skips feature removal altogether, choosing transformation instead. 
Principal Component Analysis reshapes space without supervision, aligning axes along 
directions where data spreads widest. Its output preserves variation, packing dense 
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structure into fewer dimensions. Even when features vanish, much meaning stays - if 
projected wisely. 

     Automatic feature extraction in deep learning-driven software defect prediction handles 
part of what used to require manual selection, thanks to trained filters and focus layers. 
Still, cutting out nearly identical measurements before training - those with correlation 
above 0.95 - helps cut repetition while speeding up model stabilization. 

 

2.3 Machine Learning Methods for Predicting Software Defects 
Prior to deep learning's rise, traditional statistical techniques shaped how software flaws 
were forecasted. Though newer systems now exist, these older tools still serve as 
benchmarks for performance comparison; their clarity and modest processing needs persist 
as strengths. In contexts where computing resources are limited, such models often 
perform reliably without excessive demand. Healthcare-related defect prediction draws 
notably from these established strategies. A review of key conventional methods follows, 
focusing on those most applicable within medical software settings. 

 

2.3.1 ﻿ Logistic Regression 
Among statistical methods, logistic regression serves as a primary tool when outcomes 
split into two categories. Starting from feature inputs, it estimates probabilities through 
weighted sums transformed by a sigmoid function. Rather than outputting raw scores, the 
model frames results in terms of likelihood ratios. Through maximum likelihood 
estimation, parameters adjust to fit observed data patterns. Instead of assuming normality, 
it relies on binomial distribution assumptions. The method gains utility especially when 
interpretability matters alongside prediction 

     Predicted probability of y equaling one given x follows a transformation involving 
coefficients and input values. This expression uses the sigmoid function applied to a linear 
combination. The result equals one divided by one plus an exponential term with negative 
sign. Equation 2.7 shows how output relates to weighted sum through smooth mapping. 
Parameters interact directly with features inside the parentheses before processing: 

P(y = 1 | x) = σ(β₀ + Σᵢ βᵢxᵢ) = 1 / (1 + e^−(β₀ + Σᵢ βᵢxᵢ))   ​  (2.7) 

In this context, β stands for the weight vector while σ(·) denotes the logistic sigmoid 
operation.  

      Estimation occurs through log-likelihood maximization across training samples, often 
via gradient-based updates. Despite relying on a linear separation rule - restricting 
modeling of intricate variable relationships - it yields transparent coefficients indicating 
how much each software measure contributes. Performance on NASA PROMISE 
benchmarks shows average AUCs between 0.74 and 0.82; such results mark solid 
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performance yet remain below those of combined models and neural networks, which 
reach 0.86 to 0.91 [1]. 

2.3.2﻿  Naive Bayes 
Given a class label, the naive Bayes algorithms assumes that the features are conditionally 
independent and apply Bayes' theorem, and computes the posterior probabilities 
accordingly as follows. P (y=1 | x) is proportional to P(y=1) * product i of P(x i |y=1). The 
conditional independence assumption might be overly simplistic; since software metrics 
have high dependencies. Naive Bayes provides good recall for imbalanced data, with very 
few training data. 

       In medical software defect prediction, since defect-rich samples are rare, a good recall 
for such cases is important for Naive Bayes which only needs very few data. Tadapaneni 
and associates tested this on the PROMISE dataset, they achieved about 70% accuracy and 
were fairly sensitive to minority classes if priors were carefully handled (Tadapaneni et al., 
2022). It also helps the regulators examine decisions because it indicates how each input 
value contributes to each output value using probability values for each class. 

 

2.3.3  Support Vector Machines (SVM) 
Geometric margin maximisation guides Support Vector Machines when identifying the 
optimal hyperplane across classes within feature space. For soft-margin variants, this goal 
translates into an objective framed by constraints - presented formally below 

f(x) = Σᵢ αᵢ yᵢ κ(xᵢ, x) + ​     ​ ​   (2.7) 

     The Radial Basis Function (RBF) kernel, which has the following form: κ(xᵢ, x�) = 
exp(−γ||xᵢ − x�||²), is widely used in SDP due to its ability to model non-linear interactions 
between features without having to specify any parameters of the kernel. SVM models 
tend to have low rates of false positives on balanced datasets. Nevertheless, they are very 
expensive to compute for large codebases and are kernel-sensitive. 

 

 

 

2.3.4   ﻿Random Forest (RF) 
A random forest is a collection of independently trained decision trees where each tree 
learns from a randomly sampled version of the training dataset using a random subset of 
features for making splits: 

ŷ = mode { hₜ(x) : t = 1, ..., T }  ​ ​   (2.8) 

where hₜ(x) is the t-th tree prediction. The performance of RF on software metric data is 
due to its ability to perform well in high-dimensional, noisy space, implicitly performs 
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feature selection using Gini impurity importance, and is less likely to overfit compared to a 
single decision tree. The RF model scores an average ROC-AUC of ≈0.86 and an average 
recall of ≈0.78 on the NASA PROMISE datasets. 

 

2.4﻿   Deep Learning Fundamentals for Sequential Data 
Learning deeply involves using layered networks that process information through 
successive stages. From one stage to the next, simple features emerge first - such as 
isolated numerical limits - followed by more intricate structures later on. At middle levels, 
relationships form - not just single values but how they interact, like complexity tied to 
dependencies. Higher up, the system identifies broad concepts, such as structural traits 
linked to software flaws. Because each level builds upon the last, human-designed inputs 
become less necessary. Instead, the model works directly with unprocessed data elements - 
code symbols, version notes, sequences of measurements - without needing prior 
transformation. Such progression across depth allows automatic refinement of meaning 
without external guidance. 

 

2.4.1  The Feedforward Neural Network 
A single step in deep learning begins with a structure known as the fully connected 
feedforward neural network - often labeled an MLP. Transformation happens across L 
hidden stages, where each stage shifts the data forward without loops or skips 

h⁽ˡ⁾ = σ(W⁽ˡ⁾h⁽ˡ⁻¹⁾ + b⁽ˡ⁾),﻿l = 1, 2, …, L﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿﻿​ ​ (2.13) 

Starting with h⁽⁰⁾ set equal to x, the initial input vector, each layer computes a 
transformation using its own weight matrix W⁽ˡ⁾ and bias vector b⁽ˡ⁾. Instead of simple 
summation, affine operations precede application of σ(·), an element-level nonlinear 
function. For final predictions, the last layer uses a specific form of σ(z) - the sigmoid - 
defined as 1 divided by (1 plus e raised to negative z).Minimisation of binary cross-entropy 
governs parameter updates during training. Each component adjusts gradually, driven by 
error feedback across iterations. 

     L(θ) equals minus one over n times the sum across i of y sub i multiplied by the 
logarithm of f theta at x sub i, followed by 1 minus y sub i multiplying the log of one 
minus that same function output - expression labeled two point fourteen 

     Backward flow of error signals occurs by means of a stepwise derivative calculation, 
moving from final nodes toward initial weights. Instead of fixed adjustments, parameter 
shifts respond dynamically - guided by running averages of prior updates along with 
squared values over time. This response pattern supports steadier progress across varied 
surfaces within the loss landscape. 
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2.4.2﻿  Activation Functions 
Which activation function is selected influences how well a network learns along with its 
behavior during training. Despite issues like saturation, functions such as sigmoid and tanh 
were once common; however, ReLU has taken precedence in internal layers due to better 
signal propagation. Its formula, ReLU(z) equals the maximum between zero and z, allows 
only positive values through - this simplicity speeds up computation across large models. 
Still, some units may stop responding entirely when stuck at negative inputs, leading to 
stagnation known as the dying-ReLU effect. To counteract this, Leaky ReLU introduces 
slight responsiveness below zero by using max(αz, z), keeping gradients alive even there. 
Within the design of the CNN-LSTM structure described here, convolutions rely on ReLU 
outputs whereas long short-term memory components employ tanh inside their gates. 

 

2.4.3﻿   Regularisation and Dropout 
Large deep models often fit too closely to limited medical sequence data. Because of this, 
they may fail when applied elsewhere. A method called L2 regularisation introduces a cost 
based on squared weight size, gently reducing parameter values. This shift discourages 
excessive focus on isolated inputs. Another approach, known as dropout, turns off units at 
random during learning stages. It works by chance, leaving some nodes inactive each step 
according to a set rate. Batch Normalisation adjusts internal signals across layers so their 
averages stay near zero and spreads remain close to one per batch. Such scaling helps 
progression through epochs proceed more smoothly. Higher training speeds become 
possible due to these adjustments. The combined use of such strategies supports consistent 
detection performance for faulty cases even when data changes slightly. 

 

2.5  Convolutional Neural Network (CNN) 
CNNs were first introduced for visual pattern recognition, gaining popularity for its local 
feature detection capabilities, utilizing reusable filters.  Within software fault forecasting, 
such networks appear mainly in dual forms: 2D variants analyzing coded structures 
presented as grids - such as graphical depictions of program logic - and single-axis 
versions processing linear streams derived from coding statistics or revision logs. It is this 
sequential form that aligns with the structure outlined in the current methodology. 

 

2.5.1   ﻿Convolutional Layer 
Convolution forms the basis of how a convolutional layer functions, computing a discrete 
interaction between an input and a trainable filter. Given a one-dimensional input sequence 
x spanning T positions alongside a filter w of span k, result at index t emerges through 
localized computation. At each location t, output value arises by aligning filter w across 
corresponding segment of x. Alignment proceeds stepwise, sliding w forward 
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incrementally along x. Each outcome reflects element-wise correspondence followed by 
summation into single scalar. Process repeats until full traversal completes across entire 
extent of input. 

h[k] = ReLU( Σₘ w[m] · x[k+m] + b )  ​ ​   (2.9) 

Where w is the learned filter of size M and b is the bias term. Multiple filters are used in 
parallel fashion and the generated feature maps are downsampled using pooling operations 
to extract translation-invariant representations of local patterns. For medical imaging data 
(like detecting impairment using X-ray), 2D convolution formulates to: 

hᵢ,ⱼ = ReLU( Σₘ Σₙ wₘ,ₙ · xᵢ₊�,ⱼ₊ₙ + b )   ​  ​  (2.10) 

CNNs are very efficient in learning fine-grained local structures from code embedding 
space and temporal patterns from metric space up to a certain point. CNNs have no means 
of keeping track of long-term dependencies from multiple time steps or commit points. 

 

2.5.2   Long Short Term Memory (LSTM) 
The Long Short-Term Memory network is an improved type of Recurrent Neural Network 
(RNN) which is capable of learning long-range sequential dependencies without causing 
the problem of gradient vanishing faced by vanilla RNNs. At each time step t, an LSTM 
cell updates its state using four gates as follows:LSTM networks belong to a distinct 
category within recurrent neural architectures, built specifically to capture extended 
patterns across time. Unlike basic models, these systems track information through an 
internal memory cell that evolves gradually. 

f� = σ(Wf · [h�₋₁, x�] + bf)             (Forget gate)                 (2.11) 

  i� = σ(Wᵢ · [h�₋₁, x�] + bᵢ)             (Input gate)    ​      (2.12) 

 C̃� = tanh(Wc · [h�₋₁, x�] + bc)     (Candidate cell)    ​       (2.13) 

 C� = f� ⊙ C�₋₁ + i� ⊙ C̃�               (Cell update)               (2.14) 

o� = σ(Wo · [h�₋₁, x�] + bo)           (Output gate)                      (2.15) 

             h� = o� ⊙ tanh(C�)                      (Hidden state)              (2.16) 

Forget gate (fₜ) determines what part of the previous cell state must be forgotten, input 
gate (iₜ) defines how much new information needs to be included in the cell state, and 
output gate (oₜ) establishes the number of hidden states that can be used further. SDP 
utilizes LSTMs to analyze sequences of software metrics in the context of successive 
releases or commit operations so that the neural network can learn about temporal 
evolution of defect density, especially for healthcare software systems that undergo 
iterative regulation-based development cycles. 

     In research performed by Jorayeva et al. In 2022 [3], LSTMs performed strongly in 
fault forecasting with the use of version control information of an android based medical 
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software with a 0.9333 AUC value. A high sensitivity score indicates the networks are 
good at eliminating false negatives, a key property required to meet the strict safety 
requirements of healthcare related fault forecasting.  

2.5.3  Gated Recurrent Unit (GRU) 
The GRU included, resulting in a reduced parameter count compared to LSTM: 

z� = σ(Wz · [h�₋₁, x�])         (Update gate)    (2.17) 

r� = σ(Wr · [h�₋₁, x�])         (Reset gate)       (2.18) 

h̃� = tanh(W · [r� ⊙ h�₋₁, x�])    ​        (2.19) 

h� = (1 − z�) ⊙ h�₋₁ + z� ⊙ h̃�    ​         (2.20) 

GRU is faster to converge than LSTM but offers similar performance on mid-length 
sequences. During the ablation experiments carried out in our system, the results of 
CNN-GRU showed Mean AUC = 0.90 and Mean Recall = 0.85, which were marginally 
inferior to CNN-LSTM, implying that a separate cell state helps in learning long commit 
history for healthcare software systems. 

 

2.6   Bidirectional LSTM (BiLSTM) and Hybrid CNN-LSTM 
In contrast, a Bidirectional LSTM (BiLSTM) computes the input sequence in two 
directions, both forwards and backwards, and concatenates the hidden representations of 
both temporal directions into one final hidden representation that contains both past and 
future contexts: 

h̄� = [ h→� ; h←� ]  ​ ​   ​ ​ (2.21) 

where h→ₜ and h←ₜ are the hidden states of the forward and backward LSTM 
computations respectively. BiLSTMs are effective when the input sequence does not 
necessarily have causal relationships between time steps; for example, in analysing code 
change histories where it would be more insightful to understand the impact of a previous 
commit within the context of subsequent commits. 

      The CNN-LSTM architecture, which constitutes the foundation of the proposed 
framework, combines 1D convolutional layers with an LSTM layer sequentially. The role 
of the CNN layers is to extract features from the input metric sequences locally, and the 
following LSTM layer captures temporal dependency in the generated feature sequences.  

       Such a model design allows for the simultaneous utilisation of the spatial and temporal 
properties of the software metrics, a feat which cannot be accomplished by either CNN or 
LSTM individually, and which explains the hybrid model's enhanced recall and AUC 
compared to other individual models see the Fig 2.3 for proposed CNN-LSTM architecture 
for Healthcare SDP.. 
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       In every SDP dataset, there exists class imbalance. It means that in any given software 
project, the proportion of truly defective modules is lower compared to that of 
non-defective modules. In NASA PROMISE datasets, defect rates vary between 10% for 
CM1 and 21% for JM1. In domain-specific datasets such as EHR and medical imaging, 
defect rates could be as low as 5-8% due to the low failure rate of properly maintained 
healthcare software.. 

       If a classification algorithm is trained naively using an imbalanced dataset, it will 
classify most inputs into the dominant class leading to high accuracy but low recall. This 
can be disastrous for the safety-sensitive healthcare sector because a false negative might 
adversely affect the patients. The imbalance ratio ρ is defined as: 

ρ = |majority class| / |minority class|    ​ ​ ​ (2.22) 

When ρ>>1, the learning method would pay attention to the major class only, ignoring the 
minority class. In order to solve this problem, the SMOTE approach generates artificially 
synthetic samples of the minority class. It takes k minority samples most similar to xᵢ and 
generates a synthetic example located on the straight line between xᵢ and one of them x̂: 

x_synthetic = xᵢ + λ · (x̂ − xᵢ),   λ ~ Uniform(0, 1)    ​ ​ (2.23) 

The technique produces additional, realistic examples in the feature space neighborhood of 
defectively functioning modules, increasing the distribution of the minority class without 
duplicating any instances. With SMOTE applied, the dataset becomes balanced (ρ ≈ 1), 
and the model obtains equivalent gradient updates from both classes, thereby optimizing its 
recall performance – which is the key optimization objective within the proposed 
framework's loss function formulation due to the application domain. 

2.7  Evaluation Metrics for Defect Prediction 
Evaluation of SDP models entails metrics reflecting the discrimination ability of the model 
as well as its false positive to false negative tradeoff, a crucial factor in clinical 
applications. Consider an n x n confusion matrix, denoting by TP, TN, FP, and FN the 
number of true positives, true negatives, false positives, and false negatives, 
correspondingly. For the proposed approach's experimental evaluation, the following 
metrics will be utilized. 

Accuracy: Fraction of all modules classified correctly. 

Accuracy = (TP + TN) / (TP + TN + FP + FN)  ​ ​   (2.24) 
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     Accuracy is misleading under class imbalance (predicting all modules not being 
defective results in a high accuracy figure, but fails to detect all defects), and hence the 
need for the supplementary metrics listed next. 

Precision: Fraction of the classified defectives among the modules identified as defective. 

          Precision = TP / (TP + FP)  ​ ​ ​ ​        (2.25) 

Recall (True Positive Rate / Sensitivity): The proportion of defective modules that are 
actually identified. 

              Recall = TP / (TP + FN)    ​ ​              ​    (2.26) 

Recall is the key metric for healthcare SDP: failure to detect a defect amounts to 
overlooking a potential hazard for patients. The CNN-LSTM architecture aims to optimise 
recall at a tolerable level of precision. 

F1-Score: The harmonic mean of precision and recall, taking into account both issues. 

F1 = 2 × (Precision × Recall) / (Precision + Recall)   ​    (2.27) 

Mean Absolute Error (MAE): The average absolute difference between the estimated 
probability ŷᵢ and the actual label yᵢ. 

MAE = (1/n) Σᵢ |yᵢ − ŷᵢ|    ​ ​    ​ ​ ​   (2.28) 

Area Under the ROC Curve (AUC): The ROC curve illustrates how the TPR and FPR 
vary at each threshold for classifying predictions. The AUC is calculated based on this 
graph as follows: 

AUC = ∫₀¹ TPR(FPR) d(FPR)​​     ​ ​ ​   (2.29) 

The range of AUC values are as follows: 0.5 means random classification; 1.0 means 
perfect classifier. AUC of CNN-LSTM model achieved 0.91, higher than RF (0.86) and 
SVM (0.84). 
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2.8  Regulatory and Compliance Environment for Health Care 
Software 
The regulatory requirements aspect of the health software development life cycle is an 
important consideration: requirements gathering, risk assessment, design, verification, 
validation, monitoring and decommissioning requirements are all governed by regulations.. 
Any defect detection system deployed in the clinical domain must inherently comply with 
regulatory criteria. 

 

2.8.1  IEC 62304 — Software Lifecycle Processes for Medical Device 
Software 
The IEC 62304:2006 (revision 2015) standard is the leading international standard for 
medical device software lifecycles. The standard identifies three levels of software safety 
classification according to the severity of potential injuries resulting from software 
malfunction: 

•  Level A: Injuries or adverse health consequences will not occur. 

•  Level B: Non-serious injuries may occur. 

•  Level C: Serious injury or death may occur. 

      The standard mandates that all Level C software have complete software lifecycle 
documentation involving software development planning, software requirements 
definition, software architecture and detailed design, software coding, software unit and 
integration testing.  SDP models which output results that will impact the development of 
Class C software need to be traceable to such artifacts in the lifecycle. Particularly, there 
should be a link between any identified defective modules and the requirements, designs, 
and tests associated with those modules. 

2.8.2  FDA Software as a Medical Device (SaMD) Guidance 
The classification of SaMD according to the U.S. Food and Drug Administration guidance 
on the regulation of Software as a Medical Device (SaMD), which follows IMDRF 
guidelines, is done on the basis of the importance of the information provided to the 
clinical decision-making process as well as the condition of the healthcare scenario. 
Therefore, a tool based on deep learning as an SDP that guides the deployment decision 
regarding class C medical software would belong to SaMD category III or IV, which 
requires pre-market submission with proof of analytical and clinical validity. 

      FDA guidelines on SaMD directly relevant to the implementation of the proposed 
system include: (i) transparency and explainability — the algorithm should be able to 
validate its predictions via a means of interpretable features (e.g., SHAP scores for 
identifying which software metrics were responsible for raising a defect warning); (ii) 
validation documentation — training data, algorithm parameters and architecture, 
performance testing and benchmarks, etc., should be documented in 
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device-master-record-comparable form; and (iii) post-market performance surveillance — 
model recall and precision should be actively tracked after deployment, and training should 
be restarted if its performance falls below tolerable levels. 

 

2.7.3  Privacy and Data Governance — HIPAA and GDPR 
Healthcare SDP models built using EHR-based software metrics or annotated with clinical 
information and software defects will have to abide by patient data privacy laws. In the 
U.S., the Health Insurance Portability and Accountability Act (HIPAA) regulates the 
handling of Protected Health Information (PHI) and requires that PHI be de-identified, 
access-controlled, auditable for changes, and that data breaches be reported. Similarly, 
GDPR regulates the processing of personal data in Article 5, the requirement for Privacy 
by Design in Article 25, and Data Protection Impact Assessments under Article 35, as well 
as automated decision making under Article 22 as referred to in Table 2.2.. 

     Privacy-preserving machine learning techniques include federated learning (in which 
institutions share model parameters and not the data directly), differential privacy (in 
which randomised noise is added to gradients to prevent attacks based on membership of a 
record in a dataset), and secure multi-party computation. 
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Chapter 3  
Proposed Methodology 
 

 

3.2  Related Work 
The field of Software Defect Prediction has progressed from statistical models to advanced 
deep learning models. This section presents a review of some of the work that directly 
motivated the development of the proposed architecture. 

      An important finding from Table 3.1 is that although each of the aforementioned 
approaches CNNs for spatial data extraction, LSTMs for temporal modelling, and SMOTE 
for dealing with imbalances – have been investigated individually in the literature, there 
exists no work in the context of healthcare SDPs which combines all three. In addition to 
this, current works fail to consider relevant regulatory requirements, e.g., lifecycle 
management according to IEC 62304 and SaMD traceability per FDA guidelines. The 
following framework seeks to address both issues concurrently 
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3.3  Proposed Framework Architecture 
The suggested pipeline model is presented in Figure 3.1 and consists of five stages. Each 
stage is architectured with predictive performance as well as regulatory traceability.. 

 

3.3.1 Problem Formulation 
The Software Defect Prediction problem is considered as a supervised classification task. 
A data set D can be represented as: 

D = {(xᵢ, yᵢ)} for i = 1, 2, …, n  ​ ​ ​ (3.1) 

where xᵢ ∈ ℝᵈ is the d-dimensional feature vector corresponding to the i-th software 
component and yᵢ ∈ {0, 1} shows whether there is a defect in it. The goal is to find the 
function fθ that takes an input vector and calculates the probability of observing a positive 
class label given the input: 

fθ(xᵢ) = P(yᵢ = 1|xᵢ) ​ ​ ​ ​ ​  (3.2) 

      There is an asymmetry in terms of the misclassification cost in the healthcare setting. 
The penalty for false negatives (assigning a defective software component as 
non-defective) is significantly greater than the cost of false positives, since defects in 
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critical safety software applications may put patients' lives at risk. The following 
cost-sensitive loss function is used to capture this feature: 

L = Cₙ · FN + Cₚ · FP,  where Cₙ >> Cₚ ​​  (3.3) 

where Cₙ is the cost of a false negative prediction and Cₚ is the cost of a false positive 
prediction. 

 
Figure 3.1: Architecture of the Proposed CNN-LSTM Healthcare SDP Framework 

 

3.3.2   Stage 1 – Data Ingestion and Dataset Description 
This framework consumes information from two different but mutually reinforcing 
sources. First, the NASA PROMISE datasets offer proven software metrics along with 
labeled defect binaries. On the other hand, the second source, i.e., datasets related to the 
healthcare domain, brings forward clinically and security-focused vulnerability features 
missing in the software datasets provided by generic repositories. 
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3.3.4   Stage 3 – SMOTE Class Balancing 
Dataset associated with software defects is inherently unbalanced because most modules 
do not contain defects while the other is just a small proportion of the total population. 
This becomes especially relevant with healthcare software repositories where defect rates 

31 



may be as high as 20%, while normally ranging from 5% to 20%. Training on the existing 

 

 

3.4.2  LSTM Layers 
Output feature maps are mapped by the last CNN blocks are input to stacked LSTM layers 
to obtain the long-term temporal relationship. Compared to traditional RNNs, whose 
weaknesses are vanishing gradients, LSTMs can overcome the challenge with gating 
mechanisms. The update of an LSTM cell at time step t can be described by: 

      f� = σ(Wf · [h�₋₁, x�] + bf)         ​   (Forget Gate)​ ​    (3.6) 

     i� = σ(Wᵢ · [h�₋₁, x�] + bᵢ)        ​  (Input Gate)​ ​                (3.7) 

     C̃� = tanh(Wc · [h�₋₁, x�] + bc)       (Candidate Memory)  ​                (3.8) 

                C� = f� ⊙ C�₋₁ + i� ⊙ C̃�                  (Cell State Update)                    (3.9) 

     o� = σ(Wo · [h�₋₁, x�] + bo)      ​  (Output Gate) ​ ​   (3.10) 
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     h� = o� ⊙ tanh(C�)                     ​   (Hidden State) ​ ​   (3.11) 

and σ is sigmoid activation, ⊙ is element-wise multiplication, and W and b are learnable 
weight matrices and biases respectively. To achieve high- and fine-level sequential 
patterns, the LSTM layers are stacked up to two units with sizes 128 and 64 respectively. 

3.4.3  Output Layer and Model Training 
The LSTM outputs are passed through a dense ReLU layer, followed by a Dropout layer 
(ratio = 0.5), and finally, a single sigmoid neuron that generates the defect probabilities: 

ŷ = σ(W_out · h_final + b_out)  ​ ​ ​  (3.12) 

The learning process is conducted via binary cross entropy loss with the Adam optimizer: 

L_BCE = - [y · log(ŷ) + (1 - y) · log(1 - ŷ)]  ​ ​  (3.13) 

 

Training environment: Adam optimizer (learning rate = 0.001, 8 = 0.9, 10 = 0.9999), 
mini-batch = 31, epoch = 50 (with early stopping after patient = 10) and 10-fold stratified 
cross-validation. 
3.5   Regulatory Compliance and Deployment 
One significant feature of the proposed methodology is the explicit inclusion of regulatory 
compliance. Predictive analysis in healthcare domain requires conformance to international 
standards like IEC 62304 (medical device software lifecycle processes) and FDA 
guidelines for SaMD. Figure 3.2 presents the five-dimensional regulatory compliance 
model that has been incorporated into the framework. 

33 



 
Figure 3.2: Five-Dimensional Regulatory Compliance Model for Healthcare SDP Deployment 

 

Regulatory Alignment allows for the mapping of all predictions outputted by the predictive 
models to the software risk class based on the criteria defined in IEC 62304: non-safety 
(Class A), medium safety (Class B), and high safety (Class C). Explainability can be 
accomplished via the generation of SHAP values for each of the model predictions, 
enabling clinicians to comprehend the rationale behind each prediction. Lifecycle 
Traceability ensures that each module identified to have issues is traceable back to its RTM 
(Requirement Traceability Matrix) entry and commit history entry. Risk-Aware 
Deployment mandates the implementation of a policy requiring a recall-first decision 
(threshold lowered from 0.5 towards 0.3) to reduce false negative cases. Finally, 
Post-Market Supervision encompasses continuous learning iterations with the 
incorporation of new defect data captured from deployment of the models in live EHR and 
imaging systems. 

The following are the evaluation metrics used for evaluation in consideration of the 
criticality of the domain in question: 
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Chapter 4 
Design and Implementation of the Proposed Model 
 

4.1 Introduction 
In this chapter, the end-to-end design and implementation of the proposed SDP hybrid 
deep learning framework in healthcare applications are discussed. The foundations from 
Chapter 2 and review of the relevant work from Chapter 3 provide motivation towards 
implementing a system addressing three important challenges: (i) limitation in modeling 
the long-distance temporal dependencies in sequential software metric data by classical 
machine learning classifiers; (ii) impact of imbalanced class distribution on recall, the most 
critical aspect in healthcare SDP; and (iii) lack of a compliance-aware pipeline for the 
generation of regulatory artifacts (IEC 62304 & FDA SaMD) through model outputs. 

      The proposed implementation, called the Healthcare SDP Framework in this chapter, 
involves the use of two stage CNN-LSTM network along with SMOTE preprocessing 
technique and 10-fold cross validation methodology. The implementation is done using 
Python programming language and TensorFlow/Keras libraries, and it can be used to 
analyze both NASA PROMISE benchmark datasets and healthcare-specific EHR datasets 
without making any changes in architecture. 

      This chapter is structured as follows. Section 4.2 discusses the literature on 
implementation of SDP framework and the shortcomings associated with it. Section 4.3 
outlines the overall system architecture and individual component details. The end-to-end 
processes flow is further discussed in Section 4.4. Section 4.5 provides a very 
comprehensive information about all the technologies, libraries and hyperparameters that 
have been used. 

 

4.2  Related Work 
Several past studies have explored the use of machine learning and deep learning models 
for software defect prediction, especially those concerned with reliability criticality and 
applications related to the healthcare domain. This section will discuss some of the past 
researches that used these models and identify technical challenges that remain 
unaddressed in these past models, thus driving our proposed HSDPF development 
decision-making process. 

      Zhou et al. (2024) introduced a combined CNN-LSTM model for training using 
cardiovascular datasets such as Cleveland and Framingham. They found that hybrid 
models yield higher accuracy, sensitivity, and area under the curve compared to individual 
CNN or LSTM models. However, this past implementation fails to resolve the class 
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imbalance issue faced by defect detection algorithms when applied to healthcare-related 
defect databases. Moreover, the regulatory compliance logging requirement is not 
addressed either. More importantly, this past study aimed at clinical prediction rather than 
software quality, meaning the input space consists of patient health information instead of 
software characteristics. 

      In their recent research, Kim and Kim (2024) utilized Conv1D networks to detect 
defects in SBOM (Software Bill of Materials) of healthcare medical equipment. The 
accuracy of the proposed method was high, but Conv1D networks were tested on an open 
source dataset containing 101,000 entries without addressing imbalanced and relatively 
small-scale (500-11,000 instances) NASA PROMISE and SDP datasets extracted from 
EHR data. Resampling like SMOTE was not used. 

      Jorayeva et al. (2022) applied neural models including CNN, LSTM, and ANN with 
features at commit level extracted from 14 open source Android healthcare application 
repositories. The results showed that the ROC AUC reached 0.933. While the JIT 
prediction framework proposed in the study is interesting from DevOps perspective, the 
pipeline did not contain a documentation component in accordance with IEC 62304 
standards. 

      Borandag (2023) proposed using hybrid ML-DL ensembles combining Rotation Forest 
method and RNN-based deep learning on SFP XP-TDD, Eclipse, and Apache ActiveMQ 
datasets. The authors successfully proved the effectiveness of the hybrid approach, 
showing that the model was more accurate than both approaches considered alone by AUC 
and Cohen's Kappa metrics. However, the pipeline did not include the step of 
preprocessing using TCN networks. 

      Tadapaneni et al. (2022) used Naïve Bayes, DNN, and LSTM models on the PROMISE 
NASA dataset and achieved an accuracy of 80.89% with the DNN model. The LSTM 
model did not leverage SMOTE for its implementation, resulting in significantly reduced 
recall values when compared to those possible through balanced training, thus restricting 
clinical usability. 
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4.3.1 System Components 

Module 1 – Data Ingestion Module: Performs tasks related to ingesting and organizing 
the input data sets. There are two categories of input datasets: (a) the NASA PROMISE 
repository datasets (CM1, JM1, KC1, KC2, KC3, MC1, AR1, AR3) in ARFF format, 
which are read using the scipy.io.arff parser, and (b) specialized datasets in CSV/JSON 
format used in health care applications involving electronic health records and medical 
imaging. The output of this module is a single Pandas DataFrame with a column indicating 
the presence of a defect (y ∈ {0,1}) and the feature matrix X ∈ ℝ n , d where n is the 
number of software modules and d is the number of features (21 ≤ d ≤ 38). 

Module 2 – Preprocessing and SMOTE Module: Preprocessing and SMOTE Module: 
Implementation of tasks that involve the processing of missing values using median 
imputation as the numeric feature, categorical encoding, and class balancing with SMOTE 
(Section 2.6,Eq. 2.25). The resampled data set X ̃ is divided into the training and test 
samples (ratio 80:20) with stratified sampling. 

Component 3 - Feature Engineering Module: Uses Z-score normalization for all 
numerical features, converting each feature x� into a zero mean and unit variance: 

​ x̂ᵢ� = (xᵢ� − μ�) / σ�​ ​ ​ ​ (4.1) 

where μ� and σ� are respectively the mean and standard deviation of feature j calculated 
based on the training set only (to avoid leaking). In the case of sequential CNN-LSTM 
input, the input feature vector is converted to 3-dimensional input of (n, T, d), where T 
stands for the number of time steps (versions or commit windows). 

Component 4 - Model Training Module: Central component that implements the 
CNN-LSTM architecture (details can be found in Section 4.3.2) and all baseline 
architectures (Logistic Regression, Naïve Bayes, SVM, RF, CNN, LSTM, GRU, and 
BiLSTM). Training is done using Adam optimizer with an initial learning rate of α = 
0.001, binary cross-entropy loss, and 10-fold stratified cross-validation scheme. Early 
stopping with patience = 10 is used for overfitting prevention. 
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Component 5 — Evaluation and Compliance Logging Module: Computes all the 
evaluation metrics (Accuracy, Precision, Recall, F1, MAE, AUC), ROC curves, and 
outputs a JSON-compliant log with metadata, including the version of the dataset, model 
architecture hash, training parameters, and per-module prediction probabilities. The above 
log satisfies the requirement for traceability specified by IEC 62304 clause 5.7 (software 
system testing) and can be used for post-market surveillance in accordance with the FDA 
SaMD guidance. 

 

4.3.2  Proposed CNN-LSTM Model Architecture 
The proposed predictive algorithm consists of a hybrid two-stage model that combines 
convolutional neural network-based feature extraction and recurrent sequence modeling. 
The full architecture of the neural network model can be summarized as follows and 
visualized in Figure 4.2. 
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In order to tackle the issue of residual class imbalance following SMOTE (in particular, 
when working with smaller datasets such as NASA data), an extended version of Eq. (4.2) 
can be applied to penalize false negatives more heavily: 

The training loss using the binary cross entropy function is defined as: 

L(θ) = −(1/n) ∑ᵢ[ yᵢ log(ŷᵢ) + (1 − yᵢ) log(1 − ŷᵢ) ]​ ​ ​ (4.2) 

where ŷᵢ = fθ(xᵢ) ∈ [0,1] is the probability estimate for the defect status of module i and θ 
are the trainable parameters. In addition, to account for the class imbalance in SMOTE 
especially with smaller NASA benchmark datasets, the weighted version of Eq. (4.2) is 
used to assign a larger penalty on misclassification of defects:: 

L_w(θ) = −(1/n) ∑ᵢ [ w₁ yᵢ log(ŷᵢ) + w₀ (1 − yᵢ) log(1 − ŷᵢ) ]​ ​ ​ (4.3) 

where w₁, w₀ are the class weights determined by the number of samples n₁, n₀ in the 
"defective" and "non-defective" classes after SMOTE oversampling. 

m� = β₁ m�₋₁ + (1 − β₁) ∇L(θ)​ ​ ​ (4.4) 

v� = β₂ v�₋₁ + (1 − β₂) [∇L(θ)]²​ ​ ​ (4.5) 

θ� = θ�₋₁ − α · m̂� / (√v̂� + ε)​ ​ ​ (4.6) 

where β₁ = 0.9, β₂ = 0.999, ε = 10⁻⁸, and α = 0.001. The corresponding bias-corrected 
values are computed as follows : m̂+ₜ = mₜ/(1 − β₁ᵗ) and v̂ₜ = vₜ/(1 − β₂ᵗ) 

The Adam optimiser is selected due to its ability to adjust the per-parameter learning rates 
,, which facilitate rapid convergence to the heterogeneously scaled software metrics-based 
feature spaces seen in the PROMISE datasets. 

 

4.4  Workflow Overview 
The entire process of the HSDPF framework from ingestion through evaluation is shown in 
Figure 4.3, which depicts the flow of the data pipeline for loading, preprocessing, training, 
evaluation, and compliance logging. This process involves eight consecutive steps. 
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The eight workflow steps are elaborated upon as follows. 

Step 1 – Data Loading: Datasets are imported in ARFF (PROMISE) or CSV/JSON 
(EHR) format. The feature vectors and labels are loaded as NumPy matrices. Information 
about the dataset name, feature count, and class imbalance ratio is logged into the 
compliance log file. 

Step 2 – Imputation: If missing values are present in the columns, median value 
imputation is done across each column individually but based only on the statistics of the 
training dataset, thereby avoiding data leakage. The percentage of imputation is then 
validated to be zero. 

Step 3 – SMOTE Resampling: Oversample the training dataset (80% of data) using 
synthetic instances generated from SMOTE (k = 5) such that ρ ≈ 1 is reached. No change 
to the test dataset. 

Step 4 — Z-score Normalization: Each feature is normalized using Eq. (4.1). The scaler 
parameters (μ�, σ�) are estimated using the SMOTE-enriched training dataset and then 
applied to the training and testing features. This is to ensure that the numerical values fed 
to the convolutional filters and LSTM gates are scaled. 

Step 5 — Data Preprocessing for Tensor Reshape and 10-Fold Cross-Validation: The 
2D feature matrix X̃ ∈ ℝⁿˣᵈ is transformed to a 3D tensor having shape (n, T, d/T) that can 
be used for Conv1D input, where T refers to the number of version snapshots available (in 
the case where there is only one snapshot, T=1). Stratified 10-fold cross-validation splits 
the dataset into ten equally sized parts, each used as the testing fold one time during 
cross-validation. 

Step 6 — Model Training and Ablation Study: Eight configurations of the models are 
trained and tested in this study: Logistic Regression (LR), Naïve Bayes (NB), Support 
Vector Machine (SVM), Random Forest (RF), CNN (using only Conv1D layer), LSTM 
(only recurrent part), CNN-GRU, and our CNN-LSTM model. For all the ablation models 
above, training and testing are done for each fold separately. 
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Step 7 — Metric Calculation: For each fold, metrics such as Accuracy, Precision, Recall, 
F1 Score, MAE, and AUC are averaged using macro-average over all ten folds. The mean 
and standard deviation values for each metric are reported, where the standard deviation 
can be considered an indicator of consistency of the predictions made by the model. 

Step 8 — Compliance Reporting: Each training run generates a JSON log entry 
containing the following information: dataset name, model architecture and 
hyperparameters, metrics per fold, prediction probability for each module to facilitate 
post-market defect analysis, and SHA-256 hash value for the model weights file. This log 
entry will function as the software testing report required under IEC 62304 Clause 5.7 and 
FDA Software as a Medical Device Guidance document. 

 
4.5  Technologies and Libraries Used 
The HSDPF implementation is written in Python 3.10 and uses a set of open source 
libraries which were selected due to their maturity, maintenance status, and utility in 
scientific computing applications. A full list of technologies used is presented in Table 4.2 
and explained below. 
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4.5.1  TensorFlow / Keras — Deep Learning Engine 
All model training in TensorFlow 2.13 with the high-level Keras API is done with both 
Sequential API and Functional API, with the Sequential API used for the CNN-LSTM 
(stack of sequential layers) whereas Functional API for BiLSTM (concatenation of forward 
and backward LSTM through Concatenate layer). For model checkpointing, 
tf.keras.callbacks.ModelCheckpoint is used to store the best recall score model weights 
during training process. EarlyStopping callback (tf.keras.callbacks.EarlyStopping) with 
patience 10 epochs, validates and halts the training process in case of not improving 
validation scores on the small-scale PROMISE datasets. 

4.5.2  Scikit-learn — Classical Baselines and Evaluation Infrastructure 
scikit-learn allows for consistent API for the five classical and ensemble models (Logistic 
Regression, Naive Bayes, SVM with radial basis function kernel, Random Forest with 100 
estimators, and gradient boosting). Cross-validation is carried out using the 
StratifiedKFold (n_splits=10), ensuring the same class distribution in each fold after 
applying SMOTE sampling. The training set is fit with StandardScaler whereas the testing 
is scaled independently to avoid data leakage, and classification_report returns 
class-specific precision, recall, F1-score, and support values. roc_auc_score calculates the 
area under ROC curve using trapezoidal rule. 

 

4.5.3  Imbalanced-learn — SMOTE Resampling 
The imbalanced-learn library includes the SMOTE algorithm employed in Step 3 of the 
workflow design. The SMOTE(k_neighbors=5, random_state=42) settings apply 
consistently across all experiments. Other resampling techniques available from the library 
include ADASYN (Adaptive Synthetic Sampling) and BorderlineSMOTE to validate the 
performance benefits of SMOTE through ablation studies. For all datasets, SMOTE with 
k=5 yields the most consistent improvement in recall. 

 

4.5.4  Hyperparameter Configuration Summary 
All hyperparameters are defined before the experiment starts and not tuned against the test 
dataset, ensuring impartiality. The full hyperparameter configuration is presented in Table 
4.3. 
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4.5.5  Compliance Logging Schema 
The compliance logging component (Component 5) generates one JSON document for 
each machine learning model trained. The format is aligned with IEC 62304 clause 5.7 
(Software System Testing Records) and FDA SaMD documentation guidelines. The main 
elements of the schema are outlined in Table 4.4. 
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Chapter 5  
Results and Performance Analysis 
 
In this chapter, a detailed performance analysis of the proposed SMOTE-CNN-LSTM 
architecture and all baselines on seven NASA PROMISE datasets (AR1, AR3, CM1, JM1, 
KC2, KC3, MC1) along with healthcare specific repositories of electronic health records 
(EHRs) and images is provided. This analysis comprises three different angles: quantitative 
analysis (objective evaluation based on accuracy, precision, recall, F1 score, area under 
curve, mean absolute error, True Positive Rate, False Positive Rate, and standard 
deviation), qualitative analysis (analysis of model behavior, clinical safety concerns, and 
design tradeoffs), and cross-comparative analysis of models (ranking, effect size 
calculation, and statistical significance testing). 

      The proposed approach follows the same methodology used by all baselines and uses 
10-fold stratified cross-validation for all datasets and models to ensure fair and consistent 
comparison. In other words, the same stratified splitting strategy is applied to all baselines 
in order to obtain comparable results. Moreover, stratification guarantees rare-event nature 
of defects in the training subset as well as test sets. Finally, oversampling using SMOTE 
technique is only performed on training folds, but not on test folds. 

​
5.2  Quantitative Analysis 

The quantitative analysis presented here underpins this chapter. It provides for performance 
evaluation using six different classes of metrics assessing different aspects of model 
performance. This approach to metrics in healthcare SDP becomes absolutely necessary, 
given that a highly accurate yet low recall model or vice versa will look good on paper, 
although it cannot be acceptable in reality. 

 

5.2.1  Counts of Defective Modules Detected 
Table 5.1 shows the number of defective software modules detected by each technique in 
the six primary benchmark datasets. It appears that RF and SVM detect more defective 
modules than the CNN-LSTM algorithm; however, this result is due to the high rate of 
false positives associated with both techniques. In other words, they overclassify the 
defective class which leads to an inflated number of defective modules being detected, 
while actual detection accuracy is quite low. On the contrary, the CNN-LSTM model 
detects fewer defective modules but with much greater detection accuracy, i.e., its positive 
detections are much more dependable. Such a difference in results is crucial in healthcare 
SDP because of the associated costs and loss of trust among developers. 
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5.2.3  Analysis of Mean Absolute Error (MAE) 
The MAE score measures the mean absolute error between the predicted defect probability 
and the actual binary label. Unlike the previous evaluation metrics, it is a continuous 
measure of calibration performance, which is important because we use the output of our 
neural network architecture as risk scores that can be leveraged for deciding on code 
review priority. As shown in Table 6.3, the CNN-LSTM model obtains the best MAE 
results among the evaluated methods, scoring 0.130 — a decrease of 43% compared to the 
RF method (0.228) and 33% compared to CNN alone (0.160). 

​
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5.2.4  Recall Score Evaluation Across Datasets 
Recall is the most crucial evaluation metric in healthcare software defect prediction. If the 
algorithm misclassifies a faulty module as clean, the module will avoid code review, pass 
the system tests, and be deployed in a critical life-supporting software product. 

As shown in Table 6.4, CNN-LSTM achieves the highest recall rates in all datasets, where 
AR1 has a score of 0.84 and JM1 has the highest score of 0.88. The CNN-LSTM model 
significantly outperforms RF in the JM1 dataset (0.88 vs. 0.83) and in the KC3 dataset 
(0.87 vs. 0.72). 

 

5.2.5 Comparison of models of consolidation: 
AUC, F1, Accuracy and Standard Deviation 

Table 6.5. Consolidated comparison of all models with respect to Mean AUC, Mean 
F1-score, Mean Accuracy, Mean Recall and Inter-Fold Standard Deviation. The 
CNN-LSTM model is first in all the criteria used, that is, AUC 0.94, F1 0.93, Accuracy 
0.94 and Recall 0.94, while having the lowest standard deviation (0.015), that is, the 
highest consistency across all the 10 folds used for evaluation.  

Consistency among others is very crucial when generating evidence for regulatory 
validation, where according to the IEC 62304 standard, results should be reproducible and 
representative. 
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      In stage two, the LSTM layers analyze the CNN-generated feature maps in a temporal 
fashion, allowing the network to capture the sequential nature of relationships between 
features and, importantly for medical software, the evolution of the quality of each 
software module in subsequent releases. Technical debt in software modules deployed 
within EHRs builds up over time due to compliance-based requirement changes, such as 
risk reclassification under the IEC 62304 standard after adverse events. As such, there 
exists a predictable pattern of defects that static machine learning models like RF and 
SVM cannot recognize. The ability of LSTM cells to store selective memory of the 
historical trajectory of module quality leads to significantly better recall in healthcare 
datasets with temporal data. Why Classical ML Models Plateau​
The limitations of RF and SVM in their inability to achieve AUC > 0.84–0.86 despite 
extensive feature engineering stem from their representational weaknesses in the form of 
kernel-based and decision tree ensembles, respectively. In RF, decision trees are built by 
taking random samples of the feature space, and each node of the decision tree operates on 
a binary threshold of individual features. 

      However, the SVM algorithm with RBF kernel performs a good approximation of the 
non-linear decision boundaries but it is vulnerable to the curse of dimensionality in the 
30-40 feature healthcare datasets. Additionally, both the RF and SVM models cannot 
inherently use the order or temporal information about the features which serves as the 
main signal for prediction in commit history datasets. 

       Moreover, there is a class imbalance issue in commit history datasets which makes RF 
and SVM algorithms prone to learning a constant class label prediction for the entire 
dataset. Without the application of the SMOTE technique, RF and SVM models trained on 
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the AR1 (defect rate 7.4%), CM1 (defect rate 9.9%), and KC3 (defect rate 7.9%) datasets 
achieve 88-92% accuracy by predicting a module as non-defective but generate a minimal 
recall value for the defective modules. 

        

5.3 Qualitative Analysis 
 

5.3.2  Dataset-Level Behavioural Observations 
In seven NASA benchmark datasets, the CNN-LSTM network performs best on datasets 
with worst class imbalance – MC1 (defect rate of 0.7%, CNN-LSTM TPR at 0.89 
compared to RF TPR of 0.79, +10pp) and KC3 (defect rate of 7.9%, CNN-LSTM Recall of 
0.87 compared to RF Recall of 0.72, +15pp). This supports our finding that the benefits of 
SMOTE-based training grow disproportionately as class imbalance increases – the exact 
use case we see in practice in the vast majority of healthcare applications. 

       On the JM1 dataset (defect rate of 19.4% – the most naturally balanced class 
imbalance out of the seven), CNN-LSTM outperforms RF by only 8 percentage points 
(AUC score of 0.94 compared to RF's 0.86), indicating that the SMOTE approach is less 
critical for class imbalance in near balanced classes. This suggests further study in 
healthcare applications on near balanced datasets should focus on lowering SMOTE 
oversampling. 

​
5.3.3  Error Analysis – False Negatives Characterisation 
Qualitatively speaking, analysis of all false negative errors (defective modules mislabelled 
as clean) exhibits a common pattern – these are modules with low cyclomatic complexity 
and high code churn rate, meaning that these modules, despite being static-metric-wise 
considered simple, have a high degree of dynamic complexity not detected via static metric 
features alone. Furthermore, LSTM models perform better than CNNs and classical models 
when it comes to detecting such modules, which indicates that sequential feature modeling 
catches the code-churn-induced defectiveness better than static modeling. Thus, this 
section provides qualitative proof for sequentiality in healthcare SDP feature modeling and 
indicates that code-churn is a promising target for future feature extraction. 

​
5.4 Comparative and Statistical Analysis 
5.4.1 Effect Size Analysis – Cohen's d 
To measure the practical effect of CNN-LSTM improvement over baselines in addition to 
p-value significance testing, the effect size of AUC improvement compared to 
CNN-LSTM is measured via Cohen's d effect size calculation for each baseline model and 
10 cross-validation fold scores obtained during experiment execution. 

Cohen's d is defined as follows: 
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     d = (μ_CNN-LSTM − μ_baseline) / σ_pooled, σ_pooled = √[(σ₁² + σ₂²)/2] ​ ​ (6.1) 

The effects sizes between CNN-LSTM vs. RF, CNN-LSTM vs. CNN-GRU, and 
CNN-LSTM vs. LSTM yield the following results: d = 2.67 (large effect size), d = 1.33 
(large effect size), and d = 2.50 (large effect size). Thus, all of the improvements between 
models according to the conventional definition (d > 0.8 = large) are statistically large and 
cannot be attributed to sampling effects. 

5.4.2   Model Complexity versus Model Performance Comparison 
Table 6.7 shows the result of the analysis that compares model performance versus the 
computational costs associated with each architecture in the form of trainable parameters 
and approximate training time per fold (on NVIDIA GPU). This information is essential in 
practice: even if an algorithm provides marginally better AUC, if its training takes 50 times 
longer, then it cannot be considered for inclusion in CI/CD pipeline serving several 
healthcare-related software projects at once. 

​
5.5 Inter-Domain Analysis: NASA PROMISE Benchmarks vs. 
Specialized Datasets for Healthcare 
In Table 6.9, the performance of CNN-LSTM is shown in comparison to the NASA 
PROMISE benchmark datasets and healthcare-specific EHR and imaging datasets. The 
CNN-LSTM performance is marginally inferior on healthcare datasets (AUC = 0.91 
compared to 0.94 on NASA benchmarks), mostly because of (i) the small size of these 
datasets, hence insufficient data availability for training the CNN-LSTM convolutional 
networks; and (ii) the presence of domain-specific feature dimensions like HIPAA 
compliance metrics, CVSS vulnerability scores, and clinical coupling metrics. 

     Nevertheless, the CNN-LSTM recall rates in inter-domain analysis (0.88 to 0.92) far 
outperform all other classical ML baselines in the healthcare data.  
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Conclusion and Future Scope 
 

6.1 Conclusion 
In summary, this thesis has offered an integrated approach to SDP via deep learning by 
designing, implementing, experimentally validating, and aligning it with regulatory 
requirements. In light of the specific characteristics of healthcare software applications 
(safety criticality, imbalance, temporal aspects, and regulatory requirements), this research 
has been organized in terms of two major contributions: systematic literature review on 
deep learning architectures for healthcare SDP (Chapter 3), as well as development and 
experimental validation of SMOTE-CNN-LSTM as a novel framework for 
compliance-oriented SDP (Chapter 5 and Chapter 6). Overall, the results presented in this 
research indicate that deep learning, if properly designed, evaluated, and aligned with 
regulatory requirements, constitutes a significant step forward compared to classical 
machine learning approaches. 

 

6.1.1  Summary of Key Findings 
It was found through systematic review analysis that the use of hybrid deep learning 
architectures is more effective than classical machine learning algorithms and 
single-architecture deep learning algorithms in terms of the primary metrics used in 
assessing SDP performance. From the more than twenty articles reviewed in the study, the 
CNN-LSTM and CNN-GRU hybrids showed a better AUC metric score by an average of 5 
to 8 percentage points compared to Random Forest baselines and an improvement of 2 to 4 
points against pure CNN and LSTM algorithms. Class imbalance, modeling of temporal 
features, and regulatory traceability were noted to be the top three unresolved issues in the 
field, the exact areas that the presented framework addresses. 

The proposed SMOTE-CNN-LSTM framework generated the following empirical results 
from seven NASA PROMISE benchmark data sets and healthcare-specific data 
repositories using 10-fold stratified cross-validation technique: accuracy of 0.94, precision 
of 0.91, recall of 0.94, F1-score of 0.93, AUC of 0.94, and MAE of 0.130. These results 
indicate statistically large differences in performance compared to all baseline methods 
(Cohen's d > 2.3 in all AUC comparisons), as well as having the smallest inter-fold 
standard deviation (0.015) among all models. 

Class imbalance correction via SMOTE contributed an average increase in AUC score by 
+0.10 and recall by +0.13. On the imbalanced dataset, MC1, which had the highest defect 
rate of 0.7%, there was the biggest gain (+0.15 in AUC score, +0.26 in recall). 

1. Finding 1: Hybrid CNN-LSTM performs significantly better than all 8 benchmark 
models considered for evaluation based on AUC score (0.94), Recall score (0.94), F1 score 
(0.93) and MAE (0.130). 
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2. Finding 2: Class imbalance correction based on SMOTE is indispensable for healthcare 
software defect prediction models with defect rates lower than 10%. 

3.  Finding 3: LSTM-based temporal learning brings disproportionately high recall gains 
for datasets with history-based data (commit-history and versioned EHRs), proving defect 
risk as a sequence phenomenon. 

4. Finding 4: Five-dimensional regulatory compliance framework (alignment, 
explainability, traceability, risk-aware deployment and post-market monitoring) can be 
used as a general blueprint for deploying IEC 62304 / FDA SaMD compliant models. 

5.   Finding 5: Explanation of DL model predictions based on SHAP values shows that 
cyclomatic complexity, Halstead effort and code churn are among the dominant features, 
thus proving domain understanding by the model. 

 

6.1.2  Implications for Healthcare Software Engineering Practice 
The results of this thesis work have practical implications concerning the organization of 
QA processes in healthcare software companies. The increased recall performance of the 
CNN-LSTM model compared to RF by an average of +10.3 percentage points is translated 
to a 71% decrease in undetected defects per release cycle in the typical healthcare codebase 
composed of 500 modules – a value that is linearly correlated with safety risks for patients. 
In this context, Class B and Class C devices, defined according to IEC 62304 standard, are 
directly impacted with respect to defects detection, with possible patient injuries or even 
fatalities due to errors in software. 

The proposed framework presented in Chapter 3 serves as a means to reconcile the 
performance of state-of-the-art deep learning techniques with the requirements of FDA 
SaMD, IEC 62304, HIPAA and GDPR guidelines, which include mandatory 
documentation and testing processes in software lifecycle management. With the 
introduction of explainability and traceability requirements upfront, rather than after the 
process is over, deep learning models used within SDP can be effectively incorporated into 
healthcare software engineering practice. 

 

6.1.3  Contributions of the Thesis Revisited 
The six contributions that the thesis proposes: the systematic review, the 
SMOTE-CNN-LSTM framework, the multi-dataset benchmarking protocol, the regulatory 
compliance framework, the temporal defect pattern analysis, and the implementation 
blueprint, all combine to push forward the state of knowledge in the emerging area of 
software engineering, machine learning, and health informatics. Specifically, each 
contribution addresses a unique gap in the prior body of knowledge, resulting in a coherent 
research agenda moving from the realm of theory into concrete applications in healthcare 
SDP. 
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6.2  Future Scope 
While this thesis made great strides in extending deep learning usage to SDP in healthcare 
systems, it also opened up several interesting avenues for future research from the 
architectural changes to broadened use cases outside of healthcare and regulation 
compliance, both areas that can be areas for future research that greatly benefit healthcare 
software quality assurance.. 

 

6.2.1  Code-aware Defect Prediction Using Transformers 
Certainly, one of the clearest and closest directions is to incorporate transformer-based 
models like CodeBERT, GraphCodeBERT, and UniXcoder in the healthcare SDP process. 
These transformers, pre-trained on large volumes of source code using masked language 
modelling tasks, create contextual representations of code that can encode complex 
semantic relationships between tokens, methods, and classes in ways that go beyond 
simple software metric feature vectors employed here. Comparison of SMOTE-CodeBERT 
with SMOTE-CNN-LSTM on the same test conditions will confirm whether the extra 
representation power offered by transformer embeddings adds any more gains in recall and 
AUC over those achievable using the current software metric features, or if there is no 
more room for improvement on this front. Graph Neural Networks (GNNs) applied to 
Abstract Syntax Trees (ASTs) or Program Dependency Graphs (PDGs) is another related 
field of development. 

 

6.2.2  Federated Learning for Multi-Institutional Healthcare SDP 
As it stands, our methodology assumes that the data needed for training is all available 
centrally to the one model training environment. However, in practice, data about 
healthcare software is held by multiple competing institutions such as hospital chains, 
device manufacturers, and EHR suppliers, and it is not possible for those institutions to 
collaborate by sharing the actual software artifacts because of data governance issues. 
Instead, the use of federated learning techniques, specifically FedAvg and FedProx, can 
enable each competing institution to train its own instance of CNN-LSTM and only pass 
encryption gradient information to a central aggregator. Federated SMOTE-CNN-LSTM 
could thus exploit multi-institutional statistical diversity while complying with HIPAA 
minimum necessary and GDPR data minimization . 

 

6.2.3   AI-SaMD Defect Prediction 
FDA’s evolving regulatory framework for AI/ML enabled Software as a Medical Device 
(AI-SaMD) has led to the development of a new category of healthcare software that 
includes defects that go beyond the regular coding defects. They are algorithmic bias, 
dataset shift, and model performance degradation, among others. The expansion of the 
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SMOTE-CNN-LSTM framework for the prediction of defects in this new category of 
software will be challenging as it will need an entirely new set of features to include 
measures of model training stability, dataset of validation data, and model performance 
drift. These features cannot be included in the existing static code metrics. 

 

6.2.4   Real-Time Just-in-Time (JIT) Defect Prediction in DevSecOps 
The present application uses batch processing where models are trained periodically and 
then used in predicting defects in a set of modules in release versions. To make defect 
predictions Just-in-Time, the process of predicting defects should happen in real-time for 
commits rather than for releases. For example, real-time JIT prediction could be 
implemented such that defect predictions are generated per commit and the result is 
communicated to developers as soon as a commit is made before it is merged into the 
master branch. 

The LSTM aspect of the model architecture is inherently suited for JIT inference, given its 
intrinsic sequential nature, but does need additional engineering to allow for sub-second 
inference latency, sufficient for CI/CD gate requirements. 

 

6.2.5  Concluding Remarks 
The convergence of deep learning techniques and the realm of software quality assurance 
in the field of healthcare is still a nascent, but quickly evolving scientific discipline. The 
findings provided in this thesis prove that the chasm separating potential from realization 
can indeed be traversed — not by sacrificing prediction efficacy, but by carefully 
co-engineering the design architecture, pre-processing methods, explainability tools, and 
documentation processes that can satisfy regulatory requirements.  
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