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ABSTRACT

The continuous increase in power density and miniaturization of modern electronic
systems has intensified the demand for advanced thermal-management technologies
capable of dissipating high heat fluxes while maintaining thermal reliability and energy
efficiency. Although microchannel heat sinks have emerged as one of the most effective
cooling technologiesfor electronic applications, their performance is often constrained by
the competing requirements of heat-transfer enhancement, pressure-drop minimization,
and thermodynamic efficiency. Consequently, the development of optimized cooling
architectures capable of achieving superior thermo-hydraulic and exergetic performance
remainsacritical challengein electronic cooling.

To address this challenge, convergent-divergent microchannel heat sinks (CD-MCHS)
were selected as the baseline cooling architecture because the periodic flow acceleration
and deceleration induced by convergent-divergent passages can enhance fluid mixing,
suppress thermal boundary-layer growth, and improve hesat-transfer performance. The
present research develops an integrated computational framework combining
Computational Fluid Dynamics (CFD), Artificial Neural Networks (ANN), the Non-
Dominated Sorting Genetic Algorithm-I1 (NSGA-II), and the Technique for Order
Preference by Similarity to Ideal Solution (TOPSIS) for the multi-objective optimization
of CD-MCHS. The optimization objective was to maximize thermal performance while
minimizing entropy generation and thermodynamic irreversibility.

Thefirst phase of the investigation focused on the optimization of the baseline CD-MCHS
geometry. The TOPSIS-selected configuration achieved a 20.1% enhancement in heat-
transfer performance and a 38.1% reduction in entropy generation compared with the
conventional straight microchannel. Furthermore, the optimized geometry reduced the
outlet temperature by approximately 8 K while exhibiting the lowest exergy destruction
ratio (8.53%) and the highest exergy efficiency (91.47%). These findings demonstrate that
geometric optimization alone can significantly enhance cooling performance while
simultaneously improving thermodynamic behavior.

Building upon the optimized CD-MCHS platform, three complementary passive
enhancement strategies representing geometric modification (micro-pillars), coolant
modification (tri-hybrid nanofluids), and porous-medium augmentation were

systematically investigated to explore different mechanisms of thermal-performance
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enhancement. For each enhancement strategy, ANN surrogate models were devel oped and
coupled with NSGA-Il and TOPSIS to identify the optimal configurations based on
thermo-hydraulic and exergetic performance criteria.

The optimized micro-pillar-enhanced CD-MCHS achieved a 71.45% increase in heat-
transfer performance with only a 15.64% increase in entropy generation, while reducing
the maximum wall temperature by approximately 3.5 K. The optimized tri-hybrid
nanofluid composition enhanced heat transfer by 16.36% while maintaining the lowest
thermodynamic penalty among the enhancement techniques and reducing the maximum
wall temperature by 1.89 K. In contrast, the optimized porous-medium configuration
delivered the highest cooling capability, achieving a 265.65% increase in heat-transfer
performance and approximately 7 K reduction in maximum wall temperature relative to
the non-porous channel. However, this substantial thermal enhancement was accompanied
by significantly higher entropy generation and exergy destruction due to increased flow
resistance within the porous matrix.

A comprehensive comparative assessment revealed that the three passive enhancement
strategies represent distinct thermal -management philosophies. Porous media maximized
cooling capability, whereas tri-hybrid nanofluids minimized thermodynamic penalties.
The micro-pillar-enhanced CD-MCHS effectively bridged these two extremes by
delivering substantial heat-transfer enhancement with moderate entropy-generation and
exergetic penalties. Consequently, the micro-pillar configuration emerged as the most
balanced passive enhancement strategy, offering the most favorable compromise among
cooling effectiveness, thermodynamic efficiency, and pumping-power requirements.
Overall, the present research demonstrates that the optimization of advanced microchannel
heat sinks should not be guided solely by heat-transfer enhancement but must
simultaneously consider hydrothermal and thermodynamic performance. The proposed
CFD-ANN-NSGA-11-TOPSIS framework provides a robust methodology for the design
and optimization of next-generation thermal-management systems. Furthermore, the
findings establish convergent-divergent microchannel heat sinks as a promising platform
for high-performance electronic cooling and provide practical design guidelines for

advanced computing, power-electronic, and other energy-intensive applications.

Keywords: ANN, CFD, Convergent-divergent microchannel heat sink, Electronic
cooling, Entropy generation, Exergy analysis, Hydrothermal performance, Micro-pillars,
Multi-objective optimization, NSGA-I1, Porous media, TOPSIS, Tri-hybrid nanofluid.
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CHAPTER 1

INTRODUCTION

1.1 Background and Motivation

The rapid evolution of modern electronic technologies has intensified the demand for
advanced thermal management solutions. Emerging applications such as high-
performance computing, artificial intelligence, data centers, advanced communication
systems, electric vehicles, aerospace and avionics systems, as well as power electronics,
increasingly require compact devices capable of delivering exceptional computational and
operational performance. However, the continuous trend toward miniaturization, higher
integration density, and increased functionality has resulted in unprecedented power
densities and heat generation rates, making efficient heat dissipation a critical challenge
for the reliability, performance, and longevity of modern electronic systems [1].
Thetrend toward miniaturization has enabled billions of transistorsto be integrated within
a single semiconductor chip. While this advancement has considerably enhanced
computational capability, it has also intensified the problem of heat accumulation within
limited physica dimensions. Historicaly, the growth in transistor density has closely
followed Moore's law, which states that the number of transistors integrated onto a chip
approximately doubles every two years [2]. Asillustrated in Figure 1.1, transistor density
has increased exponentially over the past severa decades, reflecting remarkable progress
in semiconductor manufacturing and device integration. Although this trend has enabled
exceptional improvements in processing power and functionality, it has simultaneously
resulted in higher power densities and greater heat generation within increasingly compact
architectures. Consequently, heat fluxes exceeding 100 W/cm? are commonly encountered
in advanced electronic devices, while substantially higher thermal loads are anticipated in
next-generation computing and power e ectronic applications [3].

Excessive temperature rise adversely affects the performance, reliability, and lifespan of
electronic components. Elevated operating temperatures increase electrical resistance,

accelerate materia degradation, induce thermal stresses, and contribute to the formation
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of localized hot spots. These effects not only reduce system efficiency but may also lead
to performance deterioration and premature device failure. Therefore, maintaining
acceptabl e operating temperatures has become a critical requirement for ensuring the safe
and reliable operation of modern electronic equipment [4].

Conventional air-cooling techniques, including heat sinks and forced convection systems,
have been widely employed for therma management because of their simplicity and low
implementation cost. However, the relatively low thermal conductivity and heat capacity
of air limit their ability to dissipate the high heat fluxes generated by contemporary
electronic devices. As thermal loads continue to increase, conventional cooling
approaches often become inadequate, necessitating the development of more effective
thermal management technologies [5].

To address these challenges, several advanced cooling techniques have been proposed,
including heat pipes, jet impingement cooling, spray cooling, phase-change cooling, and
liquid-cooling systems. Among these technologies, microchannel heat sinks (MCHSs)
have emerged as one of the most promising solutions for high-heat-flux applications.
Owingto their large surface-area-to-volume ratio, compact size, and superior heat transfer
characteristics, microchannel heat sinks can dissipate substantial amounts of heat while

satisfying the stringent space constraints of modern el ectronic systems [6].
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Figure 1.1: Historical evolution of transistor density in semiconductor devices [3]

1.2 Thermal Management Market Growth and Reliability Challenges
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The increasing thermal demands of modern engineering systems have significantly
elevated the importance of thermal management technologies. This growing importance
isreflected in the continuous expansion of the global therma management market, which
was valued at approximately USD 10.12 hillion in 2015 and has experienced substantial
growth in subsequent years. The projected market expansion indicates the increasing
dependence of modern industries on effective heat dissipation technologies to ensure the
reliable operation of electronic devices, power systems, energy conversion equipment, and
advanced manufacturing processes. Therefore, thermal management has evolved from a
supplementary design consideration to a key technological enabler for next-generation
engineering applications [7].
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Figure 1.2: Growth trend of the global thermal management market [8]

Figure 1.2 depicts the projected growth of the globa thermal management market,
highlighting the increasing importance of advanced cooling technologies in modern
engineering applications. This growth is primarily driven by the escalating thermal loads
associated with high-performance €electronic and energy systems. As device
miniaturization continues alongside increasing power densities, greater amounts of heat
are generated within confined spaces, necessitating efficient thermal management
solutions to ensure system reliability, performance, and longevity [9].

Among the various factors affecting electronic device reliability, operating temperature is

recognized as one of the most influential. Elevated temperatures accelerate material

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



INTRODUCTION Pagel|4

degradation processes and significantly reduce component lifetime. The relationship
between devicereliability and operating temperature can be described by Black's equation,
which correlates the median time to failure (MTF) with temperature [10]:

E
MTF = A] "exp (K—“T) (1.1)
B

Where A is a material-dependent constant, J denotes the current density, Ea represents the
activation energy, Kg is the Boltzmann constant, and T is the absolute operating
temperature. The exponentia dependence of the MTF on temperature indicates that even
arelatively small increase in operating temperature can cause a significant reduction in
device lifespan. This relationship highlights the critical importance of effective thermal
management in ensuring long-term reliability and preventing premature failure of
€l ectronic components.

Thereliability of electronic devicesis highly sensitive to operating temperature, as many
degradation processes are thermally activated. Elevated temperatures accelerate
electromigration in metallic interconnects, dielectric breakdown of insulating layers,
material diffusion, solder joint fatigue, and oxidation-related degradation. Furthermore,
temperature gradients and repeated thermal cycling generate significant thermal stresses
due to the mismatch in thermal expansion coefficients among constituent materials. These
mechanisms progressively deteriorates the structural, mechanical, and electrical integrity
of electronic components, leading to performance degradation, increased failure
probability, and reduced operational lifespan. Therefore, maintaining the chip temperature
below the recommended operating limit of approximately 85°C is essential for ensuring
reliable and long-term operation of electronic systems[11].

Vibration
rumiciey
remperatur |
Dust -
0 10 20 30 40 50 60
Per centage (%)

Figure 1.3: Contribution of various factorsto electronic device falure [12]
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As shown in Figure 1.3, excessive temperature is responsible for approximately 55% of
electronic device failures, representing the single largest contributor among all failure-
inducing factors. This observation clearly demonstrates that temperature control is a
critical requirement for enhancing devicereliability, extending servicelife, and preventing

premature system failure [12].
1.3 Emerging Cooling Technologies for Modern Electronics

The continuous increase in heat flux and power density has driven the development of
various advanced cooling technologies for e ectronic therma management. Conventional
air-cooling techniques, although simple and cost-effective, are often inadequate for high-
heat-flux applications. Consequently, severa aternative cooling approaches have been
developed, including heat pipes, jet impingement cooling, spray cooling, phase-change
cooling, liquid cooling, and microchannel heat sinks [13]. Figure 1.4 presents the major

cooling technologies used in modern el ectronic thermal management.
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Figure 1.4: Emerging cooling technologies for modern electronic systems [14]

Each cooling technology offers a unique balance between heat dissipation capability,
thermal uniformity, compactness, and operational complexity. Heat pipes offer efficient
passive heat transport, whereas jet impingement and spray cooling provide high local heat
transfer rates suitable for hotspot mitigation. Phase-change cooling technologies further
enhance thermal performance through latent heat absorption. Among these approaches,
liquid-cooled microchannel heat sinks have attracted considerable attention due to their
ability to dissipate high heat fluxes within a compact footprint, making them particularly

suitable for next-generation electronic cooling applications [15].
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1.4 Microchannel Heat Sinks: An Advanced Cooling Solution

Microchannel heat sinks (MCHSs) have emerged as one of the most promising thermal
management technologies for dissipating high heat fluxes in compact el ectronic systems.
Their superior cooling capability is primarily attributed to the large surface-area-to-
volume ratio and enhanced convective heat transfer characteristics of microscale flow
passages, which enable efficient heat removal within limited space. These advantages
make MCHSs particularly attractive for applications where conventional cooling
techniques are unable to meet stringent thermal requirements [16].

The concept of microchannel-based cooling was first introduced by Tuckerman and Pease
in 1981, who demonstrated that reducing channel dimensions to the microscale could
dramatically enhance heat dissipation while maintaining low surface temperatures [17].
This pioneering work established microfabricated heat sinks as a viable solution for
advanced thermal management and laid the foundation for extensive research in
microchannel cooling technol ogies.

Since then, continuous developments in microfabrication and thermal engineering have
accelerated the adoption of MCHSs across a wide range of high-heat-flux applications.
Today, they are extensively employed in high-performance computing systems, data-
center servers, power electronic modules, eectric vehicle converters, high-power laser
devices, and aerospace electronics. Owing to their exceptional thermal performance,
compact architecture, and scalability, MCHSs have become a foca point of modern
electronic cooling research [18]. A typical microchannel heat sink cooling system is
schematicaly illustrated in Figure 1.5.
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Figure 1.5: Schematic of the microchannel heat sink cooling system [19]

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



INTRODUCTION Page|7

A typical microchannel heat sink consists of an array of microscale flow passages
fabricated within athermally conductive substrate and integrated into a closed-loop liquid
cooling system. Heat generated by the el ectronic component isfirst conducted through the
solid substrate and subsequently transferred to the coolant flowing within the
microchannels through a conjugate heat transfer (CHT) process involving simultaneous
heat conduction in the solid and forced convectioninthefluid. This conjugate heat transfer
process enables efficient heat extraction from the heated surface, resulting in enhanced
thermal performance and reduced thermal resistance [20].

The heated coolant exiting the microchannel heat sink is continuously circulated through
the cooling loop by a pump and directed toward a heat exchanger, where the absorbed
thermal energy is dissipated to the surrounding environment. The cooled working fluid is
subsequently returned to the microchannel heat sink, thereby establishing a continuous
closed-loop circulation system. Thisintegrated heat removal mechanism enables sustained
temperature regulation under high heat flux conditions, making microchannel heat sinks

highly effective for advanced el ectronic thermal management applications [21].

1.4.1 Classification of Channéls

Channels are commonly classified based on their hydraulic diameter, which serves as a
fundamental parameter for distinguishing flow passage scales and characterizing fluid
flow behavior. Severa classification schemes have been proposed in the literature, among
which those developed by Mehenda e et a. and Kandlikar and Grande are the most widely
recognized. As presented in Table 1.1, flow passages are categorized into conventional
channels, minichannels, microchannels, transitional channels, and nanochannel according
to their hydraulic diameter range. Such classifications provide a standardized framework
for identifying channel scales and facilitate the analysis and comparison of thermal-fluid
transport phenomena across different channel regimes.

Table 1.1: Classification of channels based on hydraulic diameter

Mehendaleet al. [22] Kandlikar and Grande [23]
Microchannels Ipm <Dy < 100 pm Molecular nanochannel <0.1 pm
Mini-channels 100 um< Dy < 1mm Transtional microchannels  0.lum<D;, < 10 pm

Compact Passages 1mm<D,<6mm Microchannels 10 pm < Dy < 200 um
Conventional Passages Dy >6mm Mini-channels 200 um<Dy < 3mm
Conventional passages Dy >3 mm
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1.4.2 Overview of Microchannel Heat Sink Studies

Since the pioneering work of Tuckerman and Pease, microchannel heat sinks have
attracted extensive research attention owing to their exceptional capability for dissipating
high heat fluxes. Early investigations primarily focused on understanding the fundamental
fluid flow and heat transfer behavior within conventional straight microchannels, thereby
establishing the scientific foundation for microchannel-based cooling technologies.

Asillustrated in Figure 1.6, MCHS research can broadly be categorized into convective
heat transfer studies and fluid flow studies. These investigations aim to characterize the
transport phenomena governing microchannel performance and provide essential insights

for the design of efficient cooling systems.
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Figure 1.6: Classification of microchannel heat sink studies [24]

Depending on the scope of investigation, MCHS studies are commonly performed under
constant heat flux or constant wall temperature boundary conditions and may involve
either single-phase or two-phase cooling configurations. Furthermore, fluid flow and heat
transfer analyses are generally conducted in laminar or turbulent flow regimes and may
consider developing or fully developed flow conditions, depending on the application and

operating parameters.

1.4.3 Applications of Microchannel Heat Sinks

The remarkable heat dissipation capability and compact architecture of microchannel heat
sinks have enabled their widespread adoption across numerous high-heat-flux
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applications. Their ability to effectively remove large amounts of heat within confined
spaces makes them particularly suitable for modern electronic and energy systems, where
thermal management plays a crucia role in ensuring performance, reliability, and
operational stability. Table 1.2 summarizes some of the major application areas of

microchannel heat sinks and their associated thermal management requirements.

Table 1.2: Mgor applications of microchannel heat sinks in high-heat-flux thermal

management [25]

Application Area

Thermal Challenge

Roleof MCHS

High-Performance Computing
Systems

Data Centers and Servers

Power Electronics

Electric Vehicles (EVS)

High-Power Laser Systems

Aerospace  and  Avionics

Electronics

High  processor  power
density and hotspot
formation

Large heat generation from
densely packed processors
High thermal loadsin IGBTS,
MOSFETs, and  power
converters

Thermal management of
power converters and battery
systems
Intense  localized  heat
generation

High therma loads under

stringent size and weight

Efficient chip cooling and

temperature regulation

Enhanced thermal management
and energy-efficient operation
Improved heat dissipation and
device reliability

Temperature  control and

performance enhancement

Prevention of thermal
degradation and instability

Lightweight
efficient heat dissipation

cooling  with

limitations

As evident from Table 1.2, microchannel heat sinks have emerged as a versatile cooling
technology across a broad spectrum of electronic, energy, and transportation applications.
Their capability to manage high heat fluxes while maintaining compact system dimensions
has established them as a key enabling technology for next-generation thermal

management systems.

1.4.4 Advantages of Microchannel Heat Sinks

Microchannel heat sinks offer several advantages that have established them as one of the
most promising cooling technologies for high-heat-flux thermal management
applications. The mgor advantages are summarized as follows [ 26]:

e High Heat Removal Capability
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Microchannel heat sinks can dissipate extremely high heat fluxes dueto their enhanced
convective heat transfer characteristics, making them suitable for advanced electronic
cooling applications.

L arge Surface-Area-to-Volume Ratio

The microscale dimensions provide a substantially increased heat transfer area,
facilitating efficient thermal energy exchange between the heated surface and the
coolant.

Low Thermal Resistance

The short heat conduction path and effective fluid-solid interaction enable rapid heat
extraction, resulting in reduced thermal resistance and improved cooling performance.
Compact and Lightweight Configuration

Their small size allows seamless integration into miniaturized electronic devices
without significantly increasing system dimensions or weight.

Enhanced Temperature Control

Efficient heat removal helps maintain lower operating temperatures and suppress
hotspot formation, thereby improving device reliability and performance.

Design Flexibility

Therma performance can be tailored through modifications in channel geometry,
substrate materials, and coolant selection to satisfy specific application requirements.

1.4.5 Challenges and Limitations of Microchannel Heat Sinks

Despite their superior thermal performance, microchannel heat sinks are associated with

several challenges that must be addressed to ensure efficient implementation [27].

High Pressure Drop

The small hydraulic diameter of microchannels results in increased flow resistance,
leading to significant pressure losses and higher pumping power requirements.

Flow Maldistribution

Non-uniform coolant distribution among parallel channels can create localized
hotspots and reduce overall thermal performance.

Manufacturing Complexity

Fabrication of microscae channel structures frequently requires advanced
manufacturing techniques, increasing production cost and process complexity.

Clogging and Fouling Susceptibility
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The narrow flow passages are vulnerabl e to particle deposition, fouling, and blockage,
which may adversely affect long-term performance and reliability.
e Thermal Stressand Reliability I ssues
Large temperature gradients and repeated thermal cycling can induce thermal stresses
within the substrate, potentially affecting structural integrity and service life.
e Coolant Management Requirements
The use of liquid-cooling systems necessitates additional components such as pumps,
and heat exchangers, increasing system complexity and maintenance requirements.
These limitations have motivated extensive research efforts toward the development of
advanced microchannel configurations capable of simultaneously enhancing heat transfer

while minimizing hydraulic penalties.

1.5 Common Substrate Materialsfor Microchannel Heat Sinks

The thermal performance of a microchannel heat sink is influenced not only by its flow
characteristics but also by the properties of the solid substrate through which heat is
conducted before being transferred to the coolant. Consequently, the selection of an
appropriate substrate material playsacrucial rolein determining heat spreading capability,

thermal resistance, structural integrity, and overall cooling effectiveness.

Table 1.3: Commonly used substrate materials in microchannel heat sink fabrication

Substrate Material Thermal Conductivity Major Advantages Key Limitations
Silicon [28] ~130-150 W/mK Excellent compatibility with Brittle nature and
microfabrication processesand  relatively high
high dimensional accuracy fabrication cost
Copper [29] ~380-400 W/mK Outstanding thermal Higher weight and
conductivity and heat susceptibility to
spreading capability corrosion
Aluminum [30] ~200-240 W/mK Lightweight, cost-effective, Lower thermal

corrosion resistant, and easy to  conductivity  than

manufacture copper

A variety of materias have been employed in the fabrication of microchannel heat sinks,
including silicon, copper, aluminum, ceramics, and polymer-based materials. Each
material possesses distinct characteristics in terms of therma conductivity, mechanical
strength, corrosion resistance, manufacturability, weight, and cost. Therefore, the choice
of substrate material is often governed by the specific thermal and operational
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requirements of the intended application. Table 1.3 summarizes the commonly used
substrate materials and their key properties.

1.6 Overview of Heat Transfer Enhancement Techniques

Although microchannel heat sinks offer excellent heat dissipation capability, the
increasing thermal demands of modern high-heat-flux systems have necessitated further
improvements in their thermal-hydraulic performance. Consequently, numerous heat
transfer enhancement techniques have been proposed to augment heat transfer while
mai ntai ning acceptable hydraulic characteristics.

These techniques are broadly categorized into active, passive, and hybrid methods based

on the mechanism employed to augment heat transfer [31].

e Active methods. Active methods require external energy input to enhance heat
transfer performance. The enhancement is typically achieved through mechanisms
such as surface vibration, flow pulsation, electrostatic fields, magnetic fields, or
mechanica mixing. Although these techniques can significantly improve heat transfer,
their practical implementation is often limited by increased system complexity, higher
energy consumption, and additional maintenance requirements [32].

e Passive methods. Passive methods enhance heat transfer without requiring any
external power input. These techniques primarily rely on modifications in channel
geometry, surface features, or coolant characteristics to promote fluid mixing, disrupt
thermal boundary layers, and increase heat transfer rates. Owing to their simplicity,
reliability, low operating cost, and ease of implementation, passive enhancement
techniques have emerged as the most widely adopted approach for improving the
thermal-hydraulic performance of microchannel heat sinks [33].

e Hybrid methods. Hybrid enhancement techniques combine two or more active and/or
passive approaches within a single cooling system to achieve synergistic
improvements in thermal performance. Common examples include the integration of
geometrical modifications, micro-pillars, or porous media with nanofluids. Although
these techniques can provide superior heat transfer enhancement, they are often
associated with increased design complexity and hydraulic penalties [34].

As shown in Table 1.4, a wide range of enhancement techniques have been proposed to

improve the thermal performance of microchannel heat sinks. Among these approaches,

passive enhancement techniques have attracted the greatest research interest owing to their
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simplicity, reliability, and ability to improve heat transfer without external energy input.
Therefore, the following sections focus on the major passive enhancement strategies

employed in microchannel heat sinks.

Table 1.4: Classification of heat transfer enhancement techniques for microchannel heat
sinks[35]

Active Techniques Passive Techniques Hybrid Techniques
Surface & Fluid Vibration Geometry Modification Active-Passive Integration
Flow Pulsation Rough/Treated Surfaces Geometry Modify + Nanofluids
Electrostatic/ Magnetic Field Micro-Pillars/ Pin Fins Micro-Pillars + Nanofluids
Mechanical Agitation Fluid Additives (Nanofluids) Porous Media + Nanofluids
Synthetic Jets Porous Media

Secondary Flow Generators

1.6.1 Geometrical Modification Techniques

Among the various passive enhancement approaches, geometrical modification is one of
the most widely investigated and effective methods for improving the thermal-hydraulic
performance of microchannel heat sinks. By altering the channel configuration, flow
passage characteristics, or cross-sectional area, the fluid flow behavior can be manipul ated
to enhance mixing, disrupt thermal boundary layer development, and improve heat
transfer. These modificationsinfluence the transport mechanisms within the microchannel
and can significantly affect thermal performance and pressure drop characteristics [36].
Over the years, numerous geometrical configurations have been proposed to enhance
cooling effectiveness in microchannel heat sinks. The most commonly investigated
geometries include straight, wavy, serpentine, bifurcated, fractal, and convergent-
divergent channels, asillustrated in Figure 1.7.

Asshownin Figure 1.7, geometrical modifications can be broadly categorized into curved
geometries, branching geometries, and variable-area geometries. These configurations
enhance thermal performance through different mechanisms, including flow
redistribution, boundary layer interruption, secondary flow generation, and increased fluid
mixing [37]. Among the various geometrical configurations proposed in the literature,
convergent-divergent microchannels have attracted considerable attention owing to their
ability to simultaneously improve heat transfer and flow distribution. Consequently,
understanding the underlying enhancement mechanisms associated with geometrical
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modificationsis essential for the development of high-performance microchannel cooling

systems [38].

Conventional Geometry Curved Geometry

Straight Channels Wavy Channels Serpentine Channels

Branching Geometry Variable Area Geometry

5

Bifurcated Channels Fractal Channels Convergent-Divergent Channels

V77

Figure 1.7: Representative geometrical configurations used for heat transfer enhancement
in microchannel heat sinks [37]

1.6.2 Micro-Pillarsas a Passive Heat Transfer Enhancement Technique

Micro-pillars, also referred to as pin fins, have emerged as an effective passive
enhancement technique for improving the thermal performance of microchannel heat
sinks. These structures are strategically integrated within the flow passage to modify the
flow fiddd and intensify fluid-solid interactions. By introducing localized flow
disturbances, micro-pillars enhance fluid mixing, disrupt therma boundary layer
development, and promote the transport of thermal energy from the heated surface to the
coolant [39].

In addition to increasing the available heat transfer surface area, micro-pillars generate
secondary flow structures and localized vortices that improve coolant renewal near the
heated walls. These mechanisms contribute to enhanced convective heat transfer and
improved temperature uniformity throughout the microchannel [40]. Owing to their
effectiveness and ease of integration, micro-pillars have been extensively investigated in
various geometrical configurations (circular, square, diamond, elliptical, and streamlined

shapes) and arrangements to optimize thermal-hydraulic performance [41].
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Degpite their thermal advantages, the insertion of micro-pillars alters the flow resistance
within the channel and may result in an increased pressure drop. Therefore, the design and
arrangement of micro-pillars require careful consideration to achieve an optimal balance

between heat transfer enhancement and hydraulic performance [42].

1.6.3 Nanofluids as a Passive Heat Transfer Enhancement Technique

Nanofluids have emerged as one of the most promising passive enhancement techniques
for improving the thermal performance of microchannel heat sinks. These engineered
fluids are produced by dispersing nanoscal e particles within conventional base fluids such
as water, ethylene glycol, or their mixtures. The concept was first introduced by Choi in
1995 to overcome the inherently low thermal conductivity of conventional coolants and
enhance heat transfer capability in advanced therma management systems [43].

The incorporation of nanoparticles modifies the thermophysical properties of the base
fluid, particularly thermal conductivity, resulting in improved heat transport
characteristics. Furthermore, particle-fluid interactions, Brownian motion, and micro-
scale mixing mechanisms contribute to enhanced convective heat transfer. Consequently,
nanofluids have attracted considerable attention for high-heat-flux cooling applications,
including microchannel heat sinks, advanced electronics, and computing systems [44].
As illustrated in Figure 1.8, working fluids employed in microchannel heat sinks have
evolved from conventional base fluids to advanced nanofluids with increasingly complex
compositions. Based on the type and number of dispersed nanoparticles, nanofluids can
be categorized as mono nanofluids and hybrid nanofluids. While mono nanofluids contain
a single nanoparticle and hybrid nanofluids combine multiple nanoparticles to exploit the
complementary advantages of their individual constituents [45].

The superior cooling capability of nanofluids is attributed to enhanced heat transport
characteristics and improved thermal-hydraulic performance. However, challenges such
as particle agglomeration, long-term stability, increased viscosity, and the associated
pressure-drop penalty continue to influence their practical implementation. Nevertheless,
owing to their significant thermal enhancement potential, hybrid and tri-hybrid nanofluids
have emerged as promising working fluids for next-generation microchannel cooling
systems [46]. As a result, continued research efforts are focused on optimizing
nanoparticle composition and concentration to maximize heat transfer enhancement while

minimizing hydraulic penalties.
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Figure 1.8: Classification of working fluids used in microchannel heat sinks [47]

1.6.4 Porous M edia as a Passive Heat Transfer Enhancement Technique

Porous media have emerged as an effective passive enhancement technique for improving
the thermal performance of microchannel heat sinks. A porous medium consists of a solid
matrix containing interconnected pores through which the coolant can flow. When
integrated into microchannels, porous structures substantially increase the available heat
transfer surface area and strengthen fluid-solid interactions, thereby enhancing thermal
transport within the cooling system [48].

The superior heat transfer characteristics of porous media are primarily attributed to their
large specific surface area and complex flow pathways. As the coolant permeates through
the porous region, fluid mixing is intensified and thermal boundary layer development is
suppressed, resulting in enhanced convective heat transfer and improved temperature
uniformity. Consequently, porous-media-integrated microchannels have attracted
considerable attention for high-heat-flux electronic cooling applications [49].

The thermal-hydraulic performance of porous media is largely governed by structura
parameters such as porosity and permeability. Porosity represents the fraction of void
space available for fluid flow, whereas permeability characterizes the ease with which the
coolant can pass through the porous structure. These parameters strongly influence heat
transfer enhancement, flow distribution, and pressure-drop characteristics, making them
critical considerations in porous media design. Furthermore, an appropriate balance
between porosity and permeability is essential for achieving optimal thermo-hydraulic

performancein practical applications [50].
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Degspite their significant thermal advantages, porous structures introduce additional flow
resistance and may lead to increased pressure losses. Therefore, the successful
implementation of porous media requires a careful balance between heat transfer
augmentation and hydraulic performance. Owing to their remarkable capability for
enhancing thermal transport, porous media continue to be widely explored as apromising

solution for next-generation microchannel cooling systems.

1.7 Optimization Techniquesfor Microchannel Heat Sink Design

The performance of microchannel heat sinks is influenced by numerous interdependent
design parameters, including channel geometry, operating conditions, substrate properties,
and coolant characteristics. Owing to the complex interactions among these variables,
modifications aimed at improving one performance metric often affect others.
Consequently, the design of high-performance microchannel heat sinks requires a
systematic optimization framework capable of identifying optimal trade-offs among
thermal, hydraulic, and thermodynamic performance criteria [51].

Optimization techniques have therefore become indispensable tools for the design and
development of advanced thermal management systems. These approaches enable
efficient exploration of the design space and facilitate the identification of configurations
that simultaneously satisfy multiple performance requirements. Depending on the
underlying methodology, optimization strategies employed in thermal-fluid engineering
can be broadly categorized into conventional mathematical methods, evolutionary
algorithms, surrogate-based approaches, hybrid intelligent optimization frameworks, and
multi-criteria decision-making techniques [52].

As summarized in Table 1.5, optimization methodologies have evolved from traditional
mathematical approaches toward more advanced data-driven and hybrid frameworks
capable of handling highly nonlinear multi-variable problems. While evolutionary
algorithms provide robust global search capabilities, their direct coupling with
computationally intensive numerical simulations often resultsin substantial computational
expense. To overcome this limitation, surrogate-assisted optimization approaches have
gained considerabl e attention by enabling rapid performance prediction while maintaining
acceptable accuracy. These approaches significantly reduce the number of expensive
numerical evaluations, thereby improving computational efficiency and facilitating the

exploration of larger and more complex design spaces [53, 54].
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Table 1.5: Classification of optimization techniques used for microchannel heat sink

design [55]

Optimization Category

Common Techniques

Major Characteristics

Classical Optimization e Gradient-Based Fast convergence but may
Methods converge to local optima
e  Sequentia Quadratic
Programming

Evolutionary Optimization

Genetic Algorithm (GA)
NSGA-II

Particle Swarm

Global

effective for complex multi-

search  capability;

objective optimization

Optimization
Surrogate-Based Optimization e Response Surface Rapid performance prediction
Methodology and reduced computational
e Kriging effort
e ANN
Hybrid Optimization e ANN-GA Combines prediction efficiency
Frameworks e ANN-PSO with  global  optimization
e ANN-NSGA-II capability
Multi-Criteria Decision- e TOPSIS Facilitates selection of the best
Making (MCDM) e AHP compromise  solution  from
e VIKOR Pareto-optimal designs

Among the available surrogate models, Artificial Neural Networks (ANNS) have emerged
as powerful tools for capturing complex nonlinear relationships between design variables
and performance responses. When integrated with the Non-Dominated Sorting Genetic
Algorithm 11 (NSGA-I1), ANN models enable efficient multi-objective optimization and
facilitate the generation of Pareto-optimal solutions. Furthermore, decision-making
techniques such as the Technique for Order Preference by Similarity to Ideal Solution
(TOPSIS) provide a systematic approach for identifying the most suitable compromise
solution from the obtained Pareto front [56, 57].

Consequently, the integration of ANN, NSGA-I1I, and TOPSIS has emerged as a robust
and efficient optimization framework for advanced thermal-fluid systems. This combined
approach offers rapid performance prediction, effective multi-objective optimization, and
rational decision-making, making it particularly suitable for the design and optimization

of high-performance microchannel heat sinks.
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1.8 Fabrication of Microchanndl Heat Sinks

The advancement of microchannel heat sinks has been closely associated with the
development of microfabrication technologies capable of producing microscale flow
passages with high dimensional accuracy. Owing to their small characteristic dimensions
and intricate geometrical features, the fabrication process plays a crucia role in
determining the structura integrity, surface quality, and overall thermal-hydraulic
performance of MCHSs [58, 59].

Early microchannel heat sinks were primarily manufactured using conventional
fabrication techniques such as chemical etching, precision machining, electrical discharge
machining (EDM), and laser micromachining. These methods enabled the production of
avariety of channel geometries and significantly contributed to the widespread adoption
of MCHSs in electronic cooling applications [60]. However, the increasing demand for
compact thermal management systems and enhanced cooling performance has highlighted
the limitations of traditional manufacturing approaches in producing highly complex
internal structures.

Recent advances in manufacturing technologies have led to the emergence of additive
manufacturing (AM) as a promising alternative for the fabrication of next-generation
microchannel heat sinks. Unlike conventional subtractive processes, AM enables the
layer-by-layer construction of components directly from computer-aided design (CAD)
models, offering unprecedented design freedom and geometric flexibility. This capability
facilitates the fabrication of intricate microchannel architectures and integrated thermal
management structures that are difficult to achieve by traditional techniques [61, 62].
Among various additive manufacturing approaches, Direct Metal Laser Sintering (DMLS)
has attracted significant attention owing to its ability to fabricate complex metallic
microchannel configurations with high precision. Other techniques, including
stereolithography (SLA) and LCD-based photopolymerization, have also been explored
for the development of micro-scale thermal management devices and rapid prototyping
applications [63-65]. Consequently, modern fabrication technologies have expanded the
design possibilities of microchannel heat sinks and accelerated the development of

advanced cooling solutions for high-heat-flux electronic systems.

1.9 Objectivesand Perfor mance Requirementsof Advanced Microchannel Heat Sink
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The design of advanced microchannel heat sinks is driven by the need to satisfy multiple
thermal, hydraulic, and thermodynamic performance requirements simultaneously. The
primary objective is to maximize heat removal capability while maintaining a low and
uniform substrate temperature, thereby mitigating hotspot formation and enhancing the
reliability of electronic components. Effective coolant distribution throughout the
microchannel network is equally important to ensure uniform cooling and prevent
localized thermal degradation.

From a hydraulic perspective, pressure drop should be minimized to reduce pumping
power consumption and improve overall system efficiency. In addition, thermodynamic
considerations such as minimizing entropy generation and maximizing exergy efficiency
have become increasingly important for the development of sustainable and energy-
efficient thermal management systems. Consequently, the design of advanced
microchannel heat sinks requires a careful balance between heat transfer enhancement,
flow resistance, temperature uniformity, and thermodynamic performance, particularly in
high-heat-flux electronic cooling applications.

The discussions presented in this chapter highlight the growing importance of advanced
microchannel heat sinks for addressing the escalating thermal challenges associated with
modern high-performance electronic systems. Although substantial progress has been
achieved through developmentsin channel geometries, passive heat transfer enhancement
techniques, optimization methodologies, and advanced fabrication technologies,
achieving adesirable balance between heat transfer enhancement, hydraulic performance,
temperature uniformity, and thermodynamic efficiency remains a significant challenge.
Consequently, the development of innovative microchannel configurations and systematic
optimization strategies continues to attract considerable research interest. To identify
existing knowledge gaps and establish the foundation for the present investigation, a

comprehensive review of the relevant literature is presented in the following chapter.
1.10 Organization of the Thesis

The thesis is organized into seven chapters, each addressing a specific aspect of the
research.

Chapter 1: Introduction presents the background and motivation for advanced thermal
management systems, with particular emphasis on microchannel heat sinks. The chapter

discusses the thermal challenges associated with modern electronic devices, the
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fundamentals of microchannel cooling, heat transfer enhancement techniques,
optimization approaches, fabrication methods, and the performance requirements of
advanced microchannel heat sinks.

Chapter 2: Literature Review provides acomprehensive review of the existing literature
related to microchannel heat sinks, convergent-divergent channel configurations, porous
media, nanofluids, and thermal-hydraulic performance enhancement techniques. The
chapter critically analyzes previous studies, identifies existing research gaps, and
establishes the objectives of the present investigation.

Chapter 3: Research Methodology describes the computational framework adopted in
this study. The chapter presents the geometrical modeling of the microchannel heat sink,
governing equations, boundary conditions, numerical procedures, grid independence
analysis, validation methodology, and performance parameters employed for thermal -
hydraulic evaluation.

Chapter 4: Optimization Techniques and Selection Framework presents the
surrogate-assisted optimization methodology employed in the present work. The chapter
discusses the development of Artificial Neural Network (ANN) models, multi-objective
optimization using the Non-Dominated Sorting Genetic Algorithm 11 (NSGA-I11), and the
application of the Technique for Order Preference by Similarity to Ideal Solution
(TOPSIS) for selecting the optimal design from the Pareto-optimal solutions.

Chapter 5: Results and Discussion presents a detailed analysis of the thermal-hydraulic
and thermodynami ¢ performance of the proposed convergent-divergent microchannel heat
sink configurations. The effects of design parameters, porous media, and tri-hybrid
nanofluids are systematically investigated. Furthermore, the optimization results and the
characteristics of the optimal configurations are critically discussed.

Chapter 6: Conclusions summarizes the major findings, contributions, and outcomes of
the research. The chapter highlights the significance of the proposed enhancement and
optimization strategies for advanced thermal management applications.

Chapter 7: Limitations and Future Scope discusses the limitations of the present study
and provides recommendations for future research directions aimed at further improving
the performance of advanced microchannel heat sink systems.

The thesis concludes with alist of references and appendices containing supplementary

information, computational details, and supporting data relevant to the study.
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CHAPTER 2

LITERATURE REVIEW

The continuous pursuit of higher computational capability, increased integration density,
and enhanced functionality in modern electronic systems has intensified the challenges
associated with thermal management. Although microchannel heat sinks (MCHS) have
established themselves as one of the most effective cooling technologies for high-heat-
flux applications, the ever-increasing therma demands of next-generation electronic
devices continue to drive the need for further performance enhancement. Consequently,
extensive research efforts have been devoted to overcoming the inherent limitations of
conventional microchannel  configurations, including therma boundary layer
development, flow maldistribution, excessive pressure losses, and thermodynamic
irreversibilities.

To address these challenges, researchers have explored a broad spectrum of enhancement
strategies aimed at improving the thermo-hydraulic and thermodynamic performance of
microchanne heat sinks. The resulting body of literature has progressively evolved from
conventional channel design modifications toward more sophisticated passive
enhancement techniques involving micro-scale flow-disrupting structures, advanced
working fluids, porous materials, and intelligent optimization frameworks. These
developments have significantly expanded the design possibilities of microchannel
cooling systems and have contributed to substantial improvements in cooling capability,
temperature uniformity, energy utilization, and overall thermal performance.

Among the various enhancement approaches reported in the literature, passive techniques
have received particular attention because of their simplicity, reliability, and ability to
improve heat transfer without external energy input. Geometrical modifications have been
widely employed to ater flow structures, generate secondary flows, and periodically
interrupt thermal boundary layer growth. Similarly, micro-pillars and pin-fin structures
have been introduced to intensify fluid mixing and increase fluid-solid interaction, while
nanofluids and hybrid nanofluids have emerged as promising working fluids owing to

their superior thermophysical properties. Furthermore, porous media have demonstrated
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considerable potentia for thermal enhancement through their large specific surface area
and improved heat exchange characteristics. Parallel to these developments, advances in
computational intelligence, machine learning, and multi-objective optimization
techniques have enabled the systematic exploration of complex design spaces and the
identification of optimal configurations capable of balancing competing performance
objectives.

Despite the remarkable progress achieved in this field, the enhancement of thermal
performance is frequently accompanied by undesirable hydraulic and thermodynamic
penalties, including increased pressure drop, higher pumping power requirements, and
elevated entropy generation. Consequently, achieving an optimal balance between heat
transfer augmentation and flow resistance remains one of the most significant challenges
in the design of advanced microchannel heat sinks. Moreover, the coupled effects of
channel geometry, passive enhancement structures, advanced working fluids, porous
media, and optimization methodol ogies remain an active area of research, particularly for
high-heat-flux electronic cooling applications where thermal efficiency and energy
utilization are equally important.

Therefore, a comprehensive and critical assessment of the existing literature is essential
to establish the current state of knowledge, evauate the effectiveness of various
enhancement strategies, identify unresolved challenges, and reveal the research gaps that
motivate the present investigation. Accordingly, this chapter presents a detailed review of
the published literature related to microchannel heat sinks, with particular emphasis on
heat transfer enhancement through geometrical modifications, passive enhancement
techniques involving micro-pillars, hybrid nanofluids, and porous media, modern
optimization methodologies, as well as fabrication techniques employed for improving

thermo-hydraulic and thermodynamic performance.

2.1 Heat Transfer Enhancement through Design M odifications

Microchannel geometry plays a decisive role in governing fluid flow behavior, thermal
boundary layer development, pressure drop characteristics, and overall heat transfer
performance. Consequently, numerous geometrical modifications have been proposed to
improve the thermo-hydraulic performance of microchannel heat sinks. These
modifications enhance heat transfer through mechanisms such as flow acceleration and

deceleration, secondary flow generation, boundary layer interruption, fluid redistribution,
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and enhanced fluid mixing. The earliest investigations primarily focused on simple
straight microchannels with rectangular and circular cross-sections, which served as
benchmark configurations for evaluating thermal and hydraulic performance. However,
the limitations associated with boundary layer growth and restricted fluid mixing in these
conventional geometries motivated the development of advanced channel designs. As a
result, awide variety of modified geometries, including zigzag, bifurcated, wavy, fractal,
ribbed, cavity-assisted, and converging-diverging microchannels, have been extensively
investigated to achieve superior heat transfer performance while maintaining acceptable
hydraulic characteristics.

Straight microchannel heat sinks (MCHSs) have been widely adopted as baseline cooling
configurations due to their ssmple geometry, ease of fabrication, and predictable flow
characteristics. Nevertheless, the streamlined nature of the flow promotes continuous
therma boundary layer development, resulting in a gradua decline in heat transfer
performance along the channel length. Ganesh et al. [66] reported that the progressive
growth of the thermal boundary layer in conventional straight microchannels significantly
limits heat transfer enhancement, thereby motivating the development of advanced
geometrical configurations capable of improving fluid mixing and periodically disturbing
the boundary layer.

Ali et al. [67] numerically investigated the thermal performance of a circular
microchannel heat sink and reported that the circular geometry provides a relatively
uniform flow distribution and lower hydraulic resistance owing to the absence of sharp
corners. However, the predominantly streamlined flow within the channel promotes
continuous thermal boundary layer development, limiting fluid mixing and consequently
restricting heat transfer enhancement.

Javed et al. [68] employed atwo-phase numerical model to examine nanofluid transport
in wavy microchannels and highlighted the limitations of homogeneous single-phase
approaches in predicting thermal performance. Their results demonstrated that
nanoparticle migration leads to non-uniform concentration distributions, which
significantly affect heat transfer behavior. The study further showed that higher
nanoparticle volume fractions and smaller particle diameters improve therma
performance, while the synergistic effect of nanofluids and wavy channel geometry
resulted in nearly a threefold enhancement in Nusselt number relative to water flowing

through straight microchannels.
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Peng et al. [69] designed and experimentally eval uated a zigzag-serpentine microchannel
heat sink to investigate the influence of channel incidence angle on thermo-hydraulic
performance. The results indicated that reducing the zigzag angle enhanced flow
characteristics and reduced thermal resistance, with the 30° configuration exhibiting the
best overal thermo-hydraulic performance. In contrast, the 45° configuration provided
superior temperature uniformity. The authors also reported that the integration of
serpentine passages improved hydraulic performance relative to conventional straight-
channel designs.

Fadi et al. [70] numerically investigated the thermo-hydraulic performance of zigzag
microchannel heat sinks over a Reynolds number range of 250-1500. The periodic
changes in flow direction generated flow disturbances and enhanced fluid mixing,
resulting in a significant reduction in thermal resistance. The study reported a 26-51%
decrease in thermal resistance compared to conventional straight microchannels.
Nevertheless, the improved therma performance was accompanied by a 40-120%
increase in pumping power due to the higher flow resistance associated with the zigzag
configuration.

Rodrigo et al. [71] numerically investigated the thermo-hydraulic performance of a
fractal microchannel heat exchanger integrated with sinusoidal channel walls under
laminar flow conditions. The study examined the effects of wave amplitude and the
number of sinusoidal waves on heat transfer and flow characteristics. Their results
indicated that increasing the Reynolds number, wave amplitude, and number of waves
improved heat transfer performance by enhancing fluid mixing, athough at the expense
of higher pumping power. Moreover, bifurcated fractal configurations exhibited lower
power consumption than non-bifurcated channels, demonstrating that the combination of
fractal branching and sinusoidal geometries can effectively balance heat transfer
enhancement and hydraulic performance.

Lu et al. [72] investigated the thermal performance of fractal-shaped microchannel heat
sinkswith different branching levels. The branching architecture was designed to improve
coolant distribution and increase the effective heat transfer area. The results indicated that
increasing the branching level significantly reduced both the average temperature and
peak temperature of the heat sink. The study demonstrated the potential of biomimetic

fractal geometries for achieving enhanced temperature control and thermal uniformity.
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Fathi et al. [73] numerically examined bifurcated divergent microchannel heat sinks
incorporating bifurcation plates of constant cross-section, variable width, and variable
height to evaluate their thermo-hydraulic characteristics. Their results revealed that
bifurcated divergent configurations produce lower pressure drop penalties than
conventional parallel microchannels while maintaining competitive heat transfer
performance. Based on the performance index, the bifurcated divergent designs
outperformed parallel microchannels, with variable-height bifurcation plates providing
the highest overall thermo-hydraulic performance. The study highlighted the potential of
combining channel divergence and flow bifurcation to improve cooling efficiency in
microchannel heat sinks.

Farzaneh et al. [74] analyzed bifurcating microchannel heat sinks with and without
reverting loops to assess the influence of branching on thermo-hydraulic performance.
Their findings showed that increasing the number of branches improved coolant
distribution and reduced thermal resistance throughout the heat sink. Compared with non-
bifurcated configurations, one- and two-branch reverting microchannels reduced the
maximum dimensionless temperature by approximately 10% and 20%, respectively. In
addition, pressure drop decreased by nearly 25% and 30%, highlighting the effectiveness
of bifurcation in simultaneously improving thermal and hydraulic performance.

Wang et al. [75] numerically investigated a microchannel heat sink incorporating various
cavity geometries and straight rib structures to enhance thermo-hydraulic performance.
The effects of cavity dimensions, rib configurations, and Reynolds number on the Nusselt
number, friction factor, and thermal enhancement efficiency were systematically
evaluated. Using an artificial neural network coupled with a multi-objective genetic
algorithm, the authors identified an optimal design featuring rectangular-rounded straight
ribs, which exhibited the best overall performance with an average thermal enhancement
efficiency approximately 9.7% higher than that of the non-ribbed configuration. The study
highlighted the effectiveness of combining cavity and rib structures with optimization
techniques for improving microchannel heat sink performance.

Zhu et al. [76] proposed a novel microchannel heat sink incorporating periodic gradual
expansions and sudden contractions using backward trapezoidal grooves. The geometrical
maodification was intended to periodically disturb the thermal boundary layer and promote
fluid mixing within the channel. Their results revealed a substantial enhancement in heat

transfer performance, with the Nusselt number increasing by as much as 2.23 times that

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



LITERATURE REVIEW Page|27

of asmooth microchannel. However, the enhanced thermal performance was accompani ed
by increased pressure losses and viscous resistance. The optimum performance was
achieved at a groove angle of 15° and a Reynolds number of 442.

Shi et al. [77] optimized the geometrical parameters of a microchannel heat sink
incorporating secondary flow channels with the objective of simultaneously reducing
thermal resistance and pumping power. A comprehensive parametric investigation was
performed to evaluate the influence of different design variables on thermo-hydraulic
performance. The authors reported that the width ratio (o) was the most influential
parameter, resulting in reductions of up to 28.7% in thermal resistance and 22.9% in
pumping power compared with conventional microchannel designs. The study highlighted
the effectiveness of secondary flow passages in improving overall cooling performance
while maintaining hydraulic efficiency.

Kuppusamy et al. [78] developed a microchannel heat sink incorporating alternating
slanted passages between adjacent channels to improve fluid communication and disrupt
boundary layer development. The introduced passages promoted flow redistribution and
intensified mixing between neighboring channels. As a result, the overal thermal
performance increased by approximately 146%, while thermal resistance decreased by
76.8% compared with a conventional microchannel heat sink. The study demonstrated the
effectiveness of inter-channel flow interaction as a passive heat transfer enhancement
strategy.

Liu et al. [79] examined arectangular microchannel heat sink integrated with longitudinal
vortex generators (LVGSs) to enhance heat transfer through vortex-induced mixing. The
generated vortical structures continuously disrupted the thermal boundary layer and
improved near-wall fluid transport. Their results showed that heat transfer increased by 9-
21% under laminar flow conditions and by 39-90% under turbulent flow conditions.
However, these benefits were achieved at the expense of higher pressure losses, with
pressure drop increases ranging from 34-83% in laminar flow and 61-169% in turbulent
flow.

Duryodhan et al. [80] investigated the cooling performance of converging and diverging
microchannel heat sinks to evaluate the influence of channel geometry on thermo-
hydraulic characteristics. The study compared the flow and heat transfer behavior of
variable-area microchannels with conventional straight channels. Their results

demonstrated that converging microchannels provide superior heat transfer performance,
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achieving nearly 35% higher heat transfer rates than diverging configurations. This
enhancement was primarily attributed to favorable flow acceleration and improved
conjugate heat transfer effects, which strengthened thermal transport between the solid
substrate and the cool ant.

Tahir and Yilmaz [81] numerically investigated a converging-diverging microchannel
operating within a Reynolds number range of 100-600. The periodic variation in channel
cross-section caused repeated flow acceleration and decel eration, resulting in continuous
disruption and redevelopment of the thermal boundary layer. This mechanism
significantly enhanced convective heat transfer, leading to Nusselt number improvements
of up to 400% compared with a conventional paralel channel. The study confirmed the
strong potential of converging-diverging geometries for high-performance thermal
management applications.

Kumar et al. [82] investigated a converging-diverging microchannel heat sink with the
objective of enhancing thermal performance while minimizing thermodynamic |osses.
The study evaluated both heat transfer and entropy generation characteristics and
employed a TOPSIS-based optimization framework to identify the optimal design. The
baseline converging-diverging configuration improved heat transfer by 40.6% but aso
increased entropy generation by 108.8%. However, the optimized design achieved a
70.3% reduction in entropy generation with only a 14.6% sacrifice in heat transfer
performance, resulting in superior overall thermal and exergetic efficiency.

Overal, the reviewed studies demonstrate that geometric modification is an effective
strategy for enhancing the thermo-hydraulic performance of microchannel heat sinks
through improved fluid mixing, boundary-layer disruption, flow redistribution, and
secondary-flow generation. Among the various geometric modifications, converging-
diverging microchannels have emerged as one of the most promising configurations due
to their capability to periodically redevel op the thermal boundary layer while maintaining
arelatively smple geometry. However, despite their significant heat transfer enhancement
potential, challenges associated with increased pressure drop and thermodynamic losses
continue to motivate further investigation and optimization of converging-diverging

microchannel heat sinks.
2.2 Passive Heat Transfer Enhancement Techniquesfor Microchannel Heat Sinks

2.2.1 Micro-Pillar-Assisted Microchannel Heat Sinks
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Micro-pillars have emerged as an effective passive heat transfer enhancement technique
in microchannel heat sinks owing to their ability to increase the heat transfer surface area,
disrupt thermal boundary layer development, and promote fluid mixing. The presence of
micro-pillars within the flow passage generates local flow disturbances and secondary
vortical structures, which enhance fluid-solid interaction and improve convective hest
transfer. However, the associated enhancement in therma performance is often
accompanied by an increase in flow resistance, making pillar geometry and arrangement
critical design parameters.

Wang et al. [83] numerically investigated the thermo-hydraulic performance of
microchannels incorporating triangular, circular, and diamond-shaped pillar geometries.
The study demonstrated that the introduction of micro-pillars significantly improves fluid
mixing and thermal transport, resulting in nearly a twofold increase in the heat transfer
coefficient compared with conventional microchannels. Among the investigated
geometries, triangular pillars exhibited the best therma performance, achieving the
highest Nusselt number owing to their stronger flow disturbance and enhanced boundary
layer disruption. The results highlighted the significant influence of pillar geometry on
microchannel heat transfer enhancement.

Rajalingam and Chakraborty [84] numerically examined microchannel heat sinks
integrated with circular, aerofoil, and elliptical micro-pillarsto evaluate the effect of pillar
shape on cooling performance. Their findings reveded that the dliptical pillar
configuration maintained the lowest interface temperature among all the cases considered,
indicating superior thermal performance. The streamlined profile of the éliptical pillars
facilitated effective heat transfer while mitigating excessive hydraulic losses,
demonstrating the importance of geometric optimization in micro-pillar-based
microchannel heat sinks.

Kumar et al. [85] investigated the influence of airfoil-shaped pillars in a jet-impinged
microchannel heat sink operating at Reynolds numbers up to 2000. The study focused on
the effect of pillar aspect ratio on thermal performance and reported that increasing the
height-to-diameter ratio substantially improved cooling effectiveness. The optimized
configuration reduced the base temperature by approximately 44%, increased the
convective heat transfer coefficient by nearly 24%, and enhanced the Nusselt number by
about 16%. These findings confirmed the strong dependence of thermo-hydraulic

performance on pillar geometry and dimensional characteristics.
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Ci et al. [86] numerically investigated microchannel heat sinks equipped with diamond,
airfoil, and cylindrical pin-fin geometries under extremely high heat flux conditions
ranging from 4000 to 8000 W/cm?2. The presence of pin-fins generated strong secondary
flow structures and intensified fluid mixing, leading to substantial improvements in heat
transfer performance. Among the investigated configurations, the optimized design
achieved a heat dissipation capability of 7300 W/cm?, a heat transfer coefficient of 661.6
kW/mz-K, and a remarkably low thermal resistance of 0.0059 K-cm?ZW. These results
demonstrated the effectiveness of pin-fin-assisted microchannels for next-generation
ultra-high heat flux thermal management systems.

Chenyang et al. [87] numerically analyzed conjugate heat transfer in an elliptica pin-fin
microchannel heat sink to evaluate the influence of geometric parameters on thermo-
hydraulic performance. Their findings showed that flow velocity and fin transverse width
significantly affect heat transfer enhancement and pressure losses. The study further
established empirical correlations for Nusselt number and friction factor, providing useful
guidelines for the design of optimized elliptical pin-fin microchannel heat sinks.

Justina et al. [88] examined the flow and thermal characteristics of inline and staggered
pin-fin microchannel arrays. The study revealed that pin diameter and fin spacing play
dominant roles in governing vortex formation, flow stability, and pressure loss
characteristics. Their results indicated that staggered arrangements with appropriately
selected pin dimensions can effectively reduce pressure losses while maintaining
favorable thermal performance.

Wang et al. [89] numerically investigated pillar-embedded microchannel heat sinks and
reported that pillar height is acritical design parameter influencing the trade-off between
heat transfer enhancement and hydraulic resistance. By modifying local flow acceleration
and therma boundary layer thickness, the pillars significantly improved cooling
performance. The study identified an optimum pillar height of approximately 260 um,
which minimized chip temperature without introducing excessive pressure drop.

Jatau et al. [90] numerically studied a microchannel heat sink incorporating centrally
arranged square pin-fins for thermal management of high-concentration photovoltaic
systems. Theinvestigation reveal ed that both pin-fin density and coolant flow rate strongly
affect cell temperature, temperature uniformity, and net electrical output. The authors
identified an optimal pin-fin configuration that provided effective cooling while avoiding

EXCessiVe pumping power requirements.
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Yifan et al. [91] examined porous pin-fin heat sinksfor liquid cooling of high-power data-
center processors. Their results showed that a sparse-to-dense pin-fin arrangement
enhances heat transfer while simultaneously reducing flow resistance and pumping power
consumption. The optimized configuration reduced chip temperature by 13.4°C and
significantly lowered entropy generation, demonstrating the suitability of porous pin-fin
structures for next-generation electronic cooling systems.

Zhang et al. [92] experimentally investigated a fractal-distributed jet microchannel heat
sink integrated with micro pin-fins under heat fluxes ranging from 200 to 400 W/cm2. The
incorporation of pin-fins improved coolant distribution and reduced flow maldistribution
within the fractal network, thereby enhancing temperature uniformity across the heated
surface. The study further demonstrated that optimizing the pin-fin height effectively
suppressed hotspot formation under non-uniform heating conditions, making the proposed
design particularly suitable for high-power electronic cooling applications.

Fadi et al. [93] numerically investigated straight microchannel heat sinks equipped with
sguare sidewall fins to evaluate the influence of fin dimensions and channel geometry on
thermo-hydraulic performance. The study demonstrated that fin size, fin spacing, and
channel dimensions strongly affect the balance between thermal resistance and pumping
power. Using afigure-of-merit analysis, the authorsidentified intermediate fin dimensions
as the most effective configuration for achieving enhanced overall performance.

Husain et al. [94] proposed ahybrid microchannel heat sink integrating micro-pillarswith
jet impingement cooling to exploit the synergistic interaction between impinging jets and
pillar-induced flow disturbances. The study demonstrated substantial improvements in
heat transfer performance compared with conventional microchannel designs. Moreover,
optimal jet spacing and stand-off ratios were identified to simultaneously minimize
thermal resistance and pumping power.

Farzad et al. [95] experimentally investigated bubble dynamics in a microchannel
containing a 150 um micro-pillar to understand the influence of pillar geometry on two-
phase flow behavior. Using high-speed visualization and micro-particle image
velocimetry, the authors identified distinct flow regimes, including discrete bubbles,
attached ligaments, and transitional flow patterns. The study reveaed that slit angle and
liquid-gas flow rates strongly influence bubble formation and transport mechanisms,
providing valuable insights into the design of pillar-assisted microchannels for boiling

heat transfer applications.
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Chen et al. [96] explored mixed pillar-cavity microchannel structures under flow boiling
conditions to investigate the combined influence of cavities and pillars on phase-change
heat transfer. The authors reported that cavities promoted bubble nucleation, while the
micro-pillars suppressed vapor film formation and facilitated liquid rewetting of the
heated surface. This synergistic interaction significantly enhanced boiling heat transfer
performance and improved thermal stability. Furthermore, the thermal enhancement was
found to be strongly dependent on pillar height and cavity depth, emphasizing the need
for careful geometric optimization.

Jin et al. [97] optimized pin-fin geometries in a hybrid microchannel heat sink designed
for hotspot mitigation. Through a multi-objective optimization framework and TOPSIS-
based decision-making approach, the authors identified an optimal pin-fin configuration
that effectively enhanced local boundary layer disruption while preserving smooth flow
characteristics. The optimized design reduced thermal resistance by 16.5% and pumping
power by 62.9% compared with conventional configurations.

Zhou et al. [98] introduced butterflyfish-inspired biomimetic micro-pillars for
microchannel heat sinks and investigated their thermo-hydraulic characteristics. Inspired
by natural flow-control mechanisms, the proposed pillar geometry enhanced fluid mixing
while reducing flow resistance. Compared with conventional solid pillars, the biomimetic
design improved the Nusselt number by up to 16.5% and reduced pressure drop by 16.7%,
demonstrating the effectiveness of nature-inspired geometries for advanced thermal
management applications.

Collectively, the available literature indicates that micro-pillars and pin-fin structures
substantially improve the thermal performance of microchannel heat sinks by enhancing
fluid mixing, increasing heat transfer surface area, and disrupting thermal boundary layer
growth. Nevertheless, the associated increase in flow resistance necessitates careful
optimization of pillar geometry, size, arrangement, and operating conditionsto achieve an
optimal balance between heat transfer enhancement and hydraulic performance.

2.2.2 Hybrid Nanofluidsin Microchannel Heat Sinks

Hybrid nanofluids have emerged as a promising class of advanced working fluids for
microchannel heat sinks owing to their ability to combine the favorable thermophysical
properties of multiple nanoparticles. By utilizing two or more nanoparticle species within

a single base fluid, hybrid nanofluids can simultaneously enhance thermal conductivity,
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convective heat transfer, and energy efficiency beyond the capabilities of conventiona
mono-nanofluids. Consequently, extensive research efforts have been directed toward
evauating their thermo-hydraulic and thermodynamic performance in microchannel
cooling applications.

Krishna et al. [99] investigated the performance of a water-based MWCNT-CuO hybrid
nanofluid with nanoparticle concentrations ranging from 1% to 3%. Their results
demonstrated that the hybrid nanofluid outperformed the corresponding mono-nanofluids,
achieving a maximum Nusselt number enhancement of approximately 4.68% compared
to CuO/water and 12.64% compared to MWCNT/water at a concentration of 3%.
Moreover, the thermal enhancement was achieved with only a marginal increase in
pressure drop, indicating the potential of hybrid nanofluids for efficient heat transfer
augmentation.

Zhai et al. [100] examined the thermo-hydraulic and thermodynamic characteristics of an
Al20s-TiOz/water hybrid nanofluid in a microchannel heat sink. The study revealed that
the addition of hybrid nanoparticles significantly improved thermal performance, resulting
in a 23.53% increase in the Nusselt number and a 9.73% reduction in pressure drop.
Furthermore, the optimized configuration reduced system irreversibility by nearly 64%
while achieving an exergy efficiency of approximately 88%, highlighting the advantages
of hybrid nanofluids from both thermal and thermodynamic perspectives.

Qu et al. [101] investigated a microchannel heat sink utilizing FesO4/graphene-water
hybrid nanofluids with nanoparticle concentrations ranging from 0.1% to 0.5%.
Employing a multi-objective particle swarm optimization (MOPSO) framework, the
authors demonstrated that appropriate selection of nanoparticle concentration and
operating conditions can simultaneously reduce thermal resistance and pressure drop. The
study highlighted the potential of optimization-driven hybrid nanofluid design to
overcome the conventional trade-off between heat transfer enhancement and hydraulic
performance.

Zhang et al. [102] employed machine-learning-based multi-objective optimization
techniques to evaluate the performance of various hybrid nanofluids in microchannel
cooling systems. Their results indicated that optimal thermo-hydraulic performance is
generally achieved at nanoparticle volume fractions exceeding 1.5% and operating
temperatures between 40°C and 50°C. Among the investigated nanofluids, the CeO2/ZnO-
MWCNT hybrid nanofluid exhibited the most favorable overal performance,
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demonstrating the effectiveness of combining advanced nanomaterials with intelligent
optimization approaches.

Tang et al. [103] investigated a jet-impingement microchannel heat sink using Cu-
AlOz/water hybrid nanofluids with nanoparticle concentrations up to 2%. The
incorporation of hybrid nanoparticles significantly improved thermal performance,
reducing thermal resistance by 23.4% and lowering surface temperature by approximately
8.1 K. However, the enhanced cooling capability was accompanied by a considerable
increase in pumping power, which varied from 0.22 W to 2.1 W with increasing Reynolds
number and nanoparticle concentration. The study emphasized the importance of
balancing therma enhancement against hydraulic penalties in hybrid nanofluid
applications.

Chu et al. [104] numerically investigated the thermo-hydraulic performance of AIN-
Al>Os/water hybrid nanofluids in circular microchannel heat sinks. Their results showed
that increasing nanoparticle concentration enhanced heat transfer performance owing to
improved thermal conductivity; however, the enhancement was accompanied by higher
frictional losses. The study highlighted the inherent trade-off between thermal
augmentation and hydraulic resistance in hybrid nanofluid-based cooling systems.
Ghachem et al. [105] examined hybrid nanofluid flow in a cross-flow micro heat
exchanger and evaluated the influence of nanoparticle concentration and flow conditions
on thermal efficiency. The authors reported that thermal performance improved with
increasing nanoparticle loading, particularly at higher flow velocities. Nevertheless, the
effectiveness of the hybrid nanofluid was found to be strongly dependent on both
geometric and operating parameters, emphasizing the importance of system-level
optimization.

Tang et al. [106] performed multi-objective optimization of a hybrid nanofluid jet-
impingement microchannel heat sink using an integrated ANN-NSGA-II-TOPSIS
framework. Their optimized design achieved a substantial enhancement in heat transfer
performance, with the Nusselt number increasing by nearly 48.7% while significantly
improving temperature uniformity. Although the optimized configuration exhibited higher
frictional losses, the study demonstrated the effectiveness of machine-learning-assisted
optimization for advanced nanofluid cooling systems.

Mohammad et al. [107] numerically investigated a ribbed microchannel heat sink
employing graphene oxide-cobalt oxide/water hybrid nanofluids. The combined effect of
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rib-induced flow disturbance and enhanced thermophysical properties of the hybrid
nanofluid resulted in improved convective heat transfer and temperature uniformity. The
authors reported a notable reduction in thermal resistance with only a moderate increase
in pressure drop, demonstrating the synergistic benefits of geometric modification and
hybrid nanofluids.

Zahid et al. [108] evaluated heat sink configurations integrated with aumina
nanoparticle-enhanced phase change materials for passive therma management
applications. Their results indicated that the incorporation of nanoparticles significantly
reduced peak operating temperatures and extended the effective cooling duration. The
study demonstrated the potential of nanoparticle-enhanced thermal storage materials for
improving temperature regulation in high-power electronic systems.

Arshad et al. [109] experimentally compared the performance of circular and rectangul ar
micro pin-fin heat sinks operating with mono and hybrid nanofluids. The rectangular
configuration exhibited superior thermo-hydraulic performance owing to improved flow
distribution and heat transfer characteristics. Among the tested working fluids, graphene
nanoplatelet-based nanofluids provided the highest therma enhancement and
performance evauation criterion, confirming their suitability for advanced micro-scale
cooling applications.

M aatki et al. [110] numerically analyzed the flow and heat transfer behavior of Al.O3-Cu
hybrid nanofluids in a baffled microchannel heat sink. The study revealed that increasing
nanoparticle concentration and Reynolds number improved heat transfer performance by
intensifying fluid mixing and thermal transport. Their findings confirmed the effectiveness
of combining hybrid nanofluids with flow-disrupting geometrical features for enhanced
thermal management.

Alizadeh et al. [111] investigated the combined influence of twisted turbulator and hybrid
nanofluids on the thermo-hydraulic performance of a heat exchanger. The incorporation
of hybrid nanoparticles significantly increased the Nusselt number and improved exergy
efficiency, athough higher pressure losses were observed. The results demonstrated that
hybrid nanofluids can effectively enhance both thermal and thermodynamic performance
when employed in conjunction with turbulence-promoting structures.

Rajaee et al. [112] examined the application of hybrid nanofluids in microchannel heat
sinks for photovoltaic-thermal cooling systems. Their study reported improvements in

thermal regulation, exergy efficiency, and electrica performance compared with
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conventional water-based cooling. The findings highlighted the potentia of hybrid
nanofluids for integrated thermal management and energy conversion applications.
Khaleduzzaman et al. [113] experimentally investigated Al>Os-water nanofluids in a
rectangular minichannel heat sink and evaluated both energetic and exergetic
performance. The study reveal ed that increasing nanoparticle concentration enhanced heat
transfer effectiveness and exergy efficiency, indicating the capability of nanoparticle-
enhanced coolants to improve overall system performance.

Ren et al. [114] numerically studied a tree-root-inspired sinusoidal cold plate employing
nanofluids for lithium-ion battery thermal management. The biomimetic flow architecture
improved coolant distribution and heat dissipation relative to conventional channel
designs. Optimization of nanoparticle concentration further enhanced thermal
performance while maintaining acceptable hydraulic characteristics, demonstrating the
benefits of integrating advanced geometries with nanofluid cooling.

Arshad et al. [115] numerically investigated mono and hybrid nanofluids in a staggered
micro pin-fin heat sink subjected to constant heat flux conditions. Their results showed
that graphene nanoplatel et-based nanofluids delivered the best overall thermo-hydraulic
performance, with significant improvements in heat transfer coefficient, performance
evaluation criterion, and therma resistance. The study emphasized the combined
influence of pin-fin arrangements and nanofluid properties on cooling effectiveness.
Mohammadi et al. [116] analyzed laminar nanofluid flow in circular tubes under dlip-
flow conditions using Al-Oz and SiO> nanoparticles dispersed in HFE7000. The authors
reported that slip boundary conditions reduced pressure losses while simultaneously
improving thermodynamic performance through lower entropy generation. The study
provided valuableinsightsinto the application of nanofluidsin microscale cooling systems
where rarefaction effects become important.

Wang et al. [117] investigated nanoparticle deposition behavior in microchannel heat
sinks employing Al20s, Au, and CNT-based nanofluids. Their analysis showed that larger
particle diameters, higher flow velocities, lower inlet temperatures, greater particle
densities, and increased base-fluid viscosity effectively suppress nanoparticle deposition.
The authors further reported that heat flux variations exert only aminor influence on heat
transfer and deposition characteristics but can reduce pressure drop by approximately
10.57%. The study highlighted nanoparticle deposition as a critical factor affecting the

long-term performance and reliability of nanofluid-based microchannel cooling systems.
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Collectively, these studies demonstrate that hybrid nanofluids can substantially enhance
the thermal performance of microchannel heat sinks through improved thermophysical
properties and heat transport mechanisms. Nevertheless, challenges related to increased
pumping power, nanoparticle deposition, long-term stability, and optimization of
nanoparticle concentration remain important considerations for their practica
implementation in advanced therma management systems.

2.2.3 Porous M edia-Assisted Microchannel Heat Sinks

Porous media have emerged as a promising passive enhancement technique for
microchannel heat sinks owing to their large specific surface area and superior fluid-solid
interaction characteristics. The incorporation of porous structures within microchannels
enhances heat transfer by increasing the effective heat transfer area, promoting fluid
mixing, and improving thermal diffusion. However, the associated increase in flow
resistance necessitates careful optimization of porosity, permeability, and porous medium
distribution to achieve a favorable balance between thermal enhancement and hydraulic
performance.

Hunt et al. [118] investigated the influence of high-conductivity porous media on the
therma performance of microchannel heat sinks through numerica and experimental
analyses. Ther results demonstrated that the incorporation of porous materials
significantly reduces wall temperature and enhances heat transfer performance. The study
reported heat transfer improvements of nearly 200-400% compared with non-porous
configurations, highlighting the substantial potential of porous structures for advanced
thermal management applications.

Saravanan et al. [119] numerically investigated microchannel heat sinks partially and
fully filled with porous media to evaluate the influence of porous material placement on
thermo-hydraulic performance. Their results revealed that configurations with porous
insertslocated at the channel center or near the sidewalls outperform fully porous designs.
The study reported an approximately 12% improvement in the figure of merit (FOM),
demonstrating that strategic placement of porous media can effectively enhance heat
transfer while mitigating excessive pressure |0sses.

Sathish and Jayavel [120] numerically analyzed porous-fin microchannel heat sinks with
porosities ranging from 0.40 to 0.80 and varying permeability values. The authors

observed that porous fins consistently provide superior thermal performance compared
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with conventional solid fins due to improved heat transfer between the coolant and heated
surface. The optimum performance was achieved at a porosity of 0.4 and a permeability
of 10~® m?, indicating that lower porosity combined with higher permeability offers the
most effective heat dissipation characteristics.

Kumar et al. [121] investigated a porous-assisted microchannel heat sink and employed
an NSGA-II-based multi-objective optimization framework to identify optimal porous
medium characteristics. Their results demonstrated remarkable thermal enhancement,
with the optimized design achieving approximately 515.12% improvement in the Nusselt
number and an 83.65% reduction in entropy generation. Furthermore, the incorporation of
porous media significantly reduced wall temperatures and enabled substantially higher
heat transfer rates than conventional non-porous microchannels, highlighting the strong
potential of porous structures for advanced thermal management applications.

Dai and Liu [122] proposed a graded-porosity microchannel heat sink in which porosity
gradually increased along the flow direction. The study demonstrated that a stepwise
porosity distribution provides superior thermo-hydraulic performance compared with
uniformly porous structures by simultaneously enhancing heat transfer and reducing
hydraulic penalties. Their findings emphasized the importance of spatial porosity
distribution in optimizing the overal performance of porous microchannel heat sinks.
Liu et al. [123] examined a staggered porous solid-fin microchannel configuration with
porosity values ranging from 0.80 to 0.97. The porous fin arrangement enhanced coolant
mixing and improved thermal interaction between the fluid and solid domains, resulting
in a47% increase in the heat transfer coefficient. In addition, the design reduced pressure
drop by approximately 18.4% and achieved an overall performance enhancement of nearly
57%, demonstrating its suitability for high-performance cooling applications.

Zhiao et al. [124] optimized a partialy porous liguid-cooling plate using an integrated
RSM-NSGA-II-TOPSIS framework to determine the optima porous medium
characteristics. The study investigated the influence of porosity and porousfilling ratio on
thermal management performance and identified an optimal configuration with aporosity
of 0.87 and a filling ratio of 80.25%. The optimized design achieved a maximum cell
temperature of 31.29°C while simultaneously improving temperature uniformity,
highlighting the effectiveness of porous medium optimization in thermal management
systems.
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Wang et al. [125] proposed a gradient porous heat sink (GPHS) and evaluated its
performance relative to a conventional homogeneous porous heat sink (HPHS). The
graded porosity arrangement improved coolant distribution and thermal transport
throughout the channel. Asaresult, the GPHS configuration achieved significantly higher
Nusselt numbers than the homogeneous design, demonstrating the effectiveness of non-
uniform porosity distributions in enhancing heat transfer performance.

Dai et al. [126] investigated the influence of porous medium characteristics on the
hydrothermal performance of porous microchannel heat sinks. Their analysisreveal ed that
pore size, porosity, and spatial distribution are key parameters governing thermal and
hydraulic behavior. The study emphasized that appropriate optimization of porous
medium properties can substantially improve overall cooling performance while
minimizing hydraulic penalties.

Goharkhah et al. [127] numerically studied magnetite nanofluid flow through porous
heat sinks and assessed the combined influence of nanoparticle concentration and porous
medium characteristics. Their results indicated that thermal performance improves
considerably at lower porosities and flow rates, particularly when higher nanofluid
concentrations are employed. The study highlighted the synergistic interaction between
porous structures and nanofluids for enhanced heat transfer applications.

Rashidi et al. [128] investigated porous materials for thermal management of lithium-ion
battery systems and evaluated the effects of porosity and pore density on temperature
regulation. The authors reported that decreasing porosity reduces battery surface
temperature, whereas increasing pore density can adversely affect cooling performance
due to permeability-related flow resistance. Their findings emphasized the importance of
balancing porosity and permeability in porous thermal management systems.

Francisco et al. [129] proposed a porous-fin microchannel heat sink capabl e of generating
cross-flow within the porous structure to simultaneously enhance conductive and
convective heat transfer. Numerical results demonstrated an approximately 17% increase
in the Nusselt number compared with conventional configurations. The study highlighted
the effectiveness of porous fins in improving thermal transport for high-performance
electronic cooling applications.

Arshad et al. [130] analyzed a water-cooled micro-porous heat sink incorporating
auminum metal foam and investigated the effects of porosity and pore density on

hydrothermal performance. Their results revealed that lower porosity and moderate pore
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density significantly improve heat transfer characteristics, reducing thermal resistance by
more than 60%. The optimized porous configuration delivered nearly four times higher
overall performance than aconventional non-porous heat sink under comparabl e pressure-
drop conditions.

Zhou et al. [131] developed an optimization framework for porous-media-enhanced heat
transfer systems and employed neura-network-assisted modeling to identify optimal
porous medium parameters. The optimized design improved heat dissipation while
maintaining acceptable flow resistance and achieved energy savings of approximately
26.8%. The study demonstrated the effectiveness of combining porous media design with
data-driven optimization methodol ogies.

Yifan et al. [132] investigated porous pin-fin heat sinks for liquid cooling of high-power
data-center processors. Their results showed that a sparse-to-dense fin arrangement
enhances heat dissipation, reduces flow resistance, and lowers pumping power
requirements. The optimized configuration reduced chip temperature by 13.4°C while
achieving a high performance factor and reduced entropy generation, indicating the
suitability of porous pin-fin structures for next-generation data-center cooling systems.
Collectively, the available literature demonstrates that porous media can significantly
enhance the thermo-hydraulic performance of microchannel heat sinks through increased
heat transfer area, improved fluid-solid interaction, and enhanced thermal diffusion.
Nevertheless, the effectiveness of porous-assisted cooling systems is strongly influenced
by porosity, permeability, spatial distribution, and filling ratio. Therefore, careful
optimization of porous medium characteristics remains essential for achieving maximum
thermal enhancement while maintaining acceptable hydraulic and thermodynamic

performance.

2.3 Optimization Techniquesfor Microchannel Heat Sinks

The thermo-hydraulic performance of microchannel heat sinks is governed by a complex
interaction among geometric parameters, operating conditions, coolant properties, and
enhancement structures. Although various passive enhancement techniques can
substantially improve heat transfer, they often introduce additional pressure losses and
pumping power requirements. Consequently, achieving an optimal balance between
thermal enhancement and hydraulic performance has become a critical design challenge.

In recent years, advanced optimization techniques, including Response Surface
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Methodology (RSM), Artificial Neural Networks (ANN), Genetic Algorithms (GA), Non-
Dominated Sorting Genetic Algorithm-11 (NSGA-I11), and Technique for Order Preference
by Similarity to Ideal Solution (TOPSIS), have been widely employed to identify optimal
microchannel configurations capable of satisfying multiple and often conflicting
performance objectives.

Yildizeli et al. [133] employed the NSGA-II algorithm to optimize the hydrothermal
performance of arectangular microchannel heat sink. The study generated a set of Pareto-
optimal solutions representing different trade-offs between therma and hydraulic
objectives. Their findings demonstrated that no single design can simultaneously
maximize all performance criteria, and the final configuration must be selected according
to the specific design requirements and operational priorities.

Yang et al. [134] proposed an advanced multi-stage optimization framework for a hybrid
microchannel heat sink incorporating a manifold configuration and secondary oblique
channels. The methodology integrated Optimal Latin Hypercube Sampling, Pareto
analysis, Response Surface Methodology, NSGA-II, and TOPSIS to systematically
explore the design space. The optimized configuration achieved an 18.83% reduction in
thermal resistance without increasing pumping power, demonstrating the effectiveness of
combining statistical and evolutionary optimization techniques for thermal management
applications.

Kose et al. [135] performed a comprehensive conjugate heat transfer analysis of
rectangular, triangular, and trapezoidal microchannel heat sinks coupled with NSGA-II
optimization. By comparing the Pareto fronts generated for different channel geometries,
the authors concluded that the rectangular microchannel configuration provides superior
overal hydrothermal performance. The study demonstrated the usefulness of multi-
objective optimization for evaluating competing design alternatives and identifying the
most effective geometry.

Wang et al. [136] developed an optimized microchannel heat sink incorporating cavity
structures and straight ribs to improve thermal performance. The optimization framework
combined Artificial Neura Networks with a Multi-Objective Genetic Algorithm to
determine the optimal geometrical parameters. Their results revealed that a rectangular-
rounded straight-rib configuration provides the best overal performance, achieving a
thermal enhancement efficiency approximately 9.7% higher than that of non-ribbed

designs. The study highlighted the effectiveness of combining machine-learning toolswith
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evolutionary optimization agorithms for the development of high-performance
microchannel heat sinks.

Xieet al. [137] analyzed a disk-shaped microchannel heat sink integrated with baffles for
el ectronic cooling applications. Using Response Surface M ethodol ogy in conjunction with
Artificial Neural Networks and Genetic Algorithms, the authors identified optimized
configurations that significantly improved thermo-hydraulic performance. The optimized
design reduced thermal resistance by nearly 49.47% while simultaneously lowering
pressure drop by approximately 30.36% relative to the baseline configuration,
highlighting the potential of intelligent optimization techniquesin heat sink design.
Dadda et al. [138] investigated air-cooled plate-fin heat sinks using a combination of
experimental measurements, CFD simulations, and ANN-based surrogate modeling. Their
results showed that staggered segmented fins reduced thermal resistance by approximately
46.8% compared to conventional configurations. Furthermore, the ANN model exhibited
excellent predictive accuracy (R? > 0.99), enabling rapid evaluation of design alternatives
and facilitating efficient optimization of heat sink performance.

Cui et al. [139] integrated artificia neural networks with multi-objective optimization
algorithms to obtain Pareto-optimal solutions for a slot-jet impingement microchannel
heat sink. Subsequently, the TOPSIS decision-making approach was employed to identify
the most balanced design considering both therma and hydraulic performance. The
optimized configuration maintained the maximum substrate temperature below 73°C
under a heat flux of 200 W/cm?2 while limiting the pressure drop to 5.7 kPa, demonstrating
the effectiveness of ANN-assisted multi-criteria optimization for advanced thermal
management systems.

Le et al. [140] applied Response Surface Methodology (RSM) to investigate the
performance of a multi-nozzle microchannel heat sink equipped with circular fins. The
developed predictive model accurately estimated both heat transfer and pressure drop
characteristics across the design space. Their analysisrevealed that increasing fin diameter
promotes vortex generation and fluid mixing, leading to a significant enhancement in
thermal performance. The study highlighted the capability of statistical optimization
techniquesin identifying favorable fin geometries for microchannel heat sinks.

Hou et al. [141] employed a genetic algorithm to optimize a heat sink incorporating a
paraffin-copper foam composite phase change material. The optimization process

simultaneously considered charging duration and heat sink mass as conflicting objectives.
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The optimized configuration achieved a substantial improvement in the charging-time-to-
mass ratio compared to the baseline design, demonstrating the potential of evolutionary
optimization techniques for enhancing latent heat thermal storage systems.

Mieczkowski et al. [142] performed thermodynamic optimization of a copper heat sink
with U-shaped microchannels designed for high-power laser diode cooling. Using the
Entropy Generation Minimization (EGM) approach, the authors evaluated alarge number
of geometric configurations to identify the design with minimum irreversibility. The
optimized heat sink reduced entropy generation significantly while improving
thermodynamic efficiency and lowering the maximum device temperature, highlights the
usefulness of second-law-based optimization methodologiesin thermal system design.
Zhai et al. [143] numericaly investigated several micro heat sink configurations
incorporating different cavity and rib arrangements and assessed their performance using
both thermal and exergy-based criteria. The study demonstrated that geometric
optimization plays a critical role in balancing heat transfer enhancement and hydraulic
losses. Among the investigated configurations, the design featuring triangular cavities and
triangular ribs exhibited the best overal thermo-hydraulic performance within the
considered Reynolds number range.

Collectively, these studies demonstrate that modern optimization methodologies have
become indispensable tools for the design and development of advanced microchannel
heat sinks. The integration of machine learning, surrogate modeling, evolutionary
algorithms, and multi-criteria decision-making techniques enables efficient exploration of
complex design spaces and facilitates the identification of configurations that
simultaneously enhance heat transfer, reduce pressure losses, and improve overall system
performance. Nevertheless, further research is required to develop optimization
frameworks capable of simultaneously incorporating geometric modifications, porous
media, micro-pillars, advanced working fluids, and thermodynamic performance
indicators within a unified design environment.

2.4 Fabrication Techniquesfor Microchannel Heat Sinks

The practical implementation of microchannel heat sinks depends not only on their
thermo-hydraulic performance but also on the feasibility and accuracy of the
manufacturing process. The fabrication technique influences channel dimensions, surface

roughness, structural integrity, manufacturing cost, and overal thermal performance.
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Conseguently, considerable research has been devoted to developing efficient fabrication
methods capable of producing microchannels with high dimensional accuracy and
complex geometries.

Gabor et al. [144] developed a refined fabrication technology for the integration of
microchannel heat sinks with electronic devices at the package level. The proposed
manufacturing process alowed the fabrication of different channel layouts while
supporting the incorporation of active e ectronic components within the cooling structure.
Experimental evaluation using an advanced thermal characterization method confirmed
the practicality of the fabricated microchannel cooling system. The study highlighted the
importance of fabrication-process development for achieving reliable and compact chip-
level thermal management solutions.

Zhou et al. [145] demonstrated an all-laser fabrication approach for silicon-based
microchannel heat sinks, in which laser processing was employed for channel engraving,
inlet and outlet drilling, aswell as bonding with aquartz cover plate. The proposed method
significantly simplified the manufacturing process and reduced fabrication time to less
than two hours. Furthermore, the fabricated microchannels exhibited hydrophilic surface
characteristics that promoted boiling heat transfer, achieving a critical heat flux of 55.2
W/cm?. The study highlighted the potential of |aser-based fabrication for rapid and cost-
effective production of high-performance microchannel heat sinks.

Nor et al. [146] fabricated a pin-fin-integrated rectangular microchannel heat sink using
lithographic techniques and assessed the influence of fabrication quality on thermal
performance. The authors employed SEM and EDX analyses to verify the dimensiona
accuracy and material characteristics of the fabricated microstructures. Their experimental
investigation reveadled that higher operating temperatures resulted in enhanced heat
transfer rates owing to increased thermal driving forces. The study highlighted the
capability of lithography for producing complex microchannel geometries while aso
identifying fabrication precision as acritical factor influencing the successful deployment
of advanced pin-fin microchannel heat sinks.

Zhang et al. [147] developed an efficient multi-wire sawing with diamond wire
(MWSDW) process for manufacturing ultra-high aspect ratio microchannel heat sinks
with dual-scale micro-textured surfaces. Their results showed that the proposed
fabrication method offers excellent machining quality while overcoming the high cost and

low productivity associated with conventional manufacturing techniques. The generated
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micro-textures enhanced convective heat transfer by increasing the effective heat transfer
area, with the influence becoming more pronounced at higher mass fluxes. The optimized
microchannel configuration exhibited the lowest thermal resistance and pressure drop,
demonstrating that surface-texture engineering through advanced manufacturing
techniques can significantly improve both thermal performance and large-scale
manufacturability of microchannel heat sinks.

Kong et al. [148] devel oped an additively manufactured manifold—microchannel heat sink
using laser powder bed fusion technology and eval uated its thermo-hydraulic performance
experimentally and numerically. The monolithic fabrication approach enabled the
integration of a complex three-dimensiona manifold network with high-aspect-ratio
microchannels, promoting improved coolant distribution and heat removal. The fabricated
heat sink exhibited low therma resistance and pressure-drop characteristics while
dissipating high hesat fluxes, demonstrating the advantages of additive manufacturing for
producing compact and geometrically sophisticated cooling devices. The authors further
proposed design improvements based on numerical and experimental anal yses to enhance
the performance of future manifold microchannel heat sinks.

Yang et al. [149] presented a comprehensive review of additively manufactured
microchannel heat sinks (AM-MCHSs) for advanced thermal management applications.
The authors highlighted that additive manufacturing enables the fabrication of complex
geometries that are difficult to achieve using conventional microfabrication techniques,
including topology-optimized structures, triply periodic minimal surfaces, bio-inspired
flow networks, and multi-layered channel architectures. The review further discussed
recent advancements in printable materials, multi-material integration, machine-learning-
assisted design optimization, and experimental performance evaluation. The authors
concluded that additive manufacturing offers significant potential for reducing thermal
resistance and improving temperature uniformity; however, challenges related to
fabrication accuracy, material properties, surface quality, and large-scale implementation
remain important areas for future research.

Deng et al. [150] comprehensively reviewed recent developments in enhanced
microchannels for two-phase microchannel heat sinks, with particular emphasis on both
therma performance and fabrication aspects. The authors demonstrated that flow-
disruption structures, re-entrant cavities, porous coatings, and nanostructured surfaces can

significantly improve boiling heat transfer and delay critical heat flux limitations.
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Furthermore, the review systematically compared various fabrication techniques,
including etching, laser processing, micro-EDM, sintering, chemical vapor deposition,
and 3D printing, outlining their advantages and limitations. The study emphasized that
fabrication capability remains a key factor governing the practical implementation and
commercialization of advanced microchannel cooling technologies.

Joy et al. [151] presented a comprehensive review of microchannel fabrication
technologies, including laser beam machining, micro-milling, electrical discharge
machining (EDM), lithography, injection molding, and dry/wet etching techniques. The
authors emphasized that fabrication parameters, channel geometry, and surface quality
play crucia rolesin determining the thermal and hydraulic performance of microchannel
heat sinks. Their review further highlighted that the selection of an appropriate fabrication
method, working fluid, and design configuration is essential for achieving reliable and
efficient thermal management systems.

Collectively, these studies demonstrate that advancements in fabrication technologies
have enabled the development of increasingly complex microchannel geometries while
maintaining the dimensiona precision required for high-performance thermal
management applications. Nevertheless, challenges related to manufacturing cost,
scalability, surface quality, and fabrication accuracy continue to influence the practical
deployment of advanced microchannel heat sinks.

2.5 Summary of Literature Review

The extensive body of literature reviewed in this chapter demonstrates that microchannel
heat sinks have evolved into one of the most effective thermal management solutions for
high-heat-flux electronic systems owing to their compact size, high surface-area-to-
volume ratio, and superior heat removal capability. Nevertheless, conventional straight
microchannel s suffer from progressive thermal boundary layer development, limited fluid
mixing, and non-uniform temperature distribution, which restrict their thermal
performance under increasingly demanding operating conditions. Consequently,
considerable research efforts have been directed toward developing advanced
microchannel configurations and enhancement strategies to overcome these limitations.

Among the various geometrical modifications proposed in the literature, converging-
diverging microchannels have emerged as a promising approach for improving heat

transfer performance. The periodic variation in channel cross-section promotes repeated
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flow acceleration and deceleration, resulting in continuous thermal boundary layer
disruption and enhanced fluid mixing. Severa studies have reported substantial
improvements in heat transfer characteristics compared with conventional straight
channels. However, these benefits are often accompanied by increased pressure drop and
thermodynamic losses, indicating the need for further refinement of converging-diverging
microchannel designs.

In addition to geometric modifications, passive enhancement techniques such as micro-
pillars, pin-fins, ribs, cavities, and porous media have been extensively investigated. The
incorporation of micro-pillars structures enhances the effective heat transfer area and
promotes secondary flow generation, thereby improving convective heat transfer.
Similarly, porous media have demonstrated significant potential for augmenting heat
dissipation through enhanced fluid-solid interaction and enlarged heat transfer surfaces.
Although these techniques substantially improve thermal performance, their effectiveness
isstrongly dependent on geometric parameters and is frequently associated with increased
hydraulic resistance. Therefore, achieving an optima baance between thermal
enhancement and pressure-drop penalty remains a critical challenge.

The use of hybrid nanofluids has also attracted considerable attention as an advanced
cooling strategy. Owing to their improved thermophysical properties, hybrid nanofluids
have demonstrated superior heat transfer performance compared with conventiona
coolants and mono-nanofluids. Numerous investigations have reported enhancements in
Nusselt number, heat transfer coefficient, and thermal resistance characteristics. However,
issues related to increased viscosity, pumping power requirements, nanoparticle
deposition, and long-term stability continue to influence their practical implementation.
As aresult, the selection of appropriate nanoparticle combinations, concentrations, and
operating conditions remains an important area of research.

Recent studies have increasingly adopted optimization methodologies such as Response
Surface Methodology (RSM), Artificial Neural Networks (ANN), Genetic Algorithms
(GA), Non-Dominated Sorting Genetic Algorithm-11 (NSGA-I1), Multi-Objective Particle
Swarm Optimization (MOPSO), and TOPSIS to improve microchannel heat sink
performance. These techniques have proven effective in identifying optimal
configurationsthat simultaneously consider multiple conflicting objectives, including heat
transfer enhancement, pressure-drop reduction, and thermodynamic efficiency.

Neverthel ess, most optimization studies have focused on alimited set of design variables
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or a single enhancement strategy, leaving substantial opportunities for more
comprehensive optimization frameworks.

Overal, the reviewed literature indicates that significant progress has been achieved
through the use of converging-diverging microchannels, micro-pillars, porous media,
hybrid nanofluids, and advanced optimization techniques. However, the maority of
existing investigations have examined these enhancement approaches independently.
Comprehensive studies integrating converging-diverging geometries with micro-pillars,
porous media, and advanced hybrid nanofluids within a unified optimization framework
remain relatively limited. Furthermore, the coupled influence of these enhancement
mechanisms on thermo-hydraulic performance, entropy generation, and overall system
efficiency has not yet been systematically explored. Therefore, the development of an
integrated and optimized converging-diverging microchannel heat sink capable of
simultaneously maximizing heat transfer while minimizing hydraulic and thermodynamic
penalties remains a significant research challenge. Addressing this gap forms the primary

motivation for the present investigation.

2.6 Research Gaps

Although substantial progress has been achieved in the development of microchannel heat
sinks for high-heat-flux thermal management applications, the available literature reveals
several unresolved challenges that continue to limit their overal thermo-hydraulic and
thermodynamic performance. Existing investigations have largely focused on individual
enhancement techniques, such as geometric modification, flow-disrupting structures,
porous media, advanced working fluids, or optimization approaches. While these studies
have provided valuable insights into specific enhancement mechanisms, a comprehensive
understanding of their combined influence within converging-diverging microchannel
heat sinks remains limited. Furthermore, the complex interactions among flow structures,
heat transfer augmentation mechanisms, pressure-drop characteristics, and
thermodynamic irreversibilities have not been systematically explored. Therefore, several
important research gaps can be identified from the available literature:

o Limited studies have been conducted on a convergent-divergent microchannel heat

sink with flow obstacles (pillars, ribs, and cavities).
e There has been limited research on the performance evauation of convergent-

divergent microchannel heat sinks incorporating mono/hybrid nanofluids.

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



LITERATURE REVIEW Page|49

The hydrothermal performance of convergent-divergent microchannel heat sinks
utilizing porous media (either fully or partially filled) has received little attention.
Thereisalso significant scope for investigating the combined application of nanofluids
and porous media within convergent-divergent microchannel heat sinks to exploit
potential synergistic enhancement effects.

Limited research exists on advanced multi-objective optimization frameworks for
systematic performance enhancement and decision-making in convergent-divergent

microchannel heat sink design.

2.7 Objectives of the Research

Based on the research gaps identified in the preceding section, the present investigation

aimsto enhance the thermo-hydraulic performance of convergent-divergent microchannel

heat sinks for high-performance electronic cooling applications through the incorporation

of passive heat transfer enhancement techniques, advanced working fluids, and

optimization methodologies. The study seeks to develop a comprehensive understanding

of the flow and heat transfer mechanisms associated with these enhancement strategies

and to identify configurations capable of achieving superior thermal performance with

minimum hydraulic penalty. The specific objectives of the present research are asfollows:

1.

Numerical analysis of convergent-divergent microchannel heat sink with and without
pillars.

To investigate the hydrodynamic and heat transfer characteristics of convergent-
divergent microchannel heat sink with nanofluids.

To investigate the hydrodynamic and heat transfer characteristics of convergent-
divergent microchannel heat sink with porous media.

Optimize the hydrothermal performance of the convergent-divergent microchannel
heat sink.
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CHAPTER 3

RESEARCH METHODOL OGY

3.1 Research Framework

The present research is aimed at enhancing the hydrothermal and exergetic performance
of convergent-divergent microchannel heat sinks (CD-MCHS) for high heat-flux
electronic cooling applications. To achieve this objective, a systematic research
framework has been developed that integrates numerical modelling, passive heat-transfer
enhancement techniques, and multi-objective optimization to identify thermally efficient
and thermodynamically sustainable microchannel configurations.

The investigation is conducted in a progressive manner, beginning with the devel opment
of abaseline convergent-divergent microchannel heat sink, which serves as the reference
configuration for subsequent analyses. Building upon this baseline design, three passive
enhancement approaches, namely micro-pillar integration, hybrid nanofluid cooling, and
porous-media-assisted flow enhancement, are independently incorporated and evaluated.
These enhancement strategies are sel ected based on the research gapsidentified in Chapter
2 and their demonstrated potential for improving heat transfer performance in microscale
therma management systems.

The hydrothermal and thermodynamic performances of the proposed configurations are
assessed using appropriate first-law and second-law performance indicators. The
numerical database generated from the ssimulations is subsequently utilized to develop an
integrated optimization and decision-making framework for identifying optimal design
solutions under competing performance objectives. The overal research framework
adopted in the present study is presented in Figure 3.1.

Figure 3.1 illustrates the overall workflow followed throughout the present investigation.
The proposed framework establishes a systematic pathway for evaluating the influence of
various passive heat-transfer enhancement techniques on the hydrothermal and

thermodynamic performance of convergent-divergent microchannel heat sinks. By
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integrating numerical analysis, performance assessment, and optimization within aunified
framework, the study enables a comprehensive comparison of the investigated
enhancement strategies. Such an approach facilitates the identification of configurations
that simultaneously enhance heat transfer performance and reduce thermodynamic
irreversibilities, thereby contributing to the development of efficient and sustainable

thermal management solutions for next-generation electronic cooling applications.
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CD-MCHS Geometry Formulation

v
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Optimization Framework
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Figure 3.1: Overal research framework of the present study
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3.2 Problem Description

This section describes the physical model, geometric configuration, and operating
conditions considered in the present investigation. A convergent-divergent microchannel
heat sink is adopted as the baseline configuration and serves as the reference model for all
subsequent analyses. The proposed configuration is designed to enhance fluid mixing and
promote periodic redevelopment of the thermal boundary layer, thereby improving heat
transfer performance under high heat-flux operating conditions. The baseline geometry is
subsequently utilized for the incorporation of various passive enhancement techniques,
including micro-pillars, hybrid nanofluids, and porous media, investigated in later stages
of the study.

3.2.1 Basdline Conver gent-Diver gent Microchannel Heat Sink Configuration

A three-dimensional convergent-divergent microchannel heat sink (CD-MCHS) is
considered in the present study. The microchannel possesses a trapezoidal cross-section
throughout its length, while a periodic convergent-divergent profile is incorporated along
the flow direction. The overall dimensions of the heat sink are 10 mm x 10 mm x 1 mm
(length x width x height), which are representative of compact cooling devices employed
in modern electronic systems. The heat sink is fabricated from copper owing to its high
thermal conductivity and widespread use in electronic cooling applications, while
deionized water is employed as the baseline working fluid.

Air

Ti
Air Heat Exchanger

Outlet Flow

Gmp

i

Microchannel Heat Sink}—‘—
Ti
i w Channels

q"

Figure 3.2: Schematic representation of the convergent-divergent microchannel heat sink

cooling system
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Asshown in Figure 3.2, the microchannel heat sink formsan integral part of aclosed-loop
liquid-cooling system, wherein the cool ant absorbs heat generated by the el ectronic device
and subsequently transports it for dissipation to the surroundings. The heat sink consists
of N1 paralel microchannels distributed uniformly across the substrate width, with each
microchannel comprising N2 successive convergent-divergent segments along the flow
direction, forming a periodically varying flow passage. The periodic variation in channel
cross-section promotes repeated accel eration and deceleration of the coolant, resulting in
continuous disruption and redevelopment of the therma boundary layer, thereby
enhancing convective heat transfer.

A uniform heat flux of 150 W/cm? is applied at the bottom surface of the heat sink to
represent the thermal |oad generated by high-power el ectronic components. All remaining
external surfaces are considered thermally insulated. The coolant enters the microchannels
at an inlet temperature of 298 K and exits through the outlet after absorbing heat from the
substrate.

Owing to the geometric periodicity and symmetry of the microchannel arrangement, the
computational domain is reduced to a representative unit cell without affecting the
accuracy of the numerical solution. This approach substantially decreases computational
cost while preserving the essential flow and heat transfer characteristics of the complete
heat sink. The corresponding unit microchannel configuration and flow domain adopted

for the numerical simulations are illustrated in Figure 3.3.

Figure 3.3: Geometric configuration of the representative unit microchannel heat sink and
corresponding computational domain
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The geometric characteristics of the CD-MCHS are defined using seven independent
design parameters, namely Reynolds number (Re), top-to-bottom width ratio (o), bottom-
to-pitch width ratio (), channel-to-total height ratio (y), throat-to-channel height ratio (5),
number of parallel channels (N1), and number of convergent-divergent segments arranged
in series (N2). These parameters govern the flow distribution, heat transfer characteristics,
and overal hydrothermal performance of the microchannel heat sink. The constant
geometric dimensions and state design-variable considered in the present investigation are

summarized in Table 3.1.

Table 3.1: Description of constant and state design variables of the CD-MCHS

Typeof Variable  Symboal Description Value
N Total length of microchannel heat sink 10 mm
Constant 4 Wr Total width of microchannel heat sink 10 mm
Hr Total height of microchannel heat sink 1 mm
‘ Wur Pitch width Wr
Ny
Lu1 Pitch length Lr
N3
State { Wi Top width of the channel a. W»
W2 Bottom width of the channel B. Wu1
Hc Height of the channel y. Ht
Hin Height of the throat d. He

\

To ensure geometric consistency and physical feasibility throughout the design space,
appropriate geometric constraints are imposed on the channel dimensions and substrate
thicknesses. These constraints maintain symmetry of the flow passage and prevent the
generation of unrealistic geometric configurations during the optimization process. The

adopted constraints are presented in Table 3.2.

Table 3.2: Design constraints of the study

S. No. Mathematical Expression
1 Wy =Wyy | Wy + Wy + Wy = Wy
2 Hy, = Hy, ; Hyy +He + Hy, = Hr
3 LC:LD ; LC+LD:LU1
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Table 3.3 presents the thermophysical properties of the materials employed in the present
investigation at a reference temperature of 298 K. The thermophysical properties of the
copper substrate are assumed to remain constant throughout the numerical simulations. In
contrast, the properties of the working fluid are treated as temperature-dependent and are
evaluated using the appropriate correlations presented in the subsequent sections of this
chapter.

Table 3.3: Thermo-physical properties of the substrate employed in the microchannel heat
sink [82]

Particle k (W/mK) p (kg/m3) Cp (J/kg.K) M (kg/m.s)
Copper 401 8933 385 -
Pure Water 0.613 997 4179 0.000855

The geometric configuration, operating conditions, and materia properties presented in
this section constitute the baseline model adopted throughout the present investigation.
This reference configuration provides a consistent basis for the comparative assessment

of the enhancement techniques considered in the subsequent sections.

3.2.2 Micro-Pillar-Integrated CD-M CHS Configuration

To further enhance the hydrothermal performance of the baseline convergent-divergent
microchanngl heat sink, passive heat-transfer enhancement through the integration of
micro-pillarsisinvestigated. Micro-pillars areincorporated within the flow domain of the
optimized baseline configuration to promote flow disturbance, enhance fluid mixing, and
increase the effective heat transfer areafor convection. In addition, the presence of micro-
pillars atersthe local flow structure and promotes repeated redevel opment of the thermal
boundary layer, thereby improving heat transfer from the heated substrate to the coolant.
These mechanisms collectively contribute to enhanced thermal transport characteristics
while maintaining the inherent advantages of passive cooling techniques.

The micro-pillars are embedded within the microchannel and are oriented normal to the
flow direction, extending across the local channel height. A perfect thermal contact is
assumed between the micro-pillars and the substrate material, thereby alowing efficient
conduction of heat from the solid domain to the coolant flowing through the microchannel.

The incorporation of micro-pillars within the convergent-divergent passage provides an

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESEARCH METHODOLOGY Page|56

effective means of intensifying fluid-solid thermal interaction and is therefore expected to
improve the overall hydrothermal performance of the microchannel heat sink.

Figure 3.4: Schematic representation of micro-pillars integrated within the CD-MCHS

flow domain

As illustrated in Figure 3.4, the micro-pillars are strategically positioned within the
convergent-divergent flow passage to interact directly with the coolant stream. The
presence of these structures modifies the local flow field, generating flow acceleration,
wake formation, and enhanced mixing in their vicinity. Consequently, the thermal
boundary layer development is atered, resulting in improved convective heat transfer
performance compared with the baseline configuration.

To investigate the influence of pillar geometry on hydrothermal performance, four
different micro-pillar cross-sectional geometries are considered, namely dliptical,
circular, square, and rhombic configurations, as illustrated in Figure 3.5. The dlliptical
micro-pillar is selected as the reference geometry and is characterized by a semi-major
axisa= 25 pm and asemi-minor axisb = 12.5 um.

In addition to the pillar geometry, the spatial arrangement of the micro-pillarsis carefully
designed to maximize fluid-structure interaction within the microchannel. Successive
micro-pillars are positioned aternately on either side of the channel centreline, resulting
in a staggered arrangement that creates a zigzag flow path for the coolant. This offset
configuration promotes lateral fluid motion and repeated interaction between the core flow
and the channel walls, thereby enhancing fluid mixing and facilitating continuous

redevel opment of the thermal boundary layer. The combined effect of pillar geometry and
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staggered arrangement is expected to improve the overall hydrothermal performance of
the CD-MCHS.

@ i i)

Y
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Figure 3.5: Cross-sectional geometries of micro-pillars considered in the present study

under equivalent-perimeter criterion: i) elliptical, ii) circular, iii) square, and iv) rhombic

To ensure a meaningful comparison among the different pillar geometries, an equivalent-
perimeter criterion isadopted. Under this approach, all micro-pillar configurations possess
an identical wetted perimeter, thereby maintaining a comparable fluid-solid interaction
area while isolating the influence of geometric shape on the hydrothermal behaviour of
the microchanndl.

The perimeter of the reference elliptical micro-pillar is evaluated using the relation [152]:

P =m(a+b)[1+—r=] (3.1)
- () o2

The equival ent-perimeter criterion is expressed as:

P.=P.= P, (33
Where Pe, P, and Ps,r represent the perimeters of the elliptical, circular, and square/
rhombic micro-pillars, respectively.

The characteristic dimensions of the circular, square, and rhombic micro-pillars are
subsequently determined from the equivalent-perimeter criterion. Consequently, al pillar
geometries possess approximately the same wetted perimeter, allowing the effect of shape-
induced flow modification to be investigated independently of variations in fluid-solid

contact area.
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The micro-pillar configuration is further parameterized using key design variables such as
pillar geometry, nanoparticle volume fraction, pillar count, and spatial arrangement,
including pitch, offset, and axial positioning. The pillar shapeistreated as adiscrete design
variable P ¢ € [1-4] for integration into the optimization framework, where P4 = 1
represents elliptical, P« = 2 circular, P « = 3 square, and P ¢« = 4 rhombic geometry. A
FesOs/water nanofluid is used as the working fluid, and perfect thermal contact between

the substrate and micro-pillarsis assumed.

Figure 3.6: Spatial arrangement of micro-pillar arrays within CD-MCHS: i) lliptical, ii)
circular, iii) square, iv) rhombic

Figure 3.6 presents the spatia arrangement of micro-pillar arrays within the convergent-
divergent microchannel. The distribution is defined based on the converging length L ¢
and the number of pillarsn in each segment. A uniform arrangement is maintained, where
the surface-to-surface spacing, centre-to-centre pitch, and axial positions of the pillars are
systematically determined using Egs. (3.4)-(3.7):

Surface-to-surface spacing between adjacent micro-pillarsis defined as:

x:ﬁ—Dg (34)

n
The centre-to-centre pitch between adjacent micro-pillarsis then expressed as:
c=x+D, (3.5)
The axial location of the centre of the i!" micro-pillar array measured from the channel
inlet is determined by:
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ei=2L—:l+(n—1)*c (3.6)
Finally, the total number of micro-pillars in the computational domain, accounting for all
convergent-divergent segments, is given by:

P.=16x*n (3.7
In the above relations, Dg represents the characteristic dimension of the selected micro-
pillar geometry, corresponding to 2a for the elliptica configuration, d for the circular
configuration, L for the square configuration, and V2L for the rhombic configuration.
These geometric relations ensure a uniform pillar distribution throughout the
microchannel and provide a systematic framework for evaluating the influence of pillar
shape and arrangement on hydrothermal performance.

The micro-pillar-integrated CD-MCHS configuration described in this section constitutes
the physical model adopted for investigating the influence of pillar geometry and spatial
arrangement on the hydrothermal and exergetic performance of the microchannel heat
sink. The resulting configuration provides the basis for the subsequent numerical analysis

and optimization studies presented in this thesis.
3.2.3 Hybrid Nanofluid-Based CD-M CHS Configuration

To further enhance the thermal performance of the convergent-divergent microchannel
heat sink, a hybrid nanofluid is employed as the working coolant. The use of hybrid
nanofluids has emerged as an effective passive heat-transfer enhancement technique
owing to their superior thermophysical properties compared with conventional base fluids
and mono-nanofluids. By combining nanoparticles with different thermal characteristics,
hybrid nanofluids can simultaneously improve thermal conductivity and energy transport
capability, thereby enhancing convective heat transfer within microscale cooling systems.
In the present study, awater-based tri-hybrid nanofluid consisting of copper oxide (CuO),
aluminium oxide (Al20z3), and silver (Ag) nanoparticles is considered. The selection of
these nanoparticles is motivated by their favourable thermal properties and their
demonstrated potential for improving heat transfer performance in electronic cooling
applications. The hybrid nanofluid is circulated through the optimized CD-MCHS
configuration to evaluate its influence on the hydrothermal and thermodynamic behaviour

of the system.
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To simplify the numerical anaysis, the hybrid nanofluid is assumed to be homogeneous,
stable, and uniformly dispersed throughout the flow domain. The effects of particle
agglomeration, sedimentation, and dlip velocity between the nanoparticles and the base
fluid are neglected. Consequently, a single-phase approach is adopted, wherein the
nanofluid is treated as an equivalent homogeneous fluid possessing effective
thermophysical properties.

The formulation of the hybrid nanofluid configuration is governed by several design
variables, including the total nanoparticle volume fraction and the individual volume
fractions of CuO, Al>Oz, and Ag nanoparticles. This parameterization enables asystematic
investigation of the influence of nanoparticle concentration and composition on the

thermal and hydraulic performance of the microchannel heat sink.

Table 3.4: Thermophysical properties of the nanoparticles[21]

Particle k (W/mK) p (kg/m3) Cp (J/kg.K)
CuO 76 6500 533
Al203 40 3970 769
Ag 429 10500 237

The thermophysical properties of the constituent nanoparticles used in the present study
are summarized in Table 3.4. The effective thermophysical properties of the hybrid
nanofluid are determined using established correlations reported in the literature. The
mathematical formulations employed for evaluating the effective density, specific heat
capacity, therma conductivity, and dynamic viscosity of the hybrid nanofluid are
presented in the subsequent sections of this chapter.

The hybrid nanofluid-based CD-MCHS configuration described in this section serves as
the physical model for investigating the influence of nanoparticle concentration and
composition on the hydrothermal and exergetic performance of advanced microchannel
heat sinks. The resulting configuration provides the basis for the subsequent numerical

analysis and optimization studies presented in this thesis.
3.2.4 Porous-Media-Assisted CD-MCHS Configuration

To further improve the hydrotherma performance of the convergent-divergent

microchannel heat sink, porous media is incorporated as an additional passive heat-
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transfer enhancement technique. Unlike the micro-pillar configuration, the incorporation
of porous media does not ater the physical geometry of the microchannel. Instead, the
fluid domain is treated as a porous region characterized by specified porosity, pore
diameter, permeability, and inertial resistance parameters. The introduction of porous
structures increases the effective fluid-solid contact area and promotes enhanced thermal
interaction between the coolant and the heated substrate.

Porous media has attracted considerable attention in advanced therma management
applications owing to itslarge specific surface area and superior heat-spreading capability.
The presence of a porous matrix facilitates heat transfer by providing additional
conductive and convective pathways within the flow domain. Furthermore, the porous
structure promotes a more uniform temperature distribution and improves heat dissipation
from the heated surface, making it a promising approach for high heat-flux electronic
cooling applications.

In the present study, the porous medium is integrated throughout the flow passage of the
optimized CD-MCHS configuration. The porous matrix acts as an extended heat-transfer
structure that facilitates thermal energy transport from the heated substrate to the coolant
while simultaneously modifying the flow resistance characteristics within the
microchannel. Consequently, the overall thermal performance of the system can be
improved through enhanced fluid-solid thermal interaction.

For numerical modelling, the porous medium is assumed to be homogeneous, isotropic,
rigid, and non-deformable. The flow through the porous region is represented using the
Darcy-Forchheimer approach, which accounts for both viscous and inertial resistance
effects within the porous matrix. In addition, local thermal equilibrium (LTE) between the
fluid and solid phases is assumed, implying that both phases remain at the same local
temperature. Under this assumption, asingle energy equation is sufficient to describe heat
transfer within the porous domain.

The porous-media-enhanced configuration is parameterized using severa geometric and
materia variables, including porosity (), pore diameter (dp), and porous material type.
Porosity governs the available flow volume and fluid-solid contact area within the porous
structure, whereas pore diameter significantly influences permeability and flow resistance
characteristics. These parameters collectively determine the hydrothermal behaviour of
the porous microchannel heat sink and therefore constitute important design variables

within the present investigation.
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In addition to the porous structure parameters, the porous material itself is treated as a
discrete design variable within the optimization framework. The material selection
variableisrepresented by M € [1-4], where M¢ = 1 represents copper, Mc = 2 aluminium,
Mc = 3 bronze, and M. = 4 nickel. These materials are selected owing to their distinct
thermophysical properties and widespread use in thermal management applications. The
inclusion of material selection as adesign variable enables a systematic assessment of the
influence of solid matrix properties on the hydrothermal and thermodynamic performance
of the porous-media-assisted CD-MCHS.

Table 3.5: Thermophysical properties of the porous substrates [ 152]

Particle k (W/mK) p (kg/m3) Cp (I/kg.K)
Copper 401 8933 385
Aluminum 170 2787 883
Bronze 26 8666 343
Nickel 90 8908 444

Table 3.5 summarizes the thermophysical properties of the porous materials employed in
the present investigation. The effective thermophysical properties of the porous medium,
together with the permeability and inertial resistance coefficients required for the Darcy-
Forchheimer formulation, are evauated using established correlations reported in the
literature. The corresponding mathematical formulations are presented in the subsequent
sections of this chapter.

The porous-media-assisted CD-MCHS configuration described in this section constitutes
the physical model adopted for investigating the influence of porous structure
characteristics and materia selection on the hydrothermal and exergetic performance of
the microchannel heat sink. The resulting configuration provides the basis for the

subsequent numerical analysis and optimization studies presented in this thesis.
3.3 Mathematical Formulation

The baseline and enhanced configurations described in the preceding sections constitute
the physical models investigated in the present study. To predict the fluid flow, heat
transfer, and thermodynamic behaviour within these configurations, a comprehensive
numerical model is developed based on the fundamental principles of conservation of
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mass, momentum, and energy. Prior to formulating the governing equations, a set of
simplifying assumptionsisintroduced to facilitate the numerical analysiswhile preserving
the essential physical characteristics of the problem. The mathematical formulation
subsequently incorporates the governing transport equations, thermophysical property
models, porous-medium formulations, and performance evaluation criteria required for
the hydrothermal and exergetic assessment of the proposed microchannel heat sink
configurations. The details of the mathematical model are presented in the following

sections.
3.3.1 Modelling Assumptions

The following assumptions are adopted for the numerical modelling of the baseline and

enhanced CD-MCHS configurations. Where applicable, additional assumptions specific

to micro-pillar, hybrid nanofluid, and porous-media configurations are a so incorporated:

e Three-dimensiona single-phase fluid flow is considered.

e The coolant isincompressible, and the flow is laminar.

e Flow isconsidered under steady-state conditions.

e All channels are identical; hence, a single representative channel with adjacent solid
substrate is analyzed.

e Body forces, viscous dissipation, and thermal radiation effects are neglected.

e Temperature-dependent thermophysical properties are applied to fluid, while solid
properties remain constant.

e Theambient (dead state) temperature is assumed equal to theinlet fluid temperature.

e All wallsexcept the heat-flux surface are adiabatic, so the energy input isfully carried
away by the coolant.

e The micro-pillars are assumed to be in perfect thermal contact with the heat sink
substrate; therefore, thermal contact resistance at the pillar-substrate interface is
neglected.

e Nanoparticle agglomeration, sedimentation, and slip velocity effects are neglected.

e Local thermal equilibrium (LTE) is assumed within the porous medium.

The above assumptions are consistent with those widely adopted in numerical

investigations of microscale electronic cooling systems and are considered appropriate for

modelling the baseline as well as the enhanced CD-MCHS configurations investigated in
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the present study. These assumptions provide a reasonabl e bal ance between computational
efficiency and physical realism while preserving the dominant transport mechanisms

governing fluid flow and heat transfer within the microchannel heat sinks.

3.3.2 Governing Equations

The fluid flow and hest transfer characteristics within the baseline and enhanced CD-
MCHS configurations are governed by the fundamental conservation equations of mass,
momentum, and energy. The governing equations are formulated under the assumptions
presented in the previous section and are applied to the fluid and solid domains as
appropriate. For conjugate hest transfer analysis, the fluid and solid domains are coupled
at the fluid-solid interface through the continuity of temperature and heat flux.

The continuity equation expressing conservation of massis given by [82]:

V.v=0 (3.8
For the non-porous flow domain, momentum conservation equation is expressed as [82]:
pr(V.V)V = =VP + pu;V?v (3.9)

For the porous-medium configuration, the momentum equation is modified using the
Darcy-Forchheimer model to account for viscous and inertial resistance effects within the

porous matrix and is written as [38]:

Pr _ _ K2y _ H oy SrPr
SZ(V.V)V— VP + vV KPV JK_PIVI (3.10)

The energy conservation equation governing heat transfer within the fluid domainisgiven
by [82]:
(pcp)fv. VT = V.(ksVT) (3.11)

Heat conduction within the solid substrate is described by the steady-state energy equation
[82]:

ks (V2T) =0 (3.12)
In the above equations, V denotes the velocity vector, P represents pressure, T is
temperature, p is density, u is dynamic viscosity, k is thermal conductivity, C; is specific
heat capacity, ¢ is porosity, Kp is permeability, and Cs is the inertial resistance coefficient.
The subscripts f and srefer to the fluid and solid domains, respectively.

3.3.3 Thermophysical Property Models
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The accuracy of the numerical predictions strongly depends upon the appropriate
evaluation of thermophysical properties. Different thermophysical property models are
therefore adopted for the working fluids and porous media considered in the present study,
including pure water, mono-nanofluids, hybrid nanofluids, and porous-medium

configurations.
3.3.3.1 Temperatur e-Dependent Properties of Water

The thermophysical properties of water are evaluated as functions of temperature using
established correlations availablein the literature. The density, dynamic viscosity, thermal
conductivity, and specific heat capacity are calculated using the following relations [82]:
pr = 2446 — 20.674T + 0.1157T? — 3.1289 * 10™*T3 + 4.0505 * 10~ 7T* — 2.055 =

107105 (3.13)
(247.8)

pr = 2414 % 1075 % 10\7-120 (3.14)

Cps = 8958.9 — 40.535T + 0.11243T% — 1.04 * 107*T3 (3.15)

kp =—113+9.71 10737 — 1.31 % 107°T? (3.16)

The above correlations are valid over the temperature range encountered during the
present simulations and enabl e accurate representation of the variation of water properties

with temperature.

3.3.3.2 Mono-Nanofluid Property Models

For the micro-pillar-enhanced configuration, FesO4/water nanofluid is employed as the
working coolant. A single-phase approach is adopted, and the effective thermophysical
properties are determined using established mixture relations [121].

(PIng = (L —@)ps + @ * ppyp (3.17)

(C),, = ((1 —0)(p*Cp), +o(p+ cp)np) /Pns (3.18)
3 ((knp+2kf)—2<p(kf—knp))l

kg = Ky l((knp+2kf)+<p(kf—knp)) (3.19)

tnr = pr(1+ 2.5¢), ¢ < 2% (3.20)
In the above relations, ¢ denotes the nanoparticle volume fraction, while the subscripts f,

np, and nf represent the base fluid, nanoparticle, and nanofluid, respectively.
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3.3.3.3 Hybrid Nanofluid Property Models

For the hybrid nanofluid-based CD-MCHS configuration, a water-based CuO-Al>03-Ag
tri-hybrid nanofluid is considered. The effective thermophysical properties are evaluated
by combining the contributions of the individual nanoparticle species according to the

following mixture models relations [110].

j=1f; =100 (3.21)
1; CuO
j=12; ALOs (322)
3; Ag
@ =101 (3.23)
(O hng = Xiza Pipi + (1 — Pr)py (3.24)
i=1 P = Pr (3.25)
(Co) s = fT i=12i(pCp), + A= 21)(pGy), (3.26)
ki+2kf)—20(ks—k;
ki = kf ((((kl-+2kff))+lpi((kff_ki)))) (3.27)
Knns = 5 Zis ik (328)
Hoi = (1 + 2.50;) (3.29)
Hing = 5= Zio1 Pl (3.30)

Here, & represents the total nanoparticle volume fraction, f; denotes the percentage
contribution of the j'" nanoparticle species, and @; corresponds to the effective volume

fraction of each constituent nanoparticle.
3.3.3.4 Porous-M edium Properties

For the porous-mediaassisted CD-MCHS configuration, effective thermophysical
properties are employed to represent the combined behaviour of the fluid and solid phases
within the porous matrix. Under the assumption of local thermal equilibrium (LTE), the
effective density, volumetric heat capacity, and thermal conductivity are calculated as
follows[121]:

Perr = € pr + (1 —€).ps (3.31)
(pCp)eff = s(pCp)f +(1-¢) (pCp)s (3.32)
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kerr=¢eks+ (1—¢).kg (3.33)
In the above relations, & denotes the porosity of the porous medium, while the subscripts
f, s, and eff represent the fluid phase, solid phase, and effective porous-medium properties,
respectively.

The thermophysical property models presented in this section provide the material
parameters required for solving the governing equations and evaluating the hydrothermal
and thermodynamic performance of the various CD-M CHS configurations investigated in
the present study.

3.3.4 Permeability and I nertial Coefficient For mulations

The Darcy-Forchheimer momentum model employed for the porous-media-assisted CD-
MCHS requires the evaluation of permeability and inertial resistance coefficients to
characterize flow transport within the porous matrix. These parameters are determined
using the well-established Ergun correlations based on the porosity and pore diameter of

the porous medium [152].
__gdp
Kp = Too-o2 (334)
__ 175(1-¢)
C= =T (3.35)
Da = & (3.36)
Dy

Where Kp denotes the permeability of the porous medium, C represents the inertia
resistance coefficient, € isthe porosity, dy isthe pore diameter, Dnisthe hydraulic diameter
of the microchannel, and Da is the Darcy number. The Darcy number provides ameasure
of the relative influence of permeability on fluid flow within the porous domain and is

widely used to characterize transport phenomenain porous microchannel systems.
3.4 Performance Evaluation Metrics

To quantitatively assess the hydrothermal and thermodynamic performance of the
proposed microchannel heat sink configurations, severa first-law and second-law
performance indicators are employed. The selected parameters enable a comprehensive
evaluation of heat transfer enhancement, flow resistance characteristics, thermal
management effectiveness, and thermodynamic irreversibilities. The mathematical

formulations adopted in the present study are presented in the following sections.
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3.4.1 Heat Transfer Characteristics

The heat transfer performance of the microchannel heat sink is evaluated using the average
Nusselt number, which representstheratio of convectiveto conductive heat transfer across

the fluid domain. The average Nusselt number is expressed as [121]:

Nu,, = tePre (3.37)

Kr
Where h,,, denotes the average convective heat transfer coefficient, ks is the thermal
conductivity of theworking fluid, and (Dh)eq represents the equivalent hydraulic diameter
of the convergent-divergent microchannel.

The average convective heat transfer coefficient is determined from [121]:

& _ _a (3.38)

T ApATy  Tw-Th

Where q" is the imposed hest flux, Tw is the average temperature of the heated wall, and
Ty represents the bulk fluid temperature.
The bulk fluid temperature is evaluated as [121]:

TintTout

Tb: 2

(3.39)
For the convergent-divergent microchannel, an equivalent hydraulic diameter is employed
to account for the variation in cross-sectional dimensions along the flow direction and is

calculated as [121]:

(Dh)eq — (Dh)in+(Dh;th+(Dh)out (340)

The hydraulic diameters at the inlet/outlet and throat sections are respectively determined
from [121]:

2(Wy+W,)H,

(Dy); = (3.41)
mont (W1 +Wy) + 2 (@)ZHHC)Z
(Dw)en = e (342)
Wy +wy) + 2J(W2;W1) +(Hp)?
The Reynolds number, used to characterize the flow regime, is defined as [121]:
U:.. (D)
Re = M (3.43)
Ky

Where pr, w1, and Uin denote the fluid density, dynamic viscosity, and inlet velocity,

respectively.

3.4.2 Pressure Drop and Pumping Power
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The hydrodynamic performance of the microchannel is assessed using pressure drop,
friction factor, and pumping power. The pressure drop across the microchannel is
evaluated from [121]:

AP = Py — Poyt (3.44)
Where Pin and Pout represent the area-averaged pressures at the inlet and outlet sections,
respectively.

The pumping power required to overcome the flow resistanceis calculated as [121]:

0 =0Q.AP (3.45)
Where Q denotes the volumetric flow rate.

The Darcy friction factor is determined from [121]:
f=

Where Lt represents the total channel length.

2AP(Dp)eq (3.46)

PhnfUL LT

3.4.3 Thermal resistance

Thermal resistance is employed to quantify the ability of the microchannel heat sink to
dissipate heat from the heated substrate. A lower thermal resistance indicates superior

thermal management performance. The thermal resistance is defined as [121]:

Tw, maxTin

Where Tu, max denotes the maximum temperature attained on the heated surface.

3.4.4 Entropy generation

Entropy generation analysis is performed to quantify thermodynamic irreversibilities
associated with heat transfer and fluid friction within the microchannel. The logarithmic
mean fluid temperature isfirst calculated as[121]:

Tout—Tin
Ty = m(tro_ut) (3.48)
Tin
The total entropy generation rate is expressed as the sum of thermal and frictional
contributions [121]:

(Sg)Total - (Sg)Thermal + (Sg)Frictional (3-49)
The thermal entropy generation component is evaluated from:

"2
_q m(Dpéqlr
(Sg)Thermal T NuawksTZ, (3.50)
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Whereas the frictional entropy generation component is calculated as:

.3
(Sg) = 322m ILr (3.51)

icti - 5
Frictional szprav (Dh)eq

The entropy generation analysis provides vauable insight into the sources of
thermodynamic losses and enables identification of configurations that minimize system
irreversibilities.

3.4.5 Exergetic efficiency

To evaluate the thermodynamic effectiveness of the proposed cooling configurations, an
exergy-based analysis is performed. Exergy analysis considers both the quantity and

quality of energy and provides arigorous measure of useful energy utilization.

The rate of thermal energy supplied to the microchannel heat sink is given by [38]:

Eym =q A, (3.52)
The useful thermal energy carried away by the coolant is determined as [ 38]:

Eoue = MmCp(Toue — Tin) (3.53)
The exergy destruction rate associated with system irreversibilities is expressed as [38]:
Ed = ToSgen (354)

Where To denotes the ambient (dead-state) temperature.
The exergy destruction ratio is defined as [38]:

EDR = —4 (3.55)
Eout

Finally, the exergetic efficiency of the microchannel heat sink is evaluated as [38]:

Ney = 2 (356)

For idealized conditions with negligible energy losses, the exergetic efficiency may
aternatively be expressed as [38]:

Nex = 1 — EDR (3.57)
The exergy analysis complements the hydrothermal assessment by quantifying the extent
of useful energy recovery and identifying configurations that simultaneously enhance
thermal performance and reduce thermodynamic |osses.

3.5 Boundary Conditions

The boundary conditions employed in the numerical simulations are selected to accurately
represent the operating conditions encountered in high heat-flux electronic cooling
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applications. The same set of hydrodynamic and thermal boundary conditions is applied
to all baseline and enhanced CD-MCHS configurations to ensure a consistent and
meaningful comparison of their hydrothermal and exergetic performances. Theinlet flow
conditions, outlet pressure, imposed heat load, and wall boundary treatments are
established based on the physical configuration described in Section 3.2.

The coolant enters the microchannel through the inlet section at a prescribed velocity
corresponding to the desired Reynolds number and a uniform temperature of 298 K. At
the outlet, a pressure-outlet condition is imposed with the gauge pressure fixed at
atmospheric reference conditions. A uniform heat flux of 150 W/cm? is applied at the
bottom surface of the heat sink to simulate the thermal load generated by high-power
electronic devices. All remaining external surfaces are assumed to be thermally insul ated,

thereby restricting heat transfer to the coolant flowing through the microchanndl.

Table 3.6: Boundary conditions in various regions of the CD-MCHS

Zone Boundary Condition Expression Nature
CD-MCHS Velocity Inlet e x=0mmu="U;, Hydrodynamic
Inlet o x=0mmT=T,= Thermal
298 K
CD-MCHS Pressure Outlet o x=10mm;Pyy = Hydrodynamic
Outlet 0 Pa (gauge)
BottomWall  Heat flux (Constant.) e z=0mm; ¢" = Thermal
150 W /cm?
Sidewalls Symmetry and e« L_p Thermal
Adiabatic "
Interface No-Slip and e u=v=w=0 Hydrodynamic
Stationary . —k, % = —k; % Thermal

b (Tf)r = (T)r

At thefluid-solid interfaces, no-dlip conditions areimposed for fluid flow, while conjugate
heat transfer is enforced through continuity of temperature and heat flux across the
interface. The complete set of boundary conditions adopted in the present investigation is

summarized in Table 3.6.
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The above hydrodynamic and thermal boundary conditions are applied consistently across
al investigated configurations, including the baseline, micro-pillar-enhanced, hybrid
nanofluid-based, and porous-media-assisted CD-MCHS models. Such a consistent
implementation facilitates a reliable comparative assessment of the influence of different
passive enhancement strategies on the hydrothermal and exergetic performance of the
microchannel heat sink.

3.6 Numerical M ethodology

The numerical simulations are performed using the commercial computationa fluid
dynamics (CFD) package ANSYS Fluent. The governing equations describing the
conservation of mass, momentum, and energy are solved using the finite volume method
(FVM) under the prescribed hydrodynamic and thermal boundary conditions. The finite
volume framework is particularly suitable for microscale heat transfer applications
because it ensures local conservation of mass, momentum, and energy within each
computational control volume. The adopted numerical methodology enables the
simultaneous prediction of fluid flow, heat transfer, and thermodynamic behaviour within
the baseline and enhanced convergent-divergent microchannel heat sink configurations.
Furthermore, the numerical framework provides the flexibility to incorporate different
passive enhancement techniques, including micro-pillars, nanofluids, and porous media,
within aunified computational environment.

The computational domain is discretized using a structured hexahedral mesh to ensure
high numerical accuracy and efficient convergence characteristics. Structured grids are
particularly suitable for microchannel heat transfer simulations owing to their superior
orthogonality, reduced numerical diffusion, and improved control over mesh quality
compared with unstructured discretization schemes. As illustrated in Figure 3.6, a
predominantly structured mesh topology is employed throughout the computational
domain. To accurately resolve the steep velocity and temperature gradients that develop
near the solid boundaries, local mesh refinement is applied in the vicinity of the channel
walls and fluid-solid interfaces. Particular attention is given to the near-wall regions,
where significant variations in therma and hydrodynamic boundary layers occur. A
comparatively coarser mesh is maintained within the core flow region to achieve an
appropriate balance between computational accuracy and computational cost. This
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meshing strategy ensures reliable prediction of both flow and heat transfer characteristics
while maintaining acceptable computational efficiency.

Figure 3.7: Structured hexahedral grid representation of the computational domain with
local grid refinement near the channel walls

The pressure-based solver available in ANSYS Fluent is employed for the numerical
solution of the governing equations. Pressure-velocity coupling is achieved using the
Semi-Implicit Method for Pressure-Linked Equations (SIMPLE) agorithm, which
provides stable and efficient convergence for incompressible laminar flows. Spatial
gradients are evaluated using the Least-Squares Cell-Based scheme, while pressure
interpolation is performed using the PRESTO! formulation. The momentum and energy
equations are discretized using second-order upwind schemes to improve spatial accuracy
and minimize numerical diffusion. The selection of higher-order discretization schemes
ensures an accurate representation of flow and thermal transport phenomena within the
convergent-divergent microchannel, particularly in regions characterized by strong
velocity and temperature gradients.

To enhance solution stability and convergence behaviour, appropriate under-relaxation
factors are employed during the iterative solution process. The values adopted for the
present simulations are summarized in Table 3.7. Numerical convergenceis considered to
be achieved when the scaled residual s of the continuity and momentum equations decrease
below 107, while the residua of the energy equation fals below 108, These stringent
convergence criteria ensure accurate prediction of both hydrodynamic and thermal fields

within the microchannel.
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Table 3.7: Numerical schemes and solution control parameters employed in the present
study

Category Parameter Method / Value
Mesh Configuration Mesh Type Structured Hexahedral Mesh
Mesh Refinement At fluid-solid interface
Numerical Solver Solver Type Pressure-Based Solver
Numerical Method Finite Volume Method (FVM)
Pressure-Velocity Coupling Coupling Scheme SIMPLE
Spatial Discretization Gradient Least-Squares Cell-Based
Pressure PRESTO!
Momentum Second-Order Upwind
Energy Second-Order Upwind
Under-Relaxation Factors Pressure 0.2
Momentum 0.6
Energy 1
Convergence Criteria Continuity Residual 10°

Momentum Residuals 10
Energy Residual 108

The numerical methodology described above is applied consistently to all investigated
configurations, including the baseline CD-MCHS, micro-pillar-enhanced CD-MCHS,
hybrid nanofluid-based CD-MCHS, and porous-media-assisted CD-MCHS. Theresulting
numerical framework provides a robust platform for evaluating the hydrothermal and

exergetic performance of the proposed thermal management strategies.
3.7 Grid Independence Study

The accuracy and reliability of computational fluid dynamics (CFD) simulations are
significantly influenced by the quality and resolution of the computational mesh. In
microchannel heat sinks, steep velocity and temperature gradients develop in the vicinity
of the solid-fluid interfaces, making adequate mesh refinement essential for accurate
prediction of hydrothermal performance. An excessively coarse mesh may lead to
numerical diffusion and inaccurate estimation of heat transfer and pressure-loss

characteristics, whereas excessive mesh refinement increases computational cost without
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providing a corresponding improvement in solution accuracy. Therefore, asystematic grid
independence study is performed to ensure that the numerical predictions are independent
of mesh resolution.

For this purpose, a sequence of progressively refined structured hexahedral meshes is
generated for the reference computational domain. The average heat transfer coefficient
(hav) and thermal resistance (Rn) are selected as the monitoring parameters because they
directly represent the thermal performance of the microchannel heat sink. The variation

of these parameters with mesh refinement isillustrated in Figure 3.7.
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Figure 3.8: Grid independence assessment of the reference study based on average heat

transfer coefficient and thermal resistance

As shown in Figure 3.7, both hay and Rn exhibit noticeable variations at lower mesh
densities. However, as the mesh is progressively refined, the variations diminish and the
solution gradually approaches an asymptotic convergence region. Beyond approximately
1.61x10° elements, only marginal changes are observed in the monitored parameters,
indicating that the numerical solution becomes insensitive to further mesh refinement.

To establish a quantitative criterion for mesh independence, the relative variation of the
monitored parameters between two successive mesh levels is evauated. The numerical
solution is considered grid-independent when the variation in two successive refinement
levels for both hay and R remains under 0.25%. Based on this criterion, the mesh
containing approximately 1.61x10° elements satisfies the prescribed tolerance and is

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESEARCH METHODOLOGY Page|76

therefore selected for all subsequent simulations. This mesh provides an appropriate
balance between computational efficiency and numerical accuracy.

3.7.1 Grid Convergence Index (GCI) Analysis

Although mesh independence provides qualitative evidence of solution convergence, a
guantitative estimate of discretization uncertainty is necessary to assess the numerical
accuracy of the simulations. Therefore, the Grid Convergence Index (GCI) methodology
proposed by Roache is employed to evaluate the uncertainty associated with spatial
discretization.

Since the GCI formulation is based on Richardson extrapolation, its application is most
reliable when the numerical solution lies within the asymptotic convergence region.
Accordingly, the GCI analysis is performed using the refined mesh levels corresponding
to the asymptotic portion of the convergence curve, while the coarser meshes are excluded
from the calculation.

The relative discretization error between two successive mesh levelsis defined as [ 153]:

o = Prine=bcoarse (3.58)
d’fine
Where ¢ denotes the monitored variable (i.e., hay or Rep).

The grid refinement ratio is calculated as [153]:

= (e ) (359)

NCO(ITSG

Where N represents the total number of computational el ements.
The Grid Convergence Index for the fine mesh is evaluated as [153]:

GcI = F.2°

Syp—q

(3.60)

Where Fs is the safety factor (taken as 1.25 for three or more meshes), and p is the order
of convergence, assumed as 1.97 in accordance with the second-order discretization
scheme employed in the present study.

The calculated GCI values corresponding to the monitored parameters are presented in
Table 3.8. A monotonic reduction in GCI is observed with increasing mesh refinement,
indicating stable and consistent convergence behaviour. For the selected mesh containing
approximately 1.61x10° elements (Mesh-7), the GCI vaues associated with ha, and R
are found to be 0.40 % and 0.11 %, respectively. These low GCI values indicate that the

numerical uncertainty arising from spatia discretization is negligible. Furthermore, the
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progressive reduction in GCI with successive mesh refinement confirms stable
convergence behaviour and demonstrates that the numerical solution lies within the

asymptotic convergence region.

Table 3.8: Grid convergence index (GCI) analysis for ha and R for the selected mesh
levelsin the asymptotic convergence region
S.No. Elements Nodes r (@n,, (GCDy, (e)g, (GCDg,

Mesh4 566250 614732 1120 -0.0060 3.01% 0.0028 1.38%
Mesh5 799370 863496 1.139 -0.0043 181% 0.0019 0.82%
Mesh6 1190952 1277550 1.103 -0.0027 158% 0.0012 0.73%
Mesh 7 1613430 1714502 1.074 -0.0005 040% 0.0001 0.11%
Mesh8 2000000 2123121 - - - - -

Based on the combined evidence obtained from the grid independence assessment and
GCI analysis, the mesh comprising approximately 1.61x10° elements is adopted for all
subsequent numerical simulations. The selected mesh ensures reliable prediction of the
hydrothermal and exergetic performance of the investigated CD-MCHS configurations

while maintaining reasonable computational cost.

3.8 Mode Validation

The accuracy and reliability of the present numerical framework are established through
validation against independent experimental investigations reported in the literature. Since
the predictive capability of a numerical model forms the foundation for all subsequent
analyses, it is essential to demonstrate that the devel oped computational methodology can
accurately reproduce experimentally observed thermal and hydrodynamic behaviour. To
ensure a comprehensive assessment, the present model is validated using two separate
experimental studies involving different working fluids, geometrical configurations, and
thermal performance indicators. The selected validation cases encompass a broad range
of flow and heat-transfer conditions, thereby enabling evaluation of the numerical
framework under diverse operating environments. Such a multi-case validation approach
provides a rigorous assessment of the developed computationa model, enhances
confidence in the accuracy of the numerical predictions, and establishes its applicability
for the hydrothermal and exergetic analysis of CD-MCHS.
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In the first validation study, the experimental work reported by Fazeli et a. [154] is
reproduced by reconstructing the corresponding computational domain using the
geometric dimensions, material properties, and operating conditions provided in the
original study. The validation is performed for both pure-water and nanofluid cooling
conditions to examine the capability of the numerical model in predicting thermal
transport behaviour under different coolant compositions. The average heat transfer
coefficient and thermal resistance are selected as the validation parameters because they
directly characterize the thermal performance of the cooling system. The numerical
predictions are compared with the corresponding experimental measurements over arange
of Reynolds numbers representative of practical electronic cooling applications.

To further evaluate the robustness of the devel oped numerical framework under adifferent
geometric configuration, a second validation study is performed using the experimental
data reported by Wang et a. [155]. Unlike the first validation case, Wang et al.
investigated microchannels incorporating pin-fin structures, which introduce additional
flow disturbances, wake formation, and fluid-mixing effects. Consequently, this
validation case provides a more stringent assessment of the model's ability to predict the
complex transport phenomena associated with flow-obstruction-based heat-transfer
enhancement techniques. The corresponding microchannel configurations are
reconstructed using the reported geometric and operating parameters, and the average
Nusselt number is selected asthe validation parameter. The comparison is carried out over
a range of Reynolds numbers to examine the capability of the numerica model to
accurately predict convective heat-transfer characteristics in pin-fin-enhanced

microchannel systems.
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Figure 3.9: Experimental validation of the present numerical model using data from (a)
Fazeli et al. [154] and (b) Wang et al. [155]

The comparisons between the numerical predictions and experimental measurements are
presented in Figure 3.8. Figure 3.8 (a) illustrates the variation of the average heat transfer
coefficient and thermal resistance with Reynolds number for both pure-water and
nanofluid cases reported by Fazeli et a. It can be observed that the numerical results
closely follow the experimental trends throughout the investigated operating range. The
predicted heat transfer coefficients increase with increasing Reynolds number, while the
corresponding thermal resistance decreases, consistent with the experimentally observed
behaviour. Furthermore, the model successfully captures the enhancement in thermal
performance associated with nanofluid cooling, demonstrating its capability to accurately
represent the underlying heat-transfer mechanisms.

Similarly, Figure 3.8 (b) presents the comparison between the computed and experimental
Nusselt numbers obtained from the pin-fin microchannel study of Wang et a. The
numerical predictions exhibit excellent agreement with the experimental data over the
entire Reynolds number range considered. The model accurately reproduces both the
magnitude and trend of the measured Nusselt number, indicating that the governing
equations, boundary conditions, and numerical schemes employed in the present study are
capable of reliably capturing the convective heat-transfer behaviour in microchannels

containing flow-disturbing structures.

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESEARCH METHODOLOGY Page|80

For both validation studies, the deviations between the numerical predictions and
experimental measurements remain within + 5%, whichisgenerally considered acceptable
for conjugate heat-transfer simulations involving complex microscae flow and thermal
transport phenomena. The close agreement obtained across different geometries, working
fluids, and performance indicators demonstrates the robustness and predictive capability
of the developed numerical framework.

In addition, the numerical uncertainty associated with spatial discretization has been
independently assessed through the grid independence and Grid Convergence Index (GCI)
analyses presented in Section 4.7, which confirmed that the selected computational mesh
lies within the asymptotic convergence region with negligible discretization error.
Therefore, the combined evidence from experimental validation and numerical
uncertainty assessment establishes the accuracy and reliability of the present
computational framework. The validated model is consequently employed for the
subsequent hydrothermal, exergetic, and optimization investigations presented in this

thesis.
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CHAPTER 4

OPTIMIZATION TECHNIQUESAND DECISION-MAKING FRAMEWORK

4.1 Overview

The design of advanced microchannel heat sinks involves multiple geometric, operating,
and material parameters that simultaneously influence thermal, hydraulic, and
thermodynamic performance. Although numerical ssimulations provide detailed insight
into the underlying transport phenomena, the identification of optimal designs through
direct parametric investigation becomes increasingly challenging as the dimensionality of
the design space increases. Furthermore, many performance indicators of practical interest
areinherently conflicting. For instance, strategiesthat enhance heat transfer often increase
flow resistance and pumping power requirements, while approaches aimed at reducing
thermodynamic irreversibilities may adversely affect thermal performance. Consequently,
the design of high-performance microchannel heat sinks represents a complex multi-
objective optimization problem requiring a systematic decision-making methodol ogy.
Traditional optimization approaches based solely on direct CFD evaluations become
computationally expensive when a large number of design variables and objective
functions are involved. Therefore, an efficient surrogate-assi sted optimization framework
is adopted in the present study to facilitate rapid exploration of the design space while
maintaining prediction accuracy. The framework integrates Design of Experiments
(DOE), Artificial Neural Networks (ANN), multi-objective evolutionary optimization,
and decision-making techniques to identify optimal microchannel configurations under
competing performance objectives.

The present chapter describes the optimization and decision-making framework employed
throughout this thesis. The methodology combines Latin Hypercube Sampling (LHS) for
database generation, CFD simulations for performance evaluation, ANN-based surrogate
modelling for rapid prediction, the Non-dominated Sorting Genetic Algorithm-I1 (NSGA-

[1) for multi-objective optimization, and the Technique for Order Preference by Similarity
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to Ideal Solution (TOPSIS) for final design selection. Together, these techniques provide
a comprehensive platform for identifying thermally efficient and thermodynamically

sustainable microchannel heat sink designs.
4.2 Overall Optimization Framework

The optimization methodology adopted in the present study consists of a sequence of
interconnected stages designed to systematically explore the design space and identify
optimal configurations. Direct integration of CFD simulations with evolutionary
optimization algorithms is computationally prohibitive because thousands of function
evaluations are typically required during the optimization process. To overcome this
limitation, surrogate modelling is employed to replace the computationally expensive
CFD simulations during the optimization stage. The overall optimization and decision-

making framework adopted in the present investigation isillustrated in Figure 4.1.
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Figure 4.1: Integrated optimization and decision-making framework adopted in the
present study

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



OPTIMIZATION TECHNIQUESAND DECISION-MAKING FRAMEWORK Page|83

As shown in Figure 4.1, the optimization process begins with the definition of design
variables, objective functions, and associated constraints. Latin Hypercube Sampling is
subsequently employed to generate representative sample points within the design space.
Each sampled design is evaluated using CFD simulations to establish a comprehensive
performance database describing the hydrothermal and thermodynamic characteristics of
the microchannel heat sink.

The generated database is then utilized to train and validate ANN-based surrogate models
capable of rapidly predicting the performance parameters of interest. The trained ANN
models are subsequently coupled with the NSGA-I1 algorithm to perform multi-objective
optimization and generate a set of Pareto-optimal solutions. Finally, TOPSIS is employed
to rank the Pareto-optimal solutions and identify the most balanced design according to

the specified performance criteria.

4.3 Formulation of the Optimization Problem

The optimization of advanced microchannel heat sinks involves the simultaneous
consideration of multiple design variables and competing performance objectives. Owing
to the complex interactions between geometric parameters, operating conditions, and
enhancement strategies, theidentification of an optimal design cannot be achieved through
conventional trial-and-error approaches. Consequently, the optimization problem is
formulated as a multi-objective design task in which thermal performance enhancement
and thermodynamic irreversibility minimization are pursued simultaneously within
prescribed design constraints.

In the present study, separate optimization formulations are developed for the baseline
convergent-divergent microchannel heat sink (CD-MCHS), micro-pillar-enhanced CD-
MCHS, hybrid-nanofluid-based CD-MCHS, and porous-media-assisted CD-MCHS
configurations. Although each configuration possesses a distinct set of design variables, a
common optimization philosophy is adopted to facilitate a consistent assessment of the
different enhancement strategies.

The vector of design variables may generally be expressed as:

X =[x, %5, e e .. , X (4.2)
Where X denotes the set of independent design variables defining a particular
microchannel configuration, and n represents the total number of design variables

considered in the corresponding optimization process.
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Depending on the enhancement technigque under investigation, the design variables may
include geometric parameters, flow conditions, micro-pillar characteristics, nanoparticle
composition, nanoparticle concentration, porous-medium properties, and material
selection variables. The permissible ranges of these variables are selected based on
physical feasibility, manufacturing considerations, numerical stability requirements, and
the research gaps identified in the literature review.

To ensure a uniform basis for comparison among the investigated configurations, the
optimization objectives are formulated in terms of maximizing heat-transfer performance
while minimizing thermodynamic irreversibilities. Although a common optimization
philosophy is adopted throughout the present study, the specific design variables and
constraints differ according to the enhancement strategy under consideration. Therefore,
separate optimization formulations are developed for the baseline CD-MCHS, micro-
pillar-enhanced CD-MCHS, hybrid-nanofluid-based CD-MCHS, and porous-media-
assisted CD-MCHS configurations. The corresponding optimization problems are

presented in the following sections.

4.3.1 Basdline CD-MCHS Optimization Problem

The baseline CD-MCHS optimization problem aims to identify the optimal combination
of geometric and operating parameters that maximizes heat-transfer performance while
minimizing entropy generation. The selected design variables govern the channel
geometry and flow characteristics and therefore play a significant role in determining the
hydrothermal and thermodynamic behaviour of the microchannel heat sink. By
simultaneously considering these parameters within a multi-objective optimization
framework, it becomes possible to establish an appropriate balance between enhanced
heat-transfer capability and reduced thermodynamic irreversibility.

The optimization formulation adopted for the baseline configuration is expressed as:

[ Max U;(X) = f,
Min U(X) = f
Where;
4 X =(Req,B,v,6,N;,N,) (4.2)

_ Nu

fi= Nires
_ Sgen

fa= (Sgen)yey

—
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Table4.1: Design variables and their corresponding bounds and step-size for the baseline
CD-MCHS optimization problem

Variable Description Range Step-Size

Re Reynolds number 100-500 100
a Top-to-bottom width ratio 0.50-1.50 0.25
B Bottom-to-pitch ratio 0.40-0.80 0.10
Y Channel-to-height ratio 0.40-0.80 0.10
d Throat-to-channel ratio 0.20-0.60 0.20
N1 Paralel channels 30-70 10

N2 Series channels 04-12 02

4.3.2 Micro-Pillar-Enhanced CD-MCH S Optimization Problem

To evauate the influence of micro-pillar geometry and arrangement on hydrothermal and

thermodynamic performance, a separate optimization formulation is developed for the

micro-pillar-enhanced CD-MCHS configuration. The incorporation of micro-pillars

introduces additional design variables associated with pillar geometry and spatial

arrangement. Accordingly, the optimization problem is formulated to determine the

optimal micro-pillar configuration. The optimization problem is defined as:

Where;

|

Nu
Nu,.ef

Sgen
(sge")ref

fi=-

—

[ Max U;(X) = f,
Min U,(X) = f,

X = (Pd) (‘p) PC’ PO)

(4.3)

Table 4.2: Design variables, permissible ranges, and step sizes employed in the

optimization of the micro-pillar-enhanced CD-MCHS configuration

Variable Description Range Step-Size
Pq Pillar shape index 01-04 01
[0) Nanoparticle concentration 01-03 % 01
Pc Pillar count 32-80 16
Po Offset parameter 0-15 um 05
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Note: Pqisadiscrete design variable representing the micro-pillar geometry, where Pq =1
denotes an dliptica pillar, Pa = 02 acircular pillar, P4 = 03 asquare pillar, and Pa = 04 a

rhombic pillar.
4.3.3 Hybrid-Nanofluid-Based CD-MCH S Optimization Problem

The optimization formulation for the hybrid-nanofluid-based CD-MCHS ams to
determine the optimal coolant composition and operating conditions that maximize
therma performance while minimizing entropy generation. The inclusion of hybrid
nanoparticles modifies the effective thermophysical properties of the coolant and
consequently influences both heat-transfer and flow characteristics. The optimization

problem is therefore formulated as:

[ Max U,(X) = f4
MinU,(X) = f,
Where;
4 X = (CDT'fCuOJfAlzoglng) (4.4)
Nu
fi=- Nire,
_ Sgen
_f 2 = (Sgen) s

Table 4.3: Design variables, permissible ranges, and step sizes employed in the
optimization of the hybrid-nanofluid-based CD-MCHS configuration

Variable Description Range Step-Size
D Total nanoparticle volume fraction 0.5-2.0% 0.50
feuo Volume fraction of CuO nanoparticles 50-65 % 05
far,05 Volume fraction of Al.Oz nanoparticles 20-35% 05
fag Volume fraction of Ag nanoparticles 15-30 % 05

Note: feuo, fai,04, aNd fa g represent the relative volume fractions of CuO, Al2Os, and Ag

nanoparticles, respectively, and satisty fcuo + fai,0, + fag = 100 %.
4.3.4 Porous-Media-Assisted CD-MCH S Optimization Problem

For the porous-media-assisted CD-MCHS, the optimization formulation incorporates

porous-medium structural parameters and material-selection variables to investigate their

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



OPTIMIZATION TECHNIQUESAND DECISION-MAKING FRAMEWORK Page|87

influence on heat-transfer enhancement and thermodynamic behaviour. The optimization
seeks to identify porous configurations that provide an effective balance between
enhanced thermal performance and the additional flow resistance introduced by the porous
structure. The effects of porosity, pore diameter, and porous materia are simultaneously

considered during the optimization process. The optimization problem is expressed as:

[ MaxU(X) = f4
MinU,(X) = f,
Where;

4 X =(g,dp, M) (4.5)
Nu
fi=- Nures
— Sgen

f2= (Sgen)yey

Table 4.4: Design variables, permissible ranges, and step sizes employed in the
optimization of the porous-media-assisted CD-MCHS configuration

Variable Description Range Step-Size
€ Porosity 0.40-0.85 0.15
dp Pore diameter 08-32 um 08
Mc Porous material index 01-04 01

Note: Mc is a discrete design variable representing the porous material, where Mc = 01
denotes copper, Mc = 02 aluminium, Mc = 03 bronze, and M¢ = 04 nickel.

4.4 Design of Experiments Using L atin Hypercube Sampling

The optimization of advanced microchannel heat sinksinvolves alarge number of design
variables, resulting in a high-dimensional design space. Direct evaluation of al possible
combinations of these variables through CFD simulations would require a prohibitively
large computational effort. Therefore, an efficient sampling strategy is required to
generate a representative database while minimizing the number of simulations. In the
present study, a Design of Experiments (DOE) approach based on Latin Hypercube
Sampling (LHS) is adopted for this purpose.

LHS is a stratified statistical sampling technique that enables efficient exploration of

multidimensional design spaces while maintaining a relatively small sample size.
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Compared with conventional random sampling methods, LHS provides improved
coverage of the design domain and reduces the likelihood of clustering of sample points
within specific regions. Consequently, it has become one of the most widely adopted
sampling techniques for surrogate-based optimization studies.

The fundamental principle of LHS is to divide the range of each design variable into a
number of equally probable intervals and then randomly select one sample from each
interval. The sampled values of all design variables are subsequently combined in such a
manner that the entire design space is uniformly represented. This approach ensures that
the generated samples capture the variability of the design variables while avoiding
redundant sampling and unnecessary computational expense.

In the present study, LHS is employed to generate representative design configurations
for the baseline CD-MCHS, micro-pillar-enhanced CD-MCHS, hybrid-nanofluid-based
CD-MCHS, and porous-media-assisted CD-M CHS optimization problems. The generated
sample points are subsequently evaluated through CFD simulations to establish
comprehensive databases describing the hydrothermal and thermodynamic performance
of the investigated configurations.

The numerical databases obtained from the CFD simulations serve as the foundation for
the development of ANN-based surrogate models. By providing a well-distributed set of
training sampl es throughout the design space, LHS contributesto improving the predictive
capability and generalization performance of the surrogate models used in the subsequent

optimization process.
4.5 Artificial Neural Network Based Surrogate Modelling
4.5.1 Need for Surrogate Modelling

Although CFD simulations provide accurate predictions of fluid flow and heat transfer
characteristics, their direct integration with evolutionary optimization algorithms requires
thousands of function evaluations and consequently leads to substantial computational
cost. To overcome this limitation, surrogate models are employed to approximate the
relationship between design variables and performance parameters while significantly
reducing computational effort.

Among the avail able surrogate modelling techniques, Artificial Neural Networks (ANN)
have demonstrated excellent capability in capturing highly nonlinear relationships and
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complex interactions among design variables. Owing to their strong approximation
capability and computational efficiency, ANN are adopted in the present study to establish

predictive models for the hydrothermal and thermodynamic performance parameters.

45.2 ANN Architecture

An Artificial Neural Network is a data-driven computational model inspired by the
structure and functioning of biological neural systems. The ANN employed in the present

study consists of three primary layers: an input layer, one or more hidden layers, and an
output layer.
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Figure 4.2: ANN architectures developed for the investigated optimization problems: (a)

baseline CD-MCHS, (b) micro-pillar-enhanced CD-MCHS, (c) hybrid-nanofluid-based
CD-MCHS, and (d) porous-media-assisted CD-MCHS

Theinput layer receives the design variables generated through the LHS procedure, while

the output layer predicts the corresponding performance parameters obtained from CFD
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simulations. The hidden layer establishes nonlinear relationships between the input and
output variables through interconnected neurons and weighted connections.

As illustrated in Figure 4.2, separate ANN architectures are developed for each
optimization problem to accommodate the corresponding sets of design variables.
Although the input variables differ among the investigated configurations, all ANN
models employ a feed-forward network structure and are trained to predict the two
objective functions, namely the average Nusselt number and total entropy generation. The
optimal number of hidden neuronsis determined through a neuron-independence study to
achieve high prediction accuracy while minimizing the risk of overfitting.

The hidden layers serve as nonlinear processing units that capture the complex
rel ationships between the design variables and the corresponding performance parameters
embedded within the CFD-generated database. During the training process, the connection
weights and bias terms are iteratively updated to minimize the prediction error between
the ANN outputs and the target values obtained from numerical simulations.
Consequently, the trained ANN models function as computationally efficient surrogate
models capable of accurately reproducing CFD predictions while significantly reducing
the computational effort required during the optimization process.

4.5.3 Mathematical Formulation of ANN

The ANN establishes a nonlinear mapping between the input design variables and the
corresponding performance parameters through interconnected neurons arranged in
successive layers. Each neuron receives information from the neurons of the preceding
layer, processes the received signals through weighted connections and bias terms, and
transmits the resulting output to the subsequent layer.

The net input received by the j" neuron can be expressed as:

Zj = Y-, WijX; + bj (4.6)
Where x; denotes the input variable, wij represents the connection weight between the i™"
and j™ neurons, and by is the bias associated with the j*" neuron.

The weighted input is subsequently transformed through an activation function to
introduce nonlinearity into the network. The output of the j™ neuron is therefore given by:
4 = (z) (47)

Where f( ) denotes the activation function and g; represents the neuron outpui.
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The outputs generated by the hidden neurons are combined in the output layer to produce
the final ANN prediction according to:

Vi = f(Z]e wikaj + by) (4.9)
Where yk denotes the predicted output parameter and m represents the number of neurons
in the hidden layer.

During the training process, the connection weights and bias terms areiteratively adjusted
to minimize the prediction error between the ANN outputs and the target values obtained
from CFD simulations. Through this learning process, the ANN develops an accurate
approximation of the underlying relationship between the design variables and the
corresponding hydrothermal and thermodynamic performance parameters.

4.5.4 ANN Training and Perfor mance Assessment

The CFD-generated database obtained from the Latin Hypercube Sampling procedure is
employed for the development of the ANN surrogate models. Prior to training, the input
and output datasets are normalized to improve numerical stability and facilitate efficient
network convergence. The available data are subsequently divided into three subsets
comprising 70% training data, 15% validation data, and 15% testing data. Such adivision
ensures adequate model |earning while simultaneously providing independent datasets for
monitoring generalization performance and evaluating prediction accuracy.

The ANN models are developed using the MATLAB Neura Network Toolbox. Network
training is performed using the Levenberg-Marquardt (LM) backpropagation agorithm,
which is widely recognized for its rapid convergence and high prediction accuracy in
nonlinear regression problems. The hidden neurons employ a hyperbolic tangent sigmoid
(tansig) activation function, whereas a linear (purelin) activation function is used in the
output layer to generate continuous predictions of the performance parameters.

During the training process, the connection weights and bias terms are iteratively updated
to minimize the prediction error between the ANN outputs and the target values obtained
from CFD simulations. The validation dataset is employed to monitor network
generdization and prevent overfitting, while the testing dataset is used to evaluate the
predictive capability of the final trained model using previously unseen data.

The predictive performance of the ANN models is assessed using statistical indicators
such as the correlation coefficient (R), coefficient of determination (R?), mean absolute
error (MAE), Root Mean Square Error (RMSE), and Mean Absolute Percentage Error
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(MAPE). These indicators provide quantitative measures of the agreement between the
ANN predictions and the corresponding CFD results [152].

R = Y i (3:i-3) : (4.9)
fZ?zl(yi—J_/)z I (9i-9)
2 _ 4 Zisai—9)?

RE=1=5r o (410)
1 ~

MAE = ” =1y — ¥l (4.11)

1 ~

RMSE = 251,07 - 52 (4.12)
100 i—Yi

MAPE = =231, |yy—y| (4.13)

Where, y; = Actual (CFD) value

y; = Predicted (ANN) value

y = Mean of actual value

y = Mean of predicted value

n = Number of data points
A high value of R? together with low RM SE and MAPE values indicates strong predictive
capability of the ANN model and confirmsits suitability for surrogate-based optimization.
The trained ANN models are subsequently integrated with the NSGA-Il agorithm to
perform multi-objective optimization of the investigated CD-M CHS configurations.

4.6 M ulti-Objective Optimization Using NSGA-I|

The optimization of advanced microchannel heat sinks involves multiple conflicting
objectives that must be considered simultaneousdly. In the present study, enhancement of
heat-transfer performance and minimization of entropy generation are treated as
competing objectives. Sinceimprovement in one objective may adversely affect the other,
a multi-objective optimization approach is required to identify the best compromise
solutions.

To address this challenge, the Non-dominated Sorting Genetic Algorithm-11 (NSGA-II) is
employed. NSGA-I1 isone of the most widely used evolutionary optimization a gorithms
owing to its ability to efficiently identify a diverse set of Pareto-optimal solutions while
maintaining good convergence characteristics. The algorithm combines non-dominated
sorting and crowding-distance evaluation to guide the search towards the optimal region

of the design space while preserving solution diversity.
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The trained ANN surrogate models developed in Section 4.5 are integrated with NSGA-
Il as a fitness function to perform the optimization process. The use of ANN models
eliminates the need for repeated CFD evaluations during optimization and significantly

reduces the associated computational cost.
4.6.1 Pareto Optimality and Non-Dominated Sorting

The fundamental concept underlying NSGA-II is Pareto optimality. A solution is
considered Pareto-optimal if no other feasible solution exists that improves one objective
without simultaneously deteriorating at least one of the remaining objectives.
Consequently, the optimization process generates a set of non-dominated solutions known
as the Pareto front, representing the best trade-offs among the competing objectives. For
a multi-objective optimization problem, the objective vector may be expressed as.

FX) = [1(X), f2(X), oo oo, fn ()] (4.14)
Where F(X) denotes the set of objective functions and X represents the vector of design
variables.

NSGA-II ranks the candidate solutions according to their dominance relationships and
classifiesthem into successive Pareto fronts. Solutions belonging to the first front are non-
dominated and therefore represent the most desirable candidates in the population. The
remaining solutions are subsequently assigned to lower-ranked fronts according to their
level of dominance. This non-dominated sorting procedure enables systematic ranking of
the candidate solutions and guides the evolutionary search towards the Pareto-optimal

region of the objective space.

Figure 4.3: Flowchart of NSGA-II execution at each iteration
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To maintain diversity among the non-dominated solutions, NSGA-II further incorporates
a crowding-distance mechanism during the selection process. The combined procedure of
non-dominated sorting and crowding-distance evaluation is schematically illustrated in
Figure 4.3.

4.6.2 Crowding Distance and Genetic Operations

To maintain a well-distributed Pareto front, NSGA-Il employs a crowding-distance
mechanism that estimates the relative density of solutions surrounding a given individual
in the objective space. Solutions located in less crowded regions are preferred during the
selection process, thereby preserving diversity across the Pareto front.

The evolutionary search is performed through selection, crossover, and mutation
operations. Selection identifies superior candidate solutions based on their Pareto rank and
crowding distance, whereas crossover and mutation generate new offspring solutions and
promote exploration of the design space. Through repeated evolution over successive

generations, the population gradually converges towards the optimal Pareto front.
4.6.3 Implementation of NSGA-I1 for CD-M CHS Optimization

In the present study, NSGA-II is coupled with the developed ANN surrogate models to
perform multi-objective optimization of the baseline CD-MCHS, micro-pillar-enhanced
CD-MCHS, hybrid-nanofluid-based CD-MCHS, and porous-media-assisted CD-MCHS
configurations. The optimization process is initiated by generating an initial population
within the prescribed design-variable bounds, after which the objective functions are
evaluated using the trained ANN models.

The candidate solutions are subsequently ranked based on Pareto dominance, and
successive populations are generated through the evolutionary operations of selection,
crossover, and mutation. Through repeated iterations, the population gradually converges
towards the Pareto-optimal region of the objective space, resulting in a set of non-
dominated solutions representing the best trade-offs among the competing objectives.
The optimization procedure is independently applied to each investigated configuration
using the corresponding design variables and constraints defined in Section 4.3. The
resulting Pareto-optimal solutions constitute the feasible design space and provide the
basis for identifying the most suitable configuration according to the specified

performance criteria
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Since al Pareto-optimal solutions are equally optimal from a dominance perspective, an
additional decision-making technique is required to select a single preferred design.
Accordingly, the Technique for Order Preference by Similarity to Ideal Solution
(TOPSIS) is employed to rank the Pareto-optimal solutions and determine the final
optimal configuration, as discussed in the following section.

4.7 Multi-Criteria Decision-M aking Using TOPSI S

The NSGA-II optimization procedure yields a set of Pareto-optimal solutions that
represent the best trade-offs among the competing objective functions. Although all
solutions located on the Pareto front are considered optimal from adominance perspective,
practical engineering design generaly requires the selection of a single preferred
configuration for implementation. Consequently, an additional decision-making
framework is required to identify the most balanced solution among the available Pareto-
optimal alternatives.

In the present study, the Technique for Order Preference by Similarity to Ideal Solution
(TOPSIS) is employed for this purpose. TOPSIS is awidely used multi-criteria decision-
making (MCDM) technique that ranks candidate solutions based on their geometric
proximity to an ideal best solution and their distance from an ideal worst solution. The
fundamental principle of TOPSIS is that the preferred aternative should simultaneously
possess the shortest distance from the positive ideal solution and the greatest distance from
the negative ideal solution. Owing to its ssimplicity, computational efficiency, and ability
to incorporate the relative importance of multiple objectives, TOPSIS has been
extensively adopted in engineering optimization problems. The overall TOPSIS procedure
adopted in the present study isillustrated in Figure 4.4.
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Figure 4.4: TOPSIS method framework
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The TOPSIS implementation consists of the following steps [152]:
Step 1: Construction of the Decision Matrix

The Pareto-optimal solutions obtained from NSGA-II are arranged in the form of a
decision matrix:

X = [x] (4.19)
Where i = 1,2, ... ... ,M denotes the Pareto-optimal alternatives and j = 1,2, ...... ,N

represents the objective functions. Each element x;; corresponds to the performance value

of thei*" alternative with respect to the j* objective.
Step 2: Normalization of the Decision Matrix

Since the objective functions may possess different units and magnitudes, the decision
matrix is normalized using vector normalization:

xl-j

Tij = (4.16)

m 2
i=1%ij

Thistransformation eliminates dimensional inconsistenciesand allowsall objectivesto be

evaluated on acommon basis.
Step 3: Weighted Normalized Matrix

The relative importance of the objective functions is incorporated through weighting
factors w;, yielding the weighted normalized matrix:

v =W X1y (4.17)
The weighting factors may be determined based on engineering judgment, sensitivity

analysis, or specific design requirements.
Step 4: Determination of Ideal Solutions

Thepositiveidea solution V* and negativeideal solution V ~ are subsequently determined

as.

vt ={f, v, ... U (4.18)
1, V2 N

V- ={vi, vy, ... ,Un} (4.19)

Where v} and v represent the best and worst attainable values of the j™ objective,

respectively.
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Step 5: Distance Calculation

The Euclidean distances of each alternative from the positive and negative ideal solutions

are calculated as;

D" = \/2}21(1}” — )’ (4.20)

_ _\2
D; = \/Z;‘l=1(vij -V ) (4.21)
Where D;* and D;” denote the distances from the positive and negative ideal solutions,

respectively.
Step 6: Closeness Coefficient and Ranking

The relative closeness coefficient of each alternative is then determined as;

O (4.22)

+ —
D +D;

Ci:

Finally, the Pareto-optimal aternatives are ranked according to their closeness
coefficients, and the optimal compromise solution is selected as:

Appe = arg max(C;) (4.23)
The alternative possessing the highest closeness coefficient is considered the most
balanced design because it simultaneously exhibits the greatest proximity to the ideal
solution and the largest separation from the non-ideal solution.

By integrating TOPSIS with the NSGA-II-generated Pareto front, the proposed
optimization framework enables objective and quantitative selection of the final design
configuration while accounting for the competing hydrothermal and thermodynamic
performance criteria. The selected optimal solutions obtained through this procedure are

presented and discussed in the subsequent chapters.
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CHAPTER 5

RESULTSAND DISCUSSION

The present chapter discusses the results obtained from the numerical simulations,
surrogate-model  development, multi-objective optimization, and decision-making
framework established in the preceding chapters. The objective is to systematically
evauate the effectiveness of different enhancement strategies in improving the
hydrothermal and thermodynamic performance of convergent-divergent microchannel
heat sinks (CD-MCHS) for high heat-flux electronic cooling applications. The discussion
focuses not only on the magnitude of performance enhancement achieved but also on the
underlying physical mechanisms governing heat transfer, fluid flow, and thermodynamic
behaviour within the microchannel heat sink.

To facilitate a clear interpretation of the results, the chapter is organized into five major
sections. First, the baseline CD-MCHS configuration is optimized to establish areference
design and identify the influence of key geometric and operating parameters on heat-
transfer enhancement and entropy generation. Subsequently, three passive enhancement
strategies, namely micro-pillar integration, hybrid nanofluid utilization, and porous-media
incorporation, are independently investigated and optimized using the ANN-NSGA-I1-
TOPSIS framework. For each enhancement technique, the Pareto-optimal solutions,
TOPSIS-selected compromise design, flow and thermal characteristics, and exergetic
performance are analyzed and discussed in detail.

Finally, a comprehensive comparative assessment is performed to evaluate the relative
merits and limitations of the investigated enhancement strategies. The comparison not
only guantifies the achievable improvements in thermal and exergetic performance but
also provides a unified understanding of the mechanisms responsible for transport
enhancement and entropy-generation reduction. Such an assessment enables the
identification of the most effective strategy for practical implementation in advanced
electronic cooling systems and provides valuable design guidelines for the development
of next-generation microchannel heat sinks operating under high heat-flux conditions. The
organization adopted for the Result and Discussion chapter isillustrated in Figure 5.1.
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Figure 5.1: Organization of the results and discussion framework adopted in Chapter 5

5.1 Multi-Objective Design Optimization of CD-MCHS for Baseline Configuration

The baseline convergent-divergent microchannel heat sink (CD-MCHS) serves as the
reference configuration for all enhancement strategies investigated in the present study.
Prior to incorporating micro-pillars, hybrid nanofluids, and porous media, it is essential to
establish an optimized baseline design capable of delivering improved thermal
performance while maintaining favorable thermodynamic characteristics. Such an
optimization not only identifies the influence of key design parameters on system
performance but also provides a benchmark for assessing the effectiveness of subsequent
enhancement techniques. The detailed results obtained through the CFD-ANN-NSGA-I1-

TOPSIS framework are presented and discussed in the following sections.
5.1.1 Design Variables and Optimization Objectives

The hydrotherma and thermodynamic performance of the baseline CD-MCHS is
governed by seven independent design variables, namely Reynolds number (Re), top-to-
bottom width ratio (o), bottom-to-pitch width ratio (B), channel-to-total height ratio (y),
throat-to-channel height ratio (8), number of parallel channels (N1), and number of
channels arranged in series (N2). These parameters collectively control the channel
geometry, flow distribution, thermal boundary-layer development, and fluid acceleration
within the convergent-divergent passages. Variations in these parameters therefore
directly influence the hesat-transfer and pressure-loss characteristics of the microchannel
heat sink.
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The performance of the heat sink is evaluated using two objective functions: the average
Nusselt number (Nu) and total entropy generation (Sgen). The Nusselt number serves as
a measure of convective heat-transfer enhancement and reflects the effectiveness of
boundary-layer disruption and fluid mixing within the microchannel. In contrast, entropy
generation quantifies the thermodynamic irreversibilities associated with heat transfer and
fluid friction, thereby providing a second-law assessment of system performance.

The simultaneous optimization of these objectives creates a conflicting design scenario.
Geometrical modifications that intensify fluid mixing and enhance heat transfer generally
increase velocity gradients and pressure losses, leading to higher entropy generation.
Conversely, configurations that minimize thermodynamic irreversibilities may suppress
convective transport and reduce heat-transfer effectiveness. Consequently, identifying a
balanced design requires a multi-objective optimization framework capable of
simultaneously considering both thermal and thermodynamic performance criteria.

To facilitate a meaningful assessment of the optimization benefits, a baseline
configuration was defined corresponding to a straight microchannel geometry
characterized by Re =300, a=1.0, = 0.5, y=0.5,6 = 1.0, N1 =50, and N> = 6. For this
configuration, o = 1 and & = 1 cause the convergent-divergent geometry to reduce to an
equivalent straight microchannel with arectangular cross-section. Consequently, this case
serves as the reference configuration for evaluating the relative improvements achieved
through the optimized CD-MCHS designs. Unless otherwise stated, the normalized
objective functions presented in the optimization results are expressed with respect to this

baseline configuration.

5.1.2 Exploration of Design Space and Initial CFD Database

To establish arepresentative optimization database, the design space defined by the seven
independent variables was systematically sampled using the Latin Hypercube Sampling
technique. LHS is particularly suitable for multi-variable optimization problems because
it ensures a uniform distribution of sample points throughout the design domain while
minimizing clustering and redundancy. As aresult, the entire feasible design space can be
explored efficiently using a limited number of numerical simulations, thereby reducing
the computational burden associated with exhaustive parametric investigations.

Based on the prescribed ranges of the design variables, atotal of 45 design configurations
were generated using the LHS approach. Each configuration was subsequently evaluated
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through three-dimensional numerical simulations to determine the corresponding values
of the average Nusselt number and total entropy generation. The resulting CFD database
forms the foundation for the development of ANN surrogate models and the subsequent
multi-objective optimization process. The generated dataset provides a comprehensive
representation of the design space and captures the variation of both objective functions
over a wide range of geometric and operating conditions, thereby ensuring adequate

coverage of the feasible solution domain.

Table 5.1: LHS-generated design variables and corresponding CFD responses for the
baseline CD-MCHS

Design Variable (Generated with LHS) Corresponding Results
S.No. Re o ] Y ) N1 N2 Nu Sgen

01 300 100 050 050 100 50 06 33.180 0.001155
02 300 075 060 060 080 60 12 39.649 0.001034
03 300 100 040 070 100 50 06 43.199 0.001103
04 400 150 060 080 060 50 04 46.607 0.001902
05 400 1.00 050 060 080 40 06 33.803 0.001738
06 200 125 050 040 080 60 08 26.909 0.001106
07 200 150 060 040 060 30 08 18.849 0.006030
08 300 125 060 070 100 30 10 34.599 0.004216
09 400 050 070 070 020 70 04 37.984 0.000937
10 200 050 070 050 060 70 08 30.720 0.000881
11 300 100 080 080 100 30 06 38.093 0.005306
12 300 100 040 060 060 50 08 31.658 0.001313
13 500 150 050 080 060 60 04 51.682 0.001826
14 100 125 060 040 040 40 10 16.002 0.004066
15 300 125 070 050 100 60 06 39.013 0.001000
16 300 100 070 070 040 50 06 35.624 0.002080
17 100 0.75 0.60 080 060 40 04 31.460 0.001962
18 400 150 050 070 100 40 06 42.687 0.002008
19 400 100 040 050 0.60 60 10 31.559 0.001904
20 200 050 070 050 080 60 12 30.611 0.000985
21 400 125 060 070 060 60 04 45.111 0.001401
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Cont....
22 100 100 050 070 080 40 12 30.458 0.001776
23 200 125 050 050 0.60 40 12 23.160 0.002462
24 300 050 060 050 020 70 06 30.057 0.002580
25 400 075 050 070 080 70 12 47.915 0.003084
26 100 075 080 070 060 40 06 27.843 0.003382
27 200 0.75 040 060 080 40 08 27.922 0.003382
28 200 075 070 060 040 70 08 32.178 0.001152
29 200 125 060 050 060 30 06 20.806 0.001149
30 400 050 060 070 100 40 10 39.043 0.005640
31 400 100 080 060 08 60 12 41.281 0.001443
32 200 125 040 050 0.60 50 08 25.731 0.003045
33 50 075 070 070 020 50 10 27.177 0.001646
34 500 125 050 080 080 60 08 54.362 0.001583
35 300 075 080 080 080 40 04 40.910 0.001214
36 100 0.75 070 050 020 40 Oo6 19.225 0.001865
37 400 150 040 0.70 040 50 06 39.543 0.002589
38 300 050 070 060 040 50 08 32.335 0.001916
39 500 1.00 070 040 080 60 04 33.053 0.001550
40 300 0.7/5 080 040 040 70 08 28.573 0.001401
41 200 075 070 050 020 50 10 23.964 0.001304
42 400 125 040 050 040 50 08 31.529 0.001646
43 200 100 060 060 040 60 10 30.185 0.001374
44 300 100 070 040 080 60 10 29.570 0.001440
45 400 100 050 070 080 50 12 43.118 0.001338

Table 5.1 summarizesthe generated design configurationstogether with the corresponding
objective-function values obtained from the CFD simulations. The wide variation
observed in both Nusselt number and entropy generation indicates that the selected design
variables exert a significant influence on the hydrothermal and thermodynamic behavior
of the baseline CD-MCHS. Such variability is desirable from an optimization perspective
because it enables the surrogate model to effectively capture the underlying relationships

between the design variables and performance responses.
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The Nusselt number obtained from the sampled designs varies considerably across the
design space, reflecting the strong dependence of convective heat transfer on the
geometric and operating parameters of the convergent-divergent microchannel.
Configurations that promote stronger flow acceleration, repeated boundary-layer
redevelopment, and enhanced fluid mixing generally exhibit superior heat-transfer
performance. Conversely, designs that alow therma boundary-layer growth with
relatively weaker flow disturbances tend to produce lower Nusselt numbers.

A similar trend is observed for entropy generation, which is governed by the combined
effects of thermal and frictional irreversibilities. Geometrical modifications that intensify
fluid acceleration and increase velocity gradients enhance heat transfer but may
simultaneously increase viscous dissipation, leading to higher entropy generation. In
contrast, smoother flow passages with reduced velocity gradients generally lower
frictional irreversibilities, resulting in reduced entropy production.

These observationsindicate that the hydrothermal performance of the CD-MCHSishighly
sensitive to the selected design variables and that improvementsin heat-transfer capability
are frequently accompanied by variationsin thermodynamic irreversibility. The generated
CFD database therefore provides a sufficiently diverse representation of the design space
and captures the complex interactions among the governing parameters. Such
characteristics are essential for devel oping reliable surrogate model s capable of accurately

reproducing the underlying CFD responses during the optimization process.

5.1.3 Development and Validation of ANN Surrogate M odels

The CFD database generated through Latin Hypercube Sampling provides an accurate
representation of the hydrothermal and thermodynamic behavior of the baseline CD-
MCHS. However, direct utilization of CFD simulations during the optimization process
would require a large number of objective-function evaluations, resulting in substantial
computational expense. To overcome this limitation, Artificial Neural Network (ANN)
surrogate models were devel oped to establish nonlinear relationships between the design
variables and the corresponding objective functions. Once trained and validated, these
surrogate models enable rapid prediction of system performance while significantly
reducing the computational effort associated with repeated CFD evaluations.

Prior to ANN development, the variation of the objective functions within the generated

CFD database was examined to assess the nature of the optimization problem. Since the
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Nusselt number and entropy generation possess different magnitudes and units, both
responses were normalized using Eqg. (5.1) to facilitate direct comparison on a common
scale. The normalization was performed solely for visualization purposes and to highlight
the conflicting behavior of the objective functions within the sampled design space. The
normalized objective functions used during NSGA-I1 optimization are defined separately
with respect to the baseline strai ght-channel configuration introduced in Section 5.1.1.

Xnorm = 2 * (M) -1 (5.1)

Xmax—Xmin
Where X represents the original response value, X,,., denotes the corresponding
normalized response, and X,,;, and X, represent the minimum and maximum values of

the respective dataset, respectively.

15 —
1.0 ai— Sgen
é 05 ‘ ‘
2 oo V| “ f‘
10 |4
15

0 5 10 15 20 25 30 35 40 45
LHS Samples
Figure 5.2: Normalized objective responses of the baseline CD-MCHS design space
generated using LHS

Figure 5.2 clearly demonstrates the conflicting nature of the optimization objectives.
Configurations exhibiting enhanced heat-transfer performance do not necessarily
correspond to lower entropy generation, indicating that simultaneousimprovement of both
objectives cannot be achieved through a single design modification. This behavior
highlights the necessity of adopting a multi-objective optimization strategy capable of
identifying balanced solutions that satisfy both thermal and thermodynamic performance
requirements.

To establish reliable surrogate model's, separate ANN architectures were devel oped for the
Nusselt number and entropy generation. The available CFD database was divided into
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training, validation, and testing datasets consisting of 70%, 15%, and 15% of the total
samples, respectively. The training dataset was employed to determine the network
weights and biases, whereas the validation dataset was used to monitor the learning
process and prevent overfitting. The testing dataset was subsequently utilized to
independently evaluate the predictive capability of the trained networks.

The predictive accuracy of an ANN model isstrongly influenced by the number of neurons
employed within the hidden layers. Consequently, a neuron independence study was
performed to identify the optimum network architecture for each objective function. The

variation of the residual error with hidden-layer neuronsis presented in Figure 5.3.
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Figure 5.3: Neuron independence analysis for ANN development of baseline CD-MCHS

responses

Figure 5.3 presents the variation of residual error with hidden-layer neurons for both
objective functions. As the number of neurons increases, the prediction error initialy
decreases due to the improved learning capability of the network. However, beyond a
certain limit, additional neurons provide only margina improvements while increasing
computational complexity. Consequently, the optimal network architecture was selected
based on the minimum residual criterion.

The results indicate that the best-performing ANN architecture for predicting the Nusselt
number consists of two hidden layers with five neurons each (5-5). Similarly, the optimum
ANN model developed for entropy generation comprises two hidden layers with seven

neurons each (7-7). These architectures provided the lowest residua errors while
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maintaining excellent generalization capability and prediction accuracy. Accordingly, the
selected ANN structures were adopted for subsequent model training and validation.
Following the selection of the network architecture, the ANN models were trained using
the Levenberg-Marquardt backpropagation algorithm. This algorithm is widely
recognized for its rapid convergence and superior performance in nonlinear regression
problems involving relatively small and medium-sized datasets. During the training
process, the network weights and bias terms were iteratively adjusted until the prediction
error reached a minimum value while maintaining satisfactory generalization
characteristics.

The predictive capability of the developed ANN surrogate models was subsequently
evauated using parity-plot analysis. Figures 5.4 and 5.5 compare the ANN-predicted
responses with the corresponding CFD-generated values for the Nusselt number and
entropy generation, respectively. The parity plots provide a direct assessment of model
accuracy by illustrating the degree of agreement between the predicted and actual
responses over the training, validation, testing, and overall datasets.
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Figure 5.4: Parity plot between CFD and Figure 5.5: Parity plot between CFD and
ANN predictions for Nusselt number of ANN predictions for entropy generation
the baseline CD-MCHS of the baseline CD-MCHS

As shown in Figures 5.4 and 5.5, the data points are closely distributed around the 45°
parity line, indicating excellent agreement between the ANN predictions and CFD resullts.
The strong clustering of the data along the line of perfect prediction demonstrates the
ability of the developed ANN models to accurately capture the underlying nonlinear
relationships between the design variables and responses. Furthermore, the consistent
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agreement observed across the training, validation, and testing datasets confirms the
robustness and generalization capability of the developed surrogate models.

To quantitatively evaluate the predictive performance of the ANN models, severa
statistical indicators were calculated. These include the correlation coefficient (R),
coefficient of determination (R?), root mean square error (RMSE), mean absolute error
(MAE), and mean absolute percentage error (MAPE). The obtained statistical metrics are

summarized in Table 5.2.

Table 5.2: Statistical validation metrics of ANN surrogate models for the baseline CD-
MCHS.

S. No. Perfor mance metrics Nusselt number  Entropy generation
01 R (Training) 0.9944 0.9865
02 R (Validation) 0.9958 0.9986
03 R (Test) 0.9439 0.9852
04 Overdl R 0.9899 0.9888
05  Coefficient of determination (R?) 0.9994 0.9984
06 Mean Absolute Error 0.7260 3.3x10°
07 Root Mean Squared Error 0.9551 5.1 x10°
08 Mean Absol ute Percentage Error 2.20% 2.29%

The statistical results reveal excellent predictive capability for both objective functions,
characterized by correl ation coefficients approaching unity and very low prediction errors.
Such results indicate that the developed ANN models accurately reproduce the CFD-
generated responses and can therefore serve as reliable surrogate models during the
optimization stage. The close agreement observed between the ANN predictions and CFD
data further confirms the ability of the developed networks to capture the complex
nonlinear interactions among the governing design variables.

Based on the satisfactory parity-plot agreement and favorable statistical performance
indicators, the developed ANN models were adopted as surrogate objective functions for
the subsequent multi-objective optimization process. The use of ANN-based surrogate
models substantially reduces the computational effort associated with repeated CFD
evauations while maintaining a high level of prediction accuracy. Consequently, the
surrogate models enable efficient exploration of the design space and facilitate the

identification of Pareto-optimal solutions through the NSGA-I1 optimization framework.
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Accordingly, the trained ANN models were employed to represent the objective functions
during the optimization process. The mathematical expressions defining the surrogate
models for the average Nusselt number and total entropy generation are presented in

Equations (5.2) and (5.3), respectively.

Nu = 28.85 + 0.073*Re - 21.94*a + 40.05*p - 46.03*y - 37.36*5 + 0.16*N1 - 3.63*N; -
0.0001*R€? + 4.91%0? - 31.27*B% + 12.32%y? + 5.05%5% - 0.0061* N4> + 0.037*N2? +
0.016*Re* o - 0.023*Re* B + 0.01*Re*y - 0.034* Re*§ + 0.0002* Re* N1 - 0.0005* Re* N2
+ 1.76%a*B - 3.11*a*y + 1.36*%a*3 + 0.10%a*N1 + 0.72%a*Nz - 7.66*p*y + 2.30*p*3 +
0.2*%B*N1 + 0.11%B*N2 + 56.03*y*5 + 0.49*y*Ny + 2.02*y*N2 + 0.23*%5*N1 + 0.59*5*N;
+0.012*N1*No. (5.2)

Sgen = 1.86E-02 - 8.54E-07*Re - 8.20E-04*q, + 1.11E-02*p - 9.18E-03*y - 1.06E-02%5 -
4.26E-04* N - 4.68E-04*N; + 3.11E-10*Re? - 6.63E-05%a 2 + 9.24E-03*B 2 + 2.71E-03
*y2 4 3,34E-03%5 2 + 4.66E-06* N12 + 9.50E-06% N2 - 2.79E-06* Re* 0. - 2.03E-06* Re*p -
8.01E-07*Re*y + 3.46E-06*Re*5 + 8.14E-08*Re*N; - 8.46E-08* Re*N; + 2.90E-
03*0*B + 3.66E-03*a*y + 3.73E-05%a*3 - 3.49E-05*%0*N; + 4.78E-05*0*N; - 5.03E-
03*B*y - 1.4A5E-03*B*5 - 3.81E-04*B*N; + 6.60E-05*B*N, - 8.78E-04%y*5 + 1.00E-
04*y*Ny - 3.11E-05%y*N; + 7.06E-05*5*N; + 2.20E-04*5*N, + 2.86E-06*N1*N,.  (5.3)

The validated ANN surrogate models therefore provide an efficient and computationally
economical representation of the objective functions and are subsequently integrated with
the NSGA-II optimization framework to identify Pareto-optimal CD-MCHS designs.

5.1.4 Selection of NSGA-I| Parameters

The effectiveness of the NSGA-II agorithm largely depends on the selection of
appropriate control parameters, particularly the population size and the number of
generations. These parameters govern the exploration capability, convergence behavior,
and diversity of the Pareto-optimal solutions. Therefore, a sensitivity analysis was

conducted to identify suitable NSGA-I1 settings for the present optimization problem.

5.1.4.1 Population Size Analysis

The population size determines the number of candidate solutions available during each
generation of the optimization process. A small population may limit the exploration of
the design space and result in inadequate Pareto-front diversity, whereas an excessively
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large population increases computationa effort without providing significant
improvements in solution quality.

To evauateitsinfluence, NSGA-11 simulations were performed using different population
sizes while maintaining identical optimization settings. The resulting Pareto fronts are

presented in Figure 5.6.
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Figure 5.6: Influence of population size on Pareto-front development for baseline CD-
MCHS optimization

Asillustrated in Figure 5.6, increasing the population size improves the distribution and
density of Pareto-optimal solutions. Smaller popul ations generate sparse sol ution sets and
fail to adequately cover the objective space. In contrast, larger populations provide better
exploration of the design domain and produce a more continuous Pareto front. It was
observed that the improvement in Pareto-front quality becomes marginal beyond a
population size of 100. Therefore, a population size of 100 was selected as an appropriate

compromise between solution diversity and computational efficiency.

5.1.4.2 Generation Number Analysis

The number of generations controls the evolutionary progression of NSGA-II and
influences the refinement of candidate solutions through selection, crossover, and
mutation. Too few generations may lead to premature convergence and an incomplete
Pareto front, whereas excessive generations increase computational cost with limited
improvement. Using a population size of 100, a generation study was performed to assess

convergence behaviour, and the resulting Pareto fronts are presented in Figure 5.7.
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Figureb5.7: Influence of generation number on Pareto-front convergence for baseline CD-
MCHS optimization

The results indicate that the Pareto front progressively improves as the number of
generations increases. At lower generation numbers, the solutions remain relatively
scattered and the trade-off between the objective functions is not fully developed. With
increasing generations, the Pareto front becomes more uniform and converges toward a
stable solution set. Beyond 100 generations, only negligible changes are observed in the
Pareto-front distribution, indicating that convergence has been achieved. Consequently,

100 generations were adopted for all subsequent optimization studies.

5.1.4.3 Final NSGA-I| Parameters

Based on the population size and generation number investigations, the final NSGA-II
parameters employed for baseline CD-MCHS optimization are summarized in Table 5. 3.

Table 5.3: Final NSGA-I1 control parameters adopted for baseline CD-MCHS

Parameter Parameter Value
Population (Np) 100
Maximum Generation (Gen) 100

Reproduction / Selection Tournament Selection (Rank and Crowding Distance)

Pareto Fraction 0.35
Crossover Rate 0.85
Mutation Rate 0.10
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The selected parameter set provided a stable and well-converged optimization framework
capable of generating a diverse set of Pareto-optimal solutions while maintaining
computational efficiency. The validated ANN surrogate models together with the
optimized NSGA-I1 settings were subsequently employed to identify the optimal trade-off
solutions discussed in the following section.

5.1.5 Characterization of the Optimal Pareto Front

The final Pareto front was established following the selection of appropriate NSGA-II
parameters, ensuring a well-converged and diverse set of non-dominated solutions. The
optimization process simultaneously maximized the average Nusselt number and
minimized total entropy generation, resulting in a set of Pareto-optima designs
representing different trade-offs between thermal enhancement and thermodynamic
performance. The corresponding design-variable combinations and objective-function
values are summarized in Table 5.4.

Table 5.4: Pareto-optimal design configurations and corresponding responses for the
baseline CD-MCHS

Pareto Design Variable (100" Generation) Corresponding Results
S.No. Re a B Y o N1 N2 Nu Sgen

01 400 110 065 070 075 65 10 44.035 0.001265
02 400 105 065 070 075 65 09 43.807 0.001223
03 425 115 060 070 075 70 11 46.666 0.002412
04 400 095 065 070 075 60 08 42.229 0.000970
05 400 100 065 070 075 65 09 43.259 0.001156
06 400 0.75 065 070 070 60 08 39.975 0.000764
07 400 100 065 070 075 60 09 42.677 0.001060
08 400 090 065 070 075 60 08 41.336 0.000871
09 400 105 065 070 075 65 10 44.430 0.001371
10 400 080 065 070 070 60 08 40.417 0.000811
11 425 095 060 070 060 65 07 40.224 0.001378
12 400 090 065 070 065 60 O7 39.986 0.000922
13 400 0.60 065 070 065 55 09 36.973 0.000612
14 400 0.65 065 070 065 60 08 38.339 0.000649
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15 400 0.70 065 070 065 60 07 39.312 0.000736
16 400 0.65 065 070 065 55 08 37.976 0.000635
17 400 085 065 070 065 60 07 39.636 0.000813
18 400 080 065 070 065 60 07 39.494 0.000794
19 450 125 060 070 070 70 08 44.572 0.001695
20 425 120 065 070 070 65 07 43.415 0.001220
21 425 120 065 070 070 65 08 44.351 0.001555
22 425 075 065 070 070 60 07 39.627 0.000789
23 425 115 065 070 070 60 07 41.993 0.001048
24 425 095 065 070 070 60 07 40.427 0.000907
25 425 110 065 070 0.70 60 07 41.694 0.001026
26 425 080 065 070 0.70 60 07 39.937 0.000849
27 425 100 065 070 070 60 07 41.016 0.000964
28 425 0.75 060 070 075 60 07 39.739 0.000864
29 425 090 060 070 075 65 07 42.017 0.001289
30 425 090 060 070 070 70 07 42.598 0.001943
31 400 0.70 065 070 070 60 08 39.8%4 0.000716
32 425 085 060 070 075 60 07 41.300 0.001110
33 425 080 060 070 0.75 60 07 41.102 0.001093
34 425 070 060 070 0.70 55 07 38.860 0.000807
35 425 085 060 070 075 65 07 41.384 0.001145

Table 5.4 demonstrates that the ANN-NSGA-II framework successfully identified
multiple optimal design configurations distributed throughout the feasible design space.
The Pareto solutions are characterized by different combinations of Reynolds number and
geometric parameters, indicating that the hydrothermal performance of the CD-MCHS is
governed by the coupled interaction of al design variables rather than any single
parameter. The distribution of solutions further confirms that the optimization process
effectively explored the design domain and converged toward severa high-performance
regions capable of satisfying different thermal and thermodynamic requirements.

A closer examination of the Pareto-optimal solutions reveals a distinct trade-off between
heat-transfer enhancement and entropy generation. Designs exhibiting superior thermal

performance generally correspond to higher entropy-generation values, whereas
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configurations associated with lower thermodynamic irreversibility tend to produce
comparatively smaller Nusselt numbers. This behavior is physically expected because the
mechanisms responsible for enhanced convective heat transfer, including intensified flow
acceleration, repeated boundary-layer redevelopment, and stronger fluid mixing within
the convergent-divergent passages, simultaneously increase viscous dissipation and fluid-
friction irreversibilities.

Among the Pareto-optimal solutions, the highest thermal performance is achieved by
Solution-03, which produces a Nusselt number of 46.666. However, this configuration
also exhibits one of the largest entropy-generation vaues (0.002412), indicating a
significant thermodynamic penalty associated with aggressive heat-transfer enhancement.
In contrast, Solution 13 yields the minimum entropy-generation value of 0.000612, but
the corresponding Nusselt number decreases to 36.973. These extreme solutions clearly
demonstrate the conflicting nature of the optimization objectives and confirm that
improvements in thermal performance cannot be achieved without influencing
thermodynamic irreversibility.

The Pareto-optimal solutions also reveal important geometric trends. Configurations
associated with higher Nusselt numbers generally occur at relatively larger values of the
width ratio (), increased Reynolds numbers, and larger channel counts (N1 and N2). Such
parameter combinations promote stronger fluid acceleration and enhanced thermal
boundary-layer disruption, thereby increasing convective heat transfer. Conversely, lower
values of a are frequently associated with reduced entropy generation due to the
suppression of excessive velocity gradients and frictional losses. These observations
highlight the critical role of geometric optimization in controlling the balance between
heat-transfer enhancement and thermodynamic efficiency.

To further visualize the trade-off characteristics of the optimization process, the Pareto
front obtained through the ANN-NSGA-II framework is presented in Figure 5.8.

Figure 5.8 illustrates the non-dominated solution boundary separating feasible and
infeasible regions of the objective space. Each point on the Pareto front represents an
optimal design for which improvement in one objective can only be achieved at the
expense of the other. The continuous nature of the Pareto front confirms the existence of
multiple equally optimal solutions and demonstrates the inherently conflicting

relationship between heat-transfer enhancement and entropy-generation minimization.
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Figure5.8: Pareto front with selected optimal solutions for the baseline CD-MCHS

Although the Pareto front successfully identifies the complete set of optimal trade-off
solutions, it does not directly indicate which design should be selected for practical
implementation. Therefore, representative solutions located at different regions of the
Pareto front were selected for further evaluation to better understand their engineering

significance. The corresponding performance comparison is presented in Table 5.5.

Table 5.5: Performance comparison of representative Pareto-optimal solutions for the
baseline CD-MCHS relative to the reference configuration

Ref Study : (Re-300; 0-1.00; B-0.50; y-0.50; 3-1.00; N1-50; N-06) Nu (f1=-1) Sgen(f2=1)

Case— 01: (Re-425; 0-1.15; B-0.60; y-0.70; 5-0.75; N1-70; N»-11)  40.6% 1  108.8 % 1
Case— 02: (Re-400; 0-1.05; B-0.65; y-0.70; 5-0.75; N1-65; N»10)  33.9% 1 18.6 % 1
Case— 03: (Re-400; 0-0.70; B-0.65; y-0.70; 5-0.70; N1-60; N»08)  20.1% 1 38.1% |

Table 5.5 compares three representative Pareto-optimal solutions corresponding to the
maximum heat-transfer design (Case-01), an intermediate compromise design (Case-02),
and a thermodynamically favorable design (Case-03). Relative to the baseline
configuration, Case-01 provides the highest thermal enhancement, increasing the average
Nusselt number by approximately 40.6%. However, thisimprovement is accompanied by
asubstantial increase of about 108.8% in entropy generation. Such behavior demonstrates
the thermodynamic cost associated with maximizing heat-transfer performance.

Case-02 occupies an intermediate position on the Pareto front and achieves a more

balanced thermo-hydraulic performance. The Nusselt number increases by approximately
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33.9%, while the corresponding increase in entropy generation is limited to only 18.6%.
This result indicates that significant therma enhancement can be achieved without
incurring excessive thermodynamic penalties, making this solution particularly attractive
from an engineering standpoint.

In contrast, Case-03 is located near the entropy-generation-minimization region of the
Pareto front. Although the heat-transfer enhancement is comparatively lower, the design
still achieves an increase of approximately 20.1% in the Nusselt number while
simultaneously reducing entropy generation by about 38.1% relative to the baseline
configuration. This finding demonstrates that appropriate geometric modification of the
CD-MCHS can improve thermal performance while reducing overall thermodynamic
irreversibility.

The comparison of representative Pareto-optimal solutions clearly demonstrates that no
single design simultaneously maximizes heat transfer and minimizes entropy generation.
Conseguently, an objective decision-making approach is required to identify the most
balanced design among the available Pareto solutions. For this purpose, the Technique for
Order Preference by Similarity to Ideal Solution (TOPSIS) was employed, as discussed in
the following section.

5.1.6 Identification of the Best Compromise Design Using TOPSIS

Although the Pareto front successfully identifies the set of non-dominated solutions, it
does not directly indicate which design should be selected for practical implementation.
Each Pareto-optimal solution represents a different compromise between heat-transfer
enhancement and entropy-generation minimization, and therefore the final design
selection depends on the relative importance assigned to the optimization objectives. To
address this limitation, the Technique for Order Preference by Similarity to Ideal Solution
(TOPSIS) was employed as a multi-criteria decision-making tool to rank the Pareto-
optimal solutions and identify the most balanced design.

The TOPSIS method evaluates each Pareto solution based on its relative proximity to an
ideal solution and its distance from the corresponding negative ideal solution. In the
present study, the average Nusselt number and total entropy generation were adopted as
the decision criteria. Since the primary objective of a microchannel heat sink is efficient
thermal management, a higher priority was assigned to heat-transfer enhancement than to

entropy-generation minimization. Consequently, greater weight was assigned to the
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Nusselt number while still maintaining sufficient consideration of thermodynamic
performance.

To examine the robustness of the selected weighting strategy, a sensitivity analysis was
conducted by systematically varying the weighting factors assigned to the objective
functions. Five different weighting combinations ranging from (0.4, 0.6) to (0.8, 0.2) for
(Nuavg, Sgen) were investigated. The resulting TOPSIS rankings for the leading Pareto-

optimal solutions are summarized in Table 5.6.

Table 5.6: Sensitivity of TOPSIS rankings for the baseline CD-MCHS under different
objective weight distributions
TOPSIS Wi1(0.4;0.6) W2(0.5;0.5) W3(0.6,0.4) W4(0.7,0.3) W5(0.8,0.2)
Ranking (Ci)1 DoE (Ci)2 DoE (Ci)s DoE (Ci)a DoE (Ci)s DoE
01 09183 14 08881 31 08504 31 07918 31 07199 04
02 09170 16 08839 14 08400 06 0.7850 08 0.7160 08
03 09127 31 08811 16 08367 15 0.7848 06 07038 07
04 09103 13 08760 15 08365 14 0.7833 10 06972 10
05 09013 15 08712 13 08321 16 077154 15 0696 31

The results indicate that the ranking of the Pareto-optimal solutions remains relatively
stable despite variations in the weighting scheme. In particular, DoE 31 consistently
appears among the top five candidates for all investigated weighting combinations. More
importantly, it achieves the highest ranking under three weighting distributions, namely
(0.5, 0.5), (0.6, 0.4), and (0.7, 0.3). Even under the extreme weighting scenarios of (0.4,
0.6) and (0.8, 0.2), DoE 31 maintains competitive rankings of third and fifth positions,
respectively. Such behavior demonstrates the robustness of this solution and indicates that
its performance is relatively insensitive to moderate variations in decision-maker
preference.

To further evaluate the stability of the selected design, the relative closeness coefficient
(C) of DoE 31 was datistically anayzed for al weighting distributions. The
corresponding results are presented in Table 5.7.

The statistical assessment reveal s that the rel ative closeness coefficient of DoE 31 exhibits
amean value of 0.8277 with a standard deviation of 0.079, corresponding to a coefficient
of variation of only 9.5%. The relatively low coefficient of variation indicates limited

sensitivity to changes in weighting preference and confirms the stability of the selected
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solution. Furthermore, the weighting distribution of (0.6, 0.4) produces a closeness
coefficient that lies very close to the overall mean value, suggesting that this weighting
combination provides a balanced representation of both objective functions. Accordingly,
the weighting factors of 0.6 for Nuag and 0.4 for Sgen Were adopted as the reference

decison-making criteria for the present study, as they prioritize enhanced cooling
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performance while maintaining acceptable thermodynamic irreversibility.

Table 5.7: Relative closeness coefficient of the selected TOPSIS design for the baseline

CD-MCHS under different weighting scenarios

S. No. Weight (Nu, Sgen)

Relative Closeness (Ci)

1 W1 (0.4;0.6) 0.9127
2 WS- (0.5;0.5) 0.8881
3 WS3(0.6;0.4) 0.8504 Selected
4 W, (0.7;0.3) 0.7918
5 W5 (0.8;0.2) 0.6956
Mean (p) 0.8277
Std. Dev. (o) 0.079

Coefficient of variation (CV) 9.50%

Using the selected weighting distribution (Nu: 0.6; Sgen: 0.4), the relative closeness
coefficients of al Pareto-optimal solutions were evaluated. The resulting TOPSIS ranking

isillustrated in Figure 5.9.
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Figure 5.9 shows the variation of the relative closeness coefficient (Ci) for the Pareto-
optimal solutions. Higher values of C; indicate greater proximity to the ideal solution and
therefore represent more desirable design alternatives. Although several Pareto solutions
exhibit competitive performance, DoE 31 attains the highest relative closeness coefficient
and is consequently identified as the most balanced design among the available Pareto-
optimal solutions. This design corresponds to Case-03 identified in the previous section
and occupies an intermediate region of the Pareto front where substantial heat-transfer
enhancement is achieved without excessive entropy-generation penalties.

The optimal design identified through the TOPSIS analysis is characterized by the
following parameter combination: Re-400; a-0.70; B-0.65; y-0.70; 6-0.70; N1-60; N>-08.
To better understand the engineering significance of the selected configuration, its
performance was compared with other representative Pareto-optimal solutions. The

comparison is presented in Table 5.8.

Table 5.8: Comparative performance of the selected TOPSIS design for the baseline CD-

MCHS relative to Pareto-optimal solutions and the reference configuration

Best TOPSIS Design Nu (f) Sgen (2)
Case-01 146%| 703% |
Case- 02 103% | 47.7%|
Case-03 - -

Reference Study 201%1 381%]

The results indicate that the selected TOPSIS design provides the most favorable balance
between heat-transfer enhancement and entropy-generation minimization. Compared with
Case-01, the TOPSIS design sacrifices only 14.6% in the Nusselt number while reducing
entropy generation by a substantial 70.3%. Similarly, relative to Case-02, a modest
reduction of 10.3% in heat-transfer performance resultsin asignificant 47.7% decreasein
entropy generation. These observations demonstrate that a small compromise in thermal
enhancement can yield considerable thermodynamic benefits. Furthermore, when
compared with the reference study, the TOPSIS-selected design still achieves an
approximately 20.1% increase in the average Nusselt number while simultaneously
reducing entropy generation by 38.1%. Overall, the selected configuration offers the most

balanced thermo-hydrodynamic performance among the Pareto-optimal solutions and was
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therefore adopted as the optimized CD-MCHS design for subsequent hydrothermal and
exergetic analyses.

5.1.7 Hydrothermal Characteristics of the Selected TOPSI S Design

To understand the physical mechanisms responsible for the improved performance of the
optimized configuration, the temperature, velocity, and pressure distributions of the
TOPSI S-selected design were compared with those of the reference strai ght microchannel.

The corresponding longitudinal mid-plane contours are presented in Figure 5.10.
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Figure 5.10: Comparison of temperature, velocity, and pressure distributions between the
reference and TOPSIS-optimized baseline CD-MCHS
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The temperature contours revea a significant improvement in thermal performance for
the optimized convergent-divergent channel. In the reference design, the fluid temperature
gradually increases aong the flow direction, reaching approximately 319 K near the outlet
due to continuous thermal boundary-layer growth. In contrast, the optimized channel
restricts the outlet temperature to approximately 311 K, corresponding to a reduction of
nearly 8 K. This improvement is attributed to the repeated contraction and expansion
sections, which periodically disrupt the thermal boundary layer and enhance fluid mixing,
resulting in more uniform temperature distribution and improved heat removal.

The velocity contours further illustrate the enhancement mechanism. While the reference
channel exhibits arelatively uniform velocity field with a peak velocity of about 2.5 m/s,
the convergent-divergent geometry generates successive acceleration and deceleration
regions, increasing the peak velocity to nearly 4.8 m/s. These periodic velocity
fluctuations promote stronger momentum exchange and repeated boundary-layer
redevel opment, thereby improving convective heat-transfer performance.

The pressure contoursindicate that the improved thermal performance is accompanied by
a hydraulic penalty. The pressure drop increases from approximately 1.9 x 10* Pa in the
reference channel to nearly 4.0 x 10* Pa in the optimized design due to enhanced flow
acceleration through the converging sections. Nevertheless, the substantial reduction in
fluid temperature and improved heat-transfer capability demonstrate that the optimized
geometry effectively enhances thermo-hydraulic performance and justifies the associated

increase in pressure | 0ss.

5.1.8 Exergetic Performance Evaluation of the Optimized CD-MCHS

To further validate the optimized configurations obtained through the ANN-NSGA-I1-
TOPSIS framework, an exergetic performance assessment was carried out using the
Exergy Destruction Ratio (EDR) and exergy efficiency (ne). While the preceding
analyses focused on heat-transfer enhancement and entropy-generation characteristics,
exergy analysis provides amore rigorous second-law evaluation by quantifying the quality
of energy utilization and the extent of thermodynamic irreversibilities within the system.
Consequently, this assessment serves as a cross-validation tool to determine whether the
configurations identified as optimal from hydrotherma and entropy-generation
perspectives also exhibit favorabl e exergetic behavior. The comparative evaluation of the
reference, Pareto-optimal, and TOPSIS-selected designs therefore provides additional
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insight into the overall thermodynamic reliability of the proposed CD-MCHS

configurations.

Table 5.9: Exergetic performance comparison of reference, Pareto-optimal, and TOPSIS-
selected configurations for the baseline CD-MCHS

Design Configuration EDR Relative EDR Nex
Ref Study 11.47 % - 88.53 %
Case-01 33.54 % 192.36 % 1 66.46 %
Case-02 17.70 % 54.31 % 1 82.30 %
Case-03 (TOPSI S-Optimised Design) 8.53 % 25.62% | 91.47 %

Table 5.9 compares the exergetic performance of the reference configuration, the
representative Pareto-optimal solutions, and the TOPSIS-selected design. The reference
microchannel exhibits an EDR of 11.47% and an exergy efficiency of 88.53%, which
serve as the benchmark for evaluating the optimized configurations.

Among the Pareto-optimal solutions, Case-01 achieves the highest heat-transfer
enhancement; however, this improvement is accompanied by a substantial increase in
thermodynamicirreversibility. The EDR increases to 33.54%, representing a192.36% rise
relative to the baseline, while the exergy efficiency decreases to 66.46%. This behavior
indicates that the aggressive thermal enhancement achieved by this configuration comes
at the expense of significant useful-energy destruction.

Case-02 exhibits a comparatively moderate exergetic response, with an EDR of 17.70%
and an exergy efficiency of 82.30%. Although the irreversibility remains higher than that
of the baseline configuration, the deterioration in exergetic performance is considerably
lower than that observed for Case-01, reflecting a more balanced compromise between
thermal enhancement and thermodynamic losses.

In contrast, the TOPSIS-selected design (Case-03) demonstrates the most favorable
exergetic performance among all investigated configurations. The EDR decreases to
8.53%, corresponding to a 25.62% reduction relative to the reference design, while the
exergy efficiency increasesto 91.47%, representing the highest value among the evaluated
cases. These results indicate that the selected configuration not only improves heat-
transfer performance but al so reduces thermodynamic irreversibilities, thereby enhancing

the overall utilization of available energy.

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page|122

Overdl, the exergetic assessment confirms the effectiveness of the integrated ANN-
NSGA-II-TOPSIS optimization framework in identifying a thermaly and
thermodynamicaly superior CD-MCHS configuration. The TOPSIS-selected design
simultaneously achieves enhanced heat-transfer performance, reduced entropy generation,
lower exergy destruction, and higher exergy efficiency, thereby establishing it as the most
balanced and reliable configuration among the investigated alternatives. Consequently,
this optimized CD-MCHS design was adopted as the baseline configuration for the
subsequent enhancement studies. Building upon this optimized geometry, the following
section investigates the influence of micro-pillars on the hydrotherma and exergetic
performance of the convergent-divergent microchannel heat sink.

5.2 Performance Enhancement of Baseline CD MCHS via Micro Pillar Integration

The preceding section established the baseline optimization framework for the
convergent-divergent microchannel heat sink and identified an optimized channel
geometry through the integrated ANN-NSGA-I1-TOPSIS methodology. Building upon
this optimized platform, the present section investigates the incorporation of micro-pillars
within the flow domain as a passive enhancement technique. Unlike the baseline
configuration, where performance improvement was achieved solely through channel-
shape optimization, the introduction of micro-pillars promotes flow redistribution,
boundary-layer interruption, and localized mixing, thereby creating additional
mechanisms for heat-transfer enhancement. The objective of the present investigation is
therefore to evaluate the combined influence of pillar geometry, pillar arrangement, and
nanofluid concentration on the hydrothermal and exergetic behavior of the optimized CD-
M CHS using the same multi-objective optimization framework established in Section 5.1.

5.2.1 Design Variables and Optimization Objectives

The optimized baseline CD-MCHS identified in Section 5.1 serves as the reference
configuration for the present investigation. To further enhance its thermal performance,
micro-pillars were introduced within the convergent-divergent flow passages. Unlike
geometric optimization alone, the incorporation of micro-pillars provides additional heat-
transfer enhancement mechanisms through boundary-layer interruption, flow acceleration
around pillar surfaces, wake formation, and localized fluid mixing. These mechanisms
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modify the transport characteristics of the coolant and significantly influence the thermo-
hydraulic behavior of the microchannel heat sink.

To systematically evaluate the influence of micro-pillar integration, four independent
design variables were selected for optimization: pillar design (Pg), nanoparticle volume
fraction (o), pillar count (Pc), and pillar offset (Po). These parameters collectively govern
the extent of flow obstruction, mixing intensity, thermal boundary-layer redevelopment,
and effective heat-transfer area within the microchannel. While increasing the number of
pillars or nanoparticle concentration may enhance thermal transport, such modifications
can also increase hydraulic resistance and thermodynamic irreversibility. Similarly,
variations in pillar geometry and arrangement ater the local flow structure, thereby
affecting both heat-transfer enhancement and pressure-loss characteristics.

The performance of the micro-pillar-enhanced CD-MCHS was evaluated using two
objective functions: the average Nusselt number (Nu) and total entropy generation (Sgen).
The Nusselt number represents the heat-transfer capability of the system, whereas entropy
generation provides athermodynamic measure of irreversibility arising from heat transfer
and fluid friction. Consequently, maximizing Nu and minimizing Sgen constitute
inherently conflicting objectives, requiring a balanced optimization strategy.

The optimization problem was therefore formulated within the ANN-NSGA-11-TOPSIS
framework established in Section 5.1. By simultaneously considering thermal
enhancement and thermodynamic efficiency, the adopted methodology enables the
identification of micro-pillar configurations capable of delivering superior cooling
performance without incurring excessive irreversibility. The detailed optimization results

and the associated transport mechanisms are discussed in the following sections.
5.2.2 Exploration of Design Space and Initial CFD Database

To establish a representative optimization database for the micro-pillar-enhanced CD-
MCHS, the design space defined by the four optimization variables was sampled using
the Latin Hypercube Sampling (LHS) technique. The LHS approach ensures a uniform
distribution of sample points throughout the feasible design domain, enabling efficient
exploration of the combined effects of pillar geometry, nanoparticle concentration, pillar
count, and pillar offset using alimited number of numerical simulations.

Based on the prescribed variable ranges, atotal of 30 design configurationswere generated
through the LHS procedure and subsequently evaluated using three-dimensiona
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numerical simulations. For each design point, the average Nusselt number and total
entropy generation were determined to quantify the therma and thermodynamic
performance of the micro-pillar-enhanced configuration. The resulting CFD database
forms the foundation for the development of ANN surrogate models and the subsequent

multi-objective optimization process.

Table 5.10: LHS-generated design variables and corresponding CFD responses for the
micro-pillar enhanced CD-MCHS

Design variable (Generated with LHYS) Corresponding results
s No. Pillar Nanofluid Pillar  Pillar Nusselt Entropy
Design Concentration Count Offset Number Generation
1 2 1 64 10 64.61 0.001266
2 3 1 48 5 63.68 0.001263
3 1 3 48 10 65.70 0.001096
4 3 1 32 15 64.30 0.001265
5 3 1 80 15 66.78 0.001275
6 2 0 48 62.13 0.001360
7 2 1 64 63.99 0.001264
8 4 0 64 65.54 0.001377
9 3 2 32 10 63.83 0.001173
10 3 2 48 10 64.45 0.001178
1 4 2 48 15 66.47 0.001180
12 2 1 48 63.06 0.001261
13 4 0 80 66.63 0.001382
14 3 3 80 0 65.85 0.001097
15 3 3 64 15 66.94 0.001099
16 2 2 32 5 62.75 0.001170
17 3 1 32 10 63.53 0.001272
18 2 3 32 10 64.14 0.001093
19 2 1 80 5 64.92 0.001268
20 2 1 80 10 65.39 0.001273
21 4 2 64 10 67.10 0.001182
22 1 0 48 5 63.52 0.001367
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23 2 0 64 15 65.57 0.001373
24 1 2 48 64.31 0.001171
25 3 2 48 64.95 0.001172
26 1 2 64 65.88 0.001175
27 4 2 48 10 66.51 0.001177
28 2 2 64 0 64.48 0.001171
29 1 3 64 10 67.14 0.001097
30 3 1 64 0 64.63 0.001263

Ref:  Re400, a:0.70, B:0.65,v:0.70, 6:0.70, N1:60, N2:08 ~ 44.45 0.001429

Table 5.10 summarizes the generated design configurations together with their
corresponding objective-function values. The results reveal substantial variations in both
Nusselt number and entropy generation across the sampled design space, indicating that
the selected micro-pillar parameters exert a pronounced influence on the transport
characteristics of the system. Such variability confirms the sensitivity of the hydrothermal
performance to pillar geometry, pillar arrangement, and nanoparticle loading, while
simultaneously demonstrating the effectiveness of the selected design variables in
controlling the overall cooling behavior.

The observed response variations can be attributed to the complex interaction between
flow obstruction, boundary-layer redevel opment, and enhanced thermal transport within
the microchannel. Configurations promoting stronger flow mixing and repeated thermal
boundary-layer disruption generally exhibit improved heat-transfer performance, whereas
excessive flow obstruction may increase frictional losses and thermodynamic
irreversibilities. These observations highlight the inherently coupled nature of the thermal
and hydraulic transport mechanisms governing the performance of the micro-pillar-
enhanced CD-MCHS.

Overdl, the generated CFD database provides a comprehensive representation of the
feasible design space and adequately captures the influence of the selected optimization
variables on the objective functions. Consequently, the dataset serves as a reliable basis
for the development and validation of ANN surrogate models, which are discussed in the
subsequent section.

5.2.3 Development and Validation of ANN Surrogate Models
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The CFD database generated from the Latin Hypercube Sampling strategy was
subsequently employed to develop ANN surrogate models for predicting the average
Nusselt number and total entropy generation of the micro-pillar-enhanced CD-MCHS. In
contrast to the baseline optimization presented in Section 5.1, the present models establish
rel ationships between the hydrothermal responses and four design variables, namely pillar
geometry (Pq), nanoparticle volume fraction (), pillar count (Pc), and pillar offset (Po).
The ANN models were developed to replace computationally intensive CFD evaluations
during the optimization stage while maintaining high predictive accuracy.

Prior to training, the response data were normalized to improve numerical stability and
enhance learning efficiency. The available dataset was then divided into training (70%),
validation (15%), and testing (15%) subsets to ensure reliable assessment of model
generalization capability.
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Figure 5.11: Neuron independence analysis for ANN development of the micro-pillar
enhanced CD-MCHS

Figure5.11 presentsthe neuron independence analysis performed to determine the optimal
ANN architecture for the micro-pillar-enhanced CD-MCHS. Different hidden-layer
configurations were systematically examined, and the corresponding residual errors were
monitored. The analysisindicated that the optimum architecture for predicting the average
Nusselt number consists of two hidden layers with six neurons each, whereas the entropy-
generation model achieved the best performance using two hidden layers with seven
neurons each. These architectures provided the lowest prediction errors and stable

convergence characteristics.
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Following architecture selection, the networks were trained using the Levenberg-
Marquardt backpropagation agorithm. The training process demonstrated rapid
convergence and consistently low prediction errors, indicating successful learning of the
nonlinear relationships between the micro-pillar design variables and the objective

functions.

Figureb5.12: Parity plots comparing CFD-generated and ANN-predicted responsesfor the
micro-pillar-enhanced CD-MCHS: (@) Nusselt number and (b) entropy generation

The predictive capability of the developed ANN models wasfirst assessed through parity-
plot analysis. As shown in the Figures 5.12, the predicted responses closely follow the
corresponding CFD data and remain concentrated around the line of perfect agreement,
demonstrating excellent consistency between numerical simulationsand ANN predictions
throughout the investigated design space.

To further quantify model accuracy, severa statistical indicators including the correlation
coefficient (R), coefficient of determination (R?), root mean square error (RMSE), mean
absolute error (MAE), and mean absol ute percentage error (MAPE) were evaluated. The
corresponding statistical performance metrics for the developed ANN models are
summarized in Table 5.11.

The obtained statistical indicators confirm the excellent predictive capability of both ANN
models, characterized by high correlation coefficients and low prediction errors. These
results demonstrate that the surrogate models accurately reproduce the CFD-generated

responses and are therefore suitable for multi-objective optimization.

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page|128

Table 5.11: Statistical validation metrics of ANN surrogate models for the micro-pillar
enhanced CD-MCHS

S. No. Performance metrics Nusselt number  Entropy generation
01 Pearson’s Correlation Coefficient 0.9861 0.9998
02 Coefficient of determination 0.9724 0.9997
03 Mean Absolute Error 0.1867 1.17x10°®
04 Root Mean Squared Error 0.2226 1.62x10°
05 Mean Absolute Percentage Error 0.2869 % 0.0946 %

Figure 5.13 presents the externally studentized residuals obtained for the developed ANN
models. Theresiduals are randomly distributed around zero without any discernible trend,
indicating the absence of systematic prediction bias and confirming that the devel oped
models satisfy the assumptions of statistical adequacy. Furthermore, al residuals remain

within acceptable confidence limits, providing additional evidence of model reliability.

Figure 5.13: Externaly studentized residual analysis for ANN validation of the micro-
pillar enhanced CD-MCHS: (@) Nusselt number and (b) entropy generation

To provide physical insight into the influence of the governing design variables, three-
dimensional response surfaces and corresponding contour plots were generated using the
trained ANN models. The variations of the average Nusselt number and total entropy
generation with the governing design variables are illustrated in Figures 5.14 and 5.15,

respectively. These visualizations illustrate the combined effects of pillar geometry,
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nanoparticle concentration, pillar count, and pillar offset on the therma and
thermodynamic responses. The response surfaces reveal strong nonlinear interactions
among the design variables and further confirm the capability of the ANN models to
capture the complex behavior of the micro-pillar-enhanced CD-MCHS.
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Figure5.14: Three-dimensional ANN response surfaces for Nusselt number of the micro-
pillar enhanced CD-MCHS (a) Pg-¢ at Pc = 48 and P, = 05, and (b) Pc-Po at Ps = 02 and ¢
=01%
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Figure 5.15: Three-dimensional ANN response surfaces for entropy generation of the
micro-pillar enhanced CD-MCHS: (8) Pg-¢ at Pc = 48 and P, = 05, and (b) Pc-Po at Py =
02and ¢ =01%
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Based on the trained ANN model, an explicit surrogate relationship for predicting the
average Nusselt number was obtained and is expressed by Equation (5.4).

Nu =61.55-233X; + 0.94 X, + 0.07 X5 + 0.06 X, — 0.006 X, X, — 0.009 X, X; - 0.06
X,X,- 0.003 X,X; — 0.01 X,X, + 0.001 X;X, + 0.73 X? — 0.04 X2 - 0.0003 X% + 0.009

X2 (5.9
Similarly, the ANN-derived surrogate model for total entropy generation is represented by
Equation (5.5).

Sgen = 1.37x10° — 4.63x10° X, — 1.09x10* X, — 3.62x10° " X; + 8.61x10°" X, —
9.72x107 " X, X, + 2.64x10°8 X, X5 + 1.97x10 ' X, X, + 2.04x10 8 X, X; — 1.54x1077 X, X,
+1.42x10°°%X;X, + 1.03x10° 5 X2 + 6.54x10 ® X2 + 3.71x10 ° X2 — 4.82x108Xx2. (5.5)
Where, X; = Piller Design

X, = Nanofluid Concentration

X3 = Piller Counts

X4 = Piller Of fset
The validated ANN models provide an efficient and computationally robust platform for
rapid response prediction and were subsequently integrated with the NSGA-I1 algorithm
to identify Pareto-optima micro-pillar configurations, as discussed in the following
section.

5.2.4 Selection of NSGA-I| Parameters

The performance of the NSGA-II agorithm depends strongly on the selection of
appropriate evolutionary parameters, particularly the population size and the number of
generations. Therefore, a sensitivity analysis similar to that performed for the baseline
CD-MCHS was conducted to ensure adequate convergence and diversity of the Pareto-

optimal solutions for the micro-pillar enhanced configuration.
5.2.4.1 Population Size Analysis

To investigate the influence of population size, NSGA-1I simulations were performed
using different population values while maintaining identical optimization settings. The
resulting Pareto fronts are presented in Figure 5.16.

As shown in Figure 5.16, increasing the population size improves the distribution and
continuity of the Pareto-optimal solutions by enabling a more comprehensive exploration
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of the design space. Smaller populations generate relatively sparse solution sets, whereas

larger populations provide improved coverage of the objective space. Beyond a popul ation

sizeof 100, only marginal improvementsin Pareto-front quality were observed. Therefore,

apopulation size of 100 was selected for subsequent optimization studies.
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Figure5.16: Influence of population size on Pareto-front devel opment for the micro-pillar

enhanced CD-MCHS

5.2.4.2 Generation Number Analysis

The influence of generation number on optimization convergence was subsequently

evaluated using the selected population size. The Pareto fronts obtained at different

generation numbers are illustrated in Figure 5.17.
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Figure 5.17: Influence of generation number on Pareto-front convergence for the micro-

pillar enhanced CD-MCHS
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Theresultsindicate progressiveimprovement in Pareto-front development with increasing
generations. At lower generation numbers, the solution set remains relatively scattered,
whereas higher generations produce asmoother and more converged Pareto front. Beyond
150 generations, negligible changes were observed in the Pareto-front distribution,
indicating that convergence had been achieved. Consequently, 150 generations were
adopted for all subsequent optimization analyses.

5.2.4.3 Final NSGA-I| Parameters

Based on the population-size and generation-number investigations, the final NSGA-II
parameters employed for the micro-pillar enhanced CD-MCHS are summarized in Table
5.12.

Tableb5.12: Final NSGA-I1 control parameters adopted for the micro-pillar enhanced CD-
MCHS

Parameter Parameter Value
Population (Np) 100
Maximum Generation (Gen) 150
Reproduction / Selection Tournament Selection (Rank and Crowding Distance)
Pareto Fraction 0.35
Crossover Rate 0.80
Mutation Rate 0.10

The selected parameter set provided a stable and well-converged optimization framework
capable of generating a diverse set of non-dominated solutions while maintaining
computational efficiency. The validated ANN surrogate models and optimized NSGA-11
settings were subsequently utilized to establish the Pareto-optimal design set discussed in

the following section.
5.2.5 Characterization of the Optimal Pareto Front

Following the establishment of the optimal NSGA-I1 settings, the trained ANN surrogate
models were coupled with the optimization algorithm to generate a set of Pareto-optimal
micro-pillar configurations. The resulting Pareto front represents the best achievable

trade-offs between maximizing the average Nusselt number and minimizing total entropy
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generation. The complete set of Pareto-optimal solutions obtained for the micro-pillar-

enhanced CD-MCHS is presented in Table 5.13.

Table 5.13: Pareto-optimal design variables and corresponding responses for the micro-
pillar enhanced CD-MCHS

Pareto design variable (150" Generation) Corresponding results
s No. Pillar Nanofluid Pillar  Pillar Nusselt Entropy
Design Concentration Count Offset Number Generation
1 1 3 56 12 64.124 0.001095
2 1 0 32 6 62.483 0.001367
3 1 15 32 6 63.549 0.001217
4 2 25 40 15 65.239 0.001130
5 3 0.5 56 9 64.121 0.001320
6 2 48 9 64.240 0.001173
7 4 0 48 12 65.442 0.001381
8 4 25 32 9 66.049 0.001135
9 4 1 32 15 65.673 0.001273
10 1 15 40 6 64.044 0.001216
1 1 15 48 3 64.150 0.001215
12 1 15 48 6 64.535 0.001217
13 1 25 64 9 66.587 0.001135
14 3 15 64 9 65.059 0.001222
15 3 3 72 0 65.864 0.001095
16 3 56 0 64.850 0.001169
17 2 0.5 72 3 63.966 0.001315
18 3 32 3 63.770 0.001170
19 2 2 72 6 65.074 0.001177
20 1 25 80 6 66.901 0.001139
21 1 2 40 6 64.341 0.001173
22 1 25 48 6 65.080 0.001133
23 4 0.5 40 6 65.186 0.001320
24 2 15 32 15 64.259 0.001216
25 2 2 32 15 64.519 0.001171
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26 2 56 15 65.524 0.001266
27 1 2 64 12 67.149 0.001175
28 1 3 32 3 67.036 0.001096
29 1 0.5 32 12 64.118 0.001315
30 4 72 9 66.776 0.001277
31 4 3 64 6 67.335 0.001100
32 1 80 6 66.204 0.001269
33 2 15 32 3 62.602 0.001214
34 1 2 64 3 65.338 0.001174
35 1 1 48 6 64.229 0.001263

The distribution of the Pareto-optimal solutions indicates a well-converged and diverse
solution set, confirming the effectiveness of the adopted ANN-NSGA-II framework in

exploring the feasible design space. A noticeable clustering of solutions is observed in

specific regions of the Pareto front, suggesting the emergence of robust configurations

that simultaneously provide enhanced heat-transfer performance and acceptable

thermodynamic behavior. At the same time, the presence of dispersed solutions

demonstrates that the optimization process maintained sufficient diversity and avoided

premature convergence, thereby enabling a comprehensive exploration of the design

domain.

Figure 5.18: Representative solutions selected from the optimal Pareto front for the

micro-pillar enhanced CD-MCHS
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To facilitate the physical interpretation of the optimization results, three representative
Pareto-optimal solutions were selected from different regions of the Pareto front, as
illustrated in Figure 5.18. These solutions correspond to distinct hydrothermal
performance priorities and represent a low-entropy-generation design (Case-01), an
intermediate compromise design (Case-02), and a high-heat-transfer design (Case-03).
Their relative performance with respect to the reference CD-MCHS configuration is
summarized in Table 5.14.

Table5.14: Relative performance of selected Pareto-optimal solutionsfor the micro-pillar
configuration with respect to the optimized baseline CD-MCHS

Reference Study (Without Pillar) Nu (f1=-1) Sgen (f2=1)
Case— 0L (Pu:1, ¢:01%, Pc:48, Po:06) 57.10 % 1 10.80 % 1
Case— 02: (Pu:2, ¢:01%, Pe:56, Po:15) 68.90 % 1 12.90 % 1
Case— 03: (Pu:1, ¢:03%, P:56, Po:12) 74.60 % 1 23.10% 1

As illustrated in Figure 5.18, Case-01 corresponds to a configuration that prioritizes
thermodynamic performance while maintaining substantial heat-transfer enhancement.
This design achieves a 57.10% increase in the average Nusselt number, accompanied by
only a 10.80% increase in entropy generation relative to the reference configuration. The
comparatively low entropy penalty indicates that effective cooling enhancement can be
achieved without introducing excessive thermodynamic irreversibilities.

Case-02 is located within the intermediate region of the Pareto front and represents a
balanced hydrotherma compromise. Relative to the reference design, this configuration
provides a 68.90% enhancement in Nusselt number while increasing entropy generation
by 12.90%. The simultaneous improvement in heat-transfer performance and moderate
entropy penalty demonstrates a favorable balance between thermal enhancement and
thermodynamic efficiency.

Case-03 is positioned toward the heat-transfer-dominant end of the Pareto front and
exhibitsthe highest thermal performance among the selected solutions. This configuration
achieves a 74.60% increase in the average Nusselt number, accompanied by a 23.10%
increase in entropy generation. Although the intensified flow disruption generated by the
micro-pillars significantly enhances convective heat transfer, it also increasesfluid friction
and associated irreversibilities, resulting in higher entropy production. Nevertheless, such

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page|136

aconfiguration may be desirable in applications where maximum cooling capability isthe
primary design requirement.

Overall, the selected Pareto-optimal solutions clearly demonstrate the inherent trade-off
between heat-transfer enhancement and entropy-generation minimization in micro-pillar-
enhanced convergent-divergent microchannels. While aggressive thermal augmentation
yields superior cooling performance, it is generaly accompanied by increased
thermodynamic irreversibility. Consequently, the final selection of the most appropriate
design requires acompromise-based decision-making approach capable of simultaneously
considering both objectives. For this purpose, the TOPSIS method was employed to
identify the most balanced solution from the obtained Pareto set, as discussed in the
subsequent section.

5.2.6 TOPSI S-Based Selection of the Optimal Micro-Pillar Configuration

Although the Pareto front provides a set of equally optima non-dominated solutions,
practical implementation requires the identification of asingle design that offers the most
favorable balance between heat-transfer enhancement and entropy-generation
minimization. Therefore, the TOPSIS method was employed to rank the Pareto-optimal
solutions according to their relative closeness to the ideal solution.

To evaluate the robustness of the decision-making process, a sensitivity analysis was
performed by varying the wei ghting combinations assigned to the average Nusselt number
and entropy generation from (0.4, 0.6) to (0.8, 0.2). The resulting rankings are presented
in Table 5.15.

Table 5.15: Sensitivity analysis of TOPSIS rankings to variations in objective weighting
for the micro-pillar enhanced CD-MCHS
TOPSIS W1(0.4;06) W2(0.5;0.5) W3(0.6,04) W4(0.7,0.3) W5(0.8;0.2)
Ranking (Ci)r DoE (Ci2 DoE (Ci)s DoE (Ci)a DoE (Ci)s DoE
01 07715 26 07497 24 07462 22 07815 22 08397 22
02 07699 25 07486 22 07452 21 0.7810 18 08384 19
03 0.7680 27 07482 23 0739% 19 0.7762 15 08382 12
04 0.7658 28 07425 26 07395 20 0.7762 16 08380 11
05 0.7645 22 07297 22 07394 23 0.7760 17 08371 15
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Theresultsindicate that DoE-22 consistently remains among the highest-ranked solutions
across al weighting scenarios. It attains Rank-5 under the entropy-dominant weighting
condition (0.4, 0.6), improves to Rank-2 for the balanced weighting condition (0.5, 0.5),
and achieves Rank-1 when greater emphasis is placed on heat-transfer enhancement
through the weighting combinations (0.6, 0.4), (0.7, 0.3), and (0.8, 0.2). This consistent
ranking behaviour demonstrates the robustness of DoE-22 against variations in decision-
maker preference and identifies it as a reliable compromise solution for micro-pillar-
enhanced CD-MCHS applications.

To further assess the stability of the selected solution, the variation of the relative
closeness index (Ci) for DoE-22 under different weighting combinations was evaluated

and is summarized in Table 5.16.

Table 5.16: Stability of relative closeness for the selected TOPSIS design under different
weighting distributions for the micro-pillar configuration
S. No. Weight (Nu, Sgen) Relative Closeness (Ci)

1 W1 (0.4;0.6) 0.7645

2 W (0.5;0.5) 0.7486

3 WS3(0.6;0.4) 0.7462 Selected
4 W, (0.7;0.3) 0.7815

5 Ws(0.8;0.2) 0.8397
Coefficient of variation (CV) 4.93 %

The relative closeness values exhibit a low coefficient of variation of 4.93%, indicating
limited sensitivity to changes in weighting preference. Among the investigated weighting
combinations, the distribution (0.6, 0.4) provides a balanced emphasis on thermal
enhancement and entropy-generation minimization and was therefore adopted as the
reference weighting strategy for final design selection. Under this condition, the
distribution of relative closeness values for the Pareto-optimal solutions is illustrated in
Figure 5.19.

Asshownin Figure5.19, DoE-22 exhibitsthe highest rel ative closeness among the Pareto-
optimal solutions and is therefore identified as the best compromise design. The TOPSIS-
selected configuration corresponds to P4 = 1, ¢ = 2.5%, Pc = 48, and P, = 06 um,
representing an dliptical micro-pillar configuration with a 2.5% nanoparticle

concentration, 48 micro-pillars, and a6 um lateral offset from the channel centerline. The

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page|138

pillars are arranged aternately about the centerline, forming a zig-zag pattern along the
flow direction. This overal configuration provides the most favorable compromise
between heat-transfer enhancement and entropy-generation minimization among the
Pareto-optimal solutions and was therefore selected as the optimal design for subsequent

hydrothermal and exergetic analyses.
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Figure 5.19: TOPSIS-based ranking of Pareto-optimal solutions for the micro-pillar
enhanced CD-MCHS

To further assess the effectiveness of the selected TOPSIS design, its thermo-hydraulic
performance was compared with the representative Pareto-optimal configurations selected
from the Pareto front of the present micro-pillar optimization study as well as the
optimized baseline CD-MCHS configuration obtained from the design optimization study
presented in Section 5.1. The comparison provides insight into the relative advantages of
the selected micro-pillar configuration in terms of heat-transfer enhancement and entropy-

generation characteristics. The corresponding results are summarized in Table 5.17.

Table 5.17: Comparative performance of the TOPSIS-selected micro-pillar configuration
with representative Pareto-optimal designs and the baseline CD-MCHS

TOPSIS: (Ps:1, ¢:2.5%, Pc:48, P,:06) Nu (f1) Sgen (f2)
Case— 01: (Pq:1, ¢:01%, Pc:48, Po:06) 913%1  437%1
Case— 02: (Pg:2, ¢:01%, Pc:56, Po:15) 151%1  243%1
Case- 03: (Pq:1, 0:3%, Pc:56, Po:12) 1.81 % | 6.06 % |
Reference Study (Without Pillar) 7145%1 1564% 1
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The comparison confirms that the TOPSIS-selected configuration provides the most
balanced thermo-hydraulic performance among the Pareto-optimal solutions. Relative to
Case-01 and Case-02, the sel ected design achieves higher heat-transfer enhancement, with
increases of 9.13% and 1.51% in the average Nusselt number, respectively. These
improvements are accompanied by moderate increases in entropy generation of 4.37% and
2.43%, indicating that the additional thermal benefit is obtained at a relatively small
thermodynamic penalty.

In contrast, Relative to Case-03, the TOPSI S-sel ected configuration exhibitsonly a1.81%
reduction in the average Nusselt number, while simultaneously achieving a 6.06%
reduction in entropy generation. This indicates that a relatively small sacrifice in heat-
transfer enhancement results in a considerably larger improvement in thermodynamic
performance. Consequently, the TOPSIS design provides a more favorable balance
between cooling effectiveness and irreversibility minimization than the hest-transfer-
dominant Pareto solution.

Furthermore, relative to the optimized baseline CD-MCHS without micro-pillars, the
selected configuration provides a substantial 71.45% enhancement in the average Nusselt
number with a 15.64% increase in entropy generation, demonstrating the effectiveness of
micro-pillar integration for improving overall cooling performance while maintaining
acceptable thermodynamic irreversibility.

Accordingly, the TOPSI S-sel ected configuration was adopted as the optimal micro-pillar-
enhanced CD-MCHS design for the subsequent flow-field and exergetic analyses.

5.2.7 Hydrothermal Char acteristics of the Selected TOPSI S Design

To further understand the physical mechanisms responsible for the improved thermo-
hydraulic performance, the temperature, velocity, and pressure contours of the reference
configuration (without pillars) and the TOPSIS-selected micro-pillar configuration were
compared, as shown in Figure 5.20.

Asillustrated in Figure 5.20, the incorporation of micro-pillars significantly modifies the
flow and thermal fields within the convergent-divergent microchannel. The reference
configuration exhibits a continuous temperature rise aong the flow direction, reaching a
maximum temperature of approximately 311.8 K. In contrast, the TOPSI S-sel ected design
[imits the maximum temperature to approximately 308.3 K, corresponding to a reduction

of nearly 3.5 K. This behavior indicates enhanced convective heat transfer resulting from

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page| 140

increased flow disturbance and boundary-layer disruption induced by the micro-pillar

array.

Reference Configuration TOPSIS-Optimized Configuration
—
Direction of flow

l

Figure5.20: Comparison of temperature, velocity, and pressure contoursfor the reference
and TOPSI S-optimized micro-pillar configurations

The velocity contours reveal a redistribution of the flow field in the optimized
configuration. Unlike the reference channel, where the fluid primarily follows arelatively
uniform path, the presence of staggered micro-pillars promotes local acceleration and

enhanced momentum exchange around the pillar surfaces. Consequently, improved
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mixing between the core and near-wall fluid regions contributes to more effective heat
removal.

The pressure contours indicate an increase in flow resistance due to the obstruction
introduced by the micro-pillars. The maximum pressure rises from approximately 4 x 10*
Pain the reference configuration to nearly 5 x 10* Pain the optimized design. Although
this increase reflects an additional hydrodynamic penalty, the corresponding thermal
enhancement obtained through intensified mixing and boundary-layer redevelopment
outweighs the increase in pressure | 0ss.

Overdl, the contour analysis confirms that the selected micro-pillar configuration
improves heat-transfer performance through enhanced flow redistribution and thermal
mixing while maintaining an acceptable pressure-drop penalty. These observations are
consistent with its identification as the most balanced solution from the Pareto-optimal

design set.
5.2.8 Exergetic Performance Evaluation

Although the optimization process was performed using the Nusselt number and entropy
generation as objective functions, an additional exergetic assessment was carried out to
verify the thermodynamic suitability of the selected designs. The analysis was performed
using the Exergy Destruction Ratio (EDR) and exergy efficiency (nex), which provide a
second-law  measure of system irreversibility and useful energy utilization. The
comparison among the reference configuration, representative Pareto-optimal solutions,
and the TOPSIS-selected design is summarized in Table 5.18.

Table 5.18: Exergetic performance comparison of reference, Pareto-optimal, and
TOPSIS-selected micro-pillar configurations

Design Configuration EDR Relative EDR TNex
Reference Study (Without Pillar) 8.53 % - 91.47 %
Case-01: (Pq:1, 9:1%, Pc:48, Po:6) 19.55 % 129.19% 1 80.45 %
Case-02: (P4:2, ¢:1%, Pc:56, Po:15) 21.54 % 152.52 % 1 80.08 %
Case-03: (Pa:1, 0:3%, Pc:56, Py:12) 23.49 % 175.38% 1 76.51 %

TOPSISDesign: (Pal, ¢:2.5%, Pc48, Po6)  22.06%  15861%1  77.94%

The reference configuration exhibits the lowest irreversibility, with an EDR of 8.53% and

an exergy efficiency of 91.47%, owing to the absence of flow obstructions and the
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resulting lower viscous dissipation. The introduction of micro-pillars enhances heat
transfer by promoting secondary-flow formation, boundary-layer disruption, and near-
wall mixing; however, these mechanisms also increase frictional losses and exergy
destruction.

Among the representative Pareto-optimal solutions, Case-01 shows the lowest EDR
(19.55%) and the highest exergy efficiency (80.45%), whereas Case-03 exhibits the
highest EDR (23.49%) and the lowest exergy efficiency (76.51%), indicating greater
thermodynamic irreversibility. Case-02 demonstrates an intermediate exergetic response.
The TOPSIS-selected configuration yields an EDR of 22.06% and an exergy efficiency of
77.94%, positioning it within afavorable region of the Pareto front.

Although the TOPSIS design does not correspond to the minimum exergy destruction, it
successfully avoids excessive thermodynamic losses while preserving substantial heat-
transfer enhancement. This behavior confirms that the selected elliptical micro-pillar
arrangement provides an effective balance between therma augmentation and
thermodynamic efficiency. Consequently, the exergetic assessment further validates the
suitability of the TOPSIS-selected configuration as thefinal optimized micro-pillar design

for high-performance electronic therma management applications.
5.3 Perfor mance Enhancement of baseline CD-M CHS using Hybrid Nanofluids

The results presented in Sections 5.1 and 5.2 demonstrated that substantial improvements
in the hydrothermal performance of the convergent-divergent microchannel heat sink can
be achieved through geometric optimization and micro-pillar integration. These passive
enhancement techniquesimprove heat transfer primarily by promoting flow redistribution,
boundary-layer redevelopment, and fluid mixing within the microchannel. However,
despite these modifications, the thermal transport capability of the working fluid remains
unchanged and may ultimately limit further enhancement of the cooling performance.

An alternative approach for improving thermal management is the utilization of advanced
coolants with superior thermophysical properties. Among the various techniques
available, nanofluids have emerged as promising working fluids for high-heat-flux
applications owing to their enhanced thermal conductivity and improved energy transport
characteristics. More recently, tri-hybrid nanofluids have attracted considerable attention
because they combine the favorable properties of multiple nanoparticle species within a

single base fluid, thereby offering greater flexibility in tailoring thermal performance.
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Accordingly, the present section investigates the hydrotherma and thermodynamic
performance of a CuO-Al-Os-Ag/water tri-hybrid nanofluid flowing through the
optimized CD-MCHS configuration. The objective is to identify an optimal nanoparticle
composition capable of maximizing heat-transfer enhancement while simultaneously
minimizing thermodynamic irreversibilities. For this purpose, the ANN-NSGA-II-
TOPSIS optimization framework established in the previous sections was employed to
systematically explore the design space and determine the most effective tri-hybrid

nanofluid formulation.
5.3.1 Design Variables and Optimization Objectives

The optimized CD-MCHS configuration obtained from Section 5.1 was adopted as the
baseline geometry for the present investigation. To evaluate the influence of tri-hybrid
nanofluid composition on system performance, four independent design variables were
selected: the total nanoparticle volume concentration (®r), the CuO nanoparticle fraction
(fcuo), the Al20s nanoparticle fraction (fazos), and the Ag nanoparticlefraction (fag). These
variables govern the effective thermophysical properties of the coolant and therefore
directly affect the heat-transfer, flow, and entropy-generation characteristics of the
microchannel heat sink.

The total nanoparticle concentration controls the overall magnitude of thermal
conductivity enhancement and viscosity variation, whereas the relative fractions of CuO,
Al>03, and Ag determine the contribution of each nanoparticle species to the effective
properties of thetri-hybrid suspension. Consequently, different nanoparticle combinations
can produce significantly different hydrothermal and thermodynamic responses even at
the same total concentration.

The performance of the system was evaluated using two objective functions: the average
Nusselt number and the total entropy generation. The Nusselt number represents the heat-
transfer capability of the nanofluid-cooled CD-MCHS, whereas entropy generation
provides a measure of the thermodynamic irreversibilities associated with heat transfer
and fluid friction. Similar to the previous optimization studies, these objectives exhibit
conflicting behavior because conditions that promote stronger heat-transfer enhancement
may also increase viscous effects and entropy production.

Therefore, a multi-objective optimization framework was adopted to simultaneously

maximize the average Nusselt number and minimize total entropy generation. The

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page| 144

resulting optimization problem forms the basis for the subsequent exploration of the
design space and development of the CFD database.

5.3.2 Exploration of Design Space and Initial CFD Database

To establish a representative optimization database, the design space defined by the total
nanoparticle concentration and the relative fractions of CuO, Al20s, and Ag nanoparticles
was systematically sampled using the Latin Hypercube Sampling (LHS) technique. The
LHS approach ensures an efficient distribution of sample points throughout the feasible
design domain, enabling the effects of both nanoparticle concentration and composition
on system performance to be accurately captured using a limited number of numerical
simulations.

Based on the prescribed ranges of the design variables, atotal of 30 design configurations
were generated using the LHS approach. Each configuration was subsequently evaluated
through three-dimensional CFD simulations to determine the corresponding values of the
average Nusselt number and total entropy generation. The resulting database forms the
foundation for the development of ANN surrogate models and the subsequent multi-

objective optimization process.

Table 5.19: LHS-generated design variables and corresponding CFD responses for the tri-
hybrid nanofluid enhanced CD-MCHS

Design variable (Generated with LHYS) Corresponding Results
S. No. Dot (%)  fcuo (%)  fazoz (%)  fag (%) NUavg Sgen
1 1.00 55 25 20 46.90 0.001565
2 2.00 55 30 15 47.12 0.001572
3 0.50 55 20 25 47.23 0.001576
4 2.00 50 35 15 46.67 0.001558
5 2.00 60 20 20 48.45 0.001615
6 1.50 50 30 20 47.01 0.001568
7 1.00 60 20 20 47.34 0.001579
8 2.00 55 25 20 48.01 0.001601
9 1.00 50 30 20 46.45 0.001550
10 1.50 50 20 30 48.78 0.001625
11 2.00 50 20 30 49.34 0.001643
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12 1.00 55 20 25 47.78 0.001593
13 0.50 60 20 20 46.78 0.001561
14 1.00 55 30 15 46.01 0.001536
15 0.50 50 30 20 45.90 0.001533
16 1.50 60 25 15 46.56 0.001554
17 0.50 50 35 15 45.01 0.001504
18 2.00 55 20 25 48.90 0.001629
19 0.50 55 30 15 45.45 0.001518
20 1.50 50 35 15 46.12 0.001540
21 2.00 65 20 15 48.12 0.001604
22 0.50 60 25 15 45.78 0.001529
23 1.00 50 25 25 47.90 0.001597
24 0.50 50 25 25 46.23 0.001543
25 0.50 50 20 30 47.67 0.001590
26 1.50 65 20 15 47.45 0.001582
27 2.00 50 30 20 47.56 0.001586
28 0.50 65 20 15 46.34 0.001547
29 0.50 955 25 20 45.67 0.001525
30 1.50 55 20 25 48.34 0.001611

Ref:  Re400, a:0.70, :0.65, v:0.70, 6:0.70, N1:60, N2:08 44.45 0.001429

Table 5.19 summarizes the generated tri-hybrid nanofluid compositions together with the
corresponding values of the average Nusselt number and total entropy generation. The
sampled configurations provide a comprehensive representation of the feasible design
space and capture the combined influence of nanoparticleloading and constituent fractions
on the thermal and thermodynamic behavior of the optimized CD-MCHS.

The CFD results revea noticeable variations in both objective functions across the
sampled designs. The average Nusselt number varies from approximately 45.01 to 49.34,
while the corresponding entropy generation ranges between 1.504x102 and 1.643x10°3
WI/K, indicating a clear sensitivity of system performance to the selected nanofluid
composition. In genera, increasing nanoparticle concentration tends to enhance heat-
transfer performance owing to improved effective thermal conductivity; however, this

enhancement is often accompanied by a corresponding increase in entropy generation due
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to higher viscous and thermal irreversibilities. Furthermore, the relative fractions of CuO,
Al203, and Ag nanoparticles significantly influence this trade-off by modifying the
effective thermophysical properties of the suspension.

The observed variability in the response dataset confirms the suitability of the selected
design variables for optimization and provides sufficient information for developing
reliable ANN surrogate models. Consequently, the generated CFD database serves as the
foundation for the ANN training, validation, and subsequent multi-objective optimization

presented in the following sections.
5.3.3 Development and Validation of ANN Surrogate M odels

The CFD database generated through the LHS sampling procedure was subsequently
employed to develop ANN surrogate models capable of predicting the average Nusselt
number and total entropy generation as functions of the tri-hybrid nanofluid-enhanced
CD-MCHS. Thetotal nanoparticle concentration (&) together with the relative fractions
of CuO, Al203, and Ag nanoparticles were used as the input parameters, while Nu and Sgen
were considered as the output responses.

The available dataset was divided into training, validation, and testing datasets using a

70:15:15 ratio, and the network training was performed using the Levenberg-Marquardt

backpropagation algorithm.
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Figure 5.21: Neuron independence analysis for ANN development of the tri-hybrid
nanofluid-enhanced CD-MCHS
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A neuron-independence study was conducted to identify the most suitable ANN
architecture for each objective function. Different hidden-layer configurations were
examined, and the prediction accuracy was evaluated using the residua error. The
corresponding results are presented in Figure 5.21.

Based on the neuron study, the optimal ANN architecturefor the Nusselt number consisted
of two hidden layers containing six neurons each, whereas the entropy-generation model
employed two hidden layers with seven neurons each. These architectures provided the
best balance between prediction accuracy and model generalization.

The predictive capability of the developed ANN models was evaluated through parity
analysis by comparing ANN predictions against the corresponding CFD results. As
illustrated in Figure 5.22, the predicted values closely follow the line of perfect agreement
for both objective functions, indicating excellent consistency between the surrogate

models and the numerical database.

Figure 5.22: Parity plot between CFD and ANN predictions for the tri-hybrid nanofluid-
enhanced CD-MCHS: (a) Nusselt number and (b) entropy generation

To further quantify the prediction accuracy, several statistical indicators including the
correlation coefficient (R), coefficient of determination (R?), root mean square error
(RMSE), mean absolute error (MAE), and mean absol ute percentage error (MAPE) were
evaluated. The corresponding validation metrics are summarized in Table 5.20.

The obtained statistical results demonstrate excellent predictive capability for both ANN

models, characterized by correlation coefficients approaching unity and very low
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prediction errors. These findings confirm that the developed surrogate models accurately
reproduce the CFD-generated responses and are suitable for subsequent opti mization.

Table 5.20: Statistical validation metrics of ANN models for the tri-hybrid nanofluid-
enhanced CD-MCHS

S. No. Performance Metrics Nusselt Number  Entropy Generation
01 Pearson’s Correlation Coefficient 0.9851 0.9677
02 Coefficient of determination 0.9724 0.9428
03 Mean Absolute Error 0.1190 3.80x10°°
04 Root Mean Squared Error 0.1859 4.51x10°5
05 Mean Absolute Percentage Error 0.25% 2.39%

To further examine the influence of the nanofluid design variables, ANN-based response
surfaces were generated for the Nusselt number and entropy generation, as shown in
Figures 5.23 and 5.24, respectively.
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Figure 5.23: Three-dimensional ANN response surfaces for Nusselt number of the tri-
hybrid nanofluid-enhanced CD-MCHS (a) @r-fcuo at faizos = 25% and fag = 20%, and (b)
faico3-fag at @1 = 01% and fcuo = 55%

The response surfaces indicate that the average Nusselt number generally increases with
increasing total nanoparticle concentration owing to the enhancement of the effective
thermal conductivity of the tri-hybrid nanofluid. However, the magnitude of improvement
is aso influenced by the relative fractions of CuO, Al20s, and Ag nanoparticles,

demonstrating the existence of strong interaction effects among the constituent particles.
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Figure 5.24: Three-dimensional ANN response surfaces for entropy generation of thetri-
hybrid nanofluid-enhanced CD-MCHS (a) @r-fcuo at faizos = 25% and fag = 20%, and (b)
faos-fag at @1 = 01% and fcuo = 55%

A similar dependence is observed for entropy generation. Increasing nanoparticle
concentration enhances heat-transfer capability but simultaneously modifies the flow and
therma characteristics of the coolant, resulting in variations in thermodynamic
irreversibility. The response surfaces therefore highlight the competing influence of
concentration and nanoparticle composition on the thermo-hydraulic behavior of the
system and justify the need for multi-objective optimization.

Following validation, the trained ANN networks were transformed into explicit surrogate

equations to facilitate rapid objective-function evaluation during the optimization stage.

Nu = 4547 + 4.91x10%X, — 130x10°X, — 1.10x107°X, + 2.40x10°X, +
1.40x1072X, X, + 1.47x102X, X + 2.04x10°2X, X, — 2.42x1073X, X5 + 6.83x1074X, X, +
6.47x10*X,X, — 1.51x10 ' X2 + 4.51x10 “X2 + 6.80x10 X2 + 1.05x 103X 2. (5.5)

Sgen = 1.518x107° + 2.10x107 X, + 1.35x107 X, + 9.80x10°%X; + 1.60x107X, +
8.40x10 "X, X, + 6.90x10 "X, X5 + 1.00x10 °X, X, + 4.30x10 "X, X5 + 3.80x10 "X, X, +
3.10x10 'X5X,— 4.00x10 6X7 + 6.50x10 X% + 5.20x10 "X2 + 7.10x10 "X Z. (5.6)
Where, X; = Total nanoparticle volume fraction (%)

X, = Volume fraction of CuO nanoparticles (%)

X3 = Volume fraction of Al,03 nanoparticles (%)

X, = Volume fraction of Ag nanoparticles (%)
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The developed surrogate equations provide computationally efficient representations of
the CFD database and eliminate the need for repeated numerical simulations during
optimization. Consequently, the validated ANN models were integrated with the NSGA -
[l agorithm to identify Pareto-optimal tri-hybrid nanofluid compositions that
simultaneously maximize heat-transfer enhancement and minimize entropy generation.
The optimization results are presented in the following section.

5.3.4 Selection of NSGA-I| Parameters

The quality and convergence behavior of the NSGA-11 agorithm are primarily influenced
by the selected population size and generation number. Therefore, a sensitivity analysis
was performed to identify suitable optimization parameters for the tri-hybrid nanofluid

optimization problem.
5.3.4.1 Population Size Analysis

The influence of population size on the development of the Pareto front is illustrated in
Figure 5.25.
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Figure 5.25: Influence of population size on Pareto-front development for the tri-hybrid
nanofluid-enhanced CD-MCHS

Asthe population size increases, the Pareto front becomes progressively denser and more
uniformly distributed, indicating improved exploration of the design space. Smaller
populations generate relatively sparse solution sets and fail to adequately capture the
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trade-off between heat-transfer enhancement and entropy generation. However, only
margina improvement in Pareto-front quality is observed beyond a population size of 80.
Therefore, apopul ation size of 80 was sel ected as an appropriate bal ance between solution

diversity and computational efficiency.
5.3.4.2 Generation Number Analysis

The effect of generation number on Pareto-front convergence is presented in Figure 5.26.
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Figure 5.26: Influence of generation number on Pareto-front convergence for the tri-
hybrid nanofluid-enhanced CD-MCHS

The results demonstrate that the Pareto front gradually evolves toward a stable and well-
defined trade-off region with increasing generations. At lower generation numbers, the
solutions remain scattered and do not fully represent the objective space. As the
optimization progresses, the Pareto front becomes smoother and more uniformly
distributed, indicating improved convergence. Beyond 100 generations, negligible
changes are observed in the Pareto-front distribution, suggesting that further iterations
provide limited additional benefit. Consequently, 100 generations were adopted for all

subsequent optimization studies.
5.3.4.3 Final NSGA-I| Parameters

Based on the population size and generation number investigations, the final NSGA-II
parameters employed for the tri-hybrid nanofluid enhanced CD M CHS are summarized
in Table 5.30
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Table 5.21: Final NSGA-II control parameters adopted for the tri-hybrid nanofluid
enhanced CD-MCHS

Parameter Parameter Value
Population (Np) 80
Maximum Generation (Gen) 100

Reproduction / Selection Tournament Selection (Rank and Crowding Distance)

Pareto Fraction 0.35
Crossover Rate 0.85
Mutation Rate 0.10

The selected parameter set provided stable convergence and sufficient Pareto-front
diversity while maintaining computational efficiency. The validated ANN surrogate
models together with the optimized NSGA-II settings were subsequently utilized to
identify the Pareto-optimal tri-hybrid nanofluid compositions discussed in the following

section.
5.3.5 Characterization of the Optimal Pareto Front

Following the establishment of the optimal NSGA-II settings, the validated ANN
surrogate models were coupled with the optimization agorithm to generate the Pareto-
optimal tri-hybrid nanofluid compositions. The resulting Pareto front represents the best
achievable trade-offs between maximizing the average Nusselt number and minimizing
entropy generation for the optimized CD-MCHS. The complete set of Pareto-optimal
solutions is presented in Table 5.22.

Table 5.22: Pareto-optimal design variables and corresponding responses for the tri-
hybrid nanofluid enhanced CD-MCHS

Pareto Design Variable (100th Generation) Corresponding Results

S. No. Dvotal (%)  fcuo (%)  fazos (%)  fag (%) NUavg Sgen
1 2.00 56.50 21.0 22.50 52.37 0.001715
2 2.00 57.50 22.0 20.50 52.34 0.001705
3 2.00 58.50 23.0 18.50 52.26 0.001695
4 2.00 59.50 24.0 16.50 52.19 0.001685
5 1.75 57.00 22.5 20.50 52.13 0.001670
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6 1.75 58.50 24.5 17.00 52.02 0.001652
7 1.75 58.00 235 18.50 51.95 0.001642
8 1.75 56.00 21.5 22.50 51.88 0.001632
9 1.75 55.00 20.5 24.50 51.72 0.001625
10 1.50 56.50 22.0 21.50 51.59 0.001622
1 1.50 59.50 25.0 15.50 51.43 0.001620
12 1.50 57.50 23.0 19.50 51.18 0.001617
13 1.50 58.50 24.0 17.50 51.02 0.001616
14 1.50 55.50 21.0 23.50 50.82 0.001611
15 1.25 55.00 21.0 24.00 50.63 0.001610
16 1.25 59.00 25.0 16.00 50.47 0.001607
17 1.25 57.00 23.0 20.00 50.21 0.001604
18 1.25 56.00 22.0 22.00 50.06 0.001603
19 1.00 59.50 24.5 16.00 49.93 0.001600
20 1.00 57.50 22.5 20.00 49.80 0.001597
21 1.00 55.50 20.5 24.00 49.66 0.001595
22 1.00 58.50 235 18.00 49.54 0.001592
23 1.00 56.50 21.5 22.00 49.42 0.001591
24 0.50 58.00 23.0 19.00 49.24 0.001588
25 0.50 56.00 21.0 23.00 49.10 0.001588
26 0.50 59.00 24.0 17.00 48.82 0.001584
27 0.50 57.00 22.0 21.00 48.69 0.001582
28 1.75 55.00 20.0 25.00 48.47 0.001581

To further visualize the trade-off characteristics of the optimization process, the obtained
Pareto front is presented in Figure 5.27.

Asillustrated in Figure 5.27, the Pareto front exhibits the expected conflicting relationship
between heat-transfer enhancement and entropy-generation minimization. Each point on
the Pareto front represents a non-dominated solution for which improvement in one
objective can only be achieved at the expense of the other. The continuous distribution of
solutions confirms the existence of multiple feasible nanofluid compositions capable of

delivering different thermo-hydraulic trade-offs.
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Figure 5.27: Representative solutions selected from the optimal Pareto front for the tri-
hybrid nanofluid enhanced CD-MCHS

Tofacilitate physical interpretation of the optimization results, three representative Pareto-
optimal solutions were selected from different regions of the Pareto front, corresponding
to distinct performance priorities. These include a low-entropy-generation design (Case-
01), an intermediate compromise design (Case-02), and a high-heat-transfer design (Case-
03). Their relative performance with respect to the optimized baseline CD-MCHS is
summarized in Table 5.23.

Table 5.23: Relative performance of selected Pareto-optimal tri-hybrid nanofluid
configurations with respect to the optimized baseline CD-MCHS
Reference Study (Without Nanofluid) Nu (fi=-1) Sgen(f2=1)
Case— OL: (©1:2.0%, fcwo:56.5%, far,0,:21.0%, fag225%)  9.04%71  10.63%1

Case— 02: (Or:1.50%, fcuo:55.5%, fai,0,:21.0%, fag235%) 14.34%1  12.72%1
Case— 03: (Or:1.75%, fcu0:55.0%, fai,0,:20.0%, fag25.0%)  17.82%1  20.01% 1

Case-01 (®71:2.0%, fcuo:56.5%, fa1,0,:21.0%, fag:22.5%) achieves a 9.04% increase in
the average Nusselt number with a corresponding 10.63% rise in entropy generation
relative to the baseline configuration. The moderate entropy penalty associated with the
thermal enhancement indicates a thermodynamically favorable improvement in cooling
performance. Case-02 (P:1.50%, fcuo:55.5%, fal,0,:21.0%, fag:23.5%) provides a more
balanced hydrothermal response, yielding a 14.34% enhancement in the Nusselt number
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while increasing entropy generation by 12.72%. This configuration therefore represents
an effective compromise between hesat-transfer augmentation and thermodynamic
irreversibility.

Case-03 (Pr1:1.75%, fcuo:55.0%, far,0,:20.0%, fag:25.0%) is located toward the high-
performance end of the Pareto front and delivers the largest thermal enhancement among
the selected solutions. Compared with the baseline configuration, the average Nusselt
number increases by 17.82%, accompanied by a 20.01% increase in entropy generation.
Although this solution provides superior cooling capability, the higher entropy penalty
reflects the thermodynamic cost associated with maximizing heat-transfer performance.
Overal, the representative Pareto solutions clearly demonstrate the inherent trade-off
between thermal enhancement and entropy-generation minimization in tri-hybrid
nanofluid-assisted cooling. While higher nanoparticle loading and favorable constituent
fractions can significantly improve heat-transfer performance, they aso tend to increase
thermodynamic irreversibilities. Consequently, the final design selection cannot be based
solely on either objective and requires a compromise-based decision-making approach.
Therefore, the Pareto-optimal solution set was further evaluated using the TOPSIS method
to identify the most balanced tri-hybrid nanofluid composition, as discussed in the
following section.

5.3.6 TOPSI S-Based Selection of the Optimal Tri-Hybrid Nanofluid Composition

Although the NSGA-I1 optimization identifies a set of Pareto-optimal solutions, practical
implementation requires the selection of a single design that provides the most desirable
compromise between enhanced heat-transfer performance and minimized thermodynamic
irreversibility. Therefore, the TOPSIS method was employed to rank the Pareto-optimal
solutions according to their relative closeness to the ideal solution.

To evauate the influence of decision-maker preference, aweight-sensitivity analysis was
performed by systematically varying the weighting combinations assigned to the average
Nusselt number and entropy generation, ranging from entropy-dominant conditions (0.4,
0.6) to heat-transfer-dominant conditions (0.8, 0.2). The resulting TOPSIS rankings are
summarized in Table 5.24.

The ranking results show that DoE-09 maintains a consistently high ranking across all

weighting scenarios and achieves the highest rank under the selected weighting
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combination (0.6, 0.4). This behavior confirms the robustness of the solution and supports

its selection for further analysis.

Table 5.24: Sensitivity analysis of TOPSIS rankings to variations in objective weighting
for the tri-hybrid nanofluid enhanced CD-MCHS
TOPSIS W1(0.4,0.6) W2(0.50.5) W3(0.6;0.4) Wa4(0.7;0.3) Ws5(0.8;0.2)
Ranking (Ci)1 DoE (Ci)2 DoE (Ci)s DoE (Ci)4 DoE (Ci)s DoE
01 07228 11 07394 10 07695 9 08160 8 08470 7
02 0.7224 12 0.7386 9 0.7660 8 0.7979 9 0.8467
03 07216 9 07317 11 07604 10 07972 7 08454
04 07205 10 07200 8 07413 11 0.7829 6 0.8328
05 07135 13 0.7151 12 0.7394 7 0.7789 10 0.8188

© U1 o

To further verify the robustness of the decision-making outcome, the variation of the
TOPSIS relative closenessindex (Ci) for DoE-09 was examined under different weighting
combinations. The corresponding results are presented in Table 5.25.

Table 5.25: Stability of relative closeness for the selected TOPSIS tri-hybrid nanofluid
composition under different weighting distributions
S. No. Weight (Nu, Sgen) Relative Closeness (Ci)

1 W1 (0.4;0.6) 0.7216
2 WS- (0.5;0.5) 0.7386
3 W3 (0.6;0.4) 0.7695  Selected
4 W.(0.7:0.3) 0.7979
5 Ws(0.8,0.2) 0.8188
Mean () 0.7693
Std. Dev. (o) 0.041

Coefficient of variation (CV) 5.24 %

The relative closeness values of DoOE-09 exhibit only minor variation across the
investigated weighting schemes, yielding a mean value of 0.7693 and a coefficient of
variation of 5.24%. Thislow variability confirms the stability of the selected solution and
demonstrates that its ranking is largely insensitive to changes in weighting preference.
Accordingly, the weighting combination (Nu:0.6, Sgen:0.4) was adopted for the subsequent

anaysis.
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The corresponding TOPSIS ranking distribution of the Pareto-optimal solutions is
presented in Figure 5.28, where higher relative closeness values indicate amore favorable

compromise between heat-transfer enhancement and entropy-generation minimization.

Figure 5.28: TOPSIS-based ranking of Pareto-optimal solutions for the tri-hybrid
nanofluid enhanced CD-MCHS

Figure 5.28 shows that DoE-09 achieves the highest relative closeness value among all
Pareto-optimal solutions. Therefore, this configuration wasidentified asthe most balanced
design and selected for subsequent thermo-hydraulic and exergetic evaluations. The
selected TOPSIS configuration corresponds to: ®r:1.75%, fcuo:55.0%, fai,o0,:20.5%, fag:24.5.
This composition represents a moderate nanoparticle |oading with a balanced distribution
of CuO, Al>O3, and Ag nanoparticles, providing an effective compromise between heat-
transfer enhancement and entropy-generation control.

A comparative assessment of the selected design with representative Pareto-optimal

solutions and the reference case without nanofluid is presented in Table 5.26.

Table 5.26: Comparative performance of the TOPSIS-selected tri-hybrid nanofluid
configuration with representative Pareto-optimal designs and the baseline CD-MCHS

TOPSIS: (®r1:1.75%, fcu0:55.0%, fa1,0,:20.5%, fag:24.5%) Nu (f1) Sgen (f2)
Case— 01: (©1:2.0%, fcuo:56.5%, fa1,0,:21.0%, fag:22.5%) 6.71%1 278%1
Case— 02: (©1:1.5%, fcuo:55.5%, far,0,:21.0%, fag:23.5%) 1.76% 1 0.88%1
Case— 03 (0r1:1.75%, fcu0:55.0%, fai,0,:20.0%, fag:25.0%) 124% | 525%|
Reference Study (Without Nanofluid) 16.36% 1 13.71% 1

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page| 158

The TOPSIS-selected configuration demonstrates a balanced thermo-hydraulic response
among the competing Pareto solutions. Relative to Case-01 and Case-02, the selected
design increases the average Nusselt number by 6.71% and 1.76%, respectively,
accompanied by only moderate increases in entropy generation of 2.78% and 0.88%.
Compared with Case-03, a marginal reduction of 1.24% in heat-transfer performance is
observed; however, this is compensated by a 5.25% decrease in entropy generation,
indicating improved thermodynamic behavior. More importantly, when benchmarked
against the reference configuration without nanofluid, the selected composition enhances
the Nusselt number by 16.36%, while the corresponding increase in entropy generation is
limited to 13.71%.

Overal, the TOPSIS-ranked configuration achieves the most desirable balance between
heat-transfer augmentation and thermodynamic irreversibility among the Pareto-optimal
solutions, thereby validating its selection as the final optimized tri-hybrid nanofluid
composition for the present study.

5.3.7 Hydrothermal Characteristics of the Selected TOPSI S Design

To further examine the flow and thermal behavior of the optimized tri-hybrid nanofluid
configuration, the temperature, velocity, and pressure contours of the selected TOPSIS
design were compared with those of the reference configuration. The corresponding
contour distributions are presented in Figure 5.29.

As illustrated in Figure 5.29, the reference configuration exhibits a gradual increase in
fluid temperature along the flow direction, reaching a maximum temperature of
approximately 311.81 K. In contrast, the TOPSIS-selected nanofluid configuration
restricts the peak temperature to about 309.92 K, corresponding to a reduction of nearly
1.89 K. Thisreduction indicatesimproved convective heat transport and enhanced thermal
diffusion resulting from the optimized tri-hybrid nanofluid composition.

The velocity contours revea a slight decrease in the peak velocity from 4.81 m/s in the
reference case to 4.23 m/s for the TOPSIS-selected configuration. This behavior suggests
improved flow redistribution and more uniform momentum transport within the
microchannel rather than localized flow acceleration. Conversely, the pressure contours
indicate an increase in the maximum pressure from approximately 40.12 kPato 50.31 kPa,
reflecting the additional hydraulic resistance associated with the modified thermo-

physical properties of the nanofluid and the intensified flow-surface interactions.
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Figure5.29: Comparison of temperature, velocity, and pressure contoursfor the reference
and TOPSI S-sel ected tri-hybrid nanofluid configurations

Overall, the contour analysis confirms that the selected tri-hybrid nanofluid configuration
enhances heat-transfer performance and reduces the maximum fluid temperature while
maintaining an acceptable pressure-drop penalty. These observations further support the
suitability of the TOPSIS-selected composition as a balanced thermo-hydraulic solution

for advanced electronic cooling applications.

5.3.8 Exergetic Performance Evaluation

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page| 160

To further evaluate the thermodynamic suitability of the selected tri-hybrid nanofluid
configuration, an exergetic performance assessment was performed using the Exergy
Destruction Ratio (EDR) and exergy efficiency (ne). These parameters provide insight
into the irreversibility characteristics of the system and enable validation of the optimized
designs from a second-law perspective. The exergetic performance of the reference
configuration, representative Pareto-optimal solutions, and the TOPSIS-selected

composition is summarized in Table 5.27.

Table 5.27: Comparative exergetic performance assessment of the reference, Pareto-
optimal, and TOPSI S-sel ected tri-hybrid nanofluid configurations

Design Configuration EDR Relative EDR Nex
Reference Study (Without Nanofluids) 8.53 % - 91.47 %
Case-01: (91:2.0%, fcuo:56.5%, far,0,:21.0%, fag:22.5%) 18.74 % 11969% 1  81.26%
Case-02: (®1:1.5%, fcuo:55.5%, far,0,:21.0%, fag:23.5%) 19.10 % 123.92% 1  80.90 %
Case-03: (®r:1.75%, fcuo:55.0%, fai,0,:20.0%, fag:25.0%) 20.32 % 138.22% 1  79.68 %
TOPSIS: (®1:1.75%, fcu0:55.0%, far,0,:20.5%, fag:24.5%) 19.26 % 12579% 1  80.74 %

The reference configuration without nanofluids exhibits the lowest exergy destruction
ratio (EDR = 8.53%) and the highest exergy efficiency (nex = 91.47%), indicating the
lowest thermodynamic irreversibility among the evaluated cases. The incorporation of tri-
hybrid nanoparticles improves heat-transfer performance but results in a corresponding
increase in exergy destruction.

Among the representative Pareto-optimal solutions, Case-01 achieves the lowest EDR
(18.74%) and highest exergy efficiency (81.26%), whereas Case-03 exhibits the highest
EDR (20.32%) and lowest exergy efficiency (79.68%). Case-02 provides intermediate
exergetic performance with an EDR of 19.10% and an exergy efficiency of 80.90%,
reflecting the progressive increase in thermodynamic irreversibility associated with
greater thermal enhancement.

The TOPSIS-selected composition yields an EDR of 19.26% and an exergy efficiency of
80.74%, positioning it between the extreme Pareto solutions. Although it does not
correspond to the minimum exergy destruction, it maintains favorable exergetic
performance while delivering enhanced heat-transfer capability, thereby reinforcing its

selection as the most balanced design.
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Overdl, the exergetic assessment confirms that the optimized tri-hybrid nanofluid
composition achieves improved cooling performance while maintaining acceptable
thermodynamic efficiency, highlighting its suitability for high-performance electronic

cooling applications.

5.4 Performance Enhancement of Baseline CD-M CHS using Porous Media

Building upon the optimized baseline CD-MCHS developed in Section 5.1, porous media
were introduced as a passive enhancement strategy to further improve the hydrothermal
and thermodynamic performance of the cooling system. The incorporation of a porous
matrix modifies the flow and heat-transfer characteristics within the microchannel by
increasing the fluid-solid interaction area and enhancing thermal transport through the
porous region. However, the resulting improvement in heat-transfer performance is often
accompanied by changesin flow resistance and thermodynamic irreversibility. Therefore,
a systematic optimization framework is required to identify porous-media configurations
capable of deivering maximum thermal enhancement while maintaining favorable
thermodynamic performance.

Accordingly, a surrogate-assisted multi-objective optimization methodology based on
CFD simulations, Artificial Neural Networks (ANN), Non-Dominated Sorting Genetic
Algorithm-Il1 (NSGA-II), and TOPSIS was employed to determine the optimal porous-
media configuration. The optimization was performed by simultaneously maximizing the
average Nusselt number and minimizing total entropy generation, thereby ensuring an
effective balance between heat-transfer enhancement and thermodynamic efficiency.

5.4.1 Design Variables and Optimization Objectives

To further enhance the performance of the optimized CD-MCHS, porous media were
incorporated within the channel and optimized using three key design variables: porosity
(¢), pore diameter (dp), and porous materiad (Mc). These parameters govern the
permeability, effective thermal conductivity, and fluid-solid interaction characteristics of
the porous region, thereby directly influencing both heat-transfer enhancement and
thermodynamic irreversibility.

Porosity controls the balance between coolant flow and solid matrix volume, while pore
diameter affects the characteristic flow pathways and hydraulic resistance within the

porous structure. The porous material influences heat conduction through the solid matrix

Numerical Analysis and Optimization of Hydrothermal Performance of Microchannel Heat Sink



RESULTSAND DISCUSSION Page| 162

and consequently plays a significant role in thermal transport. Through their combined
effect, these parameters determine the overall thermo-hydraulic behavior of the porous-
media-enhanced CD-MCHS.

The optimization was formulated as a multi-objective problem with the objective of
maximizing the average Nusselt number and minimizing the total entropy generation rate.
These objectives were selected to simultaneously eval uate heat-transfer enhancement and
thermodynamic performance, thereby enabling the identification of porous configurations

capable of delivering superior cooling effectiveness with reduced irreversibility.
5.4.2 Exploration of Design Space and Initial CFD Database

To investigate the combined influence of porosity, pore diameter, and porous substrate
material on the performance of the optimized CD-MCHS, the design space was
systematically explored using the Latin Hypercube Sampling (LHS) technique. Twenty-
five porous configurations were generated and analyzed through three-dimensional CFD
simulations, yielding the corresponding values of the average Nusselt number and total
entropy generation. The resulting dataset captures the response of the porous-media
enhanced microchannel over the feasible design domain and provides the foundation for
ANN-based surrogate modeling and subsequent multi-objective optimization. The
generated LHS design matrix together with the corresponding CFD responses is
summarized in Table 5.28.

Table 5.28: Initia LHS design matrix and corresponding CFD responses for the porous-
media-enhanced CD-MCHS

Design Variable (Generated with LHS) Corresponding Results
S. No. Por osity Pore Coded- Nusselt Entropy

Diameter Material Number Generation

1 0.70 24 4 129.25 0.1004

2 0.55 16 2 159.71 0.6773

3 0.40 32 2 165.83 0.9416

4 0.70 16 3 103.81 0.1782

5 0.70 24 2 144.71 0.1004

6 0.40 08 4 158.70 9.2455

7 0.85 16 3 86.27 0.0395
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8 0.55 32 2 159.59 0.2405
9 0.70 16 2 144.81 0.1781
10 0.85 16 1 134.54 0.0393
11 0.55 24 4 147.94 0.3641
12 0.40 08 3 135.87 9.2456
13 0.70 32 2 144.58 0.0686
14 0.55 08 2 159.84 2.1434
15 0.85 24 1 134.15 0.0242
16 0.55 08 3 123.79 2.1435
17 0.70 24 3 103.57 0.1005
18 0.55 24 3 123.56 0.3641
19 0.55 16 1 181.07 0.6773
20 0.85 24 3 72.56 0.0244
21 0.40 24 3 135.73 1.4588
22 0.70 32 1 160.42 0.0686
23 0.40 16 4 158.57 2.7977
24 0.85 08 3 74.15 0.1008
25 0.55 32 4 147.88 0.2405
Ref: 0.85 32 3 80.85 0.4759

The CFD results presented in Table 5.28 demonstrate that the porous-medium parameters
exert asignificant influence on both the heat-transfer and thermodynamic performance of
the optimized CD-MCHS. Noticeable variations in the Nusselt number and entropy
generation are observed across the sampled configurations, indicating that the combined
effects of porosity, pore diameter, and porous substrate material substantially alter the
thermal transport and flow characteristics within the porous region. These variations
highlight the existence of multiple competing design trade-offs and confirm the suitability
of the selected parameters for multi-objective optimization.

The generated CFD database establishes the relationship between the porous-medium
parameters and the corresponding thermo-hydraulic responses over the explored design
space. This dataset was subsequently utilized for the development and validation of ANN
surrogate models, enabling efficient prediction of the objective functions during the

optimization process.
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5.4.3 Development and Validation of ANN Surrogate M odels

The CFD database generated from the Latin Hypercube Sampling strategy was
subsequently employed to develop ANN surrogate models for predicting the average
Nusselt number and total entropy generation of the porous-media-enhanced CD-MCHS.
The models establish nonlinear relationships between the porous-medium design
variables, namely porosity (), pore diameter (dp), and porous substrate material (Mc), and
the corresponding objective functions. The developed ANN models serve as
computationally efficient surrogate representations of the CFD simulations and were
subsequently integrated with the multi-objective optimization framework.

Prior to training, the response data were normalized to improve numerical stability and
learning efficiency. The available dataset was divided into training (70%), validation
(15%), and testing (15%) subsets to ensure reliable assessment of model accuracy and
generaization capability. Network training was performed using the Levenberg-
Marquardt backpropagation agorithm, which is widely recognized for its rapid
convergence and suitability for nonlinear regression problems.

A neuron-independence study was conducted to identify the optimal ANN architecture for
each objective function. Different hidden-layer configurations were examined and the
corresponding residual errorswere monitored. The obtained results are presented in Figure
5.30.

20.0 1.5
15.0 ) 1.0
= 10.0 =
Z 5.0 d\t 05 &
< 1 /) 2
E 00 \/M 0.0 =
= =
g >0 0.5 3
~_10.0 v
=
150 | .- . 0
_: Selected Neuron
-20.0 - -1.5
1 5 9 13 17 21 25
Interations

Figure 5.30: Neuron independence analysis for ANN development of the porous-media-
enhanced CD-MCHS
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The neuron study revealed that the optimum ANN architecture for predicting the average
Nusselt number consists of two hidden layers with three neurons each, whereas the
entropy-generation model achieved the best performance using two hidden layerswith six
neurons each. These architectures provided the lowest prediction errors while maintaining
stable convergence and satisfactory generalization capability. Accordingly, the selected
network structures were adopted for subsequent model validation and surrogate-model
devel opment.

The predictive capability of the developed ANN models wasfirst assessed through parity-
plot analysis by comparing ANN predictions with the corresponding CFD-generated
responses. The resulting parity plots are presented in Figure 5.31.

Figure 5.31: Parity plot between CFD and ANN predictions for the porous-media-
enhanced CD-MCHS: (a) Nusselt number and (b) entropy generation

As shown in Figure 5.31, the predicted responses closely follow the line of perfect
agreement for both objective functions, indicating excellent consistency betweenthe ANN
models and the CFD database. The close clustering of the data around the parity line
demonstrates that the developed surrogate models accurately capture the nonlinear
influence of the porous-medium parameters on the hydrotherma and thermodynamic
responses of the optimized CD-MCHS.

To further quantify the prediction accuracy, severa statistical indicators including the
correlation coefficient (R), coefficient of determination (R?), root mean square error
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(RMSE), mean absolute error (MAE), and mean absol ute percentage error (MAPE) were
evaluated. The corresponding validation metrics are summarized in Table 5.29.

Table5.29: Statistical validation metrics of ANN models for the porous-media-enhanced
CD-MCHS

S. No. Performance Metrics Nusselt Number  Entropy Generation
01 Pearson’s Correlation Coefficient 0.951 0.991
02 Coefficient of determination 0.903 0.982
03 Mean Absolute Error 7.839 0.337
04 Root Mean Squared Error 8.680 1.071
05 Mean Absolute Percentage Error 6.1 % 9.2%

The obtained statistical indicators confirm the excellent predictive capability of both ANN
models, characterized by correlation coefficients approaching unity and very low
prediction errors. These results demonstrate that the developed surrogate models
accurately reproduce the CFD-generated responses and are therefore suitable for
subsequent multi-objective optimization.

To further examine the influence of the porous-medium parameters on system
performance, ANN-based response surfaces were generated for the Nusselt number and

entropy generation, asillustrated in Figures 5.32 and 5.33, respectively.

Figure 5.32: ANN-based response surface for Nusselt number of the porous-media-
enhanced CD-MCHS: (a) e-dp at Mc=02, (b) e-M a dp=08, and (c) M¢-d, at £=0.7
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Figure 5.33: ANN-based response surface for entropy generation of the porous-media-
enhanced CD-MCHS: (a) S'dp at Mc:OZ, (b) S'Mc at dp:08, and (C) Mc'dp at e=0.7

The response surfaces reveal the strong dependence of both objective functions on the
selected porous-medium parameters and further confirm the highly nonlinear nature of the
design space. The generated surfaces provide additional physical insight into the
interaction between porosity, pore diameter, and porous substrate material, while
simultaneously demonstrating the capability of the ANN models to represent the
underlying CFD responses throughout the investigated design domain.

The final ANN surrogate equations developed for predicting the Nusselt number and
entropy generation are presented below and were subsequently employed during the

NSGA-II optimization process.

Nu = 196.816 + (287.475 * X;) — (1.061 * X,) — (64.766 * X3) — (0.057 * X, X,) —
(11.384 % X; * X3) + (0.262 * X, * X3) — (318.934 * X2) + (0.016 * X2) + (10.089 *
X2) (5.7)

Sgen = 6.995 — (12.131 * X;) — (0.173 * X5) + (0.132 * X3) + (0.129 * X; * X,) —
(0.089 * X; * X3) + (0.001 x X, * X3) + (5.601 * X2) + (0.002X2) — (0.014X2) (5.8)

Where, X; = Porosity
X, = Pore Diameter

X3 = Coded Material

The validated ANN surrogate models therefore provide an accurate and computationally

efficient representation of the porous-media-enhanced CD-MCHS. These models were
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subsequently integrated with the NSGA-I1 algorithm to identify Pareto-optimal solutions
and explore the trade-off between hest-transfer enhancement and entropy-generation

minimization, as discussed in the following section.

5.4.4 Selection of NSGA-I| Parameters

The effectiveness of the NSGA-II agorithm depends strongly on the selection of
appropriate evolutionary parameters, particularly the population size and the number of
generations. These parameters govern the exploration capability, convergence behavior,
and diversity of the Pareto-optimal solutions. Therefore, a sensitivity analysis was
conducted to identify suitable NSGA-II settings for the porous-media-enhanced CD-
MCHS optimization problem.

5.4.4.1 Population Size Analysis

The influence of population size on the development of the Pareto front is illustrated in
Figure 5.34.
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Figure 5.34: Influence of population size on Pareto-front development for the porous-
media-enhanced CD-MCHS

As illustrated in Figure 5.34, increasing the population size improves the density and
distribution of Pareto-optimal solutions. Smaller populations generate relatively sparse
solution sets and provide limited coverage of the objective space. In contrast, larger
popul ations enhance the exploration capability of the optimization algorithm and produce

a more uniformly distributed Pareto front. However, only margina improvement in
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Pareto-front quality is observed beyond a population size of 80. Therefore, a population
size of 80 was selected as an appropriate compromise between solution diversity and

computational efficiency.
5.4.4.2 Generation Number Analysis

The influence of generation number on Pareto-front convergence is presented in Figure
5.35.
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Figure5.35: Influence of generation number on Pareto-front convergence for the porous-
media-enhanced CD-MCHS

The results demonstrate that the Pareto front progressively evolves toward a stable trade-
off region with increasing generations. At lower generation numbers, the solutionsremain
relatively scattered and do not adequately represent the objective space. As the
optimization progresses, the Pareto front becomes smoother and more uniformly
distributed, indicating improved convergence characteristics. Beyond 200 generations,
negligible changes are observed in the Pareto-front distribution, suggesting that
convergence has been achieved and additional generations provide limited benefit.

Consequently, 200 generations were adopted for all subsequent optimization studies.
5.4.4.3 Final NSGA-I| Parameters

Based on the population-size and generation-number investigations, the final NSGA-II
parameters employed for the porous-media-enhanced CD-MCHS are summarized in
Table 5.30.
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Table 5.30: Final NSGA-II control parameters adopted for the porous-media-enhanced
CD-MCHS

Parameter Parameter Value
Population (Np) 80
Maximum Generation (Gen) 200

Reproduction / Selection Tournament Selection (Rank and Crowding Distance)

Pareto Fraction 0.35
Crossover Rate 0.80
Mutation Rate 0.10

The selected parameter set provided stable convergence and sufficient Pareto-front
diversity while maintaining computational efficiency. The validated ANN surrogate
models together with the optimized NSGA-II settings were subsequently utilized to
identify the Pareto-optimal porous-media configurations discussed in the following

section.

5.4.5 Characterization of the Optimal Pareto Front

Following the establishment of the optimal NSGA-II settings, the validated ANN
surrogate models were integrated with the NSGA-I1 algorithm to generate a set of Pareto-
optimal porous-media configurations for the CD-MCHS. The resulting Pareto front
represents the best achievabl e trade-offs between maximizing the average Nusselt number
and minimizing entropy generation. The complete set of Pareto-optimal solutions obtained
for the porous-media-enhanced CD-MCHS is presented in Table 5.31.

Table 5.31: Pareto-optimal design variables and corresponding responses for the porous-
media-enhanced CD-MCHS

Par eto design variable (200" Gener ation) Corresponding Results
S. No. Por osity Pore Coded- Nusselt Entropy
Diameter Material Number Generation
1 0.74 16 1 162.51 0.0906
2 0.83 15 1 142.55 0.0382
3 0.81 14 4 88.27 0.0513
4 0.41 32 4 160.29 0.8742
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5 0.73 27 4 116.24 0.0509

6 0.51 27 4 150.36 0.4610

7 0.79 19 4 96.05 0.0301

8 0.61 28 4 139.53 0.1595

9 0.51 20 4 145.29 0.8117
10 0.83 15 1 142.55 0.0382
11 0.53 24 4 146.17 0.4679
12 0.68 29 2 137.17 0.0825
13 0.64 26 4 133.12 0.1233
14 0.63 30 4 138.22 0.1315
15 0.46 25 4 152.19 0.8433
16 0.47 30 4 155.91 0.5714
17 0.46 31 4 157.43 0.5987
18 0.53 22 4 144.76 0.5556
19 0.80 19 4 93.39 0.0263
20 0.48 31 4 156.24 0.5030
21 0.42 31 4 159.05 0.83%4
22 0.56 25 3 137.67 0.3229
23 0.55 30 4 149.11 0.2740
24 0.46 26 4 152.98 0.7857
25 0.52 20 2 154.23 0.7043
26 0.51 27 4 150.36 0.4610
27 0.48 31 4 156.24 0.5030
28 0.41 32 4 160.29 0.8742

The Pareto front demonstrates the inherent conflict between thermal enhancement and

thermodynamic irreversibility. Configurations that promote stronger heat-transfer

augmentation generally requirelower porosity and smaller pore diameters, which intensify

fluid-solid interaction and improve convective transport within the porous matrix.

However, these conditions simultaneously increase flow resistance and viscous

dissipation,

leading to higher entropy generation.

Conversdly,

configurations

characterized by higher porosity and larger pore diameters reduce flow resistance and

entropy production but provide comparatively lower heat-transfer enhancement.
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Conseguently, no single configuration simultaneously maximizes the Nusselt number and
minimizes entropy generation, resulting in a non-dominated Pareto solution set.

To facilitate aphysical interpretation of the Pareto-optimal solutions, three representative
configurations were selected from distinct regions of the Pareto front, namely the low-
entropy-generation region (Case-01), the intermediate compromise region (Case-02), and
the high-heat-transfer region (Case-03). The locations of these representative points on
the Pareto front are illustrated in Figure 5.36. These solutions provide insight into the
influence of porous-medium characteristics on the competing objectives of heat-transfer

enhancement and entropy-generation minimization.
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Figure 5.36: Representative solutions selected from the optimal Pareto front for the
porous-media-enhanced CD-MCHS

The progression from Case-01 to Case-03 reflects a gradual shift in design priority from
thermodynamic efficiency toward maximum thermal performance. Case-01 is
characterized by comparatively higher porosity and larger pore diameter, which reduce
flow resistance and suppress frictional irreversibility within the porous matrix.
Consequently, entropy generation remains relatively low, although the attainable heat-
transfer enhancement is moderate. In contrast, Case-03 corresponds to a more thermally
aggressive configuration characterized by lower porosity and smaller pore diameter. These
porous characteristics intensify fluid-solid interactions, strengthen local velocity
gradients, and promote repeated disruption of the thermal boundary layer within the

convergent-divergent channel. As a result, convective heat transfer is significantly
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enhanced; however, the associated increase in flow resistance leads to higher entropy
generation. Case-02 occupies an intermediate position between these two extremes and
represents a balanced hydrothermal design inwhich substantial heat-transfer enhancement
is achieved without a proportional increase in thermodynamic irreversibility. These
observations confirm that porous-medium morphology governs the trade-off between
therma augmentation and entropy generation through its simultaneous influence on
permeability, conductive heat spreading, and viscous dissi pation.

For a quantitative assessment, the hydrothermal performances of the selected Pareto-
optimal configurations relative to the optimized baseline CD-MCHS are summarized in
Table 5.32.

Table 5.32: Comparative performance of the TOPSIS-selected porous media

configuration with representative Pareto-optimal designs and the reference study

Ref Study : (£:0.85, dp:32, Mc:03) Nu (fi=-1)  Sgen(f2=1)
Case— 01: (£:0.83, dp:15, M:01) 7634%1  91.35% |
Case— 02: (£:0.64, dp:26, M:04) 92.45%1  33.58% |
Case— 03: (:0.41, dp:32, M:04) 98.25%1  81.54%1

Case-01 (£:0.83, dp:15, M¢:01) achieves a 76.34% increase in the average Nusselt number
while simultaneously reducing entropy generation by 91.35% relative to the reference
configuration. Although the heat-transfer enhancement is comparatively lower than the
other selected solutions, the substantial reduction in entropy generation highlights its
strong thermodynamic performance.

Case-02 (£:0.64, dp:26, M¢:04) provides amore balanced hydrothermal response, yielding
a92.45% enhancement in the Nusselt number together with a 33.58% reduction in entropy
generation. This configuration therefore represents an effective compromise between
thermal enhancement and thermodynamic efficiency.

Case-03 (£:0.41, dp:32, Mc:04) delivers the highest thermal performance among the
selected solutions, achieving a 98.25% increase in the average Nusselt number. However,
thisimprovement is accompanied by an 81.54% increase in entropy generation, indicating
the thermodynamic cost associated with maximizing heat-transfer enhancement.

Overdl, the selected Pareto-optimal solutions clearly demonstrate the competing
relationship between thermal enhancement and entropy generation. While Case-01 favors

thermodynamic efficiency and Case-03 prioritizes maximum cooling performance, Case-
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02 occupies an intermediate position and provides a balanced compromise between the
two objectives. Consequently, a systematic decision-making procedure is required to
identify the most suitable design from the Pareto-optimal set. Therefore, the TOPSIS
method was subsequently employed to determine the final optimal porous-media

configuration.

5.4.6 TOPSI S-Based Selection of the Optimal Porous-Media Configuration

To identify the most balanced solution from the Pareto-optimal set, the TOPSIS method
was employed to rank the candidate configurations according to their rel ative closeness to
the ideal solution. Since thermal enhancement is the primary objective in electronic
cooling applications, greater emphasis was assigned to the average Nusselt number while
simultaneously accounting for entropy-generation minimization.

To evaluate the robustness of the decision-making process, a sensitivity analysis was
performed by varying the wei ghting distributions between the Nusselt number and entropy

generation. The corresponding ranking results are summarized in Table 5.33.

Table 5.33: Sensitivity of TOPSIS rankings to different weighting distributions for the
porous-media-enhanced CD-MCHS
TOPSIS W1(0.4;0.6) W2(0.5;0.5) W3(0.6,0.4) W4(0.7,0.3) W5(0.8,0.2)
Ranking (Ci)1 DoE (Ci)2 DoE (Ci)s DoE (Ci)a DoE (Ci)s DoE
01 09460 02 09278 01 09316 01 09391 01 0931 01
02 09460 10 09234 02 08930 02 0.8523 02 08012 02
03 09258 01 09234 10 08930 10 0.8523 10 08012 10
04 09073 12 08849 12 08517 12 0.8047r 12 07705 23
05 0.8813 05 08492 14 08262 14 0.7901 14 07440 12

The ranking results indicate that DoE-01 consistently remains among the highest-ranked
Pareto solutions across all weighting scenarios and attains the first rank for four of the five
investigated weighting combinations. This stable ranking behavior confirms that the
selection of DoE-01 is not strongly dependent on a particular decision preference and
demonstrates the robustness of the identified optimum solution.

The stability of the TOPSIS decision was further assessed through the variation of the
relative closeness index (Ci) for DoE-01 under different weighting combinations. The

corresponding results are summarized in Table 5.34.
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The relative closeness values vary only marginally across the investigated weighting

schemes, yielding a mean value of 0.9355 and a coefficient of variation of only 1.10%.

The low dispersion confirms the stability of the TOPSIS decision and demonstrates that

the selected solution remains largely insensitive to variations in decision-maker

preference. Among the investigated weighting combinations, the (Nu:0.6, Sgen:0.4)

criterion was adopted for the final decision-making analysis.

Table 5.34: Stability of relative closeness for the selected TOPSIS porous-media

configuration under different weighting distributions

S. No. Weight (Nu, Sgen) Relative Closeness (Ci)
1 W1 (0.4;0.6) 0.9258
2 W (0.5;0.5) 0.9278
3 WS3(0.6;0.4) 09316  Selected
4 W4 (0.7;0.3) 0.9391
5 W5 (0.8;0.2) 0.9531
Mean (p) 0.9355
Std. Dev. (6) 0.01
Coefficient of variation (CV) 1.10%

The distribution of the relative closeness values for the Pareto-optimal solutions under the

selected weighting combination isillustrated in Figure 5.37.
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Figure 5.37: TOPSIS-based ranking of the optimal Pareto front solutions for the porous-
media-enhanced CD-MCHS
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As shown in Figure 5.37, DoE-01 exhibits the highest relative closeness value among al
Pareto-optimal solutions, confirming its superiority as the most balanced compromise
between heat-transfer enhancement and entropy-generation control. Accordingly, DoE-01
was selected as the final optimized porous-media configuration for subsequent analysis.
The TOPSIS-sel ected optimum corresponds to a porous structure with € = 0.74, d, = 16
um, and a copper substrate (Mc = 01). This configuration was identified as the most
balanced Pareto-optimal solution, offering a favorable trade-off between thermal
enhancement and thermodynamic performance.

To further evaluate the effectiveness of the selected design, its performance was compared
with the representative Pareto-optimal solutions discussed in the previous section, the
porous-media reference configuration, and the non-porous (clear) channel. The

corresponding results are summarized in Table 5.35.

Table5.35: Performance comparison of the TOPSI S-sel ected porous-media configuration
with representative Pareto-optimal solutions, reference configurations and baseline CD-
MCHS

TOPSIS: (£:0.74, dp:16, M¢:01) Nu (f) Sgen (f2)
Case- 01: (£:0.83, dp:15, Mc:01) 13.99 % 1t 120.10 % 1
Case— 02: (£:0.64, dp:26, M:04) 444 % 1 71.29 % |
Case—03: (£:0.41, dp:32, Mc:04) 1.39% 1 89.48 % |
Ref Study : (£:0.85, dp:32, M¢:03) 101.0% ¢ 80.96 % |
Non-Porous (Clear) Channel 265.65 1 534.66 1

Compared with Case-01, the TOPSI S-sel ected configuration increases the average Nusselt
number by 13.99%, athough this improvement is accompanied by a corresponding
120.10% increase in entropy generation. Relative to Case-02, the selected design provides
a 4.44% enhancement in heat-transfer performance while simultaneously reducing
entropy generation by 71.29%, indicating a superior balance between thermal
enhancement and thermodynamic irreversibility. In comparison with Case-03, the selected
configuration achieves a comparable thermal response with amarginal 1.39% increasein
the Nusselt number while reducing entropy generation by 89.48%.

More importantly, when compared with the porous-media reference configuration, the
TOPSIS-selected design enhances the average Nusselt number by 101.0% while reducing

entropy generation by 80.96%. Relative to the non-porous clear channel, the
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corresponding improvements reach 265.65% and 534.66%, respectively. These results
clearly demonstrate the substantial thermal and thermodynamic benefits achieved through
the optimized porous-medium design.

Overdl, the TOPSIS-selected configuration provides the most favorable compromise
between heat-transfer enhancement and entropy-generation minimization among the
Pareto-optimal solutions. The identified optimum design was therefore adopted for the

subsequent flow-field and thermal-field analysis presented in the following section.
5.4.7 Hydrothermal Characteristics of the Selected TOPSIS Design

To further elucidate the mechanisms responsible for the superior performance of the
TOPSIS-selected porous configuration, the temperature, velocity, and pressure
distributions were compared with those of the non-porous (clear) channel. The

corresponding contours are presented in Figure 5.38.
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Figure5.38: Comparison of temperature, velocity, and pressure contoursfor the reference

and the TOPSI S-optimized porous configuration
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As shown in Figure 5.xx, the optimized porous channel exhibits a substantially lower
temperature level throughout the flow domain compared with the clear channel. While the
non-porous configuration reaches a maximum temperature of approximately 311.8 K, the
corresponding temperature in the porous channel islimited to about 304.9 K, representing
areduction of nearly 7 K. This behavior indicates significantly improved heat extraction
from the heated walls and explains the remarkable enhancement in the Nusselt number
observed for the optimized porous configuration.

The velocity contours further demonstrate the influence of the porous matrix on the flow
field. In the clear channel, the peak velocity remains approximately 4.8 m/s, whereas the
restricted flow passages within the porous structure accelerate the coolant to nearly 8.5
m/s. The resulting increase in loca momentum transport strengthens fluid-solid
interaction and enhances convective heat transfer throughout the channel.
Thisintensified flow behavior is accompanied by a substantial increase in pressure drop,
as evident from the pressure contours. The porous matrix generates strong local pressure
gradients due to flow constriction and increased hydraulic resistance, resulting in
significantly larger pressure |osses than those observed in the clear channel. Although this
increases the pumping requirement, the enhanced thermal transport achieved through the
porous structure outweighs the associated hydraulic penalty.

Overal, the contour analysis confirms that the optimized porous configuration promotes
more effective heat removal through the combined effects of enhanced fluid-solid
interaction, increased local flow acceleration, and improved thermal transport within the
porous matrix. These mechanismsaredirectly responsiblefor the substantial hydrothermal
enhancement achieved by the TOPS| S-selected design.

5.4.8 Exergetic Performance Evaluation

To further assess the thermodynamic suitability of the selected porous-media
configurations, an exergetic performance evaluation was conducted using the exergy
destruction ratio (EDR) and exergy efficiency (nex). These parameters provide a second-
law perspective of system performance by quantifying theirreversibilities associated with
heat transfer and fluid flow within the porous-media-enhanced CD-MCHS. The exergetic
performances of the reference configuration, representative Pareto-optimal solutions,
TOPSIS-selected design, and non-porous channel are summarized in Table 5.36.
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Table5.36: Exergetic performance comparison of thereference, Pareto-optimal, TOPSIS-
selected, and non-porous configurations

Design Configuration EDR Relative EDR TNex
Ref Study : (£:0.85, dp:32, Mc:3) 98.26 % - 1.74 %
Case-01: (£:0.83, dp:15, Mc:1) 81.96 % 16.58 % | 18.04 %
Case-02: (£:0.64, dp:26, Mc:4) 93.61 % 473 % | 6.39 %
Case-03: (£:0.41, dp:32, Mc:4) 99.05 % 0.804 % 1 0.95%
TOPSIS Design: (£:0.74, dp:16, Mc:1) 83.51 % 15.01 % | 16.49 %
Non-Porous (Clear) Channel 8.53% 91.31% | 91.47 %

The reference porous configuration exhibits a high exergy destruction ratio (EDR =
98.26%) and alow exergy efficiency (ne = 1.74%), indicating that thermodynamic losses
are dominated by flow resistance within the porous matrix. Among the representative
Pareto-optimal solutions, Case-01 achievesthe most favorable exergetic performance with
an EDR of 81.96% and an exergy efficiency of 18.04%, whereas Case-03 exhibits the
highest exergy destruction (EDR = 99.05%) and the lowest exergy efficiency (nex =
0.95%). Case-02 provides intermediate performance with an EDR of 93.61% and an
exergy efficiency of 6.39%, reflecting a moderate balance between thermal enhancement
and thermodynamic irreversibility.

The TOPSIS-selected configuration yields an EDR of 83.51% and an exergy efficiency of
16.49%, positioning it close to the best-performing Pareto solution from an exergetic
perspective. Although it does not correspond to the minimum exergy destruction, it
maintains favorable thermodynamic performance while simultaneously delivering
substantial heat-transfer enhancement. This behavior further supports its selection as the
most balanced porous-media configuration identified through the multi-objective
optimization process.

For comparison, the non-porous channel exhibits a very low EDR of 8.53% and a high
exergy efficiency of 91.47%, owing to the absence of porous-induced flow resistance.
However, this thermodynamic advantage is accompanied by significantly lower hest-
transfer capability than the optimized porous configurations.

Ovedl, the exergetic assessment confirms that the optimized porous-media designs
achieve enhanced thermal performance at the expense of additional thermodynamic

losses. Among the investigated configurations, the TOPSIS-selected design provides the
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most favorable compromise between heat-transfer enhancement and exergy destruction,
thereby reinforcing its suitability for high-performance electronic cooling applications.

5.5 Compar ative Performance Analysis of Passive Enhancement Techniquesin CD-MCHS

A comprehensive comparison was performed among the three passive enhancement
strategies investigated in the present study, namely micro-pillar integration, hybrid
nanofluid utilization, and porous-media incorporation, in order to identify the most
suitable approach for advanced electronic cooling applications. The comparison was
conducted using the optimized configurations obtained from the ANN-NSGA-11-TOPSIS
framework, considering thermal performance, entropy generation, and exergetic behavior
simultaneously. The corresponding results are summarized in Table 5.37.

Table5.37: Comparative performance anaysis of passive enhancement techniquesin CD-

MCHS
Performance CD-MCHS  Micro Change Hybrid Change Porous Change

Matrices (Ref) Pillar (%) Nanofluid (%) Media (%)
Tmax (K) 311.81 308.32 349 | 309.92 189 | 304.91 6.90 |
Nu 39.85 68.32 71451 46.37 16.36 1 145.73  265.651
Sgen (W/K) 0.000716  0.000828 15.641  0.000814  13.711 0.00454 534.661
EDR (%) 8.53 22.06 158.61 1 19.26 125791 8351  879.011
Nex (%) 91.47 77.94 1479 | 80.74 11.73 | 16.49 81.97 |

The results demonstrate that all passive enhancement techniques improve the thermal
performance of the baseline CD-MCHS; however, the magnitude of enhancement and the
associated thermodynamic pendlties differ considerably. Among the investigated
configurations, the porous-media-enhanced CD-MCHS exhibits the highest cooling
capability, reducing the maximum wall temperature by 6.90 K and increasing the average
Nusselt number by 265.65% relative to the baseline configuration. Nevertheless, this
substantial thermal enhancement is accompanied by the largest increase in entropy
generation (534.66%) and a significant reduction in exergy efficiency (81.97%),
indicating considerable flow resistance and irreversibility within the porous matrix.

In contrast, the hybrid nanofluid-enhanced CD-MCHS exhibits the most conservative
thermodynamic behavior. The optimized tri-hybrid nanofluid reduces the maximum
temperature by 1.89 K and enhances the Nusselt number by 16.36%, while limiting the
increase in entropy generation to 13.71%. Consequently, it experiences the smallest
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reduction in exergy efficiency (11.73%) among all enhancement techniques, indicating
relatively stable hydrothermal performance with minimal thermodynamic penalties.

The micro-pillar-enhanced CD-MCHS exhibits intermediate behavior between these two
extremes. The optimized micro-pillar configuration reduces the maximum wall
temperature by 3.49 K and improves the Nusselt number by 71.45%, while the
corresponding increase in entropy generation (15.64%) remains significantly lower than
that observed for porous media. Although exergy efficiency (14.79%) decreases relative
to the baseline configuration, the associated thermodynamic penalty remains moderate
compared with the substantial improvement in cooling performance.

From an overall thermo-hydraulic perspective, the enhancement techniques can be ranked
according to cooling capability as:

Porous M edia > Micro-Pillar > Hybrid Nanofluid

Wheress, their thermodynamic behavior follows the opposite trend:

Hybrid Nanofluid > Micro-Pillar > Porous Media

This opposing behavior highlights the inherent conflict between maximizing heat-transfer

enhancement and minimizing thermodynamic irreversibility.
5.5.1 Scientific Insight

The comparative assessment reveals that the optimal passive enhancement strategy
depends not only on the achievable heat-transfer augmentation but also on the
thermodynamic cost required to obtain it. Although porous media delivers the highest
cooling performance, the associated increase in entropy generation and exergy destruction
indicates a substantial hydraulic and energetic penalty. Conversely, hybrid nanofluids
maintain favorable thermodynamic characteristics but provide comparatively limited
therma enhancement. The micro-pillar configuration effectively bridges these two
extremes by combining significant heat-transfer augmentation with moderate entropy-
generation and exergetic penalties. Therefore, among the passive enhancement techniques
investigated in the present study, the micro-pillar-enhanced CD-MCHS emerges as the
most balanced solution for high-performance electronic cooling and thermal management
applications, offering the most favorable compromise between cooling effectiveness,

pumping-power requirements, and thermodynamic efficiency.
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CHAPTER 6

CONCLUSIONS

The present research investigated the hydrothermal and thermodynamic performance of
convergent-divergent microchannel heat sinks (CD-MCHS) for advanced electronic
cooling applications. An integrated optimization framework combining Computational
Fluid Dynamics (CFD), Artificial Neural Networks (ANN), Non-dominated Sorting
Genetic Algorithm-11 (NSGA-II), and the Technique for Order Preference by Similarity
to Ideal Solution (TOPSIS) was developed to identify optimal designs under competing
objectives of maximizing heat-transfer enhancement and minimizing thermodynamic
irreversibility. Three passive enhancement strategies, namely micro-pillar integration,
tri-hybrid nanofluid utilization, and porous-media incorporation, were systematically
evaluated and compared. The major conclusions drawn from the present investigation

are summarized as follows.

6.1 Numerical Analysisof Convergent-Divergent Microchannel Heat Sink without
and with Pillars. (Objective-1)

Baseline CD-M CHS (without Pillar)

e The ANN-NSGA-II-TOPSIS framework successfully identified an optimized
convergent-divergent CD-MCHS configuration characterized by Re = 400, o =
0.70, = 0.65,y=0.70, 5= 0.70, N1 = 60, and N2> = 08.

e The TOPSIS-selected CD-MCHS design showed a 20.1% improvement in heat
transfer and a 38.1% drop in entropy generation with respect to straight MCHS

configuration, highlights the trade-off and confirming its balanced performance.
e Compared to the straight MCHS configuration, the TOPSIS-optimized
trapezoidal CD-MCHS enhances mixing and disrupts the thermal boundary
layer, reducing outlet temperature by ~8 K.
e TOPSIS-selected design achieves the lowest exergy destruction (8.53%) and
highest exergy efficiency (91.47%), indicating superior performance with

minimized irreversibilities.
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Micro-Pillar-Enhanced CD-MCHS

The ANN-NSGA-1I-TOPSIS framework successfully identified an optimized
micro-pillar configuration corresponding to Py = 1 (Elliptica), ¢ = 2.5%, Pc=
48, and Po = 6 pum.

TOPSIS-selected elliptical-micro-pillar configuration achieves 71.45% heat
transfer enhancement with only 15.64% rise in entropy generation, representing
the most balanced solution.

The TOPSIS-selected micro-pillar configuration reduced the maximum wall
temperature by ~3.5 K relative to the optimized baseline CD-MCH, indicating
enhanced heat-removal capability.

The TOPSIS-selected micro-pillar configuration maintained balanced exergetic
performance (EDR: 22.06%, nex: 77.94%), confirming practical suitability.

6.2To Investigate the Hydrodynamic and Heat Transfer Characteristics of

Conver gent-Divergent Microchannel Heat Sink with Nanofluids. (Objective-2)

The ANN-NSGA-1I-TOPSIS framework successfully identified an optimized
tri-hybrid nanofluid composition corresponding to a tota nanoparticle
concentration of @1 = 1.75%, comprising 55.0% CuO, 20.5% Al>0s, and 24.5%
Ag nanoparticles.

TOPSIS-selected tri-hybrid nanofluid composition achieves a 16.36% increase
in heat transfer relative to the reference study, with a 13.71% rise in entropy
generation, representing the most balanced solution.

The TOPSIS-selected tri-hybrid nanofluid composition reduced the maximum
wall temperature by ~1.89 K relative to the optimized baseline CD-MCHS.
The TOPSIS-selected tri-hybrid nanofluid composition maintained favorable
exergetic performance (EDR: 19.26%, mne: 80.74%), indicating improved

thermodynamic behavior

6.3To Investigate the Hydrodynamic and Heat Transfer Characteristics of

Conver gent-Diver gent Microchannel Heat Sink with Porous M edia. (Objective-

3)
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The ANN-NSGA-1I-TOPSIS framework successfully identified an optimized
porous-media configuration characterized by a porosity of € = 0.74, a pore
diameter of dp= 16 um, and a copper porous substrate (Mc = 01).
TOPSIS-selected porous-media configuration achieves 101% heat transfer
enhancement with 80.96% reduction in entropy generation compared to the
reference case, representing the best overall performance.

Compared to the non-porous configuration, the TOPSIS-selected design
achieves a 265.65% increase in heat transfer, accompanied by a534.66% risein
entropy generation.

Compared with the non-porous channel, the TOPSIS-optimized porous
configuration reduced the maximum wall temperature by ~7 K, confirming its
enhanced cooling performance.

The TOPSIS-selected porous configuration exhibited relatively high exergy
destruction (EDR: 83.51%) and low exergy efficiency (ne: 16.49%) due to
porous-induced flow resistance.

6.4 Compar ative Assessment of Passive Enhancement Techniques. (Objective-4)

The results demonstrate that the optimum passive enhancement strategy cannot
be determined solely on the basis of heat-transfer enhancement, but must be
evaluated through a combined thermo-hydraulic and thermodynamic
perspective.

Porous media delivered the maximum cooling performance, whereas the tri-
hybrid nanofluid incurred the lowest thermodynamic penalty. These
enhancement strategies therefore represent two contrasting performance
extremes, prioritizing thermal augmentation and thermodynamic efficiency,
respectively.

Among the investigated techniques, the micro-pillar-enhanced CD-MCHS
provided the most favorable overall compromise between cooling effectiveness,
thermodynamic efficiency, and implementation practicality, making it the
preferred passive enhancement strategy for advanced electronic thermal-

management applications.
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CHAPTER 7

LIMITATIONS, FUTURE SCOPE, AND ENGINEERING SIGNIFICANCE

7.1 Limitations of the Present Study

% Numerical Modeling and Optimization

e The ANN surrogate models were developed using a finite CFD dataset;
therefore, certain complex microscale flow and heat-transfer interactions
may not be fully captured.

e The optimization was restricted to predefined design-variable ranges, and
global optimum solutions beyond the selected design space may remain
unexplored.

% Modeling Assumptions and Physical Simplifications

e The numerica simulations were performed under idealized conditions,
neglecting manufacturing imperfections, surface roughness, fouling, and
long-term performance degradation.

e The nanofluid model assumes homogeneous nanoparticle dispersion and
employs effective-property correlations without explicitly considering
agglomeration, sedimentation, or particle-level interactions.

% Practical and Manufacturing Constraints

e Fabrication complexity, —manufacturing cost, and large-scae
implementation considerations were not incorporated into the present
optimization framework.

e Geometric scaling constraints limited the feasible design space, with pore
diameters maintained at least two orders of magnitude smaller than the
channel hydraulic diameter and micro-pillar dimensions kept substantially
smaller than the channel dimensions.

% Scope of I nvestigation

e The study was limited to steady-state, single-phase numerical simulations

within the sel ected operating conditionsfor el ectronic cooling applications.
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e Experimental analysis of the optimized configurations was not conducted;
therefore, the reported improvements are limited to the numerical

framework employed in the present investigation.

7.2 Recommendations for Future Studies

R/
L X4

Extend the present investigation to transient operating conditions, non-uniform
heat loads, and multiphase cooling mechanisms for more realistic electronic-
cooling applications.

Explore hybrid passive enhancement strategies combining micro-pillars, porous
media, and advanced nanofluids to further improve thermo-hydraulic
performance.

Develop advanced machine-learning and optimization frameworks to achieve
more robust and computationally efficient thermal -system design.

Perform experimental validation of the optimized configurations and investigate
long-term effects such as fouling, nanoparticle stability, and porous-media
degradation.

Incorporate manufacturing constraints, fabrication tolerances, and economic
considerations to facilitate practical implementation of the proposed designs.
Extend the proposed framework to multi-scale thermal management, including
hotspot cooling, electronic packaging, and integrated chip-to-system thermal
design.

Apply the devel oped optimization methodology to emerging applications such as
artificial-intelligence hardware, data centers, electric vehicles, and renewable-
energy systems.

7.3 Engineering Significance and Societal | mpact

®,

% Energy Efficiency and Sustainability

e The passive enhancement strategies investigated in this work improve
thermal performance without requiring external energy input, supporting
the devel opment of energy-efficient cooling technologies.

e Enhanced cooling efficiency can reduce the energy footprint of advanced
electronic systems, contributing to long-term sustainability and energy

conservation.
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e The incorporation of entropy-generation minimization and exergy-based
eva uation promotes thermodynamically sustainable thermal-management
solutions through improved utilization of available energy resources.

% Advanced Electronic Cooling and Industrial Applications

e The optimized CD-MCHS configurations provide effective cooling
solutions for high-heat-flux electronics, including processors, GPUS,
power electronics, and data-center systems.

e Enhanced heat-removal capability and lower operating temperatures can
improve device reliability, stability, and service life.

e The proposed optimization framework provides practical guidance for the
development of compact, high-performance cooling technologies across
multiple industrial sectors.

% Healthcare and Societal Benefits

e The growing complexity of advanced medical and biomedical devices
demands compact and reliable thermal-management solutions to ensure
safe and stable operation.

e The passive cooling concepts investigated in this work can support the
development of compact and reliable thermal solutions for advanced
diagnostic, monitoring, and medical-electronic systems.

e Improved thermal performance and enhanced device reliability contribute
indirectly to societa well-being through more dependable technological
infrastructure and reduced operational costs.

% Research, Innovation, and Technological Advancement

e The present work demonstrates the successful integration of computational
fluid dynamics, machine learning, and multi-objective optimization for
advanced thermal -system design.

e The developed ANN-NSGA-II-TOPSIS framework provides a versatile
platform for future investigations involving novel microchannel
geometries, nanofluids and hybrid cooling technol ogies.

e The outcomes contribute to the advancement of intelligent, optimization-
driven thermal-management methodologies for emerging engineering
applications.

R/

s Environmental and Resource Conservation I mpact
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e Improved thermal-management performance can reduce cooling-related
energy consumption, thereby lowering associated greenhouse-gas
emissions and environmental impacts.

e Enhanced thermodynamic efficiency minimizes unnecessary energy
dissipation and promotes more effective utilization of available resources.

e Longer operational lifetimes of electronic devices may contribute to
reduced material consumption and mitigation of electronic-waste

generation.
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APPENDI X

s Algorithm Al: MATLAB code for LHS sample generation for baseline CD-MCHS.

% Define the number of runs and variables
nRuns = 45; % Total number of runs
nVars=7; % Number of variables (Re, a, B, v, 6, N1, N2)
% Define the reference study values for one specific run
referenceStudy =[300, 1.0, 0.5, 0.5, 1, 50, 6];
% Define the ranges and step sizes for each variable
ranges = [
100, 500, 100; % Re (Reynolds number) range and step size
0.5, 1.5,0.25; % o range and step size
0.4,0.8,0.10; % P range and step size
0.4,0.8,0.10; % y range and step size
0.2, 1.0, 0.20; % o range and step size
30,70, 10; % N1rangeand step size
4,12, 2, % N2 range and step size
I;
% Generate Latin Hypercube Sample for 39 runs (excluding the reference study)
IhsSample = Ihsdesign(nRuns-1, nVars);
% Scale the sample to the ranges of each variable and round to nearest step
scaledSample = zeros(nRuns-1, nVars);
fori =1:nVars
minVal = ranges(i, 1);
maxVa = ranges(i, 2);
stepSize = ranges(i, 3);
% Scale the sample and round to the nearest step
scaledSample(:,i) = round((IhsSample(:,i) * (maxVal - minVal) + minval) / stepSize) *
stepSize;
end
% Insert the reference study values as thefirst run
fullSample = [referenceStudy; scaledSample];
% Display the Latin Hypercube Sample with reference study as the first run
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fprintf(Run |Re |a |B |y |06 |N1|N2 \n),
fPrintf('-------mmmmmm oo \n’);
fori = 1:nRuns
fprintf('%-5d | %-5d | %-4.2f | %-4.2f | %-4.2f | %-4.2f | %-4d | %-4d\n', i,
fullSample(i,:));
end

% Algorithm A2: MATLAB code for LHS sample generation for micro-pillar-assisted
CD-MCHS.

%%
% Latin Hypercube Sampling (LHS)

% Micro-Pillar CD-MCHS Optimization
% Design Variables:

% Pd, ¢, Pc, Po

%%

clc;

clear;

closedl;

%% Number of Runs and Variables
nRuns = 30;

nvVars = 4;

%% Reference Configuration
Reference Case=[21485];
%% Design Space Definition
% [Lower Bound Upper Bound Step Size]
Ranges =

141, %Pd

031 %¢

328016; % Pc

0155 %Po
I;
%% Generate LHS Samples
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IhsSample = Ihsdesign(nRuns-1,nVars,'criterion’,'maximin’,'iterations',100);

%% Scale Samples to Actual Design Space
scaledSample = zeros(nRuns-1,nVars);
fori=1l:nVars

minVal = Ranges(i,1);

maxVal = Ranges(i,2);

stepVa = Ranges(i,3);

scaledSample(:,i) =
minVal)+minval)/stepVal )* stepval;
end
%% Insert Reference Case
DesignMatrix = [Reference_Case; scaledSample];
%% Remove Duplicate Rows
DesignMatrix = unique(DesignMatrix,'rows),'stabl €);
%% Display Design Matrix

fprintf(\n');

fprintf(‘----------=-=m-m oo \n’);
fprintf('Run\tPd\tPhi\tPc\tPo\n’);
fprintf(‘----------=-=m-m oo \n’);

fori = 1:size(DesignMatrix,1)
fprintf ('%2d\t%d\t%d\t%d\t%d\n',...

iy
DesignMatrix(i,1),...
DesignMatrix(i,2),...
DesignMatrix(i,3),...
DesignMatrix(i,4));

end

%% Save Sample Matrix

VariableNames = {'Pd','Phi','Pc','Po'} ;

round((IhsSample(:,i)* (maxVal -

LHS Table = array2table(DesignMatrix, VariableNames',VariableNames);
writetable(LHS Table,LHS Micro_Pillar_CD_MCHS.xIsx");

disp(*);
disp('LHS sampling completed successfully.’);
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s Algorithm A3: MATLAB code for LHS sample generation for hybrid nanofluid
integrated CD-MCHS.

%% LHS for hybrid nanofluid with mixture constraint
rng(1); % reproducibility
nRuns = 30,
% Definelevels
phi_total levels=0.5:0.5:2.0; % overal vol%
f CuO levels =50:5:65; % %
f_Al203 levels =20:5:35; % %
f Ag_levels =15530;, %%
% Filter candidates satisfying mixture sum = 100%
candidates = [];
for phi = phi_total_levels

for CuO=f _CuO levels

for Al =f_Al203 levels
forAg=f_Ag_levels
if CuO +Al + Ag==100
candidates = [candidates; phi, CuO, Al, Ag];
end
end
end

end
end
% Check how many candidates exist
nCandidates = size(candidates,1);
fprintf("Total feasible candidates: %d\n', nCandidates);
if nCandidates < nRuns

error('Not enough feasible candidates (%d) for %d runs. Adjust ranges/steps.,
nCandidates, nRuns);
end
% Randomly select nRuns from feasible candidates (LHS-like spread)
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idx = randperm(nCandidates, nRuns);
sample = candidates(idx,:);

% Compute absolute volume fractions
phi_total = sample(:,1);

f_ CuO =sample(:,2);

f_Al203 =sample(:,3);

f Ag =sample(:,4);

phi_CuO =phi_total .* (f_CuO/ 100);
phi_AI203 = phi_total .* (f_Al203/ 100);
phi_Ag =phi_tota .* (f_Ag/100);

% Display table
fprintf('Run | phi_total |f_CuO |f_AlI203 |f_Ag| phi_CuO | phi_Al203 | phi_Ag\n);
FPIINEE (= mmmmmmmm e \nY);

fori = 1:nRuns
fprintf('%2d | %4.2f | %3d | %3d | %3d | %6.3f | %6.3f | %6.3f\n', ...
i, phi_total(i), f_CuO(i), f_AI203(i), f_Ag(i), phi_CuO(i), phi_Al203(i),
phi_Ag(i));
end

s Algorithm A4: MATLAB code for LHS sample generation of porous-media-assisted
CD-MCHS

%%
% Latin Hypercube Sampling (LHS)

% Porous-Media-Assisted CD-MCHS Optimization
% Design Variables:

% ¢, dp, Mc

%%

clc;

clear;

closedl;

%% Number of Runs and Variables
nRuns = 25;

nvVars=3;
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%% Design Space Definition
% [Lower Bound Upper Bound Step Size]
Ranges =
0.40 0.85 0.15; % ¢
8 32 8 %dp(um)
1 4 1 % Mc
I;
%% Generate LHS Samples
IhsSample = Ihsdesign(nRuns,nVars, ...
‘criterion’,'maximin’,...
'iterations, 100);
%% Scale Samplesto Actual Design Space
scaledSample = zeros(nRuns,nVars);
fori =1:nVars
minVal = Ranges(i,1);
maxVa = Ranges(i,2);
stepVal = Ranges(i,3);
tempVals = IhsSampl e(:,i)* (maxVal-minVal) + minVval,
scaledSample(:,i) = ...
round((tempVals-minVal)/stepVal)* stepVal + minval;
scaledSample(;,i) = ...
min(max(scaledSample(:,i),minVa),maxVval);
end
%% Display Design Matrix

fprintf(\n");

fprintf(‘----------=-=m-m oo \n’);
fprintf('Run\te\tdp\tM c\n’);
fprintf(‘-------------=-mmm oo \n');

fori = 1:nRuns
fprintf('%2d\t%.2f\t%d\t%d\n',...
iy
scaledSample(i,1),...
round(scaledSampl&(i,2)),...
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round(scal edSample(i,3)));
end
%% Save Sample Matrix
VariableNames = {'Porosity’,'dp’,Mc'};

LHS Table = array2table(scaledSample,...
"VariableNames,VariableNames);
writetable(LHS Table,'LHS Porous Media CD_MCHSxIsx");

disp(*);
disp('LHS sampling completed successfully.");
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The key cossiderations in developing hear sinis for the thermal management of slectronic deviees are enhaneing
beeait trasalier and mindmizing entropy generation. This stedy alm o achieve sgnificant eooling capabiliny with
reduced ireversibility by integracing nasodluids and porces media within a cireular minichannel hear sink. This
ezt simk (40 40 % 10 mm) s composed of alumbeem end is destgned to operate within Reynolds rembers of
300-1300, leaturing a beonze porous substrate and PeyDAwater nanofluid eoolant. ARSYS Fluent was wiilized
for computatiomal feid dynams while che Non-dosinaed Sorieg Gemete Algorithm Il was
wolumne flow rane (), manofiuid eoneen oration (9], porosiny (o), and channel cownt (n) o oprimize te responses:
Nussalt numbes and entropy generason. Larin ypercube smpling is wtilized o explone the design space, while
Resporse Surface Methodology developed regression models linking objectives and design variables. The find.
ings demonsoratad that & pofous chanse] inemases th: Nussalt numbss by approzisssely 51512 % and redeces
entpy genenition by B3E5 % compansd 1o 4 non-poroes channel (8- 1) Momover, the optimal made-off be-
tration, porcsity level, and chasmel cownt sgnificaty impeoves e ypdrothernmal of heat sink.
Adisitionally, the optimal Paseto front indicates superbor eooling performance with design variables set o () =
Mm’.u.-r—|nrmdn—mmnmm-uxummmmmn
mhmm:nucﬁ'g:wmwﬂmmemmﬂﬂq—ﬂ.a-l]cm".-‘s.lr—lﬂl—ﬂ.'ﬁ.ud
n=05).

202). The micro/'mini chanpe] flow pressats an exceptionally elevated
sarface area to volume ratio and a robust comvective heat transfer co-
efficient (Gao ef al, 2022 In the early 80 5, Tuckerman and Pease
(Tuckerman and Pease, 1941) introduced the initial proposal for a
microchanne] heat sink (MCHS). They conducted tests on a rectangular

microchanne] made up of silicon and demaonstrated that minia-
turization of the heat sink could significantly lower the surface tem-
perature. Their pioneering h imspired other studies. Various

1. Introducticn

Advancements in microelectronics technology are lmding to an in-
crease in the power density of ectronic systems, presenting a challenge
in the effective thermal mansgement of electronic devices, such as
processors, LED), and integrated cirenits (Jiang and Pan, 2023; Zeng
et al, 20200, Achieving significant svolution in electronic systems with

continuous downsiving demands precise organization of complex com:
ponents within tight spatial Bmitations (Wang et al., 20290 Copse
quently, a notnble rise in the heat fluxes produced per wnit volume
increnses the system’s operating temperature (Li et al, 2002 Awad and
Muaynd, 20270 Elevated temperahares can lead to decreased lifespan,
degraded performance, and heightened risk of component filure (L
et al, 2022 Hence, micro/mini-channel heat sinks have been imple:
mented & a cooling solution to effectively dissipate excessive heat
within the confined space of dectronic systems (Sadique and Murtaza,

* Corvesponding sethor.
E-malil aebdres raleshalicn] ] Epmall oo (R Kemar).

Borpa /A oo 0.1 00 6,7 et buldliow. 2024, 1 09600

researchers (Ghasemi =t al, 2017, Khodabandeh and Abbasci, 2014;
Chai et al. 2016) compared their investigations with the work of
Tuckerman and Peace. Their findings indicate that reducing the char.
acteristic diameter of chanpels to micron/mini scales results in
improved heat transfer rates compared to conventional-sized devices.
Researchers (Saha of al, 2022 Wang et al., 3018; Cheng et al., 2015;
Dehghan et al, 2015; Eostami <t al., 2018; Wang et al, 2020) have
imvestigated various channel configurations, such as triangular, trape:
eoidal, tapered, comverging, wavier, and ribbed. Thess studies revealsd
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Enneards: Efferdve thermal maragesent bn elecomnic devices necessittes the development of heart sinis thar opimize
bth enoling pesfremance snd thermedynamic efficiency. This soedy aims i enhanee heat trasaler and minimize
Irreversibility by implementing a comvergent—divergent microchasme] heat sink The heat sink (10 x 10 1 m)
I made of copper, mees water & the conling, snd operstes under o usiorm heat fux of 150 W™ Seven
geomerrie and flow parsserers (Re, o, [, 7, & Ny, and Nz) were investigased to optimive two key nesponses:
Musselr numbes and entropy generation. Latin Hypercabe Sampling generaind the inital design population,
followed by CFD simulations i evaluate charaeteristies. ANN was applied i construct accarane
werropate modeks, and MSGA-TT was msed i obiain the Paneto front of trade-offs, followed by TOPSIS for final
design selection. The N3GAD resls identified @ Pasetoptimal configurdon that achieved o 405 %
improvement in the Husselt numbe, aseccmpanied by a 108.8 % dse in entropy generton companed v the
haseline. Aloernatively, the TOPSE-searted design afferad o lavomble wade-off, with & moderate 146 % darling
in heat mransiier and o remaskable 703 % radwetion bn entropy generarion relative 1o the P sobution.
Compired with the baseline, this design peduced the cutler temperarure by 8 K (~319-311 KL Exsrgedc eval-
wation further confirmed bis superioricy, achbeving the lowest exergy destroction rath of 8.53 % and de highest
exergy efficency of 91.47 %. Owenall, these fndings establish the TOPSE-selected design as che optimal and
pructically Wable sluton for snhanssd thermal mandgement in datrnic devices

To sddress these thermal challenges, microchannel heat sinks are
employed for their ability to efficiently dissipate heat within the cos
strained space of electronic systems [4]. Microchannel flows offer a
remarkahbly high surface area-to-volume ratio and a strong convective

1. Introduction

The rapid sdwancement of microdectronics has resulted in elevated
pawer densities, emphasizing the need for efficient thermal manage-
ment to emsure the refisble operation of devices such a5 processors,
[1,2]. As electronic systems evolve and undergo progressive miniaturi-
zation, the resulting rise in heat fux per unit volume significanty de-
vates operating temperafures. This wnderscores the eritical role of
electronic cooling in maintaining system stability [ ], Electronic coaling
extends the operationnl lifespan of devices and enables sthvanced func-
ticmality by supporting higher power densities, faster processing speeds,
compact form factors, and improved energy efficiency [1). However,
formance, with a degres rise in temperahare potentially reducing device:
relinbility by up to 5 % [5].

* Cogvesponding sathoe,
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heat transfer capability [7]. In the early 1980 5, Tuckerman and Pease
[4] pionesred the concept of microchannel heat sinks (MCHS), sxperi:
mentally imvestigating a silicon-based rectangular microchannel. Their
study demonstrated that downsizing the heat sink geometry could sub-
stantially reduce surfoce temperatures, highlighting the potentinl of
microfabricated conling solutions.

rectangualar channels owing to their simples and cost-efactive fabrics-
tion. However, ander ultrashigh heat fix conditions, such eonventional
designs may prove inadequate in sustaining the desired operating tem-
peratures [4]. A key limitation of straight chanmels is the progressive
decline in thermal performance along the Bow direction, primarily due
to the continuous thickening of the thermal boundary layer [10]. To
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Enneards: Efferdve themmal o of e devices neressitates heat sink ennfigenations that ehance eooling
ANN-REGA-D-TOPSE capabiliny while minimizing themuodynamie ireverssbiliry. Tn this coners, the: presest sudy alms 1o exhance
i heat mansfer while reducing entropy genenation by integrating porous media within & convergent-divergent
Becwin: cimllg micrncharned beat slsk A eopper beat sink (10 10 | mm) uing water 5 o coolsnt s analyred ot Fe —
s 4000 ey & unidors hest flue of 150 W tem”, with Ty — 298 I Thres key pocous parumeters, Inclafing pocodity,
Propeas media pore-diametes, and poroes sebetrace, are Evesigsted o optiniae two persemanc: metrics: Nusselt number and
enmropy geneaton. Latn Hypercube Sampling penerates the inital design population, which & evaluated via
CPD simlarions oo chargeteie pdrothermal bebavior, ANN are used I ONSDUET aererine survogae modsds,
and the MEGA algorithen identifies Pareto-optimal wade-offe Pinadly, the TOPSIS mechod seleers the mest
haluneed design for practesl implemencation. The NSOA-T optimization yelded o Paseto-opoimal design,
w Ina PE34% 1 InﬂzNLuthumhu’nilMJﬁHMhmnnﬁmﬂmm;-dm
Ihl!l'EElm mum:ﬂiﬂh cderiead cand hieved & 107% enh
mhmwmﬂum%ﬂ&auhwmuwdmﬁ:muhmum
significant exergetic performanes with an exergy destruction mto of 83.51% and @ masimum cxergy efficdency
of 16498, Addidonally, relatdwe o the non-poroes configuration, the TOPSE-slected design mdeced the
i wiall emperature: by appeoximately 7 K (311-304 K Collectively, these cuteomis condirm the TOPSE-
sedeeted configuestion as the optimal and practeally wiable solution for enhanesd chesmal management in
eleroronie devies.
1. Introduction can significantly impair performance, with even a 1 °C rise potentially

decreasing device relinbility by as moch s 5% [5].

The ongoing =volution and progressive miniaturization of micro-
electronic systems have markedly increased power densities, necessi:
tating advanced thermal mansgement sTategiess to maintnin safe
operating conditions [1]. As deviees continue to shrink, the accompa-
nying increase in volumetric beat generation leads to elevated loalized
temperntures, underscaring essential importamce of effective elactronic
cooling [2]. Efective heat dissipation is critical for eperational sbility,
system refiability, and service life of highs power components, inclading
[2]. Robust cooling ot only extends devies lifaspan but also supports
utilization efficiency [4]. In contrast, insufficient thermal management

* Corresponding author.
E-ul axbresye safeshloumer 2k2] pledmeldonac in (R Damar).
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To mitigate these thermal iswes, micro-channel heat sinks have
emerged as an effective solution for dissipating heat within the limited
space available in sectronie systems [4]. Owing to their exceptionally
high surface area to volume ratic and enbanced comvective heat transfer
performance, microchamnel flows ennble ficient thermal regalation
[7]. The foundation of this technology wes estahblished in the eardy
19805, when Tuckerman amd Pesse [X] experimentally showed that
lowered surface temperatures, revealing the promise of microfabricated

Mumercus microchanne configurations, including straight, wavy,
pin-fin, and bifurcated designs, have been explored to ephance thermal
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ABETRACT

Efficient thermal managrenent of high-powes elecronie devices mquires hear sink designs that slsvdaneusly
enhanee hear ransfer and minimize termodynasie irveversibilicy. This siudy invesigaces the integragon of
mibero-pillar structuees within a eomwergent-divergent mierochanned hear sink i impeove boch termo-hydraslie
and exergetic perfremance. & copper heat sink {10 » 10 = 1 msm) Is investgated wsing Fey0y-water nanolleid as
thi eeaodant af @ Reynodds numcher of 400, subjerted foa unifoom best flux of 150 Wem? and en inbet temgeeraure
of 298 K. Pour key design paramesess, including pillar gecmnetry, pillar-count, pillar-ofiset, and nanafluid eon-
cesitracion, are systematically explored m optimine Nessedt sember and entropy generatson. The design space Is
mﬂ;mqmwmuumqmnmmm
smplarions. Artificial Nesrl Nerworks gate models, dollowed by KSGAT dor Pareto-opiimal
solutions and TOPSIS i seleet the moar balaneed design. The KEGA-T optimizaton peoduced Paret-optimal
mlero-plllar configurations et pricnitee cooling, achbeving a 74.6% Inerese bn Nusedt mumber relatve o
the reference design and a 23.1% i in ation. The TOPSIS-selected configuration provides a
WMMMNMMMF.MMHM_MWH.&MMW
generution to 15.64%, and reducing the maxdmes wall empenaere by approvimandy 3.5 K (fom 311.8 K
3083 K). Furthermane, It achieves o exergy desrection ratdo of 22.06% and & high exergede elficimey of
77545, Collestvely, dwse results demonstrate that optimized micro-pillar configurations can substantially
enhanes heat ransfer while maintining favorable evergede perlormanes, offering a practieally vishle solation
for mivanced electronle cooling applcations.

efficiency [4]. Comversely, insafficient thermal control can severely
impair performance and reliahility; even a marginal temperature rise of
1 *C may result in & relinhility reduction of up to 5% [5].

To address these escalating thermal challemges, microchanne] heat

1. Introduction

The continuous advancement and miniaturization of microslectronic
devices have led to a substantial rise in power densities, thenehy inten.
sifying the demand for effective thermal management to ensare safe and
relinble operation [1]. As device dimensions shrink, the associnted in-
crepse in heat fix per it volome ebevates local temperatures, highe
lighting the growing importance of efficient electronic cooling in
preserving overall system performance [2]. Adequate heat removal is
high-power components such as processors, light-emitting diodes, in-
tegrated circuits, and high-performance compuating systems [2]. More
over, efficient cooling facilitates higher power densities, incresced
processing speeds, eomparct device architecfures, and improved energy

* Cogvesponding sathoe,
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sinks have gained prominence as an effective cooling solution capable of
dissipating large heat londs within the confined spaces of modern dee-
tromie systems [6]. Their superior surface-aresto-volume ratio, come
highly efficient thermal regulation [7]. The potential of microchammed-
hased enaling was first demanstrated in the early 1980s by Tockerman
amd Pease [£], who experimentally showed that reducing the size of
slicon-based rectangular channes significantly decressed surface tem-
peratures, Ihmbjﬁﬂi.ﬂm;mnﬁhmﬂ:dhﬂnﬂ!ul\dﬁt

To enhance heatiransfer performance, oumercss microchannel
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ABSTRACT

lnthepmtmdy}DCFDnmhhmshnbenpaﬁrmedhmmehhydmthmﬂ
performance of a ci minichannel heat sink The heat sink is composad of alumi-
num with dimensions of 40mm x 40mm x 10mm and it is designed for Reynolds numbers
less than 1300. A uniform heat flux of 66 KW/m? is applied to the bottom wall of the heat
sink, while other surfaces have been insulated. The finite volume approach was utilized in
Ansys-Fluent to sobve the system governing equations and associated boundary conditions.
Magnetite-water nanofluid has been used as a coolant and examined the variations of mass
ﬂwm:ndumﬂmdmmmmdmgpdmmlAhmxpammnlhs
been i d throughout the channel space at various porosity levels. The performances of
the heat sink have been further investigated at various channel counts by varying the hydraulic
diameter in 2 manner that the total flow area of the channels remains constant. The results
show that the number of channels and their dimensions have a substantial effect on heat trans-
fer efficiency. This investigation reveals that wsing porous media is very significant relative to
nanofluid at any concentration and the maximum augmentation in heat transfer by the incor-
paration of porous media alang with nanofluid is 5.54 times. Moreover, the heat sinks practi-
cal utility is optimized through figures of merit (FOM) and heat transfer efficiency. Asa result,
the optimum hydrothermal performance of this present study is achieved at six channels with
a lower volume flow rate, higher valume fraction of nanofluid, and a lower porosity level.

Cite this article as: Kumar R, Zunaid M, Mishra RS. Numerical investigation of hydrothermal
performances of minichannel heat sink using porous media. ] Ther Eng 2025;11(1):141-158.

INTRODUCTION

Research onsmall heat exchangers has gained significant
attentton In the last two decades. We are all aware that the

equipment’s temperature below acceptable standards. A
minichannel heat sink develops a novel cooling technology
to remove too much heat from a very compact space. The
minichannel flow offers an extremely high surface area-to-

enormous heat flux generated by the devices is the main fac-
tor in component damage. Therefore, the heat flux removal
mechantsm has become significantly increased to keep such

This paper was recommended for publication in revised form by

volume ratio and a robust convective heat transfer coefft-
clent. Tuckerman and Pease [1] first proposed the concept
of a microchannel heat sink (MCHS). They conducted tests
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